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Introduction
Doha Regional Plastic Solution (DRPS) is a pipes and fittings 
manufacturing company registered and incorporated in the State 
of Qatar, which produces High Density Polyethylene (HDPE) pipes 
and fittings provides welding services for its customers.

DRPS is the leading Qatari manufacturer of HDPE Pipes & Fittings 
for a wide range of application: Potable Water,Dewarting Networks, 
Water Supply, Irrigation, TSE, Drainage, Sewage, Ducting and other 
uses by offering total HDPE system solutions with integrated and 
diverse product portfolio all made in the state of Qatar, using 
Advanced automated manufacturing equipment and systems.

DRPS concentrates its efforts and resources on innovation and 
continuously improving quality, service and competitiveness to 
ensure it meets customer’s needs. It is also committed to ensure 
a safe and challenging workplace in which employees contribute 
and develop to their fullest potential.

HDPE Pipe systems are designed and manufactured to meet the 
tropical weather conditions in the Middle East, making them 
suitable for most applications.

DRPS is your only total HDPE solutions provider MADE in QATAR 
covering pipe, fittings production and installation in the client site.

Our Vision
Vision of DRPS is to become the best provider of HDPE solutions and products in GCC.

Our Mission
DRPS is passionate about delivering quality products & services to our customers and 
addressing their business needs. DRPS holds high standards in delivering what it promises.

DRPS believes that with best planning & implementation of proper policies, it will enhance 
the use of all the company’s resources and will help the company in becoming one of the 
best companies in Qatar and regions.

Our Commitment
In support of its mission, DRPS is committed to:

 Producing products as per customer and regulatory requirements.

 Achieving customer satisfaction through supplying quality products on a timely basis. 

 Developing the business through continual improvement of our quality system.

 Providing the best products & solutions to our valued customers.

 Prompt delivery and quick response to customer’s inquiries.

 Offering our customers, a wealth of information, technical supports & customer service 
that meet customer requirements and satisfaction.
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DRPS is committed to maintain Quality standards of Pipes and Fittings manufactured, equipped 
with its world class in Inhouse laboratory enhanced with testing equipment’s in compliance 
with the requirements of National and International Standards for testing.

Our Quality Control Department works round the clock monitoring and testing the products 
with International Testing standards to maintain and enhance the quality of products 
manufactured.

International Standards for Testing of pipes & Fittings.

• EN ISO 527: Plastics - Determination of tensile properties.

• EN ISO 1133-1: Plastics - Determination of the melt mass-flow rate (MFR) and melt volume-
flow rate (MVR) of thermoplastics.

• EN ISO 1167: Thermoplastic pipes, fittings and assemblies for the conveyance of fluids –
Determination of the resistance to internal pressure.

• EN ISO 1183-2: Plastics – Methods for determining the density of non-cellular plastics – Part
2: Density gradient column method

• EN ISO 2505: Thermoplastics pipes – Longitudinal reversion – Test method and parameters.

• EN ISO 3126: Plastics piping systems – Plastic components – Determination of dimensions.

• EN ISO 6259: Thermoplastic pipes - Determination of tensile properties.

• EN ISO 9080: Plastic piping and ducting systems – determination of the long term hydrostatic 
strength of thermoplastics materials in pipe form by extrapolation.

• EN 12099: Plastics piping systems – Polyethylene piping materials and components –
Determination of volatile content

• EN ISO 12162: Thermoplastic materials for pipes and fittings for pressure applications -
Classification and designation

-Overall service (design) coefficient.

• EN ISO 13479: Polyolefin pipes for the conveyance of fluids. Determination of resistance to
crack propagation.

• EN ISO 15512: Plastics – Determination of water content

• EN ISO 16871: Plastics piping and ducting systems – Plastics pipes and fittings – Method for
exposure to direct (natural) weathering

 Ground/Surface Water
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Products Services and Area of Uses 

We provide our clients with customize requirements in a wide range of applications limited to 
Polyethylene Pipes & Fittings.

DRPS compliance with national and international standards such as:

QCS-2014, Kahrama, Ashghal, FM 1613, ISO-4427, EN-12201, EN-1519, EN-12666, ISO- 4437.

DRPS provides products with many approvals and brands such as: FM 1613, WRAS, Akatherm,
Borfit, Plastitalia, and NTG.

DRPS supply products with a wide range of applications such as:

 Potable water
 Dewatering
 Water supply networks
 Irrigation
 Treated Sewage Effluent (TSE)
 Factory Mutual (FM)
 Ducting
 Drainage & Sewage
 Buildings, Kitchen
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• ISO 18553: Method for the assessment of the degree of pigment or carbon black dispersion
in polyolefin pipes, fittings and compounds.

• ISO 4065: Thermoplastic pipes – Universal wall thickness table.

• ISO 6964: Polyolefin pipes and fittings – Determination of carbon black content by calcination 
and pyrolysis -Test method and basic specification.

• ISO 9624: Thermoplastic pipes for fluids under pressure – mating dimensions of flange
adaptors and loose backing flanges.

• ISO 11357-6: Plastics – Differential scanning calorimetry (DSC) – Part 6: Determination of
oxidation induction time (OIT). ISO 11922-1: Thermoplastic pipes for the conveyance of
fluids – Dimensions and tolerances - Part: 1: Metric series.

• ISO 13761: Plastics pipes and fittings – Pressure reduction factors for polyethylene pipeline
systems for use at temperatures above 20oC.

• ISO 13953: PE pipes and fittings – Determination of tensile strength and failure mode of test
pieces from a butt-fused joint.

• ISO 14236: Plastics pipes and fittings – Mechanical joint compression fittings for use with
polyethylene pressure pipes in water supply systems.

International Standards for Manufacturing of pipes & Fittings for different 
Applications.

• EN 1519: Plastic piping systems for soil and waste discharge (low and high temperature)
within the building structure – Polyethylene (PE).

• EN 12666: Plastic piping systems for non-pressure underground drainage and sewerage –
Polyethylene (PE).

• ISO 4427: Plastics piping systems – for water supply, and for drainage and sewerage under
pressure Polyethylene (PE)

• ISO 4437: Plastic piping system – for the supply of gaseous fuels – Polyethylene (PE)

 General Products
Information

11Doha Regional Plastic Solutions10 Doha Regional Plastic Solutions



HDPE Pipes

Water is of vital importance, plants, animals, and humans are composed of 50 – 80 % water, 
from polluted water or water scarcity however, they suffer, fall ill or even die. Therefore, our 
common future is endangered when water is not available in sufficient amount and quality.

To improve this situation and find solutions, a lot of governmental bodies, engineering, and 
construction companies as well as pipe manufacturers have focused on this world threatening 
issue. However, for years’ tremendous difficulties were observed when-selecting the material 
of construction for infrastructure systems, which should be suitable to provide anticipated per-
manent solutions.

Over the last decades, the inherent weaknesses of concrete, clay, ductile, PVC and steel caused 
tremendous problems in existing sewer pipe systems, as they tend to be brittle or are too sen-
sitive to aggressive chemicals and soil conditions. Failures had become a common occurrence 
worldwide in sewer and other large-diameter pipe applications. In addition, they have an un-
profitable relation between cost & benefit.

DRPS derived benefit from the fact that the processing of HDPE is very easy and the plastic 
materials provide superior properties against adverse effects of the ambient and the chemicals. 

In addition to the permanent solution that lasts through generations, DRPS piping system is 
able to provide everlasting and economic solutions in wide-ranging fields of applications as 
for example drain, storm drain and sewer system as well as sea outfall, manholes and reservoirs 
dewatering.

In order to meet the requirements of the infrastructure systems, DRPS has developed the most 
robust and advantageous large-bore-pipe systems of which all features are described in detail 
in this brochure.
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Raw Material

Polyethylene (PE100) thermoplastics with excellent properties for the application of Potable 
water, water supply drainage & sewage surface water, storm water, ducting and TSE.

DRPS produces products using thermoplastics materials – High Density Polyethylene [HDPE PE 100].

Classification and Designation of compound

Viscoelasticity

PE is characterized as viscoelastic construction material, because of 
its molecular nature, PE is a complex combination of elastic-like and 
Fluid-like elements, As a result this material displays properties that are 
intermediate to crystalline metals and very high viscosity fluids. Figure-1 
is the tradional digrammitical representation of PE in which the springs 
represents those components of the PE matrix that respond to loading 
in a tradional Elastic manner, dashpots represents fluid elements of the 
polymer that respond to load a Newtonian fluid.                                                                                 

Durability of pipe systems

PE pressure pipes are designed for a long lifetime in the underground infrastructure.  Indeed, 
installing the pipe in the ground is the most expensive part of operation (typically 85 – 90% 
of the project costs) so the last thing a gas or water engineer wants to do is replace the pipes 
within their working lifetime. 

This “Peace of Mind” demands consistent materials and products.

Strength

Strength is the ability of the pipe to withstand deformation. Such deformation can arise from, 
internal fluid pressure, ground loading, external water table etc. However, for a buried PE pipe 
the initially imposed stresses are continually relaxing. PE pipe systems can normally resist 
ground movement and subsidence without a problem. An extreme example of this was the 
earthquake in Kobe, Japan. The PE gas and water systems survived and remained intact whilst 
multiple failures occurred in pipelines in other materials . Failure can occur when the design 
parameters are exceeded for example due to excessive loading or extreme temperatures.

Toughness

Toughness is the ability of the pipe to withstand fracture. Fractures can subsequently be divided 
into ‘slow crack growth’ (SCG) and ‘rapid crack propagation’ (RCP). Slow crack growth can occur if 
the pipe is subject to continuous bending forces as a result of, for example, ground movement. 
Rapid crack propagation theoretically results from a combination of over-pressurization and, 
for example, third party impact damage. Design procedures are to be followed to ensure that 
fracture failure does not occur in normal operation. The exceptional track record of a much lower 
incidence of failures in PE systems underlines the durability and toughness of the material, and 
that the correct design procedures have been applied.

Chemical Resistance

Chemical resistance is the ability of the pipe to withstand the effects of chemicals, either being 
carried within the pipe or occurring in the adjacent ground, without reduction in performance 
characteristics. PE has excellent resistance to most chemicals. However some chemicals, 
notably organic solvents and oils, may have the effect of reducing the pipe strength through 
absorption into the pipe wall thus changing its characteristics. However such changes are 
normally reversible if the solvent or oil is allowed to evaporate away. If there is any doubt, or 
to ensure such a failure does not occur, a chemical analysis should be carried out and advice 
sought from the pipe manufacturer. The design can then be modified to take into account the 
possible effect of the chemical action.

Figure-1

Physical Properties
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Features & Advantages of HDPE Pipes

There are lots of technical & economic advantages in using HDPE pipes as compared to other 
conventional pipes.

• Light weight and safe to use.

• Strong and durable

• Resistant to abrasion

• Low thermal & electrical conductivity

• Low cost of installation and maintenance

• Long lasting lie of minimum 50 years

• Better flow characteristics

• Smooth internal and external surface

• No corrosion & abrasion, no scale formation.

• Inert to chemicals & hence can carry acidic & alkaline fluids.

• Leak free joints, no repairs needed.

• Lower surge pressure - As compared to other conventional pipes, the HDPE piping system
components are subjected to a much lower surge pressure.

• Long life as against only a few years’ life of conventional pipes such as C.I., PVC, GI, Steel,
Cement, etc., the calculated life of HDPE pipes is 50 years at normal working temperature
and pressure.

Jointing
Electrofusion fittings

Electrofusion fittings are specified by their pressure rating, such that they are at least rated the 
same as the pipe pressure rating. It is however, usual that the electrofusion fittings are designed 
and manufactured for the maximum pipe pressure rating of PE pipe, Example: - SDR11 16 bar 
for water application. 

Butt Fusion fittings

Butt fusion fittings PE pipes can be joined by butt fusion thus avoiding the need for a fitting. It is 
normally not acceptable to use a butt fusion fitting of a different SDR rating to that of the pipe 
even if the pressure rating of the fitting is equivalent or higher than that of the pipe.

Standard Dimension Ratio (SDR) for the pipes

The SDR is the "Standard Dimensional Ratio" and refers to the geometry of the pipe. SDR is 
defined as the ratio of the nominal outside diameter to the nominal wall thickness.

SDR = dn/en

Where dn is the nominal outside diameter of the pipe and en is the nominal (minimum) wall 
thickness of the pipe.

Relationship Between PN, MRS, and SDR at 20°C (C=1,25)

HDPE Pipes Mechanical Properties
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Technical Information on Pipes and Fittings

Surges occur in pipelines due to the normal operations of, for example, pumps shutting down 
or valves being operated quickly. Due to the incompressible nature of liquids the phenomenon 
is usually associated with water distribution mains and pumped sewer mains.

Surge can be described as short-term pressure rises above the static operating pressure. This 
is generally because of water hammer where the sudden changes in fluid velocity within the 
pipeline, as pumps and valves are operated, are converted to increases in fluid pressure. As the 
velocity stabilizes the fluid pressure reverts to its static operating pressure. Extensive testing has 
confirmed that PE100 pipe can be used in the following surge conditions. PE-100 + association.

Overall service coefficient Typical application Surge pressure above Maximum Operating Pressure (MOP)

1.25 Water 30-40%

With the introduction of high toughness PE100 pipe there have been few, if any, problems 
reported in these pipes operating under surge and fatigue conditions. 

Pressure Reduction Factors

Pressure reduction coefficient factors are applied when the temperature exceeds 20°C  as in the 
table given here.

PE demonstrates outstanding abrasion resistance under potable water flow conditions. 
Moreover, the abrasion resistant nature of this material has resulted in the widespread use 
of PE pipe for liquid slurry handling applications. However, the factors that affect the wear 
resistance of liquid slurry pipelines are diverse. In addition to flow velocity, one must consider 
the type of flow regime: laminar (single phase or double phase) or turbulent flow; presence, 
size, angularity, and concentration of suspended. solids; and angle of impingement. While 
these factors are germane to slurry handling applications, they will have little or no effect on 
the abrasion resistance of PE pipe used in the transport of clean potable water. At higher flow 
velocities typical of potable water distribution, there is no erosional effect on PE pipe.

HDPE Pipes Mechanical Properties
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DRPS HDPE Pipe Handling and Storage

Doha Regional Plastic Solutions (DRPS) HDPE pipes are robust, flexible, and offer the installer 
many cost saving advantages. Whilst they are resistant to site damage, normal care and good 
housekeeping practices are necessary to ensure trouble free operations.

Handling

Handling of Doha Regional Plastic Solutions (DRPS) HDPE pipes is made easier due to the light 
weights of both coiled and straight length pipe. Care must be exercised however, to avoid 
damage to the products.

Safety aspects need to be addressed. In cold and wet weather PE pipes may become slippery and 
difficult to handle. In these circumstances, additional care should be exercised when handling 
coils or bundles of pipe. In hot weather, especially with black pipes, the pipe surface may reach 
60°C, when the ambient temperatures reach 40°C. Handling PE pipes at these temperatures 
requires gloves, or other protection, to prevent the possibility of skin burns. In conditions 
approaching freezing, the impact resistance of PE reduces, and care must be exercised to 
prevent damage during handling.

Fabric slings are recommended for lifting and handling PE pipe to prevent damage. Wire ropes 
or chains should not be used. Where pipes are in coils, the slings must be placed evenly around 
the entire coil. Similarly, where coils or straight lengths are lifted by forklift the contact points 
must be protected. When lifting coils, the lifting must be performed on the entire coil, and the 
forklift types not inserted into the coil winding. When lifting packs of pipes, the types must be 
placed under the entire pack, and the types not pushed into the pack. Pipes must not be lifted 
by placing metal hooks into the ends of straight lengths.

Pipe lengths greater than 6 metres should be lifted using a spreader bar, and wide band slings. 
PE pipes will flex during lifting, and care needs to be exercised to prevent damage to pipes or 
end fittings arising from contact with the ground. Care needs to be taken to centre the pipe in 
the slings.

Care should be taken to release and uncoiled coiled pipe in a controlled manner. Coils are under 
tension and the amount of energy stored can be significant, causing injury, damage or death if 
released in an uncontrolled manner. Coil ends should be always restrained, and straps released 
sequentially, starting from the outer layers.

A reduction in the pipe wall thickness of up to 10% may be tolerated. However, sections with 
sharp notches should be rejected, or the damaged area buffed out to remove the sharp edges.

Pipe Assembly

PE100 pipe can be supplied in coils or straight pipes. For all diameters that are too large to be 
supplied in coils the pipe will be supplied to site in straight lengths. Extruded polyethylene 
pipe will normally exhibit a degree of ovality, with straight pipe up to 3.5% and coiled pipe up 
to 6% for SDR11 and 12% for SDR17/SDR17.6.

Loading, Unloading and Transporting HDPE Pipe and Fittings

Smoke tarps or pipe caps may be required to protect the interior of the pipe from exhaust 
fumes or road grime. This may be of particular importance if the pipe is to be used for potable 
water applications, as it is difficult to remove tastes from the interior of the pipe. The truck must 
be parked on level ground. The location of the driver should be always known. Persons who are 
not directly involved in loading, unloading, or material handling should stay out of restricted 
handling area and clear of any operations. Procedures for transporting pipe and fittings around 
on the job site are just as important as the ones used for transportation, unloading and storage. 
A written and well understood program should be established and utilized by all construction 
personnel.
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Job Site Storage Guidelines

The size and complexity of the project will determine pre-installation storage requirements. 
For some projects, several storages, or staging sites along the right of way may be appropriate, 
while a single storage location may be suitable for another job. The storage area should provide 
adequate protection against physical damage to components. It should be large enough to 
accommodate piping components as well as allow handling equipment to move about freely. 
The storage area should have a relatively smooth, level surface free of stones, debris or other 
materials that could damage the pipe or fittings.

Indoor/Outdoor Storage

ASTM D2513 “Standard Specification for Polyethylene (HDPE) Gas Pressure Pipe, Tubing and 
Fittings” contains the latest outdoor storage time limits for polyethylene pipe intended for gas 
distribution systems. 21 Since black HDPE pipe generally contains greater than 2% carbon black, 
it will resist damage from sunlight. Coloured products are compounded with antioxidants, 
thermal stabilizers, and UV stabilizers.

HDPE PE Pipes
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ISO 4427-2:2019 
Plastics Piping Systems for Water Supply, and for Drainage and Sewerage Under Pressure 

Water Supply and for Drainage and Sewerage Under Pressure 
Dimensions in millimeters 

Standard Dimension Ratio (SDR) 

Nominal 
size 

DN/OD 

SDR 7,4 SDR 9 SDR 11 SDR 17 SDR 21 SDR 26 
Nominal pressure (PN) bar 

PN 25 PN 20 PN 16 PN 10 PN 8 PN 6 
Wall Thickness 

S Mass in 
kg/m S Mass in 

kg/m S Mass in 
kg/m S Mass in 

kg/m S Mass in 
kg/m S Mass in 

kg/m 
20 3,0  0,164 3,0 0,164 3,0 0,164 – – – – – – 
25 – – 3,0 0,202 3,0 0.202 – – – – – – 
32 – – 3,6 0,331 3,0 0.282 3,0 0,282 – – – – 
40 5,5 0,607 4.5 0,514 3,7 0,434 3,0  0,360 3.0 0,360 – – 
50 6,9 0,945 5,6 0,796 4,6 0,673 3,0 0,458 3.0 0,458 3,0 0,458 
63 – – 7,1 1,27 5,8 1,06 3,8 0,728 3.0 0,586 3,0 0.586 
75 – – 8,4 1,78 6,8 1,48 4,5 1,03 3.6 0,836 3,0 0.683 
90 – – 10,1 2,57 8,2 2,14 5,4 1,47 4.3 1,20 3,5 0.988 

110 – – 12,3 3,82 10,0 3,18 6,6 2,19 5,3 1,79 4,2 1,45 
125 – – 14,0 4,92 11,4 4,12 7,4 2,79 6,0 2,29 4,8 1,86 
140 – – 15,7 6,18 12,7 5,13 8,3 3,50 6,7 2,86 5,4 2,35 
160 – – 17,9 8,04 14,6 6,74 9,5 4,57 7,7 3,75 6,2 3,08 
180 – – 20,1 10,2 16,4 8,51 10,7 5,77 8,6 4,71 6,9 3,83 
200 – – 22,4 12,6 18,2 10,5 11,9 7,12 9,6 5,84 7,7 4,74 
225 – – 25,2 15,9 20,5 13,3 13,4 9,03 10,8 7,37 8,6 5,96 
250 – – 27,9 19,6 22,7 16,3 14,8 11,1 11,9 9,02 9,6 7,38 
280 – – 31,3 24,6 25,4 20,5 16,6 13,9 13,4 11,4 10,7 9,20 
315 – – 35,2 31,1 28,6 25,9 18,7 17,6 15,0 14,3 12,1 11,7 
355 – – 39,7 39,5 32,2 32,9 21,1 22,4 16,9 18,2 13,6 14,8 
400 – – 44,7 50,1 36,3 41,7 23,7 28,3 19,1 23,1 15,3 18,8 
450 – – 50,3 63,4 40,9 52,8 26,7 35,8 21,5 29,3 17,2 23,7 
500 – – 55,8 78,1 45,4 65,2 29,7 44,2 23,9 36,1 19,1 29,2 
560 – – 62,5 98,0 50,8 81,7 33,2 55,4 26,7 45,2 21,4 36,6 
630 – – – – 57,2 103 37,4 70,2 30,0 57,0 24,1 46,4 
710 – – – – – – 42,1 89,0 33,9 72,6 27,2 59,0 
800 – – – – – – 47,4 113 38,1 92,0 30,6 74,7 
900 – – – – – – 53,3 143 42,9 116 34,4 94,4 

1000 – – – – – – 59,3 176 47,7 144 38,2 117 
1200 – – – – – – – – 57,2 207 45,9 168 

NOTE 1 1 bar = 0,1 MPa = 105 Pa; 1 MPa = 1 N/mm2. 
NOTE 2 PN values are based on C = 1,25. 
NOTE 3 Tolerances in accordance with ISO 11922-1:2018, grade V, calculated from (0,1emin + 0,1) mm rounded up to the next 0,1 mm. 
For certain applications for e > 30 mm, ISO 11922-1:2018, grade T, tolerances may be used calculated from 0,15 emin rounded up to the 
next 0,1 mm. (See Reference [3] in the Bibliography.)     
NOTE 4 The calculated value of emin according to ISO 4065:2018 is rounded up to the nearest value of either 2,0, 2,3 or 3,0. This is to 
satisfy certain national requirements    

Application 
• Potable water - Human Consumption (Plain black with Blue Strips)
• Water supply networks (Plain black)
• Dewatering (Plain Black)
• Irrigation (Plain Black) or (Plain black with Blue Strips)
• TSE (Plain Black)
• Ducting-H,2H, QNBN, ITS, (Plain Black)
• Drainage & sewerage (Plain Black)
• Storm Water (Plain Black)
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ISO 4427-2:2019, FM 1613 
Firefighting Application 

  Dimensions in millimeters 
     Standard Dimension Ratio (SDR) 

Nominal size 
DN/OD 

SDR 9 SDR 11 
PN 17.25  PN 14 

emin Mass in kg/m emin Mass in kg/m 
63 7,1  1,27  5,8  1,06  
75 8,4  1,78  6,8  1,48  
90 10,1  2,57  8,2  2,14  

110 12,3  3,82  10,0  3,18  
125 14,0  4,92  11,4  4,12  
140 15,7  6,18  12,7  5,13  
160 17,9  8,04  14,6  6,74  
180 20,1  10,2  16,4  8,51  
200 22,4  12,6  18,2  10,5  
225 25,2  15,9  20,5  13,3  
250 27,9  19,6  22,7  16,3  
280 31,3  24,6  25,4  20,5  
315 35,2  31,1  28,6  25,9  
355 39,7  39,5  32,2  32,9  
400 44,7  50,1  36,3  41,7  
450 50,3  63,4  40,9  52,8  
500 55,8  78,1  45,4  65,2  

NOTE 1 1 bar = 0,1 MPa = 105 Pa; 1 MPa = 1 N/mm2. 
NOTE 2 PN values are based on FM 1613 approval.            
As per FM 1613 deflection factor D1= 1.25 
NOTE 3 Tolerances in accordance with ISO 11922-1:2018, grade V, calculated from (0,1 emin + 0,1) mm 
rounded up to the next 0,1 mm.  
For certain applications for e > 30 mm, ISO 11922-1:2018, grade T, tolerances may be used calculated 
from 0,15 emin rounded up to the next 0,1 mm.         

Application 
• Firefighting-FM (Plain Black with Red Strips) and (Plain Black)
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BS EN 1519 

Dimensions in millimeters 
       Pipes Series (S12.5) 

Nominal size 
DN/OD Wall Thickness 

emin em, max Mass in kg/m 

32 3,0 3,5 0,282 
40 3,0 3,5 0,360 
50 3,0 3,5 0,458 
63 3,0 3,5 0,586 
75 3,0 3,5 0,683 
90 3,5 4,1 0,988 

110 4,2 4,9 1,45 
125 4,8 5,5 1,86 
160 6,2 7,1 3,08 
200 7,7 8,7 4,74 
250 9,6 10,8 7,38 
315 12,1 13,6 11,7  

Application 

Plastics piping systems for soil and waste discharge (low and high temperature) 
within the building structure. Polyethylene (PE). Requirements for pipes, 

fittings, and the system        
Color-Plain Black.

Only inside building drainage soil and waste discharge (low and high
temperature) with code (BD)
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BS EN 12666-1:2005 +A1:2011        
Plastics Piping Systems for Non-Pressure Underground Drainage and Sewerage — 

Polyethylene (PE) 
Wall thickness a 

Nominal 
size 

DN/OD 

SN 4 SN 8 SN 16 
S 12,5 S 10 S 8 
SDR 26 SDR 21 SDR 17 

e min c em,max 
Mass in 

kg/m e min c em,max 
Mass in 

kg/m e min c em,max 
Mass in 

kg/m 
110 4,2  4,9 1,45  5,3  6,1 1,79  6,6  7,5 2,19  
125 4,8  5.5 1,86  6,0  6.9 2,29  7,4  8.4 2,79  
160 6,2  7,1 3,08  7,7  8,7 3,75  9,5  10,7 4,57  
200 7,7  8,7 4,74  9,6  10,8 5,84  11,9  13,3 7,12  
250 9,6  10,8 7,38  11,9  13,3 9,02  14,8  16,5 11,1  
315 12,1  13,6 11,7  15,0  16,8 14,3  18,7  21,7 17,6  
355 13,6  15,2 14,8  16,9  19,7 18,2  21,1  24,5 22,4  
400 15,3  17,1 18,8  19,1  22,2 23,1  23,7  27,5 28,3  
450 17,2  20,0 23,7  21,5  24,8 29,3  26,7  30,9 35,8  
500 19,1  22,2 29,2  23,9  27,4 36,1  29,7  34,4 44,2  
560 21,4  24,9 36,6  26,7  30,9 45,2  33,2  38,4 55,4  
630 24,1  28,0 46,4  30,0  34,7 57,0  37,4  43,3 70,2  
710 27,2  31,5 59,0  33,9  39,2 72,6  42,1  48,7 89,0  
800 30,6  35,4 74,7  36,4  44,1 92,0  47,4  54,8 113 

1000 38,2  44,2 117 47,7  55,1  144 - - - 

1200 45,9  53,0 168 57,2 66,0 207 - - - 
a The tolerances for wall thicknesses conform to ISO 11922-1 grade W for wall thickness equal to or less than 16 
mm,   
and grade X for wall thickness larger than 16 mm.         
c The emin-values are in conformance with ISO 4065:1996 [2]. 

Application

non-pressure underground drainage and sewerage for both buried in the ground within the building structure
(application area code "D") and outside the building structure. (Plain Black)
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ISO 4437-2:2014 

Plastics Piping Systems for The Supply of Gaseous Fuels - Polyethylene (PE) —Part 2: Pipes 

Supply of Gaseous Fuels 
Dimensions in millimeters 

Standard Dimension Ratio (SDR) 

Nominal 
size DN/OD 

SDR 9 SDR 11 SDR 17 SDR 21 SDR 26 

Wall Thickness emina 

emin Mass in 
kg/m emin Mass in 

kg/m emin Mass in 
kg/m emin Mass in 

kg/m emin Mass in 
kg/m 

20 3,0 0,164 3,0 0,164 – – – – – – 
25 3,0 0,202 3,0 0.202 – – – – – – 
32 3,0 0.282 3,0 0,282 – – – – 
40 4.5 0,514 3,7 0,434 3,0  0,360 3.0 0,360 – – 
50 5,6 0,796 4,6 0,673 3,0 0,458 3.0 0,458 3,0 0,458 

63 7,1 1,27 5,8 1,06 3,8 0,728 3.0 0,586 3,0 0.586 
75 8,4 1,78 6,8 1,48 4,5 1,03 3.6 0,836 3,0 0.683 
90 10,1 2,57 8,2 2,14 5,4 1,47 4.3 1,20 3,5 0.988 

110 12,3 3,82 10,0 3,18 6,6 2,19 5,3 1,79 4,2 1,45 
125 14,0 4,92 11,4 4,12 7,4 2,79 6,0 2,29 4,8 1,86 
140 15,7 6,18 12,7 5,13 8,3 3,50 6,7 2,86 5,4 2,35 
160 17,9 8,04 14,6 6,74 9,5 4,57 7,7 3,75 6,2 3,08 
180 20,1 10,2 16,4 8,51 10,7 5,77 8,6 4,71 6,9 3,83 
200 22,4 12,6 18,2 10,5 11,9 7,12 9,6 5,84 7,7 4,74 
225 25,2 15,9 20,5 13,3 13,4 9,03 10,8 7,37 8,6 5,96 
250 27,9 19,6 22,7 16,3 14,8 11,1 11,9 9,02 9,6 7,38 
280 31,3 24,6 25,4 20,5 16,6 13,9 13,4 11,4 10,7 9,20 
315 35,2 31,1 28,6 25,9 18,7 17,6 15,0 14,3 12,1 11,7 
355 39,7 39,5 32,2 32,9 21,1 22,4 16,9 18,2 13,6 14,8 
400 44,7 50,1 36,3 41,7 23,7 28,3 19,1 23,1 15,3 18,8 
450 50,3 63,4 40,9 52,8 26,7 35,8 21,5 29,3 17,2 23,7 
500 55,8 78,1 45,4 65,2 29,7 44,2 23,9 36,1 19,1 29,2 

560 
62,5 98,0 50,8 81,7 33,2 55,4 26,7 45,2 21,4 36,6 

630 – – 57,2 103 37,4 70,2 30,0 57,0 24,1 46,4 
a          emin = en. 

Application 

• Supply of gaseous fuels (Plain Black with Yellow or orange Strips)

3,6 0,331 

HDPE PE Fittings
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Injection Molded Fittings:

Fabricated Fittings:

9
www.drps.com.qa

 ISO9001-2015

PN: 06, SDR: 26

PN: 08, SDR: 21

PN: 10, SDR: 17

PN: 16, SDR: 11

PN: 20, SDR: 09

www.drps.com.qa

Elbow 90◦ 

PN 16, PN 10 
Elbow 45◦ 

PN 16, PN 10 
Equal Tee 

PN 16, PN 10 

Reducing Tee 

PN 16, PN 10 
Saddle 

PN 16, PN 10 
End Cap 

PN 16, PN 10 

Coupler 

PN 16, PN 10 
Tapping Tee 

PN 16, PN 10 
End Cap 

PN 16, PN 10 

www.drps.com

Injection Molded Fittings Electro Fusion Fittings
Sizes: from 20mm to 315mm

3130
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All Dimensions Are In Millimeter

TEE 90° PE 100 SDR 11, PN 16 

A B C Code 

110 110 350   ING-TEE-110-11 

160 160 460 ING-TEE-160-11 

200 200 500 ING-TEE-200-11 

www.drps.com.qa

Injection Molded Fittings:

 ISO9001-2015

www.drps.com.qa

Injection Molded Fittings
All Dimensions Are In Millimeter

REDUCER PE 100 SDR 11, PN 16 

A B C D E F G Code 

160 90 290 110 50 130 14.6 ING-RED-160-11 

200 130.8 325.1 130 35.2 159.9 18.2 ING-RED-200-11 

www.drps.com.qa

Injection Molded Fittings:

 ISO9001-2015

Injection Molded Fittings

3332

HDPE PE Fittings
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All Dimensions Are In Millimeter

STUB END FLAMGE PE 100 SDR 11, PN 16 

A B C D E F Code 

110 167.3 90 175 154.9 20.1 ING-SEF-110-11 

160 215.9 130.8 205 179.1 25.9 ING-SEF-160-11 

200 270 163.6 271 254.5 16.5 ING-SEF-200-11 

www.drps.com.qa

Injection Molded Fittings:

 ISO9001-2015

www.drps.com.qa
Injection Molded Fittings

All Dimensions Are In Millimeter

ELBOW 90° PE 100 SDR 11, PN 16 

A 

OD 

O 

OVALITY 

C 

THICKNSS 

D E Code 

110 2.2 10 115 235 ING-ELB-110-11 

160 3.4 14.6 143 314 ING-ELB-160-11 

200 4 18.2 182 409 ING-ELB-200-11 

www.drps.com.qa

Injection Molded Fittings:

 ISO9001-2015

Injection Molded Fittings

3534
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dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a
90 150 225 172 11.25 90 150 225 194 22.5 90 150 225 208 30 90 150 315 280 45 90 150 270 285 60 90 150 270 420 90

110 150 275 177 11.25 110 150 275 204 22.5 110 150 275 221 30 110 150 330 281 45 110 150 275 309 60 110 150 275 425 90
125 150 312.5 181 11.25 125 150 312.5 211 22.5 125 150 312.5 231 30 125 150 312.5 274 45 125 150 250 294 60 125 150 250 400 90
140 150 350 185 11.25 140 150 350 218 22.5 140 150 350 241 30 140 150 350 295 45 140 150 280 312 60 140 150 280 430 90
160 150 320 181 11.25 160 150 320 212 22.5 160 150 320 233 30 160 150 320 283 45 160 150 240 289 60 160 150 240 390 90
180 150 270 177 11.25 180 150 270 203 22.5 180 150 270 220 30 180 150 360 299 45 180 150 270 306 60 180 150 270 420 90
200 150 300 180 11.25 200 150 300 209 22.5 200 150 300 228 30 200 150 360 299 45 200 150 300 323 60 200 150 300 450 90
225 150 337.5 183 11.25 225 150 337.5 216 22.5 225 150 337.5 237 30 225 150 337.5 290 45 225 150 337.5 345 60 225 150 337.5 487.5 90
250 250 375 287 11.25 250 250 625 323 22.5 250 250 375 232 30 250 250 375 406 45 250 250 375 467 60 250 250 375 616 90
280 250 420 291 11.25 280 250 700 332 22.5 280 250 420 332 30 280 250 420 424 45 280 250 420 693 60 280 250 420 670 90
315 300 472.5 346 11.25 315 300 787.5 392 22.5 315 300 472.5 392 30 315 300 472.5 496 45 315 300 472.5 573 60 315 300 472.5 773 90
355 300 532.5 352 11.25 355 300 532.5 404 22.5 355 300 532.5 404 30 355 300 532.5 521 45 355 300 532.5 608 60 355 300 532.5 833 90
400 300 600 359 11.25 400 300 600 417 22.5 400 300 600 417 30 400 300 600 549 45 400 300 600 647 60 400 300 600 900 90
450 300 675 366 11.25 450 300 675 432 22.5 450 300 675 432 30 450 300 675 580 45 450 300 675 690 60 450 300 675 975 90
500 350 750 424 11.25 500 350 750 496 22.5 500 350 750 496 30 500 350 750 661 45 500 350 750 784 60 500 350 750 1100 90
560 350 840 432 11.25 560 350 840 514 22.5 560 350 840 514 30 560 350 840 698 45 560 350 840 835 60 560 350 840 1190 90
630 350 945 443 11.25 630 350 945 534 22.5 630 350 945 534 30 630 350 945 742 45 630 350 945 896 60 630 350 945 1295 90
710 350 1065 447 11.25 710 350 1065 557 22.5 710 350 1065 557 30 710 350 1065 792 45 710 350 1065 965 60 710 350 1065 1415 90
800 350 1200 468 11.25 800 350 1200 584 22.5 800 350 1200 584 30 800 350 1200 848 45 800 350 1200 1043 60 800 350 1200 1550 90

Nominal angle with tolerance of ±2 ° 

Z is declared as per costumer requirements 

The maximum tolerance for pipe bends shall be ±5°

EL
BO

W

dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a
90 150 225 172 11.25 90 150 225 194 22.5 90 150 225 208 30 90 150 315 280 45 90 150 270 285 60 90 150 270 420 90

110 150 275 177 11.25 110 150 275 204 22.5 110 150 275 221 30 110 150 330 281 45 110 150 275 309 60 110 150 275 425 90
125 150 312.5 181 11.25 125 150 312.5 211 22.5 125 150 312.5 231 30 125 150 312.5 274 45 125 150 250 294 60 125 150 250 400 90
140 150 350 185 11.25 140 150 350 218 22.5 140 150 350 241 30 140 150 350 295 45 140 150 280 312 60 140 150 280 430 90
160 150 320 181 11.25 160 150 320 212 22.5 160 150 320 233 30 160 150 320 283 45 160 150 240 289 60 160 150 240 390 90
180 150 270 177 11.25 180 150 270 203 22.5 180 150 270 220 30 180 150 360 299 45 180 150 270 306 60 180 150 270 420 90
200 150 300 180 11.25 200 150 300 209 22.5 200 150 300 228 30 200 150 360 299 45 200 150 300 323 60 200 150 300 450 90
225 150 337.5 183 11.25 225 150 337.5 216 22.5 225 150 337.5 237 30 225 150 337.5 290 45 225 150 337.5 345 60 225 150 337.5 487.5 90
250 250 375 287 11.25 250 250 625 323 22.5 250 250 375 232 30 250 250 375 406 45 250 250 375 467 60 250 250 375 616 90
280 250 420 291 11.25 280 250 700 332 22.5 280 250 420 332 30 280 250 420 424 45 280 250 420 693 60 280 250 420 670 90
315 300 472.5 346 11.25 315 300 787.5 392 22.5 315 300 472.5 392 30 315 300 472.5 496 45 315 300 472.5 573 60 315 300 472.5 773 90
355 300 532.5 352 11.25 355 300 532.5 404 22.5 355 300 532.5 404 30 355 300 532.5 521 45 355 300 532.5 608 60 355 300 532.5 833 90
400 300 600 359 11.25 400 300 600 417 22.5 400 300 600 417 30 400 300 600 549 45 400 300 600 647 60 400 300 600 900 90
450 300 675 366 11.25 450 300 675 432 22.5 450 300 675 432 30 450 300 675 580 45 450 300 675 690 60 450 300 675 975 90
500 350 750 424 11.25 500 350 750 496 22.5 500 350 750 496 30 500 350 750 661 45 500 350 750 784 60 500 350 750 1100 90
560 350 840 432 11.25 560 350 840 514 22.5 560 350 840 514 30 560 350 840 698 45 560 350 840 835 60 560 350 840 1190 90
630 350 945 443 11.25 630 350 945 534 22.5 630 350 945 534 30 630 350 945 742 45 630 350 945 896 60 630 350 945 1295 90
710 350 1065 447 11.25 710 350 1065 557 22.5 710 350 1065 557 30 710 350 1065 792 45 710 350 1065 965 60 710 350 1065 1415 90
800 350 1200 468 11.25 800 350 1200 584 22.5 800 350 1200 584 30 800 350 1200 848 45 800 350 1200 1043 60 800 350 1200 1550 90

Nominal angle with tolerance of ±2 ° 

Z is declared as per costumer requirements 

The maximum tolerance for pipe bends shall be ±5°

EL
BO

W

Elbow 11.250
Fabrication Fittings Fabrication Fittings

• Nominal angle with tolerance of ±2 °
• Z is declared as per costumer requirements
• The maximum tolerance for pipe bends shall be ±5°

dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a
90 150 225 172 11.25 90 150 225 194 22.5 90 150 225 208 30 90 150 315 280 45 90 150 270 285 60 90 150 270 420 90

110 150 275 177 11.25 110 150 275 204 22.5 110 150 275 221 30 110 150 330 281 45 110 150 275 309 60 110 150 275 425 90
125 150 312.5 181 11.25 125 150 312.5 211 22.5 125 150 312.5 231 30 125 150 312.5 274 45 125 150 250 294 60 125 150 250 400 90
140 150 350 185 11.25 140 150 350 218 22.5 140 150 350 241 30 140 150 350 295 45 140 150 280 312 60 140 150 280 430 90
160 150 320 181 11.25 160 150 320 212 22.5 160 150 320 233 30 160 150 320 283 45 160 150 240 289 60 160 150 240 390 90
180 150 270 177 11.25 180 150 270 203 22.5 180 150 270 220 30 180 150 360 299 45 180 150 270 306 60 180 150 270 420 90
200 150 300 180 11.25 200 150 300 209 22.5 200 150 300 228 30 200 150 360 299 45 200 150 300 323 60 200 150 300 450 90
225 150 337.5 183 11.25 225 150 337.5 216 22.5 225 150 337.5 237 30 225 150 337.5 290 45 225 150 337.5 345 60 225 150 337.5 487.5 90
250 250 375 287 11.25 250 250 625 323 22.5 250 250 375 232 30 250 250 375 406 45 250 250 375 467 60 250 250 375 616 90
280 250 420 291 11.25 280 250 700 332 22.5 280 250 420 332 30 280 250 420 424 45 280 250 420 693 60 280 250 420 670 90
315 300 472.5 346 11.25 315 300 787.5 392 22.5 315 300 472.5 392 30 315 300 472.5 496 45 315 300 472.5 573 60 315 300 472.5 773 90
355 300 532.5 352 11.25 355 300 532.5 404 22.5 355 300 532.5 404 30 355 300 532.5 521 45 355 300 532.5 608 60 355 300 532.5 833 90
400 300 600 359 11.25 400 300 600 417 22.5 400 300 600 417 30 400 300 600 549 45 400 300 600 647 60 400 300 600 900 90
450 300 675 366 11.25 450 300 675 432 22.5 450 300 675 432 30 450 300 675 580 45 450 300 675 690 60 450 300 675 975 90
500 350 750 424 11.25 500 350 750 496 22.5 500 350 750 496 30 500 350 750 661 45 500 350 750 784 60 500 350 750 1100 90
560 350 840 432 11.25 560 350 840 514 22.5 560 350 840 514 30 560 350 840 698 45 560 350 840 835 60 560 350 840 1190 90
630 350 945 443 11.25 630 350 945 534 22.5 630 350 945 534 30 630 350 945 742 45 630 350 945 896 60 630 350 945 1295 90
710 350 1065 447 11.25 710 350 1065 557 22.5 710 350 1065 557 30 710 350 1065 792 45 710 350 1065 965 60 710 350 1065 1415 90
800 350 1200 468 11.25 800 350 1200 584 22.5 800 350 1200 584 30 800 350 1200 848 45 800 350 1200 1043 60 800 350 1200 1550 90

Nominal angle with tolerance of ±2 ° 

Z is declared as per costumer requirements 

The maximum tolerance for pipe bends shall be ±5°

EL
BO

W
dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a
90 150 225 172 11.25 90 150 225 194 22.5 90 150 225 208 30 90 150 315 280 45 90 150 270 285 60 90 150 270 420 90

110 150 275 177 11.25 110 150 275 204 22.5 110 150 275 221 30 110 150 330 281 45 110 150 275 309 60 110 150 275 425 90
125 150 312.5 181 11.25 125 150 312.5 211 22.5 125 150 312.5 231 30 125 150 312.5 274 45 125 150 250 294 60 125 150 250 400 90
140 150 350 185 11.25 140 150 350 218 22.5 140 150 350 241 30 140 150 350 295 45 140 150 280 312 60 140 150 280 430 90
160 150 320 181 11.25 160 150 320 212 22.5 160 150 320 233 30 160 150 320 283 45 160 150 240 289 60 160 150 240 390 90
180 150 270 177 11.25 180 150 270 203 22.5 180 150 270 220 30 180 150 360 299 45 180 150 270 306 60 180 150 270 420 90
200 150 300 180 11.25 200 150 300 209 22.5 200 150 300 228 30 200 150 360 299 45 200 150 300 323 60 200 150 300 450 90
225 150 337.5 183 11.25 225 150 337.5 216 22.5 225 150 337.5 237 30 225 150 337.5 290 45 225 150 337.5 345 60 225 150 337.5 487.5 90
250 250 375 287 11.25 250 250 625 323 22.5 250 250 375 232 30 250 250 375 406 45 250 250 375 467 60 250 250 375 616 90
280 250 420 291 11.25 280 250 700 332 22.5 280 250 420 332 30 280 250 420 424 45 280 250 420 693 60 280 250 420 670 90
315 300 472.5 346 11.25 315 300 787.5 392 22.5 315 300 472.5 392 30 315 300 472.5 496 45 315 300 472.5 573 60 315 300 472.5 773 90
355 300 532.5 352 11.25 355 300 532.5 404 22.5 355 300 532.5 404 30 355 300 532.5 521 45 355 300 532.5 608 60 355 300 532.5 833 90
400 300 600 359 11.25 400 300 600 417 22.5 400 300 600 417 30 400 300 600 549 45 400 300 600 647 60 400 300 600 900 90
450 300 675 366 11.25 450 300 675 432 22.5 450 300 675 432 30 450 300 675 580 45 450 300 675 690 60 450 300 675 975 90
500 350 750 424 11.25 500 350 750 496 22.5 500 350 750 496 30 500 350 750 661 45 500 350 750 784 60 500 350 750 1100 90
560 350 840 432 11.25 560 350 840 514 22.5 560 350 840 514 30 560 350 840 698 45 560 350 840 835 60 560 350 840 1190 90
630 350 945 443 11.25 630 350 945 534 22.5 630 350 945 534 30 630 350 945 742 45 630 350 945 896 60 630 350 945 1295 90
710 350 1065 447 11.25 710 350 1065 557 22.5 710 350 1065 557 30 710 350 1065 792 45 710 350 1065 965 60 710 350 1065 1415 90
800 350 1200 468 11.25 800 350 1200 584 22.5 800 350 1200 584 30 800 350 1200 848 45 800 350 1200 1043 60 800 350 1200 1550 90

Nominal angle with tolerance of ±2 ° 

Z is declared as per costumer requirements 

The maximum tolerance for pipe bends shall be ±5°

EL
BO

W

Elbow 22.50

• Nominal angle with tolerance of ±2 °
• Z is declared as per costumer requirements
• The maximum tolerance for pipe bends shall be ±5°
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dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a
90 150 225 172 11.25 90 150 225 194 22.5 90 150 225 208 30 90 150 315 280 45 90 150 270 285 60 90 150 270 420 90

110 150 275 177 11.25 110 150 275 204 22.5 110 150 275 221 30 110 150 330 281 45 110 150 275 309 60 110 150 275 425 90
125 150 312.5 181 11.25 125 150 312.5 211 22.5 125 150 312.5 231 30 125 150 312.5 274 45 125 150 250 294 60 125 150 250 400 90
140 150 350 185 11.25 140 150 350 218 22.5 140 150 350 241 30 140 150 350 295 45 140 150 280 312 60 140 150 280 430 90
160 150 320 181 11.25 160 150 320 212 22.5 160 150 320 233 30 160 150 320 283 45 160 150 240 289 60 160 150 240 390 90
180 150 270 177 11.25 180 150 270 203 22.5 180 150 270 220 30 180 150 360 299 45 180 150 270 306 60 180 150 270 420 90
200 150 300 180 11.25 200 150 300 209 22.5 200 150 300 228 30 200 150 360 299 45 200 150 300 323 60 200 150 300 450 90
225 150 337.5 183 11.25 225 150 337.5 216 22.5 225 150 337.5 237 30 225 150 337.5 290 45 225 150 337.5 345 60 225 150 337.5 487.5 90
250 250 375 287 11.25 250 250 625 323 22.5 250 250 375 232 30 250 250 375 406 45 250 250 375 467 60 250 250 375 616 90
280 250 420 291 11.25 280 250 700 332 22.5 280 250 420 332 30 280 250 420 424 45 280 250 420 693 60 280 250 420 670 90
315 300 472.5 346 11.25 315 300 787.5 392 22.5 315 300 472.5 392 30 315 300 472.5 496 45 315 300 472.5 573 60 315 300 472.5 773 90
355 300 532.5 352 11.25 355 300 532.5 404 22.5 355 300 532.5 404 30 355 300 532.5 521 45 355 300 532.5 608 60 355 300 532.5 833 90
400 300 600 359 11.25 400 300 600 417 22.5 400 300 600 417 30 400 300 600 549 45 400 300 600 647 60 400 300 600 900 90
450 300 675 366 11.25 450 300 675 432 22.5 450 300 675 432 30 450 300 675 580 45 450 300 675 690 60 450 300 675 975 90
500 350 750 424 11.25 500 350 750 496 22.5 500 350 750 496 30 500 350 750 661 45 500 350 750 784 60 500 350 750 1100 90
560 350 840 432 11.25 560 350 840 514 22.5 560 350 840 514 30 560 350 840 698 45 560 350 840 835 60 560 350 840 1190 90
630 350 945 443 11.25 630 350 945 534 22.5 630 350 945 534 30 630 350 945 742 45 630 350 945 896 60 630 350 945 1295 90
710 350 1065 447 11.25 710 350 1065 557 22.5 710 350 1065 557 30 710 350 1065 792 45 710 350 1065 965 60 710 350 1065 1415 90
800 350 1200 468 11.25 800 350 1200 584 22.5 800 350 1200 584 30 800 350 1200 848 45 800 350 1200 1043 60 800 350 1200 1550 90

Nominal angle with tolerance of ±2 ° 

Z is declared as per costumer requirements 

The maximum tolerance for pipe bends shall be ±5°

EL
BO

W

dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a
90 150 225 172 11.25 90 150 225 194 22.5 90 150 225 208 30 90 150 315 280 45 90 150 270 285 60 90 150 270 420 90

110 150 275 177 11.25 110 150 275 204 22.5 110 150 275 221 30 110 150 330 281 45 110 150 275 309 60 110 150 275 425 90
125 150 312.5 181 11.25 125 150 312.5 211 22.5 125 150 312.5 231 30 125 150 312.5 274 45 125 150 250 294 60 125 150 250 400 90
140 150 350 185 11.25 140 150 350 218 22.5 140 150 350 241 30 140 150 350 295 45 140 150 280 312 60 140 150 280 430 90
160 150 320 181 11.25 160 150 320 212 22.5 160 150 320 233 30 160 150 320 283 45 160 150 240 289 60 160 150 240 390 90
180 150 270 177 11.25 180 150 270 203 22.5 180 150 270 220 30 180 150 360 299 45 180 150 270 306 60 180 150 270 420 90
200 150 300 180 11.25 200 150 300 209 22.5 200 150 300 228 30 200 150 360 299 45 200 150 300 323 60 200 150 300 450 90
225 150 337.5 183 11.25 225 150 337.5 216 22.5 225 150 337.5 237 30 225 150 337.5 290 45 225 150 337.5 345 60 225 150 337.5 487.5 90
250 250 375 287 11.25 250 250 625 323 22.5 250 250 375 232 30 250 250 375 406 45 250 250 375 467 60 250 250 375 616 90
280 250 420 291 11.25 280 250 700 332 22.5 280 250 420 332 30 280 250 420 424 45 280 250 420 693 60 280 250 420 670 90
315 300 472.5 346 11.25 315 300 787.5 392 22.5 315 300 472.5 392 30 315 300 472.5 496 45 315 300 472.5 573 60 315 300 472.5 773 90
355 300 532.5 352 11.25 355 300 532.5 404 22.5 355 300 532.5 404 30 355 300 532.5 521 45 355 300 532.5 608 60 355 300 532.5 833 90
400 300 600 359 11.25 400 300 600 417 22.5 400 300 600 417 30 400 300 600 549 45 400 300 600 647 60 400 300 600 900 90
450 300 675 366 11.25 450 300 675 432 22.5 450 300 675 432 30 450 300 675 580 45 450 300 675 690 60 450 300 675 975 90
500 350 750 424 11.25 500 350 750 496 22.5 500 350 750 496 30 500 350 750 661 45 500 350 750 784 60 500 350 750 1100 90
560 350 840 432 11.25 560 350 840 514 22.5 560 350 840 514 30 560 350 840 698 45 560 350 840 835 60 560 350 840 1190 90
630 350 945 443 11.25 630 350 945 534 22.5 630 350 945 534 30 630 350 945 742 45 630 350 945 896 60 630 350 945 1295 90
710 350 1065 447 11.25 710 350 1065 557 22.5 710 350 1065 557 30 710 350 1065 792 45 710 350 1065 965 60 710 350 1065 1415 90
800 350 1200 468 11.25 800 350 1200 584 22.5 800 350 1200 584 30 800 350 1200 848 45 800 350 1200 1043 60 800 350 1200 1550 90

Nominal angle with tolerance of ±2 ° 

Z is declared as per costumer requirements 

The maximum tolerance for pipe bends shall be ±5°

EL
BO

W

• Nominal angle with tolerance of ±2 °
• Z is declared as per costumer requirements
• The maximum tolerance for pipe bends shall be ±5°

Elbow 450

dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a
90 150 225 172 11.25 90 150 225 194 22.5 90 150 225 208 30 90 150 315 280 45 90 150 270 285 60 90 150 270 420 90

110 150 275 177 11.25 110 150 275 204 22.5 110 150 275 221 30 110 150 330 281 45 110 150 275 309 60 110 150 275 425 90
125 150 312.5 181 11.25 125 150 312.5 211 22.5 125 150 312.5 231 30 125 150 312.5 274 45 125 150 250 294 60 125 150 250 400 90
140 150 350 185 11.25 140 150 350 218 22.5 140 150 350 241 30 140 150 350 295 45 140 150 280 312 60 140 150 280 430 90
160 150 320 181 11.25 160 150 320 212 22.5 160 150 320 233 30 160 150 320 283 45 160 150 240 289 60 160 150 240 390 90
180 150 270 177 11.25 180 150 270 203 22.5 180 150 270 220 30 180 150 360 299 45 180 150 270 306 60 180 150 270 420 90
200 150 300 180 11.25 200 150 300 209 22.5 200 150 300 228 30 200 150 360 299 45 200 150 300 323 60 200 150 300 450 90
225 150 337.5 183 11.25 225 150 337.5 216 22.5 225 150 337.5 237 30 225 150 337.5 290 45 225 150 337.5 345 60 225 150 337.5 487.5 90
250 250 375 287 11.25 250 250 625 323 22.5 250 250 375 232 30 250 250 375 406 45 250 250 375 467 60 250 250 375 616 90
280 250 420 291 11.25 280 250 700 332 22.5 280 250 420 332 30 280 250 420 424 45 280 250 420 693 60 280 250 420 670 90
315 300 472.5 346 11.25 315 300 787.5 392 22.5 315 300 472.5 392 30 315 300 472.5 496 45 315 300 472.5 573 60 315 300 472.5 773 90
355 300 532.5 352 11.25 355 300 532.5 404 22.5 355 300 532.5 404 30 355 300 532.5 521 45 355 300 532.5 608 60 355 300 532.5 833 90
400 300 600 359 11.25 400 300 600 417 22.5 400 300 600 417 30 400 300 600 549 45 400 300 600 647 60 400 300 600 900 90
450 300 675 366 11.25 450 300 675 432 22.5 450 300 675 432 30 450 300 675 580 45 450 300 675 690 60 450 300 675 975 90
500 350 750 424 11.25 500 350 750 496 22.5 500 350 750 496 30 500 350 750 661 45 500 350 750 784 60 500 350 750 1100 90
560 350 840 432 11.25 560 350 840 514 22.5 560 350 840 514 30 560 350 840 698 45 560 350 840 835 60 560 350 840 1190 90
630 350 945 443 11.25 630 350 945 534 22.5 630 350 945 534 30 630 350 945 742 45 630 350 945 896 60 630 350 945 1295 90
710 350 1065 447 11.25 710 350 1065 557 22.5 710 350 1065 557 30 710 350 1065 792 45 710 350 1065 965 60 710 350 1065 1415 90
800 350 1200 468 11.25 800 350 1200 584 22.5 800 350 1200 584 30 800 350 1200 848 45 800 350 1200 1043 60 800 350 1200 1550 90

Nominal angle with tolerance of ±2 ° 

Z is declared as per costumer requirements 

The maximum tolerance for pipe bends shall be ±5°

EL
BO

W

dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a
90 150 225 172 11.25 90 150 225 194 22.5 90 150 225 208 30 90 150 315 280 45 90 150 270 285 60 90 150 270 420 90

110 150 275 177 11.25 110 150 275 204 22.5 110 150 275 221 30 110 150 330 281 45 110 150 275 309 60 110 150 275 425 90
125 150 312.5 181 11.25 125 150 312.5 211 22.5 125 150 312.5 231 30 125 150 312.5 274 45 125 150 250 294 60 125 150 250 400 90
140 150 350 185 11.25 140 150 350 218 22.5 140 150 350 241 30 140 150 350 295 45 140 150 280 312 60 140 150 280 430 90
160 150 320 181 11.25 160 150 320 212 22.5 160 150 320 233 30 160 150 320 283 45 160 150 240 289 60 160 150 240 390 90
180 150 270 177 11.25 180 150 270 203 22.5 180 150 270 220 30 180 150 360 299 45 180 150 270 306 60 180 150 270 420 90
200 150 300 180 11.25 200 150 300 209 22.5 200 150 300 228 30 200 150 360 299 45 200 150 300 323 60 200 150 300 450 90
225 150 337.5 183 11.25 225 150 337.5 216 22.5 225 150 337.5 237 30 225 150 337.5 290 45 225 150 337.5 345 60 225 150 337.5 487.5 90
250 250 375 287 11.25 250 250 625 323 22.5 250 250 375 232 30 250 250 375 406 45 250 250 375 467 60 250 250 375 616 90
280 250 420 291 11.25 280 250 700 332 22.5 280 250 420 332 30 280 250 420 424 45 280 250 420 693 60 280 250 420 670 90
315 300 472.5 346 11.25 315 300 787.5 392 22.5 315 300 472.5 392 30 315 300 472.5 496 45 315 300 472.5 573 60 315 300 472.5 773 90
355 300 532.5 352 11.25 355 300 532.5 404 22.5 355 300 532.5 404 30 355 300 532.5 521 45 355 300 532.5 608 60 355 300 532.5 833 90
400 300 600 359 11.25 400 300 600 417 22.5 400 300 600 417 30 400 300 600 549 45 400 300 600 647 60 400 300 600 900 90
450 300 675 366 11.25 450 300 675 432 22.5 450 300 675 432 30 450 300 675 580 45 450 300 675 690 60 450 300 675 975 90
500 350 750 424 11.25 500 350 750 496 22.5 500 350 750 496 30 500 350 750 661 45 500 350 750 784 60 500 350 750 1100 90
560 350 840 432 11.25 560 350 840 514 22.5 560 350 840 514 30 560 350 840 698 45 560 350 840 835 60 560 350 840 1190 90
630 350 945 443 11.25 630 350 945 534 22.5 630 350 945 534 30 630 350 945 742 45 630 350 945 896 60 630 350 945 1295 90
710 350 1065 447 11.25 710 350 1065 557 22.5 710 350 1065 557 30 710 350 1065 792 45 710 350 1065 965 60 710 350 1065 1415 90
800 350 1200 468 11.25 800 350 1200 584 22.5 800 350 1200 584 30 800 350 1200 848 45 800 350 1200 1043 60 800 350 1200 1550 90

Nominal angle with tolerance of ±2 ° 

Z is declared as per costumer requirements 

The maximum tolerance for pipe bends shall be ±5°

EL
BO

W

• Nominal angle with tolerance of ±2 °
• Z is declared as per costumer requirements
• The maximum tolerance for pipe bends shall be ±5°

Elbow 300
Fabrication Fittings Fabrication Fittings

3938

HDPE PE Fittings

Doha Regional Plastic SolutionsDoha Regional Plastic Solutions



dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a
90 150 225 172 11.25 90 150 225 194 22.5 90 150 225 208 30 90 150 315 280 45 90 150 270 285 60 90 150 270 420 90

110 150 275 177 11.25 110 150 275 204 22.5 110 150 275 221 30 110 150 330 281 45 110 150 275 309 60 110 150 275 425 90
125 150 312.5 181 11.25 125 150 312.5 211 22.5 125 150 312.5 231 30 125 150 312.5 274 45 125 150 250 294 60 125 150 250 400 90
140 150 350 185 11.25 140 150 350 218 22.5 140 150 350 241 30 140 150 350 295 45 140 150 280 312 60 140 150 280 430 90
160 150 320 181 11.25 160 150 320 212 22.5 160 150 320 233 30 160 150 320 283 45 160 150 240 289 60 160 150 240 390 90
180 150 270 177 11.25 180 150 270 203 22.5 180 150 270 220 30 180 150 360 299 45 180 150 270 306 60 180 150 270 420 90
200 150 300 180 11.25 200 150 300 209 22.5 200 150 300 228 30 200 150 360 299 45 200 150 300 323 60 200 150 300 450 90
225 150 337.5 183 11.25 225 150 337.5 216 22.5 225 150 337.5 237 30 225 150 337.5 290 45 225 150 337.5 345 60 225 150 337.5 487.5 90
250 250 375 287 11.25 250 250 625 323 22.5 250 250 375 232 30 250 250 375 406 45 250 250 375 467 60 250 250 375 616 90
280 250 420 291 11.25 280 250 700 332 22.5 280 250 420 332 30 280 250 420 424 45 280 250 420 693 60 280 250 420 670 90
315 300 472.5 346 11.25 315 300 787.5 392 22.5 315 300 472.5 392 30 315 300 472.5 496 45 315 300 472.5 573 60 315 300 472.5 773 90
355 300 532.5 352 11.25 355 300 532.5 404 22.5 355 300 532.5 404 30 355 300 532.5 521 45 355 300 532.5 608 60 355 300 532.5 833 90
400 300 600 359 11.25 400 300 600 417 22.5 400 300 600 417 30 400 300 600 549 45 400 300 600 647 60 400 300 600 900 90
450 300 675 366 11.25 450 300 675 432 22.5 450 300 675 432 30 450 300 675 580 45 450 300 675 690 60 450 300 675 975 90
500 350 750 424 11.25 500 350 750 496 22.5 500 350 750 496 30 500 350 750 661 45 500 350 750 784 60 500 350 750 1100 90
560 350 840 432 11.25 560 350 840 514 22.5 560 350 840 514 30 560 350 840 698 45 560 350 840 835 60 560 350 840 1190 90
630 350 945 443 11.25 630 350 945 534 22.5 630 350 945 534 30 630 350 945 742 45 630 350 945 896 60 630 350 945 1295 90
710 350 1065 447 11.25 710 350 1065 557 22.5 710 350 1065 557 30 710 350 1065 792 45 710 350 1065 965 60 710 350 1065 1415 90
800 350 1200 468 11.25 800 350 1200 584 22.5 800 350 1200 584 30 800 350 1200 848 45 800 350 1200 1043 60 800 350 1200 1550 90

Nominal angle with tolerance of ±2 ° 

Z is declared as per costumer requirements 

The maximum tolerance for pipe bends shall be ±5°

EL
BO

W

dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a
90 150 225 172 11.25 90 150 225 194 22.5 90 150 225 208 30 90 150 315 280 45 90 150 270 285 60 90 150 270 420 90

110 150 275 177 11.25 110 150 275 204 22.5 110 150 275 221 30 110 150 330 281 45 110 150 275 309 60 110 150 275 425 90
125 150 312.5 181 11.25 125 150 312.5 211 22.5 125 150 312.5 231 30 125 150 312.5 274 45 125 150 250 294 60 125 150 250 400 90
140 150 350 185 11.25 140 150 350 218 22.5 140 150 350 241 30 140 150 350 295 45 140 150 280 312 60 140 150 280 430 90
160 150 320 181 11.25 160 150 320 212 22.5 160 150 320 233 30 160 150 320 283 45 160 150 240 289 60 160 150 240 390 90
180 150 270 177 11.25 180 150 270 203 22.5 180 150 270 220 30 180 150 360 299 45 180 150 270 306 60 180 150 270 420 90
200 150 300 180 11.25 200 150 300 209 22.5 200 150 300 228 30 200 150 360 299 45 200 150 300 323 60 200 150 300 450 90
225 150 337.5 183 11.25 225 150 337.5 216 22.5 225 150 337.5 237 30 225 150 337.5 290 45 225 150 337.5 345 60 225 150 337.5 487.5 90
250 250 375 287 11.25 250 250 625 323 22.5 250 250 375 232 30 250 250 375 406 45 250 250 375 467 60 250 250 375 616 90
280 250 420 291 11.25 280 250 700 332 22.5 280 250 420 332 30 280 250 420 424 45 280 250 420 693 60 280 250 420 670 90
315 300 472.5 346 11.25 315 300 787.5 392 22.5 315 300 472.5 392 30 315 300 472.5 496 45 315 300 472.5 573 60 315 300 472.5 773 90
355 300 532.5 352 11.25 355 300 532.5 404 22.5 355 300 532.5 404 30 355 300 532.5 521 45 355 300 532.5 608 60 355 300 532.5 833 90
400 300 600 359 11.25 400 300 600 417 22.5 400 300 600 417 30 400 300 600 549 45 400 300 600 647 60 400 300 600 900 90
450 300 675 366 11.25 450 300 675 432 22.5 450 300 675 432 30 450 300 675 580 45 450 300 675 690 60 450 300 675 975 90
500 350 750 424 11.25 500 350 750 496 22.5 500 350 750 496 30 500 350 750 661 45 500 350 750 784 60 500 350 750 1100 90
560 350 840 432 11.25 560 350 840 514 22.5 560 350 840 514 30 560 350 840 698 45 560 350 840 835 60 560 350 840 1190 90
630 350 945 443 11.25 630 350 945 534 22.5 630 350 945 534 30 630 350 945 742 45 630 350 945 896 60 630 350 945 1295 90
710 350 1065 447 11.25 710 350 1065 557 22.5 710 350 1065 557 30 710 350 1065 792 45 710 350 1065 965 60 710 350 1065 1415 90
800 350 1200 468 11.25 800 350 1200 584 22.5 800 350 1200 584 30 800 350 1200 848 45 800 350 1200 1043 60 800 350 1200 1550 90

Nominal angle with tolerance of ±2 ° 

Z is declared as per costumer requirements 

The maximum tolerance for pipe bends shall be ±5°

EL
BO

W

• Nominal angle with tolerance of ±2 °
• Z is declared as per costumer requirements
• The maximum tolerance for pipe bends shall be ±5°

Elbow 600

dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a
90 150 225 172 11.25 90 150 225 194 22.5 90 150 225 208 30 90 150 315 280 45 90 150 270 285 60 90 150 270 420 90

110 150 275 177 11.25 110 150 275 204 22.5 110 150 275 221 30 110 150 330 281 45 110 150 275 309 60 110 150 275 425 90
125 150 312.5 181 11.25 125 150 312.5 211 22.5 125 150 312.5 231 30 125 150 312.5 274 45 125 150 250 294 60 125 150 250 400 90
140 150 350 185 11.25 140 150 350 218 22.5 140 150 350 241 30 140 150 350 295 45 140 150 280 312 60 140 150 280 430 90
160 150 320 181 11.25 160 150 320 212 22.5 160 150 320 233 30 160 150 320 283 45 160 150 240 289 60 160 150 240 390 90
180 150 270 177 11.25 180 150 270 203 22.5 180 150 270 220 30 180 150 360 299 45 180 150 270 306 60 180 150 270 420 90
200 150 300 180 11.25 200 150 300 209 22.5 200 150 300 228 30 200 150 360 299 45 200 150 300 323 60 200 150 300 450 90
225 150 337.5 183 11.25 225 150 337.5 216 22.5 225 150 337.5 237 30 225 150 337.5 290 45 225 150 337.5 345 60 225 150 337.5 487.5 90
250 250 375 287 11.25 250 250 625 323 22.5 250 250 375 232 30 250 250 375 406 45 250 250 375 467 60 250 250 375 616 90
280 250 420 291 11.25 280 250 700 332 22.5 280 250 420 332 30 280 250 420 424 45 280 250 420 693 60 280 250 420 670 90
315 300 472.5 346 11.25 315 300 787.5 392 22.5 315 300 472.5 392 30 315 300 472.5 496 45 315 300 472.5 573 60 315 300 472.5 773 90
355 300 532.5 352 11.25 355 300 532.5 404 22.5 355 300 532.5 404 30 355 300 532.5 521 45 355 300 532.5 608 60 355 300 532.5 833 90
400 300 600 359 11.25 400 300 600 417 22.5 400 300 600 417 30 400 300 600 549 45 400 300 600 647 60 400 300 600 900 90
450 300 675 366 11.25 450 300 675 432 22.5 450 300 675 432 30 450 300 675 580 45 450 300 675 690 60 450 300 675 975 90
500 350 750 424 11.25 500 350 750 496 22.5 500 350 750 496 30 500 350 750 661 45 500 350 750 784 60 500 350 750 1100 90
560 350 840 432 11.25 560 350 840 514 22.5 560 350 840 514 30 560 350 840 698 45 560 350 840 835 60 560 350 840 1190 90
630 350 945 443 11.25 630 350 945 534 22.5 630 350 945 534 30 630 350 945 742 45 630 350 945 896 60 630 350 945 1295 90
710 350 1065 447 11.25 710 350 1065 557 22.5 710 350 1065 557 30 710 350 1065 792 45 710 350 1065 965 60 710 350 1065 1415 90
800 350 1200 468 11.25 800 350 1200 584 22.5 800 350 1200 584 30 800 350 1200 848 45 800 350 1200 1043 60 800 350 1200 1550 90

Nominal angle with tolerance of ±2 ° 

Z is declared as per costumer requirements 

The maximum tolerance for pipe bends shall be ±5°

EL
BO

W

dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a dn le r z a
90 150 225 172 11.25 90 150 225 194 22.5 90 150 225 208 30 90 150 315 280 45 90 150 270 285 60 90 150 270 420 90

110 150 275 177 11.25 110 150 275 204 22.5 110 150 275 221 30 110 150 330 281 45 110 150 275 309 60 110 150 275 425 90
125 150 312.5 181 11.25 125 150 312.5 211 22.5 125 150 312.5 231 30 125 150 312.5 274 45 125 150 250 294 60 125 150 250 400 90
140 150 350 185 11.25 140 150 350 218 22.5 140 150 350 241 30 140 150 350 295 45 140 150 280 312 60 140 150 280 430 90
160 150 320 181 11.25 160 150 320 212 22.5 160 150 320 233 30 160 150 320 283 45 160 150 240 289 60 160 150 240 390 90
180 150 270 177 11.25 180 150 270 203 22.5 180 150 270 220 30 180 150 360 299 45 180 150 270 306 60 180 150 270 420 90
200 150 300 180 11.25 200 150 300 209 22.5 200 150 300 228 30 200 150 360 299 45 200 150 300 323 60 200 150 300 450 90
225 150 337.5 183 11.25 225 150 337.5 216 22.5 225 150 337.5 237 30 225 150 337.5 290 45 225 150 337.5 345 60 225 150 337.5 487.5 90
250 250 375 287 11.25 250 250 625 323 22.5 250 250 375 232 30 250 250 375 406 45 250 250 375 467 60 250 250 375 616 90
280 250 420 291 11.25 280 250 700 332 22.5 280 250 420 332 30 280 250 420 424 45 280 250 420 693 60 280 250 420 670 90
315 300 472.5 346 11.25 315 300 787.5 392 22.5 315 300 472.5 392 30 315 300 472.5 496 45 315 300 472.5 573 60 315 300 472.5 773 90
355 300 532.5 352 11.25 355 300 532.5 404 22.5 355 300 532.5 404 30 355 300 532.5 521 45 355 300 532.5 608 60 355 300 532.5 833 90
400 300 600 359 11.25 400 300 600 417 22.5 400 300 600 417 30 400 300 600 549 45 400 300 600 647 60 400 300 600 900 90
450 300 675 366 11.25 450 300 675 432 22.5 450 300 675 432 30 450 300 675 580 45 450 300 675 690 60 450 300 675 975 90
500 350 750 424 11.25 500 350 750 496 22.5 500 350 750 496 30 500 350 750 661 45 500 350 750 784 60 500 350 750 1100 90
560 350 840 432 11.25 560 350 840 514 22.5 560 350 840 514 30 560 350 840 698 45 560 350 840 835 60 560 350 840 1190 90
630 350 945 443 11.25 630 350 945 534 22.5 630 350 945 534 30 630 350 945 742 45 630 350 945 896 60 630 350 945 1295 90
710 350 1065 447 11.25 710 350 1065 557 22.5 710 350 1065 557 30 710 350 1065 792 45 710 350 1065 965 60 710 350 1065 1415 90
800 350 1200 468 11.25 800 350 1200 584 22.5 800 350 1200 584 30 800 350 1200 848 45 800 350 1200 1043 60 800 350 1200 1550 90

Nominal angle with tolerance of ±2 ° 

Z is declared as per costumer requirements 

The maximum tolerance for pipe bends shall be ±5°

EL
BO

W

• Nominal angle with tolerance of ±2 °
• Z is declared as per costumer requirements
• The maximum tolerance for pipe bends shall be ±5°

Elbow 900
Fabrication Fittings Fabrication Fittings

4140

HDPE PE Fittings

Doha Regional Plastic SolutionsDoha Regional Plastic Solutions



dn le Z1 Z2 L
90 150 235 230 470

110 150 235 235 470
125 150 235 235 470
140 150 235 235 470
160 150 240 240 480
180 150 250 250 500
200 150 260 260 520
225 150 270 270 540
250 250 375 375 750
280 250 420 420 840
315 300 472.5 472.5 945
355 300 532.5 532.5 1065
400 300 600 600 1200
450 300 675 675 1350
500 350 750 750 1500
560 350 840 840 1680
630 350 945 945 1890
710 350 1065 1065 2130
800 350 1200 1200 2400

Z is declared as per costumer requirements 

EQ
TE

E

dn le Z1 Z2 L
90 150 235 230 470

110 150 235 235 470
125 150 235 235 470
140 150 235 235 470
160 150 240 240 480
180 150 250 250 500
200 150 260 260 520
225 150 270 270 540
250 250 375 375 750
280 250 420 420 840
315 300 472.5 472.5 945
355 300 532.5 532.5 1065
400 300 600 600 1200
450 300 675 675 1350
500 350 750 750 1500
560 350 840 840 1680
630 350 945 945 1890
710 350 1065 1065 2130
800 350 1200 1200 2400

Z is declared as per costumer requirements 

EQ
TE

E

• Z is declared as per costumer requirements

Equal Tee

dn le L Z3
90 150 614 395

110 150 618 395
125 150 645 420
140 150 654 425
160 150 683 450
180 150 686 450
200 150 736 495
225 150 742 495
250 250 954 602
280 250 996 638
315 300 1145 730
355 300 1202 779
400 300 1266 833
450 300 1336 893
500 350 1407 954
560 350 1492 1026
630 350 1591 1110
710 350 1700 1210
800 350 1850 1360

Z is declared as per costumer requirements 

Y 
BR

AN
CH

dn le L Z3
90 150 614 395

110 150 618 395
125 150 645 420
140 150 654 425
160 150 683 450
180 150 686 450
200 150 736 495
225 150 742 495
250 250 954 602
280 250 996 638
315 300 1145 730
355 300 1202 779
400 300 1266 833
450 300 1336 893
500 350 1407 954
560 350 1492 1026
630 350 1591 1110
710 350 1700 1210
800 350 1850 1360

Z is declared as per costumer requirements 

Y 
BR

AN
CH

• Z is declared as per costumer requirements

Y Branch
Fabrication Fittings Fabrication Fittings

4342

HDPE PE Fittings

Doha Regional Plastic SolutionsDoha Regional Plastic Solutions



dn1 dn2 L Z
90 32 400 110
90 40 400 110

110 32 400 110
110 40 400 110
110 50 400 110
125 32 400 110
125 40 400 110
125 50 400 110
140 32 400 110
140 40 400 110
140 50 400 110
140 63 400 110
160 32 400 110
160 40 400 110
160 50 400 110
160 63 400 110
160 75 400 110
180 32 400 110
180 40 400 110
180 50 400 110
180 63 400 110
180 75 400 110
180 90 400 110
200 32 400 110
200 40 400 110
200 50 400 110
200 63 400 110
200 75 400 110
200 90 400 110

225 32 400 110
225 40 400 110
225 50 400 110
225 63 400 110
225 75 400 110
225 90 400 110
225 110 400 110
250 32 400 110
250 40 400 110
250 50 400 110
250 63 400 110
250 75 400 110
250 90 400 110
250 110 400 110
250 125 400 110
280 32 400 110
280 40 400 110
280 50 400 110
280 63 400 110
280 75 400 110
280 90 400 110
280 110 400 110
280 125 400 110
280 140 400 110
315 32 400 110
315 40 400 110
315 50 400 110
315 63 400 110
315 75 400 110
315 90 400 110
315 110 400 110
315 125 400 110
315 140 400 110

Z & L is declared by DRPS

RE
DU

CI
NG

 T
EE

• Z & L is declared by DRPS

Reducing Tee Puddle Flange

dn1 dn2 L Z
90 32 400 110
90 40 400 110

110 32 400 110
110 40 400 110
110 50 400 110
125 32 400 110
125 40 400 110
125 50 400 110
140 32 400 110
140 40 400 110
140 50 400 110
140 63 400 110
160 32 400 110
160 40 400 110
160 50 400 110
160 63 400 110
160 75 400 110
180 32 400 110
180 40 400 110
180 50 400 110
180 63 400 110
180 75 400 110
180 90 400 110
200 32 400 110
200 40 400 110
200 50 400 110
200 63 400 110
200 75 400 110
200 90 400 110

225 32 400 110
225 40 400 110
225 50 400 110
225 63 400 110
225 75 400 110
225 90 400 110
225 110 400 110
250 32 400 110
250 40 400 110
250 50 400 110
250 63 400 110
250 75 400 110
250 90 400 110
250 110 400 110
250 125 400 110
280 32 400 110
280 40 400 110
280 50 400 110
280 63 400 110
280 75 400 110
280 90 400 110
280 110 400 110
280 125 400 110
280 140 400 110
315 32 400 110
315 40 400 110
315 50 400 110
315 63 400 110
315 75 400 110
315 90 400 110
315 110 400 110
315 125 400 110
315 140 400 110

Z & L is declared by DRPS

RE
DU

CI
NG

 T
EE

dn1 dn2 L Z
90 32 400 110
90 40 400 110

110 32 400 110
110 40 400 110
110 50 400 110
125 32 400 110
125 40 400 110
125 50 400 110
140 32 400 110
140 40 400 110
140 50 400 110
140 63 400 110
160 32 400 110
160 40 400 110
160 50 400 110
160 63 400 110
160 75 400 110
180 32 400 110
180 40 400 110
180 50 400 110
180 63 400 110
180 75 400 110
180 90 400 110
200 32 400 110
200 40 400 110
200 50 400 110
200 63 400 110
200 75 400 110
200 90 400 110

225 32 400 110
225 40 400 110
225 50 400 110
225 63 400 110
225 75 400 110
225 90 400 110
225 110 400 110
250 32 400 110
250 40 400 110
250 50 400 110
250 63 400 110
250 75 400 110
250 90 400 110
250 110 400 110
250 125 400 110
280 32 400 110
280 40 400 110
280 50 400 110
280 63 400 110
280 75 400 110
280 90 400 110
280 110 400 110
280 125 400 110
280 140 400 110
315 32 400 110
315 40 400 110
315 50 400 110
315 63 400 110
315 75 400 110
315 90 400 110
315 110 400 110
315 125 400 110
315 140 400 110

Z & L is declared by DRPS

RE
DU

CI
NG

 T
EE

dn1 dn2 L Z
90 32 400 110
90 40 400 110

110 32 400 110
110 40 400 110
110 50 400 110
125 32 400 110
125 40 400 110
125 50 400 110
140 32 400 110
140 40 400 110
140 50 400 110
140 63 400 110
160 32 400 110
160 40 400 110
160 50 400 110
160 63 400 110
160 75 400 110
180 32 400 110
180 40 400 110
180 50 400 110
180 63 400 110
180 75 400 110
180 90 400 110
200 32 400 110
200 40 400 110
200 50 400 110
200 63 400 110
200 75 400 110
200 90 400 110

225 32 400 110
225 40 400 110
225 50 400 110
225 63 400 110
225 75 400 110
225 90 400 110
225 110 400 110
250 32 400 110
250 40 400 110
250 50 400 110
250 63 400 110
250 75 400 110
250 90 400 110
250 110 400 110
250 125 400 110
280 32 400 110
280 40 400 110
280 50 400 110
280 63 400 110
280 75 400 110
280 90 400 110
280 110 400 110
280 125 400 110
280 140 400 110
315 32 400 110
315 40 400 110
315 50 400 110
315 63 400 110
315 75 400 110
315 90 400 110
315 110 400 110
315 125 400 110
315 140 400 110

Z & L is declared by DRPS
RE

DU
CI

NG
 T

EE

dn1 dn2 L Z
90 32 400 110
90 40 400 110

110 32 400 110
110 40 400 110
110 50 400 110
125 32 400 110
125 40 400 110
125 50 400 110
140 32 400 110
140 40 400 110
140 50 400 110
140 63 400 110
160 32 400 110
160 40 400 110
160 50 400 110
160 63 400 110
160 75 400 110
180 32 400 110
180 40 400 110
180 50 400 110
180 63 400 110
180 75 400 110
180 90 400 110
200 32 400 110
200 40 400 110
200 50 400 110
200 63 400 110
200 75 400 110
200 90 400 110

225 32 400 110
225 40 400 110
225 50 400 110
225 63 400 110
225 75 400 110
225 90 400 110
225 110 400 110
250 32 400 110
250 40 400 110
250 50 400 110
250 63 400 110
250 75 400 110
250 90 400 110
250 110 400 110
250 125 400 110
280 32 400 110
280 40 400 110
280 50 400 110
280 63 400 110
280 75 400 110
280 90 400 110
280 110 400 110
280 125 400 110
280 140 400 110
315 32 400 110
315 40 400 110
315 50 400 110
315 63 400 110
315 75 400 110
315 90 400 110
315 110 400 110
315 125 400 110
315 140 400 110

Z & L is declared by DRPS
RE

DU
CI

NG
 T

EE dn1 dn2 L Z
90 32 400 110
90 40 400 110

110 32 400 110
110 40 400 110
110 50 400 110
125 32 400 110
125 40 400 110
125 50 400 110
140 32 400 110
140 40 400 110
140 50 400 110
140 63 400 110
160 32 400 110
160 40 400 110
160 50 400 110
160 63 400 110
160 75 400 110
180 32 400 110
180 40 400 110
180 50 400 110
180 63 400 110
180 75 400 110
180 90 400 110
200 32 400 110
200 40 400 110
200 50 400 110
200 63 400 110
200 75 400 110
200 90 400 110

225 32 400 110
225 40 400 110
225 50 400 110
225 63 400 110
225 75 400 110
225 90 400 110
225 110 400 110
250 32 400 110
250 40 400 110
250 50 400 110
250 63 400 110
250 75 400 110
250 90 400 110
250 110 400 110
250 125 400 110
280 32 400 110
280 40 400 110
280 50 400 110
280 63 400 110
280 75 400 110
280 90 400 110
280 110 400 110
280 125 400 110
280 140 400 110
315 32 400 110
315 40 400 110
315 50 400 110
315 63 400 110
315 75 400 110
315 90 400 110
315 110 400 110
315 125 400 110
315 140 400 110

Z & L is declared by DRPS
RE

DU
CI

NG
 T

EE

dn1 dn2 L Z
90 32 400 110
90 40 400 110

110 32 400 110
110 40 400 110
110 50 400 110
125 32 400 110
125 40 400 110
125 50 400 110
140 32 400 110
140 40 400 110
140 50 400 110
140 63 400 110
160 32 400 110
160 40 400 110
160 50 400 110
160 63 400 110
160 75 400 110
180 32 400 110
180 40 400 110
180 50 400 110
180 63 400 110
180 75 400 110
180 90 400 110
200 32 400 110
200 40 400 110
200 50 400 110
200 63 400 110
200 75 400 110
200 90 400 110

225 32 400 110
225 40 400 110
225 50 400 110
225 63 400 110
225 75 400 110
225 90 400 110
225 110 400 110
250 32 400 110
250 40 400 110
250 50 400 110
250 63 400 110
250 75 400 110
250 90 400 110
250 110 400 110
250 125 400 110
280 32 400 110
280 40 400 110
280 50 400 110
280 63 400 110
280 75 400 110
280 90 400 110
280 110 400 110
280 125 400 110
280 140 400 110
315 32 400 110
315 40 400 110
315 50 400 110
315 63 400 110
315 75 400 110
315 90 400 110
315 110 400 110
315 125 400 110
315 140 400 110

Z & L is declared by DRPS
RE

DU
CI

NG
 T

EE

• Dimentions declaredas per costumer requirements

Fabrication Fittings Fabrication Fittings

EPDM  Rubber Gasket

Product Size

EPDM Rubber Gasket 20-800mm

EPDM Blind Rubber Gasket 20-800mm

EPDM Flat Ring Gasket 20-800mm

4544

HDPE PE Fittings

Doha Regional Plastic SolutionsDoha Regional Plastic Solutions



Reducing Y Branch 45 Degree

Flap Valve 

• Reducing Y Branch for S12.5 or SDR 26
• Angle 45 degree
• Dimensions are determined as per client’s requirements
• Drainage application (non-pressure)

• Dimensions are determined as per client’s requirements
• Drainage application (non-pressure)

Connection Chamber

• Dimensions are determined as per client’s requirements
• Drainage application (non-pressure)
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Fusion Welding
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Butt Fusion Welding Service

DRPS provides complete solution for welding of HDPE Pipes & Fittings using Butt-Fusion 
Welding technology. Butt Fusion is the most important and widely used method of connection 
for HDPE Pipes & Fittings. It is a method of jointing pipe ends by way of heating and cooling 
under pressure, resulting in pipe joints as strong as the pipe itself.

Butt-fusion jointing is a thermos fusion process which involves the simultaneous heating of the 
ends of two components which are to be joined until a melt state is attained on each contact 
surface. The two surfaces are then brought together under controlled pressure for a specific 
cooling time and homogeneous fusion is formed upon cooling. The resultant joint is resistant 
to end thrust and has comparable performance under pressure to the pipe.

Butt Fusion Welding Machine

Butt welding employing fusion. Clean, leak- proof and permanent joints can be made by 
following the steps below:

• Cleanly cut the pipes as required

• Remove fibrous material and chamfer inner edges using a rough file

• Heat welding mirror to 210-degree C, bring the cut surfaces to be joined into contact with
mirror. The material will melt Allow weld rims to form

HDPE Perforated Pipes

HDPE Perforated Pipe plays an integral role in many application and is generally used for gravity 
flow water management application including storm water drainage, subsurface drainage, 
detention/retention systems, golf courses, athletic fields, retaining and foundation walls and 
agricultural drainage projects.

HDPE pipes are produced with slots or perforations to collect and convey subsurface water to 
a more favourable location for discharge and is an ideal material for underground drainage 
construction. HDPE pipe has enjoyed a long history of success in roadway applications. HDPE is 
light weight when compared to other pipe materials, so its more economical to transport and 
install. HDPE perforated pipe is very resistant to abrasion and chemical attack which can affect 
other materials. It is structurally strong and proven to support large earth loads. HDPE is an 
environmentally sustainable material.
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& Machinery
Lab Equipments
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KraussMaffei Pipe Extrusion Machine

Lengths in front Single-screw extruders for pipe 
extrusion.

With two series that have processing units of 
different length-s, Kraussmaffei Berstoff has 
perfectly equipped itself to meet the market 
demands for cost-effective pipe production 
and high-performance extrusion.

The successful, long-proven 36D single-screw 
series combines extreme- ly levels of product 
quality with cost-effective production.

The single-screw extruders with the 30L/D 
processing unit are made for special extrusion 
and co extrusion application, in particular, 
they are used for processing special materials.

Your benefits

• The right machine and system 
configuration for all pipe extrusion tasks.

• Cost-effective production and an 
extremely high level of product quality.

• System supplier for customer-specific special solutions.

C6 Control System – flexible system for open- and closed-loop control and monitoring of an 
extrusion line with its new, innovative C6 control system. Kraussmaffei Berstoff offers fast, 
direct access at all times to the individual units of an extrusion line, to the extruders which work 
conjointly to produce the product and to integrated downstream equipment.

C6 control system is equipped with the latest multi-touch technology and state-of-the-
art hardware components. A high resolution 24” full HD screen provides optimal overview. 
Synchronized operations of units, functions can easily be operated and activated via touch 
screen display. World class extrusion lines, with automated technology for flexibility to deliver 
the operation products.

Injection Molding Machine

Powerful Versatile Durable Machines in the MX Series

KraussMaffei MX Series is recognized around the world and is principally characterized by the 
hydro-mechanical dual platen clamping unit. The performance spectrum ranges from compact 
Injection Molding units with basic automation through to highly complex production cells and 
complete factory planning.

With the MX, we can increase our process quality and our production efficiency. Take advantage 
of our well-founded expertise, individually customized solutions and a professional team.

• Maximum speed combined with maximum precision 
• Outstanding melt quality and excellent shot weight consistency 
• High level of part quality
• Customer-specific solutions
• Platform for wide technology spectrum Intelligent, user-friendly control system
• Construction and components optimized according to load case 
• Low maintenance effort, simple retrofitting
• Intelligent pairing of premium-quality materials 
• Clamping concept which works with speed and precision Space-saving design
• Reduced servicing effort Ideal for high mold weights

Product manufactured in compliance with Qatar Construction Standard (QCS) 2014 Section 8 Part 3.
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www.drps.com.qa

–
–

BUTTFUSION 

ELECTROFUSION 

- CNC Eco Line
- Weld Control
- Smart Line / Manual

BUTTFUSION

ELECTROFUSION 

www.drps.com

Workshop Butt Fusion Welding Machines – Heating ElementWelding Machines

  Application and Intended Use

The WIDOS 8000WA SPA is a workshop machine for the 
heating element butt welding of pipes and T-90’ T-45’ 
And Elbow 0-90’ degree out of PE-100 pipes.

For dimensions from OD 250 mm up to 800 mm.

The machine is designed with enhanced quality and 
superior technology for best outputs.

  Worshop – Band Saw

The WIDOS BAND SAW RS_800

is a special machinery for straight cutting plastic pipes 
up to the diameter of 800mm and for cutting angles 45 
degree, and 67.5 degree.

  Butt Welding Machines

WIDOS 8000 WIDOS 5100 WIDOS 4600

WIDOS butt welding machine is designed for heating 
element butt welding of pipes and fittings with a range 
of standard diameters 63mm, 90mm, 110mm, 160mm, 
200mm, 250mm, 315mm, 355mm, 400m, 450mm, 
500mm, 560mm, 630mm, 710mm, 800mm.

It is a machine for construction sites and particularly 
designed for the usage on site.
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Customer Care
& Quality Policy
The Quality Assurance Laboratory of DRPS is equipped with state-of-
the-art equipment and staffed with trained quality control inspectors. 
A continuous rigorous type test program is carried out including 
process verification and long terms pressure testing to ensure our 
fullest commitment to the highest industry quality standards. We 
ensure the quality requirements of the client are met at every stage. 
This is typically by way of project-specific Inspection and Test Plan.

DRPS is dedicated to continual improvement leading to maintaining 
high level of Customer satisfaction. We are fully committed to 
consistently meet or exceed the customer expectations of the quality 
of services in all our activities. Providing the most cost effective 
and efficient service and constantly looking at ways and means of 
improving the quality of our products and services.

DRPS reliability is the foundation for its good reputation on the 
market, which we will strive to continuously improve.

Quality Control Lab
We have a wide range of testing equipment’s from the world class 
manufacturer – Institute of Pruftecknik GmbH [IPT].
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  Test Bath for Hydrostatic Pressure Test

The IPT test baths are specially designed for test¬ing 
thermoplastic pipes and fittings.

The high reliability, durability of the materials used and 
the constant temperatures in the test tank with respect 
to both volume and time provide particularly reliable 
test conditions. The efficient use of energy with low 
servicing and maintenance costs guarantee efficient 
long-term operation.

There are a wide range of tank dimensions and 
connection options, enabling the tanks to be flexibly 
adapted to various operating.

• Hydrostatic Pressure Test standard: QCS 2014,
Section 8.3.10.4.

• Reference standard: ISO 4427: Part 2, Cl 7.2,
Table-3, EN 12201 part 1, Table 2, Table-3.ISO
1167-1&2, Cl 5,7.2,3, 9, 10.

• EN 921: Cl 8 Table 1.

• Properties: Mechanical characteristics,
Hydrostatic Pressure Test for Mechanical
strength and leaks, to determine and verify
pipe line integrity

• Hydrostatic strength of Raw material grade
PE100 MRS 10.0MPa, Service life 50 years at
20’C.

  Test Unit for Determination of Density

The right raw material is essential for the desired quality 
of the end products. With the IPT test units you can 
simply and effectively test the quality of raw materials. 
For determination of the density of plastics according 
to the buoyancy method.

  Melt Flow Rate Tester

For determination of the melt flow rate (MFR) of 
thermoplastics with operational temperatures up to 
450 °C.

Melt Mass-Flow rate Test Method: ISO 1133 Condition T.

MFR Test for determine flow properties of material 
requirements value.

  Test Ovens for Pipe Testing

IPT’s test ovens feature a high performance forced 
air system, which provides an extremely constant 
temperature in the entire inner chamber. The high-
quality insulation of the double-wall oven housing and 
the microprocessor-controlled technology contribute 
t-o considerable energy savings.

The vertical arrangement of the test samples makes 
the best use of the space available whilst also ensuring 
that the inner chamber remains easy to access. The 
functional manifold systems with quick-release 
couplings and the sliding racks ensure that connecting 
the samples is quick and convenient.

   Marking Gauge

For determination of the change in length as a result of 
warm storage.
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Certificates and Approvals

  CNC Specimen Milling

For preparation of bar-shaped plastic samples. For 
tensile tester machine.

For Raw samples preparation by matching to finish Test 
samples for Tensile Tester. Test samples shape and size 
preparation method as per standard ISO: 6295-3.

  Universal Tensile Tester

The universal tensile tester is used for performing 
tension, pressure or bending tests. The classic 
application is the tensile test. This involves subjecting 
a sample to an increasing tensile load until it breaks. 
The force-deflection diagram generated during this 
test provides information on the load-bearing capacity, 
elasticity and plastic deformation of the material 
sample. 

Tensile & Elongation Test is used to determine the 
physical characteristic of material. Test Method: EN ISO 
6259- 1 & 3. 

The ring stiffness is determined by measuring the 
force and the deflection while deflecting the pipe at a 
constant deflection speed. 

The ring stiffness is calculated as a function of the force 
necessary to produce a 3% diametric deflection of the 
pipe.Testing Standard- ISO 9969 & DIN 16961. 

The measurement of Pipe stiffness is described in 
different national and international standards. The 
Ring-Stiffness of Pipes is one of the important indicators 
for the evaluation of Pipe stability.

  Oxidation Induction Time [OIT]

Test to determine the Thermal Stability of material & 
products.

For determination of Oxidiation Induction Time [OIT] of 
thermoplastics with operational temperature up to 500 ° C.

Oxidiation Induction Time Test Method: ISO 11357-6.
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22002211--1111--2299 تتااررييخخ  االلططببااععةة  :: ووززااررةة  االلددااخخللييــــــــةة
AAMM  99::0099 ووققــتت  االلططببااععةة  ::

PPAACC2211001122555599 ررققــــمم  االلططللــبب  ::
االالاددااررةة  االلععااممةة  للللددففااعع  االلممددننيي

ااددااررةة  االلووققااييةة

شهــــــادة عدم ممانعة

: اعتماد منتجنوع الشهادة

بيانات المنشأة

الدوحه ريجونال للحلول البلاستيكيه :: الإسم التجاري

110044119977 :: رقم الرخصة التجارية 6600665555 :: رقم السجل التجاري

:: رقم الهاتف 1144--77770044--0000 :: رقم قيد المنشأة

: البريد الإلكتروني
FFiirree  FFiigghhttiinngg  SSyysstteemmss : التصنيف

PPiippeess  aanndd  ffiittttiinnggss : إسم المنتج

تفاصيل الشهادة

تم مراجعة الطلب المقدم واتضح بأنه  لا مانع من اعتماد المنتج /المنتجات الموضحه فى التقرير الفنى المرفق بناء على اعتماده من قبل الهيئه

المختبرية الموضحه فى التقرر الفني المرفق.

ملاحظات

1. يجب على الشركه الالتزام والعمل  بما جاء في اشتراطات قسم أنظمة السلامه  التي تم الاطلاع   والموافقة عليها  من خلال الموقع.

2. يجب ان يقوم بتركيب هذا المنتج من قبل مهندسين وفنيين معتمدين من الإدارة العامة للدفاع المدني.

3. يجب ان يحمل المنتج العلامة التجارية للهيئه المختبرية المعتمدة والموضحه في التقرير الفني المرفق .

22002233--1111--2255 :: 22002211--1111--2255 :: تاريخ الإنتهاءتاريخ الاعتماد

ع/

ممددييرر    ااددااررةة  االلووققااييةة

االالاددااررةة  االلععااممةة  للللددففااعع  االلممددننيي

Page 1 of 2

DDAATTEE  :: 22002211--1111--2299 االلتتااررييــــــــــــــخخ  ::
ووززااررةة  االلددااخخللييةة

PPEERRMMIITT  ## PPAACC2211001122555599 ررققمم  االلططللبب  ::
االإلإددااررةة  االلععااممةة  للللددففااعع  االلممددننيي

إإددااررةة  االلووققااييةة

TTEECCHHNNIICCAALL  RREEPPOORRTT االلتتققررييرر  االلففننيي

PRODUCT Pipes and fittings منتج

PRODUCT APPLICATION Fire Fighting Systems تصنيف المعدة

APPLICANT / P.O BOX الدوحه ريجونال للحلول البلاستيكيه مقدم الطلب

MANUFACTURER / LOCATION Doha Regional Plastic Solutions / QATAR الشركة المصنعة / بلد الصنع

االلووصصفف   االلممووددييلل

3RD PARTY CERTIFICATE /
APPROVAL CLASS 1613 PR451059

FACTORY MUTUAL
GLOBAL APPROVALS LLC

(FM)

شهادة المختبرات المساندة

 (من هيئات معتمدة )

RECOMMENDATIONS التوصيات
Should be installed and anchored according to the pipe manufacturer's instructions and FM Global Property Loss

Prevention Data Sheets. For underground use only.
FM APPROVAL ID # PR451059, CLASS 1613

This product approval shall comply with the Design, Inspection, Installation, Testing and Maintenance requirements of
NFPA 13/24 (and/or other related NFPA Codes / Standards), other acceptable International Codes / Standards, Local
Regulations and/or Manufacturer's Published Instructions subject to the technical review and approval of the Authority

Having Jurisdiction (Qatar Civil Defense).

ع/

ممددييرر    ااددااررةة  االلووققااييةة

االالاددااررةة  االلععااممةة  للللددففااعع  االلممددننيي

Page 2 of 2

SDR11 & SDR9mm nominal pipe size, 200 & 250 PSI pressure rating.
Polyethylene Pipes, 63, 75, 90, 110, 125, 160, 180, 200, 225, 250, 280, 315, 355, 400, 450, 500
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CU.SlQmcr- Zone 

DRAINAGE APPROVED VENDORS LIST 

Home > Cus•omet ZCWle > Appt'OVed Matena List 

Category: 

Material Type 

HOPE Pipes and Fittings 

AD 

Catego�: HOPE Pipes and Fittings 

Manufacturers Agents 

Hepworth PME W.L.L 

Hepworth PME - Qatar 

Country:: 

Address: 

P.O.Box.: 

Telephone: 

Fax: 

Web5ite: 

Email: 

Oatar 

Mesaieed. Qatar 

50207 

-+-974 4450 6810 

+974 4450 6811 

www.hepworth.qa 

mto@hepworth.qa 

No Agents are available. 

Qatar National Plastic Factory W.L.L 

Qatar National Plastic Factory (QPlast) 

Country: Qatar 

Address: New Industrial Area. Zone 81. St. 4, Building 135 

P.O. Box.: 5615 Doha� Qatar 

Te.1ephone: +974 4468 99n 

Fax, +974 4468 9922 

Web5ite: www.qnp{as:Loom 

Email: azee:<@qnplast.oom 

No Agents are available. 

Advanced Plastic Factory 

Advanced Plastic Factory 

Country: Qatar 

Addres.s: New Industrial A.ream Zone 81. Street No, 2, 8uHd1ng 156 

P.O. Box, 16150 

Telephone: �974 4029 8225 / 4029 4810 

Fax: •974 44153061 

Webs.ite: www.advanced .... pt.pe.oo·m 

Email: sales@advanced-pipe.com / lnfo@advanced-plpe.eom 

No Agents are available. 

Doha Regional Plastic Solutions 

Doha Regional Plastic Solutions 

Country: 

Address: 

P.O. Box: 

Telephone: 

Fax: 

Website: 

Email: 

Oatar 

Qatar. Doha. New Industrial Area. Zone 81 

40613 

+974 4436 6244 

+974 4436 52n 

ww.drps.com.qa 

rrajesh@drps.com.qa 

No Agents are available. 

iitf-/98 
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Mr. Sabyasachi Pattanayak 
QA / QC Technical Officer 
Doha Regional Plastic Solutions 
P.O. Box: 40613 - Doha, Qatar, Fax: +974 4436 6277 
 
 
 

Subject: Renewal Approval for HDPE Duct as Manufactured by Messrs. Doha Regional Plastic 
Solution in their factory located in Qatar 

 

Dear Sir, 

The Vendors Prequalification Committee (VPC) refers to the application submitted with PWA 
Reference 2022/0004406/1, and your request to renew the approval for Messrs. Doha Regional 
Plastic Solution as an approved manufacturer for HDPE Ducts as it appears on the Approved list for 
Roads (http://www.ashghal.gov.qa/en/Services/Pages/ApprovedMaterialHome.aspx) to be used in ASHGHAL 
Projects; 

Following our general evaluation process, the Committee has decided to approve the renewal. 
This renewal approval is valid for a period of three (3) years from the date of this letter, and it will 
be subject to the Authority’s review at any time throughout this period. It is the Vendor’s 
responsibility to apply for the renewal three (3) months prior to the expiry date, otherwise they 
will be removed from the authority vendor list. 

The quality and performance of Messrs. Doha Regional Plastic Solution as an Approved 
Manufacturer shall be closely monitored by the Authority at all times to ensure that the required 
standards are met. If it is found by the Authority at any time that the quality and performance is 
failing to meet the expected standards, then the committee reserves the right to withdraw their 
Approval. It is also the company’s responsibility to ensure full compliance to the requirements of 
the latest version of Qatar Construction Specifications (QCS) as well as the relevant project 
specification requirements of any particular project 

Lastly, kindly note that this approval shall not be interpreted as a guarantee for providing 
materials or services for any ASHGHAL projects and the Authority shall not be held responsible nor 
accept any liability for Manufacturer / Supplier / Subcontractor losses, expenses, damages to 
reputation or any other damages whatsoever arising out of or in relation to taking part in the 
authority prequalification procedure. 

Best Regards, 

 

Mohamed Ehab Samir Mustafa
Vendors Prequalification Committee 

Rapporteur

27/02/2022       1:55:21 PM

2022/0005122/5
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Project Reference 
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www.drps.com.qa 

www.drps.com.qa 
www.drps.com.qa 

www.drps.com.qa 

www.drps.com.qa www.drps.com.qa 

www.drps.com.qa www.drps.com.qa 

DRPS Products Testing DRPS Products Testing
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Onsite Welding Services Raw Material and Finished Products

www.drps.com.qa 

105104

Onsite Welding Services

Doha Regional Plastic SolutionsDoha Regional Plastic Solutions



Products and Machines Products and Machines
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DRPS Authorized Fittings Suppliers
SDR 11 & SDR 17 Fittings
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20 PN 10-PN 16 2 04 01 16 0020-000 31 68 0,031

25 PN 10-PN 16 2 04 01 16 0025-000 36 71 0,039

32 PN 10-PN 16
PN 20 2 04 01 16 0032-000 43 72 0,052

40 PN 10-PN 16
PN 20 2 04 01 16 0040-000 53 80 0,075

50 PN 10-PN 16
PN 20 2 04 01 16 0050-000 65 87 0,114

63 PN 10-PN 16
PN 20 2 04 01 16 0063-000 80 95 0,170

75 PN 10-PN 16
PN 20 2 04 01 16 0075-000 95 110 0,256

90
PN 10-PN 16 2 04 01 16 0090-000 110 122 0,385

PN 20-PN 25 2 04 01 25 0090-000 110 125 0,542

110
PN 10-PN 16 2 04 01 16 0110-000 133 143 0,555

PN 20-PN 25 2 04 01 25 0110-000 135 145 0,842

125
PN 10-PN 16 2 04 01 16 0125-000 152 157 0,790

PN 20-PN 25 2 04 01 25 0125-000 145 155 1,054

140
PN 10-PN 16 2 04 01 16 0140-000 163 165 0,890

PN 20-PN 25 2 04 01 25 0140-000 165 160 1,394

160
PN 10-PN 16 2 04 01 16 0160-000 195 175 1,360

PN 20-PN 25 2 04 01 25 0160-000 190 185 1,944

180
PN 10-PN 16 2 04 01 16 0180-000 218 192 1,850

PN 20-PN 25 2 04 01 25 0180-000 235 200 3,808

200
PN 10-PN 16 2 04 01 16 0200-000 245 206 2,900

PN 20-PN 25 2 04 01 25 0200-000 270 220 5,750

225
PN 10-PN 16 2 04 01 16 0225-000 273 222 3,700

PN 20-PN 25 2 04 01 25 0225-000 302 244 6,900

250
PN 10-PN 16 2 04 01 16 0250-000 302 244 4,400

PN 20-PN 25 2 04 01 25 0250-000 350 250 10,075

280
PN 10-PN 16 2 04 01 16 0280-000 350 250 6,450

PN 20-PN 25 2 04 01 25 0280-000 380 258 12,050

315
PN 10-PN 16 2 04 01 16 0315-000 380 265 8,000

PN 20-PN 25 2 04 01 25 0315-000 425 250 14,650

**450-500-560-630-710-800 çaplar PN 20 - PN 25 basınç sınıfına göre özel üretilmektedir.
The dimeters of 450-500-560-630-710-800 PN 20 - PN 25 can be produced according to your order.

**180-500 çap aralığındaki ürünler PN 32 basınç sınıfında özel üretilmektedir.
Products with diameters ranging between 180 and 500 are produced specially for PN 32.

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

**450-500-560-630-710-800 çaplar PN 20 - PN 25 basınç sınıfına göre özel üretilmektedir.
The dimeters of 450-500-560-630-710-800 PN 20 - PN 25 can be produced according to your order.

**180-500 çap aralığındaki ürünler PN 32 basınç sınıfında özel üretilmektedir.
Products with diameters ranging between 180 and 500 are produced specially for PN 32.

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

D

d

355

PN 10 2 04 01 10 0355-000 410 258 8,000

PN 16 2 04 01 16 0355-000 428 258 10,333

PN 20-PN 25 2 04 01 25 0355-000 489 261 21,150

400

PN 10 2 04 01 10 0400-000 460 261 10,000

PN 16 2 04 01 16 0400-000 490 261 13,715

PN 20-PN 25 2 04 01 25 0400-000 557 323 32,900

450
PN 10 2 04 01 10 0450-000 510 323 16,000

PN 16 2 04 01 16 0450-000 557 323 22,941

500
PN 10 2 04 01 10 0500-000 570 350 21,000

PN 16 2 04 01 16 0500-000 615 350 29,258

560
PN 10 2 04 01 10 0560-000 640 350 24,600

PN 16 2 04 01 16 0560-000 685 350 38,360

630
PN 10 2 04 01 10 0630-000 720 360 29,500

PN 16 2 04 01 16 0630-000 780 360 54,300

710
PN 10 2 04 01 10 0710-000 810 380 38,500

PN 16 2 04 01 16 0710-000 880 380 68,500

800
PN 10 2 04 01 10 0800-000 910 400 60,000

PN 16 2 04 01 16 0800-000 980 400 89,000

900
PN 10 2 04 01 10 0900-000 1025 450 80,000

PN 16 2 04 01 16 0900-000 1105 450 130,000

1000
PN 10 2 04 01 10 1000-000 1140 500 111,500

PN 16 2 04 01 16 1000-000 1225 500 165,000

1200
PN 10 2 04 01 10 1200-000 1370 500 161,000

PN 16 2 04 01 16 1200-000 1450 500 245,000

1400
PN 10 2 04 01 10 1400-000 1600 550 243,000

PN 16 2 04 01 16 1400-000 1700 550 380,000

1600
PN 10 2 04 01 10 1600-000 1830 575 336,000

PN 16 2 04 01 16 1600-000 1900 575 448,000

PE 100  SDR 11(PN16) &  SDR 17(PN10)

**450-500-560-630-710-800 çaplar PN 20 - PN 25 basınç sınıfına göre özel üretilmektedir.
The dimeters of 450-500-560-630-710-800 PN 20 - PN 25 can be produced according to your order.

**180-500 çap aralığındaki ürünler PN 32 basınç sınıfında özel üretilmektedir.
Products with diameters ranging between 180 and 500 are produced specially for PN 32.

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

D

d

355

PN 10 2 04 01 10 0355-000 410 258 8,000

PN 16 2 04 01 16 0355-000 428 258 10,333

PN 20-PN 25 2 04 01 25 0355-000 489 261 21,150

400

PN 10 2 04 01 10 0400-000 460 261 10,000

PN 16 2 04 01 16 0400-000 490 261 13,715

PN 20-PN 25 2 04 01 25 0400-000 557 323 32,900

450
PN 10 2 04 01 10 0450-000 510 323 16,000

PN 16 2 04 01 16 0450-000 557 323 22,941

500
PN 10 2 04 01 10 0500-000 570 350 21,000

PN 16 2 04 01 16 0500-000 615 350 29,258

560
PN 10 2 04 01 10 0560-000 640 350 24,600

PN 16 2 04 01 16 0560-000 685 350 38,360

630
PN 10 2 04 01 10 0630-000 720 360 29,500

PN 16 2 04 01 16 0630-000 780 360 54,300

710
PN 10 2 04 01 10 0710-000 810 380 38,500

PN 16 2 04 01 16 0710-000 880 380 68,500

800
PN 10 2 04 01 10 0800-000 910 400 60,000

PN 16 2 04 01 16 0800-000 980 400 89,000

900
PN 10 2 04 01 10 0900-000 1025 450 80,000

PN 16 2 04 01 16 0900-000 1105 450 130,000

1000
PN 10 2 04 01 10 1000-000 1140 500 111,500

PN 16 2 04 01 16 1000-000 1225 500 165,000

1200
PN 10 2 04 01 10 1200-000 1370 500 161,000

PN 16 2 04 01 16 1200-000 1450 500 245,000

1400
PN 10 2 04 01 10 1400-000 1600 550 243,000

PN 16 2 04 01 16 1400-000 1700 550 380,000

1600
PN 10 2 04 01 10 1600-000 1830 575 336,000

PN 16 2 04 01 16 1600-000 1900 575 448,000

PE 100  SDR 11(PN16) &  SDR 17(PN10)

115114 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d

*32 PN 10-PN 16 2 04 02 16 0032-000 44 119 32 87 0,154

40 PN 10-PN 16 2 04 02 16 0040-000 54 52 42 10 0,105

50 PN 10-PN 16 2 04 02 16 0050-000 67 58 45 13 0,170

63 PN 10-PN 16 2 04 02 16 0063-000 81 67 49 18 0,245

75 PN 10-PN 16 2 04 02 16 0075-000 94 83 62 21 0,433

90 PN 10-PN 16 2 04 02 16 0090-000 114 90 64 26 0,655

110 PN 10-PN 16 2 04 02 16 0110-000 138 108 78 30 1,155

125 PN 10-PN 16 2 04 02 16 0125-000 153 109 77 32 1,255

*140 PN 10-PN 16 2 04 02 16 0140-000 163 213 83 130 3,205

160 PN 10-PN 16 2 04 02 16 0160-000 195 130 92 38 2,425

180 PN 10-PN 16 2 04 02 16 0180-000 243 154 96 58 5,300

200 PN 10-PN 16 2 04 02 16 0200-000 243 154 104 50 4,400

225 PN 10-PN 16 2 04 02 16 0225-000 270 178 115 63 5,900

*250
PN 10 2 04 02 10 0250-000 302 332 122 210 13,993

PN 16 2 04 02 16 0250-000 302 332 122 210 15,920

*280
PN 10 2 04 02 10 0280-000 350 345 125 220 19,826

PN 16 2 04 02 16 0280-000 350 345 125 220 22,665

*315
PN 10 2 04 02 10 0315-000 380 373 133 240 25,895

PN 16 2 04 02 16 0315-000 380 373 133 240 28,585

*355
PN 10 2 04 02 10 0355-000 410 360 129 231 26,780

PN 16 2 04 02 16 0355-000 425 360 129 231 36,046

*400
PN 10 2 04 02 10 0400-000 460 384 131 253 35,210

PN 16 2 04 02 16 0400-000 490 384 131 253 49,060

*450
PN 10 2 04 02 10 0450-000 510 471 162 309 55,060

PN 16 2 04 02 16 0450-000 555 471 162 309 78,882

*500
PN 10 2 04 02 10 0500-000 570 509 175 334 73,080

PN 16 2 04 02 16 0500-000 615 509 175 334 102,516

*560
PN 10 2 04 02 10 0560-000 640 441 175 266 80,940

PN 16 2 04 02 16 0560-000 685 441 175 266 121,760

*630
PN 10 2 04 02 10 0630-000 720 460 180 280 101,240

PN 16 2 04 02 16 0630-000 780 460 180 280 168,700

*İşareti olan ürünler KİT'tir./ *The marked products are KIT.

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

KİTORJ.

ORJ.

KİT

PE 100  SDR 11(PN16) &  SDR 17(PN10)

*İşareti olan ürünler KİT'tir./ *The marked products are KIT.

d

20 PN 10-PN 16 2 04 03 16 0020-000 31 44 34 10 0,042

25 PN 10-PN 16 2 04 03 16 0025-000 36 48 34 14 0,054

32 PN 10-PN 16 2 04 03 16 0032-000 45 53 35 18 0,070

40 PN 10-PN 16 2 04 03 16 0040-000 55 61 39 22 0,118

50 PN 10-PN 16 2 04 03 16 0050-000 67 70 42 28 0,172

63 PN 10-PN 16 2 04 03 16 0063-000 81 80 46 34 0,276

75 PN 10-PN 16 2 04 03 16 0075-000 95 100 61 39 0,475

90 PN 10-PN 16 2 04 03 16 0090-000 113 120 63 57 0,800

110 PN 10-PN 16 2 04 03 16 0110-000 137 143 80 63 1,345

125 PN 10-PN 16 2 04 03 16 0125-000 152 140 77 63 1,520

*140
PN 10 2 04 03 10 0140-000 163 278 83 195 3,240

PN 16 2 04 03 16 0140-000 163 278 83 195 3,778

160 PN 10-PN 16 2 04 03 16 0160-000 195 171 93 78 2,920

180 PN 10-PN 16 2 04 03 16 0180-000 243 215 96 119 6,100

200 PN 10-PN 16 2 04 03 16 0200-000 243 215 104 111 5,100

225 PN 10-PN 16 2 04 03 16 0225-000 270 248 115 133 7,000

*250
PN 10 2 04 03 10 0250-000 302 412 122 290 15,570

PN 16 2 04 03 16 0250-000 302 412 122 290 17,960

*280
PN 10 2 04 03 10 0280-090 350 425 125 300 21,720

PN 16 2 04 03 16 0280-090 350 425 125 300 25,218

*315
PN 10 2 04 03 10 0315-090 380 468 133 335 29,415

PN 16 2 04 03 16 0315-090 380 468 133 335 34,256

*355
PN 10 2 04 03 10 0355-090 410 474 129 345 31,880

PN 16 2 04 03 16 0355-090 425 474 129 345 42,377

*400
PN 10 2 04 03 10 0400-090 460 501 131 370 41,005

PN 16 2 04 03 16 0400-090 490 501 131 370 57,605

*450
PN 10 2 04 03 10 0450-090 510 607 162 445 62,960

PN 16 2 04 03 16 0450-090 555 607 162 445 89,762

*500
PN 10 2 04 03 10 0500-090 570 660 175 485 84,180

PN 16 2 04 03 16 0500-090 615 660 175 485 117,516

*560
PN 10 2 04 03 10 0560-090 640 968 175 793 126,468

PN 16 2 04 03 16 0560-090 685 968 175 793 190,648

*630
PN 10 2 04 03 10 0630-090 720 1008 180 828 160,810

PN 16 2 04 03 16 0630-090 780 1008 180 828 258,234

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

KİTORJ.

KİT

ORJ.

PE 100  SDR 11(PN16) &  SDR 17(PN10)

*İşareti olan ürünler KİT'tir./ *The marked products are KIT.

d

20 PN 10-PN 16 2 04 03 16 0020-000 31 44 34 10 0,042

25 PN 10-PN 16 2 04 03 16 0025-000 36 48 34 14 0,054

32 PN 10-PN 16 2 04 03 16 0032-000 45 53 35 18 0,070

40 PN 10-PN 16 2 04 03 16 0040-000 55 61 39 22 0,118

50 PN 10-PN 16 2 04 03 16 0050-000 67 70 42 28 0,172

63 PN 10-PN 16 2 04 03 16 0063-000 81 80 46 34 0,276

75 PN 10-PN 16 2 04 03 16 0075-000 95 100 61 39 0,475

90 PN 10-PN 16 2 04 03 16 0090-000 113 120 63 57 0,800

110 PN 10-PN 16 2 04 03 16 0110-000 137 143 80 63 1,345

125 PN 10-PN 16 2 04 03 16 0125-000 152 140 77 63 1,520

*140
PN 10 2 04 03 10 0140-000 163 278 83 195 3,240

PN 16 2 04 03 16 0140-000 163 278 83 195 3,778

160 PN 10-PN 16 2 04 03 16 0160-000 195 171 93 78 2,920

180 PN 10-PN 16 2 04 03 16 0180-000 243 215 96 119 6,100

200 PN 10-PN 16 2 04 03 16 0200-000 243 215 104 111 5,100

225 PN 10-PN 16 2 04 03 16 0225-000 270 248 115 133 7,000

*250
PN 10 2 04 03 10 0250-000 302 412 122 290 15,570

PN 16 2 04 03 16 0250-000 302 412 122 290 17,960

*280
PN 10 2 04 03 10 0280-090 350 425 125 300 21,720

PN 16 2 04 03 16 0280-090 350 425 125 300 25,218

*315
PN 10 2 04 03 10 0315-090 380 468 133 335 29,415

PN 16 2 04 03 16 0315-090 380 468 133 335 34,256

*355
PN 10 2 04 03 10 0355-090 410 474 129 345 31,880

PN 16 2 04 03 16 0355-090 425 474 129 345 42,377

*400
PN 10 2 04 03 10 0400-090 460 501 131 370 41,005

PN 16 2 04 03 16 0400-090 490 501 131 370 57,605

*450
PN 10 2 04 03 10 0450-090 510 607 162 445 62,960

PN 16 2 04 03 16 0450-090 555 607 162 445 89,762

*500
PN 10 2 04 03 10 0500-090 570 660 175 485 84,180

PN 16 2 04 03 16 0500-090 615 660 175 485 117,516

*560
PN 10 2 04 03 10 0560-090 640 968 175 793 126,468

PN 16 2 04 03 16 0560-090 685 968 175 793 190,648

*630
PN 10 2 04 03 10 0630-090 720 1008 180 828 160,810

PN 16 2 04 03 16 0630-090 780 1008 180 828 258,234

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

KİTORJ.

KİT

ORJ.

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

*32 PN 10-PN 16 2 04 02 16 0032-000 44 119 32 87 0,154

40 PN 10-PN 16 2 04 02 16 0040-000 54 52 42 10 0,105

50 PN 10-PN 16 2 04 02 16 0050-000 67 58 45 13 0,170

63 PN 10-PN 16 2 04 02 16 0063-000 81 67 49 18 0,245

75 PN 10-PN 16 2 04 02 16 0075-000 94 83 62 21 0,433

90 PN 10-PN 16 2 04 02 16 0090-000 114 90 64 26 0,655

110 PN 10-PN 16 2 04 02 16 0110-000 138 108 78 30 1,155

125 PN 10-PN 16 2 04 02 16 0125-000 153 109 77 32 1,255

*140 PN 10-PN 16 2 04 02 16 0140-000 163 213 83 130 3,205

160 PN 10-PN 16 2 04 02 16 0160-000 195 130 92 38 2,425

180 PN 10-PN 16 2 04 02 16 0180-000 243 154 96 58 5,300

200 PN 10-PN 16 2 04 02 16 0200-000 243 154 104 50 4,400

225 PN 10-PN 16 2 04 02 16 0225-000 270 178 115 63 5,900

*250
PN 10 2 04 02 10 0250-000 302 332 122 210 13,993

PN 16 2 04 02 16 0250-000 302 332 122 210 15,920

*280
PN 10 2 04 02 10 0280-000 350 345 125 220 19,826

PN 16 2 04 02 16 0280-000 350 345 125 220 22,665

*315
PN 10 2 04 02 10 0315-000 380 373 133 240 25,895

PN 16 2 04 02 16 0315-000 380 373 133 240 28,585

*355
PN 10 2 04 02 10 0355-000 410 360 129 231 26,780

PN 16 2 04 02 16 0355-000 425 360 129 231 36,046

*400
PN 10 2 04 02 10 0400-000 460 384 131 253 35,210

PN 16 2 04 02 16 0400-000 490 384 131 253 49,060

*450
PN 10 2 04 02 10 0450-000 510 471 162 309 55,060

PN 16 2 04 02 16 0450-000 555 471 162 309 78,882

*500
PN 10 2 04 02 10 0500-000 570 509 175 334 73,080

PN 16 2 04 02 16 0500-000 615 509 175 334 102,516

*560
PN 10 2 04 02 10 0560-000 640 441 175 266 80,940

PN 16 2 04 02 16 0560-000 685 441 175 266 121,760

*630
PN 10 2 04 02 10 0630-000 720 460 180 280 101,240

PN 16 2 04 02 16 0630-000 780 460 180 280 168,700

*İşareti olan ürünler KİT'tir./ *The marked products are KIT.

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

KİTORJ.

ORJ.

KİT

PE 100  SDR 11(PN16) &  SDR 17(PN10)

117116 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d

*20 PN 10-PN 16 2 04 04 16 0020-000 31 213 50 75 0,097

*25 PN 10-PN 16 2 04 04 16 0025-000 36 226 50 80 0,126

32 PN 10-PN 16 2 04 04 16 0032-000 43 103 40 67 0,087

40 PN 10-PN 16 2 04 04 16 0040-000 54 120 46 77 0,140

50 PN 10-PN 16 2 04 04 16 0050-000 65 135 49 87 0,220

63 PN 10-PN 16 2 04 04 16 0063-000 78 150 55 100 0,323

75 PN 10-PN 16 2 04 04 16 0075-000 92 183 66 120 0,565

90 PN 10-PN 16 2 04 04 16 0090-000 110 201 76 140 0,865

110 PN 10-PN 16 2 04 04 16 0110-000 135 251 85 161 1,550

125 PN 10-PN 16 2 04 04 16 0125-000 151 253 88 173 1,870

140 PN 10 - PN 16 2 04 04 16 0140-000 170 283 98 187 2,300

160 PN 10-PN 16 2 04 04 16 0160-000 193 322 98 205 3,695

*180 PN 10-PN 16 2 04 04 16 0180-000 211 606 105 225 7,690

*200 PN 10-PN 16 2 04 04 16 0200-000 230 655 115 250 10,110

*225 PN 10-PN 16 2 04 04 16 0225-000 256 658 116 253 12,100

*250
PN 10 2 04 04 10 0250-000 302 794 130 275 17,795

PN 16 2 04 04 16 0250-000 302 794 130 275 20,090

*280
PN 10 2 04 04 10 0280-000 350 840 145 290 24,420

PN 16 2 04 04 16 0280-000 350 840 145 290 27,905

*315
PN 10 2 04 04 10 0315-000 380 935 155 325 33,285

PN 16 2 04 04 16 0315-000 380 935 155 325 38,400

*355
PN 10 2 04 04 10 0355-000 410 988 155 360 37,807

PN 16 2 04 04 16 0355-000 410 988 155 360 45,785

*400
PN 10 2 04 04 10 0400-000 460 1050 155 395 50,550

PN 16 2 04 04 16 0400-000 490 1045 155 395 68,940

*450
PN 10 2 04 04 10 0450-000 510 1213 175 445 76,000

PN 16 2 04 04 16 0450-000 555 1213 175 445 107,882

*500
PN 10 2 04 04 10 0500-000 570 1350 250 500 91,356

PN 16 2 04 04 16 0500-000 615 1350 250 500 130,895

*560
PN 10 2 04 04 10 0560-000 640 1410 250 530 113,424

PN 16 2 04 04 16 0560-000 685 1410 250 530 170,994

*630
PN 10 2 04 04 10 0630-000 720 1490 250 565 143,988

PN 16 2 04 04 16 0630-000 780 1490 250 565 232,867

2 tarafı ayrı ayrı kaynatılabilir. / 2 side seperate fusion zone. 

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

*İşareti olan ürünler KİT'tir./ *The marked products are KIT.

ORJ.

KİT

Ø180 Ø200 Ø225

Ø 180 - Ø 200 - Ø 225KİTORJ.

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d2

*25-20 PN 10-PN 16 2 04 05 16 0025-020 36 226 35 110 0,131

*32-20 PN 10-PN 16 2 04 05 16 0032-020 43 237 35 105 0,179

*32-25 PN 10-PN 16 2 04 05 16 0032-025 43 237 55 80 0,174

40-20 PN 10-PN 16 2 04 05 16 0040-020 53 120 35 67 0,135

40-25 PN 10-PN 16 2 04 05 16 0040-025 53 120 39 71 0,138

40-32 PN 10-PN 16 2 04 05 16 0040-032 53 120 45 77 0,140

50-20 PN 10-PN 16 2 04 05 16 0050-020 64 134 35 73 0,208

50-25 PN 10-PN 16 2 04 05 16 0050-025 64 134 39 77 0,214

50-32 PN 10-PN 16 2 04 05 16 0050-032 64 134 43 81 0,218

50-40 PN 10-PN 16 2 04 05 16 0050-040 64 134 48 86 0,220

63-20 PN 10-PN 16 2 04 05 16 0063-020 79 134 37 87 0,262

63-25 PN 10-PN 16 2 04 05 16 0063-025 79 134 40 90 0,267

63-32 PN 10-PN 16 2 04 05 16 0063-032 78 135 46 95 0,265

63-40 PN 10-PN 16 2 04 05 16 0063-040 77 134 55 100 0,250

63-50 PN 10-PN 16 2 04 05 16 0063-050 78 151 54 98 0,330

75-32 PN 10-PN 16 2 04 05 16 0075-032 92 185 45 100 0,520

75-40 PN 10 - PN 16 2 04 05 16 0075-040 92 185 45 100 0,540

75-50 PN 10-PN 16 2 04 05 16 0075-050 92 185 45 100 0,535

*75-63 PN 10-PN 16 2 04 05 16 0075-063 95 375 60 115 1,040

90-20 PN 10-PN 16 2 04 05 16 0090-020 115 193 60 120 0,640

90-25 PN 10-PN 16 2 04 05 16 0090-025 115 193 63 124 0,645

90-32 PN 10-PN 16 2 04 05 16 0090-032 115 193 65 126 0,655

90-40 PN 10-PN 16 2 04 05 16 0090-040 115 193 67 128 0,670

90-50 PN 10-PN 16 2 04 05 16 0090-050 115 193 67 128 0,700

90-63 PN 10-PN 16 2 04 05 16 0090-063 115 193 67 128 0,730

90-75 PN 10-PN 16 2 04 05 16 0090-075 115 193 67 128 0,750

*110-20 PN 10-PN 16 2 04 05 16 0110-020 133 393 35 150 1,959

*110-25 PN 10-PN 16 2 04 05 16 0110-025 133 393 55 125 1,954

*110-32 PN 10-PN 16 2 04 05 16 0110-032 133 393 60 135 1,962

110-40 PN 10-PN 16 2 04 05 16 0110-040 139 227 68 143 1,260

110-50 PN 10-PN 16 2 04 05 16 0110-050 137 225 67 149 1,267

110-63 PN 10-PN 16 2 04 05 16 0110-063 135 225 66 147 1,270

*110-75 PN 10-PN 16 2 04 05 16 0110-075 133 459 70 142 2,250

110-90 PN 10-PN 16 2 04 05 16 0110-090 137 253 84 162 1,600

2 tarafı ayrı ayrı kaynatılabilir. / 2 side seperate fusion zone. 

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

*İşareti olan ürünler KİT'tir./ *The marked products are KIT.

Ø 180 - Ø 200 - Ø 225KİTORJ.

PE 100  SDR 11(PN16) &  SDR 17(PN10)

ORJ.

KİT

Ø180 Ø200 Ø225

d-d2

*25-20 PN 10-PN 16 2 04 05 16 0025-020 36 226 35 110 0,131

*32-20 PN 10-PN 16 2 04 05 16 0032-020 43 237 35 105 0,179

*32-25 PN 10-PN 16 2 04 05 16 0032-025 43 237 55 80 0,174

40-20 PN 10-PN 16 2 04 05 16 0040-020 53 120 35 67 0,135

40-25 PN 10-PN 16 2 04 05 16 0040-025 53 120 39 71 0,138

40-32 PN 10-PN 16 2 04 05 16 0040-032 53 120 45 77 0,140

50-20 PN 10-PN 16 2 04 05 16 0050-020 64 134 35 73 0,208

50-25 PN 10-PN 16 2 04 05 16 0050-025 64 134 39 77 0,214

50-32 PN 10-PN 16 2 04 05 16 0050-032 64 134 43 81 0,218

50-40 PN 10-PN 16 2 04 05 16 0050-040 64 134 48 86 0,220

63-20 PN 10-PN 16 2 04 05 16 0063-020 79 134 37 87 0,262

63-25 PN 10-PN 16 2 04 05 16 0063-025 79 134 40 90 0,267

63-32 PN 10-PN 16 2 04 05 16 0063-032 78 135 46 95 0,265

63-40 PN 10-PN 16 2 04 05 16 0063-040 77 134 55 100 0,250

63-50 PN 10-PN 16 2 04 05 16 0063-050 78 151 54 98 0,330

75-32 PN 10-PN 16 2 04 05 16 0075-032 92 185 45 100 0,520

75-40 PN 10 - PN 16 2 04 05 16 0075-040 92 185 45 100 0,540

75-50 PN 10-PN 16 2 04 05 16 0075-050 92 185 45 100 0,535

*75-63 PN 10-PN 16 2 04 05 16 0075-063 95 375 60 115 1,040

90-20 PN 10-PN 16 2 04 05 16 0090-020 115 193 60 120 0,640

90-25 PN 10-PN 16 2 04 05 16 0090-025 115 193 63 124 0,645

90-32 PN 10-PN 16 2 04 05 16 0090-032 115 193 65 126 0,655

90-40 PN 10-PN 16 2 04 05 16 0090-040 115 193 67 128 0,670

90-50 PN 10-PN 16 2 04 05 16 0090-050 115 193 67 128 0,700

90-63 PN 10-PN 16 2 04 05 16 0090-063 115 193 67 128 0,730

90-75 PN 10-PN 16 2 04 05 16 0090-075 115 193 67 128 0,750

*110-20 PN 10-PN 16 2 04 05 16 0110-020 133 393 35 150 1,959

*110-25 PN 10-PN 16 2 04 05 16 0110-025 133 393 55 125 1,954

*110-32 PN 10-PN 16 2 04 05 16 0110-032 133 393 60 135 1,962

110-40 PN 10-PN 16 2 04 05 16 0110-040 139 227 68 143 1,260

110-50 PN 10-PN 16 2 04 05 16 0110-050 137 225 67 149 1,267

110-63 PN 10-PN 16 2 04 05 16 0110-063 135 225 66 147 1,270

*110-75 PN 10-PN 16 2 04 05 16 0110-075 133 459 70 142 2,250

110-90 PN 10-PN 16 2 04 05 16 0110-090 137 253 84 162 1,600

2 tarafı ayrı ayrı kaynatılabilir. / 2 side seperate fusion zone. 

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

*İşareti olan ürünler KİT'tir./ *The marked products are KIT.

Ø 180 - Ø 200 - Ø 225KİTORJ.

PE 100  SDR 11(PN16) &  SDR 17(PN10)

ORJ.

KİT

Ø180 Ø200 Ø225

119118 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d-d2

*250-90
PN 10 2 04 05 10 0250-090 302 669 82 220 14,400

PN 16 2 04 05 16 0250-090 302 669 82 220 17,050

*250-110
PN 10 2 04 05 10 0250-110 302 694 83 240 14,270

PN 16 2 04 05 16 0250-110 302 694 83 240 16,610

*250-125
PN 10 2 04 05 10 0250-125 302 699 97 260 14,600

PN 16 2 04 05 16 0250-125 302 699 97 260 17,050

*250-140
PN 10 2 04 05 10 0250-140 302 694 93 240 14,330

PN 16 2 04 05 16 0250-140 302 699 85 320 17,276

*250-160
PN 10 2 04 05 10 0250-160 302 694 100 260 14,530

PN 16 2 04 05 16 0250-160 302 694 100 260 17,020

*250-180
PN 10 2 04 05 10 0250-180 302 799 90 295 17,401

PN 16 2 04 05 16 0250-180 302 799 95 305 19,711

*280-110
PN 10 2 04 05 10 0280-110 350 720 85 250 20,980

PN 16 2 04 05 16 0280-110 350 710 85 250 23,765

*280-125
PN 10 2 04 05 10 0280-125 350 710 80 295 23,078

PN 16 2 04 05 16 0280-125 350 710 80 300 24,175

*280-160
PN 10 2 04 05 10 0280-160 350 710 98 260 22,960

PN 16 2 04 05 16 0280-160 350 710 98 260 24,035

*315-90
PN 10 2 04 05 10 0315-090 380 775 87 304 26,442

PN 16 2 04 05 16 0315-090 380 775 80 302 30,041

*315-110
PN 10 2 04 05 10 0315-110 380 775 80 265 26,345

PN 16 2 04 05 16 0315-110 380 775 80 265 29,907

*315-125
PN 10 2 04 05 10 0315-125 380 775 80 312 26,381

PN 16 2 04 05 16 0315-125 380 775 80 312 30,777

*315-160
PN 10 2 04 05 10 0315-160 380 775 100 290 26,150

PN 16 2 04 05 16 0315-160 380 780 100 295 30,650

*315-180
PN 10 2 04 05 10 0315-180 380 775 90 327 26,820

PN 16 2 04 05 16 0315-180 380 775 95 337 31,117

*315-200
PN 10 2 04 05 10 0315-200 380 775 120 310 26,600

PN 16 2 04 05 16 0315-200 380 775 120 305 30,750

*315-225
PN 10 2 04 05 10 0315-225 380 935 110 315 30,600

PN 16 2 04 05 16 0315-225 380 930 125 392 37,063

*315-250
PN 10 2 04 05 10 0315-250 380 930 125 315 31,485

PN 16 2 04 05 16 0315-250 380 930 125 315 36,070

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

2 tarafı ayrı ayrı kaynatılabilir. / 2 side seperate fusion zone. 
*İşareti olan ürünler KİT'tir./ *The marked products are KIT.

KİT

KİT

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d2

*125-50 PN 10-PN 16 2 04 05 16 0125-050 152 517 45 167 3,272

*125-63 PN 10-PN 16 2 04 05 16 0125-063 152 517 60 140 3,220

*125-75 PN 10-PN 16 2 04 05 16 0125-075 152 517 65 202 3,389

125-90 PN 10-PN 16 2 04 05 16 0125-090 151 255 86 175 1,896

125-110 PN 10-PN 16 2 04 05 16 0125-110 151 255 86 171 1,900

140-90 PN 10-PN 16 2 04 05 16 0140-090 170 283 85 174 2,000

140-110 PN 10-PN 16 2 04 05 16 0140-110 170 283 85 174 2,100

140-125 PN 10-PN 16 2 04 05 16 0140-125 170 283 95 184 2,200

160-50 PN 10-PN 16 2 04 05 16 0160-050 195 275 61 187 2,600

160-63 PN 10-PN 16 2 04 05 16 0160-063 195 275 61 187 2,655

*160-75 PN 10-PN 16 2 04 05 16 0160-075 195 495 70 165 5,075

160-90 PN 10-PN 16 2 04 05 16 0160-090 195 275 84 197 2,720

160-110 PN 10-PN 16 2 04 05 16 0160-110 195 277 85 196 2,555

160-125 PN 10-PN 16 2 04 05 16 0160-125 195 280 90 205 2,830

160-140 PN 10-PN 16 2 04 05 16 0160-140 195 280 90 205 2,900

*180-90 PN 10-PN 16 2 04 05 16 0180-090 211 606 95 455 6,648

*180-110 PN 10-PN 16 2 04 05 16 0180-110 211 606 99 455 6,865

*180-125 PN 10-PN 16 2 04 05 16 0180-125 211 606 100 455 6,800

*180-160 PN 10-PN 16 2 04 05 16 0180-160 211 606 105 455 7,000

*200-63 PN 10-PN 16 2 04 05 16 0200-063 230 655 63 495 8,790

*200-75 PN 10-PN 16 2 04 05 16 0200-075 230 655 78 495 9,100

*200-90 PN 10-PN 16 2 04 05 16 0200-090 230 655 80 495 9,137

*200-110 PN 10-PN 16 2 04 05 16 0200-110 230 655 82 495 9,180

*200-125 PN 10-PN 16 2 04 05 16 0200-125 230 655 95 495 9,150

*200-140 PN 10-PN 16 2 04 05 16 0200-140 230 655 98 495 9,500

*200-160 PN 10-PN 16 2 04 05 16 0200-160 230 655 102 495 9,680

*200-180 PN 10-PN 16 2 04 05 16 0200-180 230 655 110 495 10,162

*225-110 PN 10-PN 16 2 04 05 16 0225-110 256 658 85 515 10,621

*225-160 PN 10-PN 16 2 04 05 16 0225-160 256 658 100 515 11,157

*225-200 PN 10-PN 16 2 04 05 16 0225-200 256 658 110 515 11,600

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

2 tarafı ayrı ayrı kaynatılabilir. / 2 side seperate fusion zone. 
*İşareti olan ürünler KİT'tir./ *The marked products are KIT.

ORJ.

KİT

Ø180 Ø200 Ø225

Ø 180 - Ø 200 - Ø 225KİTORJ.

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d2

*250-90
PN 10 2 04 05 10 0250-090 302 669 82 220 14,400

PN 16 2 04 05 16 0250-090 302 669 82 220 17,050

*250-110
PN 10 2 04 05 10 0250-110 302 694 83 240 14,270

PN 16 2 04 05 16 0250-110 302 694 83 240 16,610

*250-125
PN 10 2 04 05 10 0250-125 302 699 97 260 14,600

PN 16 2 04 05 16 0250-125 302 699 97 260 17,050

*250-140
PN 10 2 04 05 10 0250-140 302 694 93 240 14,330

PN 16 2 04 05 16 0250-140 302 699 85 320 17,276

*250-160
PN 10 2 04 05 10 0250-160 302 694 100 260 14,530

PN 16 2 04 05 16 0250-160 302 694 100 260 17,020

*250-180
PN 10 2 04 05 10 0250-180 302 799 90 295 17,401

PN 16 2 04 05 16 0250-180 302 799 95 305 19,711

*280-110
PN 10 2 04 05 10 0280-110 350 720 85 250 20,980

PN 16 2 04 05 16 0280-110 350 710 85 250 23,765

*280-125
PN 10 2 04 05 10 0280-125 350 710 80 295 23,078

PN 16 2 04 05 16 0280-125 350 710 80 300 24,175

*280-160
PN 10 2 04 05 10 0280-160 350 710 98 260 22,960

PN 16 2 04 05 16 0280-160 350 710 98 260 24,035

*315-90
PN 10 2 04 05 10 0315-090 380 775 87 304 26,442

PN 16 2 04 05 16 0315-090 380 775 80 302 30,041

*315-110
PN 10 2 04 05 10 0315-110 380 775 80 265 26,345

PN 16 2 04 05 16 0315-110 380 775 80 265 29,907

*315-125
PN 10 2 04 05 10 0315-125 380 775 80 312 26,381

PN 16 2 04 05 16 0315-125 380 775 80 312 30,777

*315-160
PN 10 2 04 05 10 0315-160 380 775 100 290 26,150

PN 16 2 04 05 16 0315-160 380 780 100 295 30,650

*315-180
PN 10 2 04 05 10 0315-180 380 775 90 327 26,820

PN 16 2 04 05 16 0315-180 380 775 95 337 31,117

*315-200
PN 10 2 04 05 10 0315-200 380 775 120 310 26,600

PN 16 2 04 05 16 0315-200 380 775 120 305 30,750

*315-225
PN 10 2 04 05 10 0315-225 380 935 110 315 30,600

PN 16 2 04 05 16 0315-225 380 930 125 392 37,063

*315-250
PN 10 2 04 05 10 0315-250 380 930 125 315 31,485

PN 16 2 04 05 16 0315-250 380 930 125 315 36,070

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

2 tarafı ayrı ayrı kaynatılabilir. / 2 side seperate fusion zone. 
*İşareti olan ürünler KİT'tir./ *The marked products are KIT.

KİT

KİT

PE 100  SDR 11(PN16) &  SDR 17(PN10)

121120 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings
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d-d2

*355-110 PN 10 2 04 05 10 0355-110 410 688 85 290 26,900

PN 16 2 04 05 16 0355-110 428 688 85 290 35,506

*355-125
PN 10 2 04 05 10 0355-125 410 688 80 332 27,439

PN 16 2 04 05 16 0355-125 428 688 80 337 36,290

*355-250
PN 10 2 04 05 10 0355-250 410 838 150 327 31,500

PN 16 2 04 05 16 0355-250 428 838 150 327 42,266

*400-250
PN 10 2 04 05 10 0400-250 460 891 150 350 40,500

PN 16 2 04 05 16 0400-250 489 891 150 350 56,130

*450-90
PN 10 2 04 05 10 0450-090 510 1213 85 830 79,505

PN 16 2 04 05 16 0450-090 557 1213 85 810 110,534

*450-125
PN 10 2 04 05 10 0450-125 510 1213 95 785 79,408

PN 16 2 04 05 16 0450-125 557 1213 85 745 110,526

*450-180
PN 10 2 04 05 10 0450-180 510 1213 90 755 79,502

PN 16 2 04 05 16 0450-180 557 1213 90 735 110,829

*450-225
PN 10 2 04 05 10 0450-225 510 1213 115 770 80,807

PN 16 2 04 05 16 0450-225 557 1213 115 795 121,535

*450-315
PN 10 2 04 05 10 0450-315 510 1213 130 670 80,021

PN 16 2 04 05 16 0450-315 557 1213 140 705 114,685

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1
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KİT

KİT

PE 100  SDR 11(PN16) &  SDR 17(PN10)

2 tarafı ayrı ayrı kaynatılabilir. / 2 side seperate fusion zone. 
*İşareti olan ürünler KİT'tir./ *The marked products are KIT.

d - d2

*25-20 PN 10-PN 16 2 04 06 16 0025-020 36 150 76 0,084

*32-20 PN 10-PN 16 2 04 06 16 0032-020 43 180 86 0,111

*32-25 PN 10-PN 16 2 04 06 16 0032-025 43 187 91 0,121

*40-20 PN 10-PN 16 2 04 06 16 0040-020 53 179 85 0,136

*40-25 PN 10-PN 16 2 04 06 16 0040-025 53 181 85 0,146

*40-32 PN 10-PN 16 2 04 06 16 0040-032 53 181 85 0,162

*50-25 PN 10-PN 16 2 04 06 16 0050-025 65 189 89 0,199

*50-32 PN 10-PN 16 2 04 06 16 0050-032 65 195 89 0,221

*50-40 PN 10-PN 16 2 04 06 16 0050-040 65 224 114 0,277

*63-20 PN 10-PN 16 2 04 06 16 0063-020 80 200 98 0,273

*63-25 PN 10-PN 16 2 04 06 16 0063-025 80 203 98 0,303

63-32 PN 10-PN 16 2 04 06 16 0063-032 78 106 55 0,155

63-40 PN 10-PN 16 2 04 06 16 0063-040 78 107 51 0,165

*63-50 PN 10-PN 16 2 04 06 16 0063-050 80 206 98 0,382

*75-20 PN 10-PN 16 2 04 06 16 0075-020 95 303 123 0,477

*75-25 PN 10-PN 16 2 04 06 16 0075-025 95 305 123 0,486

*75-32 PN 10-PN 16 2 04 06 16 0075-032 95 250 123 0,485

*75-40 PN 10-PN 16 2 04 06 16 0075-040 95 250 125 0,522

*75-50 PN 10-PN 16 2 04 06 16 0075-050 95 264 125 0,579

*75-63 PN 10-PN 16 2 04 06 16 0075-63 95 263 120 0,660

*90-32 PN 10-PN 16 2 04 06 16 0090-032 110 282 136 0,672

*90-40 PN 10-PN 16 2 04 06 16 0090-040 110 341 141 0,775

*90-50 PN 10-PN 16 2 04 06 16 0090-050 110 285 141 0,779

90-63 PN 10-PN 16 2 04 06 16 0090-063 116 146 66 0,350

90-75 PN 10-PN 16 2 04 06 16 0090-075 116 146 66 0,400

*110-50
PN 10 2 04 06 10 0110-050 133 305 162 0,989

PN 16 2 04 06 16 0110-050 133 305 162 1,071

110-63 PN 10-PN 16 2 04 06 16 0110-063 135 161 77 0,602

*110-75
PN 10 2 04 06 10 0110-075 133 372 157 1,332

PN 16 2 04 06 16 0110-075 133 322 162 1,315

110-90 PN 10-PN 16 2 04 06 16 0110-090 141 170 80 0,750

*İşareti olan ürünler KİT'tir. / *The marked products are KIT.

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

KİTORJ.

ORJ.

KİT

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d2

*25-20 PN 10-PN 16 2 04 06 16 0025-020 36 150 76 0,084

*32-20 PN 10-PN 16 2 04 06 16 0032-020 43 180 86 0,111

*32-25 PN 10-PN 16 2 04 06 16 0032-025 43 187 91 0,121

*40-20 PN 10-PN 16 2 04 06 16 0040-020 53 179 85 0,136

*40-25 PN 10-PN 16 2 04 06 16 0040-025 53 181 85 0,146

*40-32 PN 10-PN 16 2 04 06 16 0040-032 53 181 85 0,162

*50-25 PN 10-PN 16 2 04 06 16 0050-025 65 189 89 0,199

*50-32 PN 10-PN 16 2 04 06 16 0050-032 65 195 89 0,221

*50-40 PN 10-PN 16 2 04 06 16 0050-040 65 224 114 0,277

*63-20 PN 10-PN 16 2 04 06 16 0063-020 80 200 98 0,273

*63-25 PN 10-PN 16 2 04 06 16 0063-025 80 203 98 0,303

63-32 PN 10-PN 16 2 04 06 16 0063-032 78 106 55 0,155

63-40 PN 10-PN 16 2 04 06 16 0063-040 78 107 51 0,165

*63-50 PN 10-PN 16 2 04 06 16 0063-050 80 206 98 0,382

*75-20 PN 10-PN 16 2 04 06 16 0075-020 95 303 123 0,477

*75-25 PN 10-PN 16 2 04 06 16 0075-025 95 305 123 0,486

*75-32 PN 10-PN 16 2 04 06 16 0075-032 95 250 123 0,485

*75-40 PN 10-PN 16 2 04 06 16 0075-040 95 250 125 0,522

*75-50 PN 10-PN 16 2 04 06 16 0075-050 95 264 125 0,579

*75-63 PN 10-PN 16 2 04 06 16 0075-63 95 263 120 0,660

*90-32 PN 10-PN 16 2 04 06 16 0090-032 110 282 136 0,672

*90-40 PN 10-PN 16 2 04 06 16 0090-040 110 341 141 0,775

*90-50 PN 10-PN 16 2 04 06 16 0090-050 110 285 141 0,779

90-63 PN 10-PN 16 2 04 06 16 0090-063 116 146 66 0,350

90-75 PN 10-PN 16 2 04 06 16 0090-075 116 146 66 0,400

*110-50
PN 10 2 04 06 10 0110-050 133 305 162 0,989

PN 16 2 04 06 16 0110-050 133 305 162 1,071

110-63 PN 10-PN 16 2 04 06 16 0110-063 135 161 77 0,602

*110-75
PN 10 2 04 06 10 0110-075 133 372 157 1,332

PN 16 2 04 06 16 0110-075 133 322 162 1,315

110-90 PN 10-PN 16 2 04 06 16 0110-090 141 170 80 0,750

*İşareti olan ürünler KİT'tir. / *The marked products are KIT.

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

KİTORJ.

ORJ.

KİT

PE 100  SDR 11(PN16) &  SDR 17(PN10)

123122 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d - d2

*125-50
PN 10 2 04 06 10 0125-050 152 395 169 1,435

PN 16 2 04 06 16 0125-050 152 377 169 1,493

125-63 PN 10-PN 16 2 04 06 16 0125-063 150 180 85 0,694

*125-75
PN 10 2 04 06 10 0125-075 152 407 169 1,650

PN 16 2 04 06 16 0125-075 152 345 170 1,652

*125-90
PN 10 2 04 06 10 0125-090 152 353 169 1,641

PN 16 2 04 06 16 0125-090 152 353 169 1,820

*125-110
PN 10 2 04 06 10 0125-110 152 365 159 1,855

PN 16 2 04 06 16 0125-110 152 365 159 2,090

*140-90
PN 10 2 04 06 10 0140-090 163 424 178 2,040

PN 16 2 04 06 16 0140-090 163 354 178 2,090

*140-110
PN 10 2 04 06 10 0140-110 163 364 178 2,080

PN 16 2 04 06 16 0140-110 163 369 178 2,375

*140-125
PN 10 2 04 06 10 0140-125 163 371 178 2,380

PN 16 2 04 06 16 0140-125 163 376 178 2,650

*160-63
PN 10 2 04 06 10 0160-063 195 425 188 2,370

PN 16 2 04 06 16 0160-063 195 410 188 2,619

*160-75
PN 10 2 04 06 10 0160-075 195 433 188 2,504

PN 16 2 04 06 16 0160-075 195 438 188 2,795

*160-90
PN 10 2 04 06 10 0160-090 195 369 188 2,480

PN 16 2 04 06 16 0160-090 195 379 188 2,815

160-110 PN 10-PN 16 2 04 06 16 0160-110 191 221 93 1,734

*160-125
PN 10 2 04 06 10 0160-125 195 386 183 2,982

PN 16 2 04 06 16 0160-125 195 386 183 3,344

*160-140
PN 10 2 04 06 10 0160-140 195 395 183 3,115

PN 16 2 04 06 16 0160-140 195 395 183 3,560

*180-110
PN 10 2 04 06 10 0180-110 218 423 201 3,432

PN 16 2 04 06 16 0180-110 218 423 201 3,825

*180-125
PN 10 2 04 06 10 0180-125 218 425 201 3,717

PN 16 2 04 06 16 0180-125 218 425 201 4,195

*180-140
PN 10 2 04 06 10 0180-140 218 424 201 3,887

PN 16 2 04 06 16 0180-140 218 424 201 4,480

*180-160
PN 10 2 04 06 10 0180-160 218 434 201 4,453

PN 16 2 04 06 16 0180-160 218 434 201 5,100

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

*İşareti olan ürünler KİT'tir. / *The marked products are KIT 

Ø 180 - Ø 200 - Ø 225KİTORJ.

ORJ.

KİT

Ø180 Ø200 Ø225

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d2

*200-63
PN 10 2 04 06 10 0200-063 245 483 218 4,587

PN 16 2 04 06 16 0200-063 245 483 218 5,048

*200-75
PN 10 2 04 06 10 0200-075 245 483 218 4,789

PN 16 2 04 06 16 0200-075 245 483 218 5,186

*200-90
PN 10 2 04 06 10 0200-090 245 489 218 4,883

PN 16 2 04 06 16 0200-090 245 489 218 5,359

*200-110
PN 10 2 04 06 10 0200-110 245 440 218 4,945

PN 16 2 04 06 16 0200-110 245 440 218 5,380

*200-125
PN 10 2 04 06 10 0200-125 245 452 208 5,120

PN 16 2 04 06 16 0200-125 245 442 218 5,730

*200-140
PN 10 2 04 06 10 0200-140 245 446 223 5,240

PN 16 2 04 06 16 0200-140 245 446 223 5,780

*200-160
PN 10 2 04 06 10 0200-160 245 446 223 5,892

PN 16 2 04 06 16 0200-160 245 456 218 6,500

*200-180
PN 10 2 04 06 10 0200-180 245 449 223 6,380

PN 16 2 04 06 16 0200-180 245 454 218 7,145

*225-110
PN 10 2 04 06 10 0225-110 273 463 236 6,077

PN 16 2 04 06 16 0225-110 273 458 236 6,745

*225-125
PN 10 2 04 06 10 0225-125 273 470 236 6,291

PN 16 2 04 06 16 0225-125 273 535 231 7,502

*225-140
PN 10 2 04 06 10 0225-140 273 464 231 6,355

PN 16 2 04 06 16 0225-140 273 544 231 7,718

*225-160
PN 10 2 04 06 10 0225-160 273 464 236 7,127

PN 16 2 04 06 16 0225-160 273 469 231 7,845

*225-180
PN 10 2 04 06 10 0225-180 273 497 236 7,877

PN 16 2 04 06 16 0225-180 273 537 211 9,047

*225-200
PN 10 2 04 06 10 0225-200 273 484 231 8,880

PN 16 2 04 06 16 0225-200 273 484 211 9,730

*250-75
PN 10 2 04 06 10 0250-075 273 606 216 6,968

PN 16 2 04 06 16 0250-075 273 551 231 7,273

*250-160
PN 10 2 04 06 10 0250-160 302 520 227 8,607

PN 16 2 04 06 16 0250-160 302 520 242 9,312

*250-200
PN 10 2 04 06 10 0250-200 302 535 227 10,358

PN 16 2 04 06 16 0250-200 302 530 242 11,597

*250-225
PN 10 2 04 06 10 0250-225 302 533 227 11,430

PN 16 2 04 06 16 0250-225 302 533 222 12,090

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

*İşareti olan ürünler KİT'tir. / *The marked products are KIT 

Ø 180 - Ø 200 - Ø 225KİT

KİT

Ø180 Ø200 Ø225

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d2

*125-50
PN 10 2 04 06 10 0125-050 152 395 169 1,435

PN 16 2 04 06 16 0125-050 152 377 169 1,493

125-63 PN 10-PN 16 2 04 06 16 0125-063 150 180 85 0,694

*125-75
PN 10 2 04 06 10 0125-075 152 407 169 1,650

PN 16 2 04 06 16 0125-075 152 345 170 1,652

*125-90
PN 10 2 04 06 10 0125-090 152 353 169 1,641

PN 16 2 04 06 16 0125-090 152 353 169 1,820

*125-110
PN 10 2 04 06 10 0125-110 152 365 159 1,855

PN 16 2 04 06 16 0125-110 152 365 159 2,090

*140-90
PN 10 2 04 06 10 0140-090 163 424 178 2,040

PN 16 2 04 06 16 0140-090 163 354 178 2,090

*140-110
PN 10 2 04 06 10 0140-110 163 364 178 2,080

PN 16 2 04 06 16 0140-110 163 369 178 2,375

*140-125
PN 10 2 04 06 10 0140-125 163 371 178 2,380

PN 16 2 04 06 16 0140-125 163 376 178 2,650

*160-63
PN 10 2 04 06 10 0160-063 195 425 188 2,370

PN 16 2 04 06 16 0160-063 195 410 188 2,619

*160-75
PN 10 2 04 06 10 0160-075 195 433 188 2,504

PN 16 2 04 06 16 0160-075 195 438 188 2,795

*160-90
PN 10 2 04 06 10 0160-090 195 369 188 2,480

PN 16 2 04 06 16 0160-090 195 379 188 2,815

160-110 PN 10-PN 16 2 04 06 16 0160-110 191 221 93 1,734

*160-125
PN 10 2 04 06 10 0160-125 195 386 183 2,982

PN 16 2 04 06 16 0160-125 195 386 183 3,344

*160-140
PN 10 2 04 06 10 0160-140 195 395 183 3,115

PN 16 2 04 06 16 0160-140 195 395 183 3,560

*180-110
PN 10 2 04 06 10 0180-110 218 423 201 3,432

PN 16 2 04 06 16 0180-110 218 423 201 3,825

*180-125
PN 10 2 04 06 10 0180-125 218 425 201 3,717

PN 16 2 04 06 16 0180-125 218 425 201 4,195

*180-140
PN 10 2 04 06 10 0180-140 218 424 201 3,887

PN 16 2 04 06 16 0180-140 218 424 201 4,480

*180-160
PN 10 2 04 06 10 0180-160 218 434 201 4,453

PN 16 2 04 06 16 0180-160 218 434 201 5,100

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

*İşareti olan ürünler KİT'tir. / *The marked products are KIT 

Ø 180 - Ø 200 - Ø 225KİTORJ.

ORJ.

KİT

Ø180 Ø200 Ø225

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d2

*200-63
PN 10 2 04 06 10 0200-063 245 483 218 4,587

PN 16 2 04 06 16 0200-063 245 483 218 5,048

*200-75
PN 10 2 04 06 10 0200-075 245 483 218 4,789

PN 16 2 04 06 16 0200-075 245 483 218 5,186

*200-90
PN 10 2 04 06 10 0200-090 245 489 218 4,883

PN 16 2 04 06 16 0200-090 245 489 218 5,359

*200-110
PN 10 2 04 06 10 0200-110 245 440 218 4,945

PN 16 2 04 06 16 0200-110 245 440 218 5,380

*200-125
PN 10 2 04 06 10 0200-125 245 452 208 5,120

PN 16 2 04 06 16 0200-125 245 442 218 5,730

*200-140
PN 10 2 04 06 10 0200-140 245 446 223 5,240

PN 16 2 04 06 16 0200-140 245 446 223 5,780

*200-160
PN 10 2 04 06 10 0200-160 245 446 223 5,892

PN 16 2 04 06 16 0200-160 245 456 218 6,500

*200-180
PN 10 2 04 06 10 0200-180 245 449 223 6,380

PN 16 2 04 06 16 0200-180 245 454 218 7,145

*225-110
PN 10 2 04 06 10 0225-110 273 463 236 6,077

PN 16 2 04 06 16 0225-110 273 458 236 6,745

*225-125
PN 10 2 04 06 10 0225-125 273 470 236 6,291

PN 16 2 04 06 16 0225-125 273 535 231 7,502

*225-140
PN 10 2 04 06 10 0225-140 273 464 231 6,355

PN 16 2 04 06 16 0225-140 273 544 231 7,718

*225-160
PN 10 2 04 06 10 0225-160 273 464 236 7,127

PN 16 2 04 06 16 0225-160 273 469 231 7,845

*225-180
PN 10 2 04 06 10 0225-180 273 497 236 7,877

PN 16 2 04 06 16 0225-180 273 537 211 9,047

*225-200
PN 10 2 04 06 10 0225-200 273 484 231 8,880

PN 16 2 04 06 16 0225-200 273 484 211 9,730

*250-75
PN 10 2 04 06 10 0250-075 273 606 216 6,968

PN 16 2 04 06 16 0250-075 273 551 231 7,273

*250-160
PN 10 2 04 06 10 0250-160 302 520 227 8,607

PN 16 2 04 06 16 0250-160 302 520 242 9,312

*250-200
PN 10 2 04 06 10 0250-200 302 535 227 10,358

PN 16 2 04 06 16 0250-200 302 530 242 11,597

*250-225
PN 10 2 04 06 10 0250-225 302 533 227 11,430

PN 16 2 04 06 16 0250-225 302 533 222 12,090

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

*İşareti olan ürünler KİT'tir. / *The marked products are KIT 

Ø 180 - Ø 200 - Ø 225KİT

KİT

Ø180 Ø200 Ø225

PE 100  SDR 11(PN16) &  SDR 17(PN10)

125124 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



KİT

KİT

d - d2

*280-110
PN 10 2 04 06 10 0280-110 350 612 265 11,093

PN 16 2 04 06 16 0280-110 350 607 265 12,303

*280-140
PN 10 2 04 06 10 0280-140 350 613 265 11,352

PN 16 2 04 06 16 0280-140 350 598 265 12,547

*280-200
PN 10 2 04 06 10 0280-200 350 568 265 13,287

PN 16 2 04 06 16 0280-200 350 553 265 14,595

*280-225
PN 10 2 04 06 10 0280-225 350 576 265 14,497

PN 16 2 04 06 16 0280-225 350 556 260 15,530

*280-250
PN 10 2 04 06 10 0280-250 350 567 260 15,480

PN 16 2 04 06 16 0280-250 350 572 260 16,802

*315-160
PN 10 2 04 06 10 0315-160 380 560 283 13,920

PN 16 2 04 06 16 0315-160 380 555 278 15,635

*315-180
PN 10 2 04 06 10 0315-180 380 619 278 14,845

PN 16 2 04 06 16 0315-180 380 639 283 16,858

*315-200
PN 10 2 04 06 10 0315-200 380 576 278 15,675

PN 16 2 04 06 16 0315-200 380 576 283 17,437

*315-250
PN 10 2 04 06 10 0315-250 380 585 278 17,250

PN 16 2 04 06 16 0315-250 380 580 278 19,685

*315-280
PN 10 2 04 06 10 0315-280 380 608 268 20,375

PN 16 2 04 06 16 0315-280 380 593 278 22,015

*355-250
PN 10 2 04 06 10 0355-250 410 616 289 18,740

PN 16 2 04 06 16 0355-250 428 611 284 23,688

*355-280
PN 10 2 04 06 10 0355-280 410 729 289 26,402

PN 16 2 04 06 16 0355-280 428 704 289 28,152

*400-160
PN 10 2 04 06 10 0400-160 460 663 271 19,153

PN 16 2 04 06 16 0400-160 489 658 271 24,739

*400-250
PN 10 2 04 06 10 0400-250 460 808 271 25,211

PN 16 2 04 06 16 0400-250 489 613 276 28,690

*400-315
PN 10 2 04 06 10 0400-315 460 623 271 26,310

PN 16 2 04 06 16 0400-315 489 638 251 34,512

*400-355
PN 10 2 04 06 10 0400-355 460 625 261 27,555

PN 16 2 04 06 16 0400-355 489 620 261 36,843

*450-180
PN 10 2 04 06 10 0450-180 510 848 312 31,441

PN 16 2 04 06 16 0450-180 557 838 312 42,695

*450-315
PN 10 2 04 06 10 0450-315 510 804 312 38,110

PN 16 2 04 06 16 0450-315 557 839 312 52,649

*500-315
PN 10 2 04 06 10 0500-315 570 888 325 48,250

PN 16 2 04 06 16 0500-315 615 923 325 67,926

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

*İşareti olan ürünler KİT'tir. / *The marked products are KIT 

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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d

20 PN 10-PN 16 2 04 07 16 0020-000 30 75 0,038

25 PN 10-PN 16 2 04 07 16 0025-000 36 81 0,049

32 PN 10-PN 16 2 04 07 16 0032-000 43 87 0,068

40 PN 10-PN 16 2 04 07 16 0040-000 53 90 0,100

50 PN 10-PN 16 2 04 07 16 0050-000 65 104 0,159

63 PN 10-PN 16 2 04 07 16 0063-000 80 112 0,245

75 PN 10-PN 16 2 04 07 16 0075-000 95 125 0,412

90 PN 10-PN 16 2 04 07 16 0090-000 110 137 0,585

110 PN 10-PN 16 2 04 07 16 0110-000 144 153 0,887

125 PN 10-PN 16 2 04 07 16 0125-000 149 170 1,290

140 PN 10-PN 16 2 04 07 16 0140-000 169 173 1,520

160 PN 10-PN 16 2 04 07 16 0160-000 191 189 2,198

180 PN 10-PN 16 2 04 07 16 0180-000 217 201 3,072

200 PN 10-PN 16 2 04 07 16 0200-000 241 212 4,509

225 PN 10-PN 16 2 04 07 16 0225-000 276 231 5,857

250 PN 10-PN 16 2 04 07 16 0250-000 301 245 7,274

280 PN 10-PN 16 2 04 07 16 0280-000 348 256 10,506

315 PN 10-PN 16 2 04 07 16 0315-000 382 277 13,750

355 PN 10-PN 16 2 04 07 16 0355-000 428 279 17,489

400 PN 10-PN 16 2 04 07 16 0400-000 489 276 23,747

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

KİT

KİT

d - d2

*280-110
PN 10 2 04 06 10 0280-110 350 612 265 11,093

PN 16 2 04 06 16 0280-110 350 607 265 12,303

*280-140
PN 10 2 04 06 10 0280-140 350 613 265 11,352

PN 16 2 04 06 16 0280-140 350 598 265 12,547

*280-200
PN 10 2 04 06 10 0280-200 350 568 265 13,287

PN 16 2 04 06 16 0280-200 350 553 265 14,595

*280-225
PN 10 2 04 06 10 0280-225 350 576 265 14,497

PN 16 2 04 06 16 0280-225 350 556 260 15,530

*280-250
PN 10 2 04 06 10 0280-250 350 567 260 15,480

PN 16 2 04 06 16 0280-250 350 572 260 16,802

*315-160
PN 10 2 04 06 10 0315-160 380 560 283 13,920

PN 16 2 04 06 16 0315-160 380 555 278 15,635

*315-180
PN 10 2 04 06 10 0315-180 380 619 278 14,845

PN 16 2 04 06 16 0315-180 380 639 283 16,858

*315-200
PN 10 2 04 06 10 0315-200 380 576 278 15,675

PN 16 2 04 06 16 0315-200 380 576 283 17,437

*315-250
PN 10 2 04 06 10 0315-250 380 585 278 17,250

PN 16 2 04 06 16 0315-250 380 580 278 19,685

*315-280
PN 10 2 04 06 10 0315-280 380 608 268 20,375

PN 16 2 04 06 16 0315-280 380 593 278 22,015

*355-250
PN 10 2 04 06 10 0355-250 410 616 289 18,740

PN 16 2 04 06 16 0355-250 428 611 284 23,688

*355-280
PN 10 2 04 06 10 0355-280 410 729 289 26,402

PN 16 2 04 06 16 0355-280 428 704 289 28,152

*400-160
PN 10 2 04 06 10 0400-160 460 663 271 19,153

PN 16 2 04 06 16 0400-160 489 658 271 24,739

*400-250
PN 10 2 04 06 10 0400-250 460 808 271 25,211

PN 16 2 04 06 16 0400-250 489 613 276 28,690

*400-315
PN 10 2 04 06 10 0400-315 460 623 271 26,310

PN 16 2 04 06 16 0400-315 489 638 251 34,512

*400-355
PN 10 2 04 06 10 0400-355 460 625 261 27,555

PN 16 2 04 06 16 0400-355 489 620 261 36,843

*450-180
PN 10 2 04 06 10 0450-180 510 848 312 31,441

PN 16 2 04 06 16 0450-180 557 838 312 42,695

*450-315
PN 10 2 04 06 10 0450-315 510 804 312 38,110

PN 16 2 04 06 16 0450-315 557 839 312 52,649

*500-315
PN 10 2 04 06 10 0500-315 570 888 325 48,250

PN 16 2 04 06 16 0500-315 615 923 325 67,926

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

*İşareti olan ürünler KİT'tir. / *The marked products are KIT 

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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d

20 PN 10-PN 16 2 04 07 16 0020-000 30 75 0,038

25 PN 10-PN 16 2 04 07 16 0025-000 36 81 0,049

32 PN 10-PN 16 2 04 07 16 0032-000 43 87 0,068

40 PN 10-PN 16 2 04 07 16 0040-000 53 90 0,100

50 PN 10-PN 16 2 04 07 16 0050-000 65 104 0,159

63 PN 10-PN 16 2 04 07 16 0063-000 80 112 0,245

75 PN 10-PN 16 2 04 07 16 0075-000 95 125 0,412

90 PN 10-PN 16 2 04 07 16 0090-000 110 137 0,585

110 PN 10-PN 16 2 04 07 16 0110-000 144 153 0,887

125 PN 10-PN 16 2 04 07 16 0125-000 149 170 1,290

140 PN 10-PN 16 2 04 07 16 0140-000 169 173 1,520

160 PN 10-PN 16 2 04 07 16 0160-000 191 189 2,198

180 PN 10-PN 16 2 04 07 16 0180-000 217 201 3,072

200 PN 10-PN 16 2 04 07 16 0200-000 241 212 4,509

225 PN 10-PN 16 2 04 07 16 0225-000 276 231 5,857

250 PN 10-PN 16 2 04 07 16 0250-000 301 245 7,274

280 PN 10-PN 16 2 04 07 16 0280-000 348 256 10,506

315 PN 10-PN 16 2 04 07 16 0315-000 382 277 13,750

355 PN 10-PN 16 2 04 07 16 0355-000 428 279 17,489

400 PN 10-PN 16 2 04 07 16 0400-000 489 276 23,747

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

127126 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings
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d - d1

63-63 PN 10-PN 16 2 04 08 16 0063-063 80 161 0,347

75-63 PN 10-PN 16 2 04 08 16 0075-063 86 161 0,438

90-63 PN 10-PN 16 2 04 08 16 0090-063 94 161 0,409

110-63 PN 10-PN 16 2 04 08 16 0110-063 104 161 0,524

125-63 PN 10-PN 16 2 04 08 16 0125-063 111 161 0,495

140-63 PN 10-PN 16 2 04 08 16 0140-063 119 161 0,479

160-63 PN 10-PN 16 2 04 08 16 0160-063 129 161 0,457

180-63 PN 10-PN 16 2 04 08 16 0180-063 139 161 0,596

200-63 PN 10-PN 16 2 04 08 16 0200-063 149 162 0,586

225-63 PN 10-PN 16 2 04 08 16 0225-063 161 162 0,595

250-63 PN 10-PN 16 2 04 08 16 0250-063 174 162 0,616

280-63 PN 10-PN 16 2 04 08 16 0280-063 189 162 0,660

315-63 PN 10-PN 16 2 04 08 16 0315-063 206 162 0,687

355-63 PN 10-PN 16 2 04 08 16 0355-063 226 162 0,762

400-63 PN 10-PN 16 2 04 08 16 0400-063 249 162 0,842

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d1

 63-20 PN 10-PN 16 2 04 08 16 0063-020 80 152 161 0,418

63-25 PN 10-PN 16 2 04 08 16 0063-025 80 152 161 0,441

63-32 PN 10-PN 16 2 04 08 16 0063-032 80 152 161 0,428

63-40 PN 10-PN 16 2 04 08 16 0063-040 80 152 161 0,434

63-50 PN 10-PN 16 2 04 08 16 0063-050 80 175 161 0,470

75-20 PN 10-PN 16 2 04 08 16 0075-020 86 158 161 0,507

75-25 PN 10-PN 16 2 04 08 16 0075-025 86 158 161 0,531

75-32 PN 10-PN 16 2 04 08 16 0075-032 86 158 161 0,518

75-40 PN 10-PN 16 2 04 08 16 0075-040 86 158 161 0,524

75-50 PN 10-PN 16 2 04 08 16 0075-050 86 181 161 0,562

90-20 PN 10-PN 16 2 04 08 16 0090-020 94 166 161 0,481

90-25 PN 10-PN 16 2 04 08 16 0090-025 94 166 161 0,502

90-32 PN 10-PN 16 2 04 08 16 0090-032 94 166 161 0,489

90-40 PN 10-PN 16 2 04 08 16 0090-040 94 166 161 0,495

90-50 PN 10-PN 16 2 04 08 16 0090-050 94 189 161 0,533

110-20 PN 10-PN 16 2 04 08 16 0110-020 104 176 161 0,597

110-25 PN 10-PN 16 2 04 08 16 0110-025 104 176 161 0,619

110-32 PN 10-PN 16 2 04 08 16 0110-032 104 176 161 0,606

110-40 PN 10-PN 16 2 04 08 16 0110-040 104 176 161 0,611

110-50 PN 10-PN 16 2 04 08 16 0110-050 104 199 161 0,650

125-20 PN 10-PN 16 2 04 08 16 0125-020 111 183 161 0,567

125-25 PN 10-PN 16 2 04 08 16 0125-025 111 183 161 0,589

125-32 PN 10-PN 16 2 04 08 16 0125-032 111 183 161 0,575

125-40 PN 10-PN 16 2 04 08 16 0125-040 111 183 161 0,581

125-50 PN 10-PN 16 2 04 08 16 0125-050 111 206 161 0,619

140-20 PN 10-PN 16 2 04 08 16 0140-020 119 191 161 0,560

140-25 PN 10-PN 16 2 04 08 16 0140-025 119 191 161 0,573

140-32 PN 10-PN 16 2 04 08 16 0140-032 119 191 161 0,560

140-40 PN 10-PN 16 2 04 08 16 0140-040 119 191 161 0,566

140-50 PN 10-PN 16 2 04 08 16 0140-050 119 214 161 0,603

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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d - d1

63-63 PN 10-PN 16 2 04 08 16 0063-063 80 161 0,347

75-63 PN 10-PN 16 2 04 08 16 0075-063 86 161 0,438

90-63 PN 10-PN 16 2 04 08 16 0090-063 94 161 0,409

110-63 PN 10-PN 16 2 04 08 16 0110-063 104 161 0,524

125-63 PN 10-PN 16 2 04 08 16 0125-063 111 161 0,495

140-63 PN 10-PN 16 2 04 08 16 0140-063 119 161 0,479

160-63 PN 10-PN 16 2 04 08 16 0160-063 129 161 0,457

180-63 PN 10-PN 16 2 04 08 16 0180-063 139 161 0,596

200-63 PN 10-PN 16 2 04 08 16 0200-063 149 162 0,586

225-63 PN 10-PN 16 2 04 08 16 0225-063 161 162 0,595

250-63 PN 10-PN 16 2 04 08 16 0250-063 174 162 0,616

280-63 PN 10-PN 16 2 04 08 16 0280-063 189 162 0,660

315-63 PN 10-PN 16 2 04 08 16 0315-063 206 162 0,687

355-63 PN 10-PN 16 2 04 08 16 0355-063 226 162 0,762

400-63 PN 10-PN 16 2 04 08 16 0400-063 249 162 0,842

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d1

 63-20 PN 10-PN 16 2 04 08 16 0063-020 80 152 161 0,418

63-25 PN 10-PN 16 2 04 08 16 0063-025 80 152 161 0,441

63-32 PN 10-PN 16 2 04 08 16 0063-032 80 152 161 0,428

63-40 PN 10-PN 16 2 04 08 16 0063-040 80 152 161 0,434

63-50 PN 10-PN 16 2 04 08 16 0063-050 80 175 161 0,470

75-20 PN 10-PN 16 2 04 08 16 0075-020 86 158 161 0,507

75-25 PN 10-PN 16 2 04 08 16 0075-025 86 158 161 0,531

75-32 PN 10-PN 16 2 04 08 16 0075-032 86 158 161 0,518

75-40 PN 10-PN 16 2 04 08 16 0075-040 86 158 161 0,524

75-50 PN 10-PN 16 2 04 08 16 0075-050 86 181 161 0,562

90-20 PN 10-PN 16 2 04 08 16 0090-020 94 166 161 0,481

90-25 PN 10-PN 16 2 04 08 16 0090-025 94 166 161 0,502

90-32 PN 10-PN 16 2 04 08 16 0090-032 94 166 161 0,489

90-40 PN 10-PN 16 2 04 08 16 0090-040 94 166 161 0,495

90-50 PN 10-PN 16 2 04 08 16 0090-050 94 189 161 0,533

110-20 PN 10-PN 16 2 04 08 16 0110-020 104 176 161 0,597

110-25 PN 10-PN 16 2 04 08 16 0110-025 104 176 161 0,619

110-32 PN 10-PN 16 2 04 08 16 0110-032 104 176 161 0,606

110-40 PN 10-PN 16 2 04 08 16 0110-040 104 176 161 0,611

110-50 PN 10-PN 16 2 04 08 16 0110-050 104 199 161 0,650

125-20 PN 10-PN 16 2 04 08 16 0125-020 111 183 161 0,567

125-25 PN 10-PN 16 2 04 08 16 0125-025 111 183 161 0,589

125-32 PN 10-PN 16 2 04 08 16 0125-032 111 183 161 0,575

125-40 PN 10-PN 16 2 04 08 16 0125-040 111 183 161 0,581

125-50 PN 10-PN 16 2 04 08 16 0125-050 111 206 161 0,619

140-20 PN 10-PN 16 2 04 08 16 0140-020 119 191 161 0,560

140-25 PN 10-PN 16 2 04 08 16 0140-025 119 191 161 0,573

140-32 PN 10-PN 16 2 04 08 16 0140-032 119 191 161 0,560

140-40 PN 10-PN 16 2 04 08 16 0140-040 119 191 161 0,566

140-50 PN 10-PN 16 2 04 08 16 0140-050 119 214 161 0,603

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

129128 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d - d1

160-20 PN 10-PN 16 2 04 08 16 0160-020 129 201 161 0,536

160-25 PN 10-PN 16 2 04 08 16 0160-025 129 201 161 0,549

160-32 PN 10-PN 16 2 04 08 16 0160-032 129 201 161 0,536

160-40 PN 10-PN 16 2 04 08 16 0160-040 129 201 161 0,542

160-50 PN 10-PN 16 2 04 08 16 0160-050 129 224 161 0,580

180-20 PN 10-PN 16 2 04 08 16 0180-020 139 211 162 0,666

180-25 PN 10-PN 16 2 04 08 16 0180-025 139 211 162 0,689

180-32 PN 10-PN 16 2 04 08 16 0180-032 139 211 162 0,676

180-40 PN 10-PN 16 2 04 08 16 0180-040 139 211 162 0,682

180-50 PN 10-PN 16 2 04 08 16 0180-050 139 234 162 0,720

200-20 PN 10-PN 16 2 04 08 16 0200-020 149 221 162 0,653

200-25 PN 10-PN 16 2 04 08 16 0200-025 149 221 162 0,680

200-32 PN 10-PN 16 2 04 08 16 0200-032 149 221 162 0,667

200-40 PN 10-PN 16 2 04 08 16 0200-040 149 221 162 0,673

200-50 PN 10-PN 16 2 04 08 16 0200-050 149 244 162 0,710

225-20 PN 10-PN 16 2 04 08 16 0225-020 161 233 162 0,658

225-25 PN 10-PN 16 2 04 08 16 0225-025 161 233 162 0,689

225-32 PN 10-PN 16 2 04 08 16 0225-032 161 233 162 0,675

225-40 PN 10-PN 16 2 04 08 16 0225-040 161 233 162 0,682

225-50 PN 10-PN 16 2 04 08 16 0225-050 161 256 162 0,719

250-20 PN 10-PN 16 2 04 08 16 0250-020 174 246 162 0,691

250-25 PN 10-PN 16 2 04 08 16 0250-025 174 246 162 0,709

250-32 PN 10-PN 16 2 04 08 16 0250-032 174 246 162 0,696

250-40 PN 10-PN 16 2 04 08 16 0250-040 174 246 162 0,702

250-50 PN 10-PN 16 2 04 08 16 0250-050 174 269 162 0,740

280-20 PN 10-PN 16 2 04 08 16 0280-020 189 261 162 0,727

280-25 PN 10-PN 16 2 04 08 16 0280-025 189 261 162 0,754

280-32 PN 10-PN 16 2 04 08 16 0280-032 189 261 162 0,740

280-40 PN 10-PN 16 2 04 08 16 0280-040 189 261 162 0,746

280-50 PN 10-PN 16 2 04 08 16 0280-050 189 284 162 0,784

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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d - d1

315-20 PN 10-PN 16 2 04 08 16 0315-020 206 278 161 0,742

315-25 PN 10-PN 16 2 04 08 16 0315-025 206 278 161 0,781

315-32 PN 10-PN 16 2 04 08 16 0315-032 206 278 161 0,767

315-40 PN 10-PN 16 2 04 08 16 0315-040 206 278 161 0,774

315-50 PN 10-PN 16 2 04 08 16 0315-050 206 301 161 0,811

355-20 PN 10-PN 16 2 04 08 16 0355-020 226 298 161 0,825

355-25 PN 10-PN 16 2 04 08 16 0355-025 226 298 161 0,856

355-32 PN 10-PN 16 2 04 08 16 0355-032 226 298 161 0,842

355-40 PN 10-PN 16 2 04 08 16 0355-040 226 298 161 0,848

355-50 PN 10-PN 16 2 04 08 16 0355-050 226 321 161 0,886

400-20 PN 10-PN 16 2 04 08 16 0400-020 249 321 161 0,895

400-25 PN 10-PN 16 2 04 08 16 0400-025 249 321 161 0,936

400-32 PN 10-PN 16 2 04 08 16 0400-032 249 321 161 0,922

400-40 PN 10-PN 16 2 04 08 16 0400-040 249 321 161 0,927

400-50 PN 10-PN 16 2 04 08 16 0400-050 249 344 161 0,966

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d1

160-20 PN 10-PN 16 2 04 08 16 0160-020 129 201 161 0,536

160-25 PN 10-PN 16 2 04 08 16 0160-025 129 201 161 0,549

160-32 PN 10-PN 16 2 04 08 16 0160-032 129 201 161 0,536

160-40 PN 10-PN 16 2 04 08 16 0160-040 129 201 161 0,542

160-50 PN 10-PN 16 2 04 08 16 0160-050 129 224 161 0,580

180-20 PN 10-PN 16 2 04 08 16 0180-020 139 211 162 0,666

180-25 PN 10-PN 16 2 04 08 16 0180-025 139 211 162 0,689

180-32 PN 10-PN 16 2 04 08 16 0180-032 139 211 162 0,676

180-40 PN 10-PN 16 2 04 08 16 0180-040 139 211 162 0,682

180-50 PN 10-PN 16 2 04 08 16 0180-050 139 234 162 0,720

200-20 PN 10-PN 16 2 04 08 16 0200-020 149 221 162 0,653

200-25 PN 10-PN 16 2 04 08 16 0200-025 149 221 162 0,680

200-32 PN 10-PN 16 2 04 08 16 0200-032 149 221 162 0,667

200-40 PN 10-PN 16 2 04 08 16 0200-040 149 221 162 0,673

200-50 PN 10-PN 16 2 04 08 16 0200-050 149 244 162 0,710

225-20 PN 10-PN 16 2 04 08 16 0225-020 161 233 162 0,658

225-25 PN 10-PN 16 2 04 08 16 0225-025 161 233 162 0,689

225-32 PN 10-PN 16 2 04 08 16 0225-032 161 233 162 0,675

225-40 PN 10-PN 16 2 04 08 16 0225-040 161 233 162 0,682

225-50 PN 10-PN 16 2 04 08 16 0225-050 161 256 162 0,719

250-20 PN 10-PN 16 2 04 08 16 0250-020 174 246 162 0,691

250-25 PN 10-PN 16 2 04 08 16 0250-025 174 246 162 0,709

250-32 PN 10-PN 16 2 04 08 16 0250-032 174 246 162 0,696

250-40 PN 10-PN 16 2 04 08 16 0250-040 174 246 162 0,702

250-50 PN 10-PN 16 2 04 08 16 0250-050 174 269 162 0,740

280-20 PN 10-PN 16 2 04 08 16 0280-020 189 261 162 0,727

280-25 PN 10-PN 16 2 04 08 16 0280-025 189 261 162 0,754

280-32 PN 10-PN 16 2 04 08 16 0280-032 189 261 162 0,740

280-40 PN 10-PN 16 2 04 08 16 0280-040 189 261 162 0,746

280-50 PN 10-PN 16 2 04 08 16 0280-050 189 284 162 0,784

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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d - d1

315-20 PN 10-PN 16 2 04 08 16 0315-020 206 278 161 0,742

315-25 PN 10-PN 16 2 04 08 16 0315-025 206 278 161 0,781

315-32 PN 10-PN 16 2 04 08 16 0315-032 206 278 161 0,767

315-40 PN 10-PN 16 2 04 08 16 0315-040 206 278 161 0,774

315-50 PN 10-PN 16 2 04 08 16 0315-050 206 301 161 0,811

355-20 PN 10-PN 16 2 04 08 16 0355-020 226 298 161 0,825

355-25 PN 10-PN 16 2 04 08 16 0355-025 226 298 161 0,856

355-32 PN 10-PN 16 2 04 08 16 0355-032 226 298 161 0,842

355-40 PN 10-PN 16 2 04 08 16 0355-040 226 298 161 0,848

355-50 PN 10-PN 16 2 04 08 16 0355-050 226 321 161 0,886

400-20 PN 10-PN 16 2 04 08 16 0400-020 249 321 161 0,895

400-25 PN 10-PN 16 2 04 08 16 0400-025 249 321 161 0,936

400-32 PN 10-PN 16 2 04 08 16 0400-032 249 321 161 0,922

400-40 PN 10-PN 16 2 04 08 16 0400-040 249 321 161 0,927

400-50 PN 10-PN 16 2 04 08 16 0400-050 249 344 161 0,966

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

131130 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings
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d

63 PN 10-PN 16 2 04 08 16 0063-000 102 161 0,424

75 PN 10-PN 16 2 04 08 16 0075-000 108 161 0,513

90 PN 10-PN 16 2 04 08 16 0090-000 116 161 0,488

110 PN 10-PN 16 2 04 08 16 0110-000 126 161 0,601

125 PN 10-PN 16 2 04 08 16 0125-000 133 161 0,574

140 PN 10-PN 16 2 04 08 16 0140-000 141 161 0,551

160 PN 10-PN 16 2 04 08 16 0160-000 151 161 0,532

180 PN 10-PN 16 2 04 08 16 0180-000 161 162 0,671

200 PN 10-PN 16 2 04 08 16 0200-000 171 162 0,659

225 PN 10-PN 16 2 04 08 16 0225-000 183 162 0,671

250 PN 10-PN 16 2 04 08 16 0250-000 196 162 0,690

280 PN 10-PN 16 2 04 08 16 0280-000 211 162 0,736

315 PN 10-PN 16 2 04 08 16 0315-000 228 161 0,758

355 PN 10-PN 16 2 04 08 16 0355-000 248 161 0,835

400 PN 10-PN 16 2 04 08 16 0400-000 271 161 0,835

d

40 PN 10-PN 16 2 04 08 16 0040-000 33 99 0,134

50 PN 10-PN 16 2 04 08 16 0050-000 33 99 0,134

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

125-75 PN 10-PN 16 2 04 08 16 0125-075 88 0,900

125-90 PN 10-PN 16 2 04 08 16 0125-090 88 1,000

140-75 PN 10-PN 16 2 04 08 16 0140-075 88 1,300

140-90 PN 10-PN 16 2 04 08 16 0140-090 88 1,400

160-75 PN 10-PN 16 2 04 08 16 0160-075 64 1,000

160-90 PN 10-PN 16 2 04 08 16 0160-090 64 1,080

160-110 PN 10-PN 16 2 04 08 16 0160-110 83 1,120

160-125 PN 10-PN 16 2 04 08 16 0160-125 97 1,350

160-140 PN 10-PN 16 2 04 08 16 0160-140 150 1,870

180-75 PN 10-PN 16 2 04 08 16 0180-075 120 3,100

180-90 PN 10-PN 16 2 04 08 16 0180-090 120 3,300

180-110 PN 10-PN 16 2 04 08 16 0180-110 120 3,500

180-125 PN 10-PN 16 2 04 08 16 0180-125 120 3,700

180-140 PN 10-PN 16 2 04 08 16 0180-140 150 4,050

180-160 PN 10-PN 16 2 04 08 16 0180-160 135 4,100

200-75 PN 10-PN 16 2 04 08 16 0200-075 120 1,875

200-90 PN 10-PN 16 2 04 08 16 0200-090 120 1,925

200-110 PN 10-PN 16 2 04 08 16 0200-110 120 1,800

200-125 PN 10-PN 16 2 04 08 16 0200-125 120 1,900

200-140 PN 10-PN 16 2 04 08 16 0200-140 150 4,900

200-160 PN 10-PN 16 2 04 08 16 0200-160 135 4,200

225-75 PN 10-PN 16 2 04 08 16 0225-075 120 1,940

225-90 PN 10-PN 16 2 04 08 16 0225-090 120 1,975

225-110 PN 10-PN 16 2 04 08 16 0225-110 120 1,850

225-125 PN 10-PN 16 2 04 08 16 0225-125 120 1,950

225-140 PN 10-PN 16 2 04 08 16 0225-140 150 4,950

225-160 PN 10-PN 16 2 04 08 16 0225-160 135 4,250

225-180 PN 10-PN 16 2 04 08 16 0225-180 160 4,700

225-200 PN 10-PN 16 2 04 08 16 0225-200 150 4,650

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Ø160-90 - Ø160-110

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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d

63 PN 10-PN 16 2 04 08 16 0063-000 102 161 0,424

75 PN 10-PN 16 2 04 08 16 0075-000 108 161 0,513

90 PN 10-PN 16 2 04 08 16 0090-000 116 161 0,488

110 PN 10-PN 16 2 04 08 16 0110-000 126 161 0,601

125 PN 10-PN 16 2 04 08 16 0125-000 133 161 0,574

140 PN 10-PN 16 2 04 08 16 0140-000 141 161 0,551

160 PN 10-PN 16 2 04 08 16 0160-000 151 161 0,532

180 PN 10-PN 16 2 04 08 16 0180-000 161 162 0,671

200 PN 10-PN 16 2 04 08 16 0200-000 171 162 0,659

225 PN 10-PN 16 2 04 08 16 0225-000 183 162 0,671

250 PN 10-PN 16 2 04 08 16 0250-000 196 162 0,690

280 PN 10-PN 16 2 04 08 16 0280-000 211 162 0,736

315 PN 10-PN 16 2 04 08 16 0315-000 228 161 0,758

355 PN 10-PN 16 2 04 08 16 0355-000 248 161 0,835

400 PN 10-PN 16 2 04 08 16 0400-000 271 161 0,835

d

40 PN 10-PN 16 2 04 08 16 0040-000 33 99 0,134

50 PN 10-PN 16 2 04 08 16 0050-000 33 99 0,134

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

125-75 PN 10-PN 16 2 04 08 16 0125-075 88 0,900

125-90 PN 10-PN 16 2 04 08 16 0125-090 88 1,000

140-75 PN 10-PN 16 2 04 08 16 0140-075 88 1,300

140-90 PN 10-PN 16 2 04 08 16 0140-090 88 1,400

160-75 PN 10-PN 16 2 04 08 16 0160-075 64 1,000

160-90 PN 10-PN 16 2 04 08 16 0160-090 64 1,080

160-110 PN 10-PN 16 2 04 08 16 0160-110 83 1,120

160-125 PN 10-PN 16 2 04 08 16 0160-125 97 1,350

160-140 PN 10-PN 16 2 04 08 16 0160-140 150 1,870

180-75 PN 10-PN 16 2 04 08 16 0180-075 120 3,100

180-90 PN 10-PN 16 2 04 08 16 0180-090 120 3,300

180-110 PN 10-PN 16 2 04 08 16 0180-110 120 3,500

180-125 PN 10-PN 16 2 04 08 16 0180-125 120 3,700

180-140 PN 10-PN 16 2 04 08 16 0180-140 150 4,050

180-160 PN 10-PN 16 2 04 08 16 0180-160 135 4,100

200-75 PN 10-PN 16 2 04 08 16 0200-075 120 1,875

200-90 PN 10-PN 16 2 04 08 16 0200-090 120 1,925

200-110 PN 10-PN 16 2 04 08 16 0200-110 120 1,800

200-125 PN 10-PN 16 2 04 08 16 0200-125 120 1,900

200-140 PN 10-PN 16 2 04 08 16 0200-140 150 4,900

200-160 PN 10-PN 16 2 04 08 16 0200-160 135 4,200

225-75 PN 10-PN 16 2 04 08 16 0225-075 120 1,940

225-90 PN 10-PN 16 2 04 08 16 0225-090 120 1,975

225-110 PN 10-PN 16 2 04 08 16 0225-110 120 1,850

225-125 PN 10-PN 16 2 04 08 16 0225-125 120 1,950

225-140 PN 10-PN 16 2 04 08 16 0225-140 150 4,950

225-160 PN 10-PN 16 2 04 08 16 0225-160 135 4,250

225-180 PN 10-PN 16 2 04 08 16 0225-180 160 4,700

225-200 PN 10-PN 16 2 04 08 16 0225-200 150 4,650

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Ø160-90 - Ø160-110

PE 100  SDR 11(PN16) &  SDR 17(PN10)

133132 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d-d1

250-75 PN 10-PN 16 2 04 08 16 0250-075 120 1,900

250-90 PN 10-PN 16 2 04 08 16 0250-090 120 1,950

250-110 PN 10-PN 16 2 04 08 16 0250-110 120 1,850

250-125 PN 10-PN 16 2 04 08 16 0250-125 120 1,950

250-140 PN 10-PN 16 2 04 08 16 0250-140 150 5,100

250-160 PN 10-PN 16 2 04 08 16 0250-160 135 4,400

250-180 PN 10-PN 16 2 04 08 16 0250-180 160 4,900

250-200 PN 10-PN 16 2 04 08 16 0250-200 150 3,100

250-225 PN 10-PN 16 2 04 08 16 0250-225 170 4,200

280-75 PN 10-PN 16 2 04 08 16 0280-075 120 2,000

280-90 PN 10-PN 16 2 04 08 16 0280-090 120 2,075

280-110 PN 10-PN 16 2 04 08 16 0280-110 120 1,950

280-125 PN 10-PN 16 2 04 08 16 0280-125 120 1,980

280-140 PN 10-PN 16 2 04 08 16 0280-140 150 5,200

280-160 PN 10-PN 16 2 04 08 16 0280-160 135 4,500

280-180 PN 10-PN 16 2 04 08 16 0280-180 160 5,150

280-200 PN 10-PN 16 2 04 08 16 0280-200 150 3,250

280-225 PN 10-PN 16 2 04 08 16 0280-225 170 4,350

315-75 PN 10-PN 16 2 04 08 16 0315-075 120 2,075

315-90 PN 10-PN 16 2 04 08 16 0315-090 120 2,100

315-110 PN 10-PN 16 2 04 08 16 0315-110 120 1,925

315-125 PN 10-PN 16 2 04 08 16 0315-125 120 2,000

315-140 PN 10-PN 16 2 04 08 16 0315-140 150 5,250

315-160 PN 10-PN 16 2 04 08 16 0315-160 135 4,600

315-180 PN 10-PN 16 2 04 08 16 0315-180 160 5,200

315-200 PN 10-PN 16 2 04 08 16 0315-200 150 3,400

315-225 PN 10-PN 16 2 04 08 16 0315-225 170 4,590

*315-250 PN 10-PN 16 2 04 08 16 0315-250 *** ***

355-75 PN 10-PN 16 2 04 08 16 0355-075 120 2,375

355-90 PN 10-PN 16 2 04 08 16 0355-090 120 2,460

355-110 PN 10-PN 16 2 04 08 16 0355-110 120 2,200

355-125 PN 10-PN 16 2 04 08 16 0355-125 120 2,100

355-140 PN 10-PN 16 2 04 08 16 0355-140 150 5,600

355-160 PN 10-PN 16 2 04 08 16 0355-160 135 4,800

355-180 PN 10-PN 16 2 04 08 16 0355-180 160 5,450

355-200 PN 10-PN 16 2 04 08 16 0355-200 150 3,650

355-225 PN 10-PN 16 2 04 08 16 0355-225 170 4,430

*355-250 PN 10-PN 16 2 04 08 16 0355-250 *** ***

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

* İşareti olan ürünler özel olarak üretilmektedir. / *Specially produced upon order.

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

400-75 PN 10-PN 16 2 04 08 16 0400-075 120 2,300

400-90 PN 10-PN 16 2 04 08 16 0400-090 120 2,400

400-110 PN 10-PN 16 2 04 08 16 0400-110 120 1,850

400-125 PN 10-PN 16 2 04 08 16 0400-125 120 2,150

400-140 PN 10-PN 16 2 04 08 16 0400-140 150 6,200

400-160 PN 10-PN 16 2 04 08 16 0400-160 135 5,050

400-180 PN 10-PN 16 2 04 08 16 0400-180 160 5,700

400-200 PN 10-PN 16 2 04 08 16 0400-200 150 3,825

400-225 PN 10-PN 16 2 04 08 16 0400-225 170 4,520

*400-250 PN 10-PN 16 2 04 08 16 0400-250 *** ***

*400-280 PN 10-PN 16 2 04 08 16 0400-280 *** ***

*400-315 PN 10-PN 16 2 04 08 16 0400-315 *** ***

*400-355 PN 10-PN 16 2 04 08 16 0400-355 *** ***

450-63 PN 10-PN 16 2 04 08 16 0450-063 125 2,350

450-75 PN 10-PN 16 2 04 08 16 0450-075 120 2,375

450-90 PN 10-PN 16 2 04 08 16 0450-090 120 2,450

450-110 PN 10-PN 16 2 04 08 16 0450-110 120 1,900

450-125 PN 10-PN 16 2 04 08 16 0450-125 120 2,150

450-140 PN 10-PN 16 2 04 08 16 0450-140 150 5,350

450-160 PN 10-PN 16 2 04 08 16 0450-160 135 4,635

450-180 PN 10-PN 16 2 04 08 16 0450-180 160 5,700

450-200 PN 10-PN 16 2 04 08 16 0450-200 150 3,950

450-225 PN 10-PN 16 2 04 08 16 0450-225 170 4,600

*450-250 PN 10-PN 16 2 04 08 16 0450-250 *** ***

*450-280 PN 10-PN 16 2 04 08 16 0450-280 *** ***

*450-315 PN 10-PN 16 2 04 08 16 0450-315 *** ***

*450-355 PN 10-PN 16 2 04 08 16 0450-355 *** ***

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

* İşareti olan ürünler özel olarak üretilmektedir. / *Specially produced upon order.

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

250-75 PN 10-PN 16 2 04 08 16 0250-075 120 1,900

250-90 PN 10-PN 16 2 04 08 16 0250-090 120 1,950

250-110 PN 10-PN 16 2 04 08 16 0250-110 120 1,850

250-125 PN 10-PN 16 2 04 08 16 0250-125 120 1,950

250-140 PN 10-PN 16 2 04 08 16 0250-140 150 5,100

250-160 PN 10-PN 16 2 04 08 16 0250-160 135 4,400

250-180 PN 10-PN 16 2 04 08 16 0250-180 160 4,900

250-200 PN 10-PN 16 2 04 08 16 0250-200 150 3,100

250-225 PN 10-PN 16 2 04 08 16 0250-225 170 4,200

280-75 PN 10-PN 16 2 04 08 16 0280-075 120 2,000

280-90 PN 10-PN 16 2 04 08 16 0280-090 120 2,075

280-110 PN 10-PN 16 2 04 08 16 0280-110 120 1,950

280-125 PN 10-PN 16 2 04 08 16 0280-125 120 1,980

280-140 PN 10-PN 16 2 04 08 16 0280-140 150 5,200

280-160 PN 10-PN 16 2 04 08 16 0280-160 135 4,500

280-180 PN 10-PN 16 2 04 08 16 0280-180 160 5,150

280-200 PN 10-PN 16 2 04 08 16 0280-200 150 3,250

280-225 PN 10-PN 16 2 04 08 16 0280-225 170 4,350

315-75 PN 10-PN 16 2 04 08 16 0315-075 120 2,075

315-90 PN 10-PN 16 2 04 08 16 0315-090 120 2,100

315-110 PN 10-PN 16 2 04 08 16 0315-110 120 1,925

315-125 PN 10-PN 16 2 04 08 16 0315-125 120 2,000

315-140 PN 10-PN 16 2 04 08 16 0315-140 150 5,250

315-160 PN 10-PN 16 2 04 08 16 0315-160 135 4,600

315-180 PN 10-PN 16 2 04 08 16 0315-180 160 5,200

315-200 PN 10-PN 16 2 04 08 16 0315-200 150 3,400

315-225 PN 10-PN 16 2 04 08 16 0315-225 170 4,590

*315-250 PN 10-PN 16 2 04 08 16 0315-250 *** ***

355-75 PN 10-PN 16 2 04 08 16 0355-075 120 2,375

355-90 PN 10-PN 16 2 04 08 16 0355-090 120 2,460

355-110 PN 10-PN 16 2 04 08 16 0355-110 120 2,200

355-125 PN 10-PN 16 2 04 08 16 0355-125 120 2,100

355-140 PN 10-PN 16 2 04 08 16 0355-140 150 5,600

355-160 PN 10-PN 16 2 04 08 16 0355-160 135 4,800

355-180 PN 10-PN 16 2 04 08 16 0355-180 160 5,450

355-200 PN 10-PN 16 2 04 08 16 0355-200 150 3,650

355-225 PN 10-PN 16 2 04 08 16 0355-225 170 4,430

*355-250 PN 10-PN 16 2 04 08 16 0355-250 *** ***

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

* İşareti olan ürünler özel olarak üretilmektedir. / *Specially produced upon order.

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

400-75 PN 10-PN 16 2 04 08 16 0400-075 120 2,300

400-90 PN 10-PN 16 2 04 08 16 0400-090 120 2,400

400-110 PN 10-PN 16 2 04 08 16 0400-110 120 1,850

400-125 PN 10-PN 16 2 04 08 16 0400-125 120 2,150

400-140 PN 10-PN 16 2 04 08 16 0400-140 150 6,200

400-160 PN 10-PN 16 2 04 08 16 0400-160 135 5,050

400-180 PN 10-PN 16 2 04 08 16 0400-180 160 5,700

400-200 PN 10-PN 16 2 04 08 16 0400-200 150 3,825

400-225 PN 10-PN 16 2 04 08 16 0400-225 170 4,520

*400-250 PN 10-PN 16 2 04 08 16 0400-250 *** ***

*400-280 PN 10-PN 16 2 04 08 16 0400-280 *** ***

*400-315 PN 10-PN 16 2 04 08 16 0400-315 *** ***

*400-355 PN 10-PN 16 2 04 08 16 0400-355 *** ***

450-63 PN 10-PN 16 2 04 08 16 0450-063 125 2,350

450-75 PN 10-PN 16 2 04 08 16 0450-075 120 2,375

450-90 PN 10-PN 16 2 04 08 16 0450-090 120 2,450

450-110 PN 10-PN 16 2 04 08 16 0450-110 120 1,900

450-125 PN 10-PN 16 2 04 08 16 0450-125 120 2,150

450-140 PN 10-PN 16 2 04 08 16 0450-140 150 5,350

450-160 PN 10-PN 16 2 04 08 16 0450-160 135 4,635

450-180 PN 10-PN 16 2 04 08 16 0450-180 160 5,700

450-200 PN 10-PN 16 2 04 08 16 0450-200 150 3,950

450-225 PN 10-PN 16 2 04 08 16 0450-225 170 4,600

*450-250 PN 10-PN 16 2 04 08 16 0450-250 *** ***

*450-280 PN 10-PN 16 2 04 08 16 0450-280 *** ***

*450-315 PN 10-PN 16 2 04 08 16 0450-315 *** ***

*450-355 PN 10-PN 16 2 04 08 16 0450-355 *** ***

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

* İşareti olan ürünler özel olarak üretilmektedir. / *Specially produced upon order.

PE 100  SDR 11(PN16) &  SDR 17(PN10)

135134 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d-d1

500-63 PN 10-PN 16 2 04 08 16 0500-063 125 2,350

500-75 PN 10-PN 16 2 04 08 16 0500-075 120 2,375

500-90 PN 10-PN 16 2 04 08 16 0500-090 120 2,450

500-110 PN 10-PN 16 2 04 08 16 0500-110 120 1,925

500-125 PN 10-PN 16 2 04 08 16 0500-125 120 2,150

500-140 PN 10-PN 16 2 04 08 16 0500-140 150 5,350

500-160 PN 10-PN 16 2 04 08 16 0500-160 135 4,690

500-180 PN 10-PN 16 2 04 08 16 0500-180 160 5,900

500-200 PN 10-PN 16 2 04 08 16 0500-200 150 4,025

500-225 PN 10-PN 16 2 04 08 16 0500-225 170 4,650

*500-250 PN 10-PN 16 2 04 08 16 0500-250 *** ***

*500-280 PN 10-PN 16 2 04 08 16 0500-280 *** ***

*500-315 PN 10-PN 16 2 04 08 16 0500-315 *** ***

*500-355 PN 10-PN 16 2 04 08 16 0500-355 *** ***

*500-400 PN 10-PN 16 2 04 08 16 0500-400 *** ***

*500-450 PN 10-PN 16 2 04 08 16 0500-450 *** ***

560-63 PN 10-PN 16 2 04 08 16 0560-063 125 2,400

560-75 PN 10-PN 16 2 04 08 16 0560-075 120 2,350

560-90 PN 10-PN 16 2 04 08 16 0560-090 120 2,400

560-110 PN 10-PN 16 2 04 08 16 0560-110 120 2,025

560-125 PN 10-PN 16 2 04 08 16 0560-125 120 2,200

560-140 PN 10-PN 16 2 04 08 16 0560-140 150 5,750

560-160 PN 10-PN 16 2 04 08 16 0560-160 135 4,890

560-180 PN 10-PN 16 2 04 08 16 0560-180 160 5,900

560-200 PN 10-PN 16 2 04 08 16 0560-200 150 4,600

560-225 PN 10-PN 16 2 04 08 16 0560-225 170 4,800

*560-250 PN 10-PN 16 2 04 08 16 0560-250 *** ***

*560-280 PN 10-PN 16 2 04 08 16 0560-280 *** ***

*560-315 PN 10-PN 16 2 04 08 16 0560-315 *** ***

*560-355 PN 10-PN 16 2 04 08 16 0560-355 *** ***

*560-400 PN 10-PN 16 2 04 08 16 0560-400 *** ***

*560-450 PN 10-PN 16 2 04 08 16 0560-450 *** ***

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

* İşareti olan ürünler özel olarak üretilmektedir. / Specially produced upon order.

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

630-63 PN 10-PN 16 2 04 08 16 0630-063 125 2,400

630-75 PN 10-PN 16 2 04 08 16 0630-075 120 2,600

630-90 PN 10-PN 16 2 04 08 16 0630-090 120 2,650

630-110 PN 10-PN 16 2 04 08 16 0630-110 120 2,150

630-125 PN 10-PN 16 2 04 08 16 0630-125 120 2,200

630-140 PN 10-PN 16 2 04 08 16 0630-140 150 5,800

630-160 PN 10-PN 16 2 04 08 16 0630-160 135 4,950

630-180 PN 10-PN 16 2 04 08 16 0630-180 160 6,000

630-200 PN 10-PN 16 2 04 08 16 0630-200 150 4,700

630-225 PN 10-PN 16 2 04 08 16 0630-225 170 4,900

*630-250 PN 10-PN 16 2 04 08 16 0630-250 *** ***

*630-280 PN 10-PN 16 2 04 08 16 0630-280 *** ***

*630-315 PN 10-PN 16 2 04 08 16 0630-315 *** ***

*630-355 PN 10-PN 16 2 04 08 16 0630-355 *** ***

*630-400 PN 10-PN 16 2 04 08 16 0630-400 *** ***

*630-450 PN 10-PN 16 2 04 08 16 0630-450 *** ***

*630-500 PN 10-PN 16 2 04 08 16 0630-500 *** ***

*630-560 PN 10-PN 16 2 04 08 16 0630-560 *** ***

710-63 PN 10-PN 16 2 04 08 16 0710-063 125 2,400

710-75 PN 10-PN 16 2 04 08 16 0710-075 120 2,250

710-90 PN 10-PN 16 2 04 08 16 0710-090 120 2,300

710-110 PN 10-PN 16 2 04 08 16 0710-110 120 1,650

710-125 PN 10-PN 16 2 04 08 16 0710-125 120 2,250

710-140 PN 10-PN 16 2 04 08 16 0710-140 150 5,800

710-160 PN 10-PN 16 2 04 08 16 0710-160 135 4,950

710-180 PN 10-PN 16 2 04 08 16 0710-180 160 5,800

710-200 PN 10-PN 16 2 04 08 16 0710-200 150 3,930

710-225 PN 10-PN 16 2 04 08 16 0710-225 170 4,950

*710-250 PN 10-PN 16 2 04 08 16 0710-250 *** ***

*710-280 PN 10-PN 16 2 04 08 16 0710-280 *** ***

*710-315 PN 10-PN 16 2 04 08 16 0710-315 *** ***

*710-355 PN 10-PN 16 2 04 08 16 0710-355 *** ***

*710-400 PN 10-PN 16 2 04 08 16 0710-400 *** ***

*710-450 PN 10-PN 16 2 04 08 16 0710-450 *** ***

*710-500 PN 10-PN 16 2 04 08 16 0710-500 *** ***

*710-560 PN 10-PN 16 2 04 08 16 0710-560 *** ***

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

* İşareti olan ürünler özel olarak üretilmektedir. / Specially produced upon order.

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

500-63 PN 10-PN 16 2 04 08 16 0500-063 125 2,350

500-75 PN 10-PN 16 2 04 08 16 0500-075 120 2,375

500-90 PN 10-PN 16 2 04 08 16 0500-090 120 2,450

500-110 PN 10-PN 16 2 04 08 16 0500-110 120 1,925

500-125 PN 10-PN 16 2 04 08 16 0500-125 120 2,150

500-140 PN 10-PN 16 2 04 08 16 0500-140 150 5,350

500-160 PN 10-PN 16 2 04 08 16 0500-160 135 4,690

500-180 PN 10-PN 16 2 04 08 16 0500-180 160 5,900

500-200 PN 10-PN 16 2 04 08 16 0500-200 150 4,025

500-225 PN 10-PN 16 2 04 08 16 0500-225 170 4,650

*500-250 PN 10-PN 16 2 04 08 16 0500-250 *** ***

*500-280 PN 10-PN 16 2 04 08 16 0500-280 *** ***

*500-315 PN 10-PN 16 2 04 08 16 0500-315 *** ***

*500-355 PN 10-PN 16 2 04 08 16 0500-355 *** ***

*500-400 PN 10-PN 16 2 04 08 16 0500-400 *** ***

*500-450 PN 10-PN 16 2 04 08 16 0500-450 *** ***

560-63 PN 10-PN 16 2 04 08 16 0560-063 125 2,400

560-75 PN 10-PN 16 2 04 08 16 0560-075 120 2,350

560-90 PN 10-PN 16 2 04 08 16 0560-090 120 2,400

560-110 PN 10-PN 16 2 04 08 16 0560-110 120 2,025

560-125 PN 10-PN 16 2 04 08 16 0560-125 120 2,200

560-140 PN 10-PN 16 2 04 08 16 0560-140 150 5,750

560-160 PN 10-PN 16 2 04 08 16 0560-160 135 4,890

560-180 PN 10-PN 16 2 04 08 16 0560-180 160 5,900

560-200 PN 10-PN 16 2 04 08 16 0560-200 150 4,600

560-225 PN 10-PN 16 2 04 08 16 0560-225 170 4,800

*560-250 PN 10-PN 16 2 04 08 16 0560-250 *** ***

*560-280 PN 10-PN 16 2 04 08 16 0560-280 *** ***

*560-315 PN 10-PN 16 2 04 08 16 0560-315 *** ***

*560-355 PN 10-PN 16 2 04 08 16 0560-355 *** ***

*560-400 PN 10-PN 16 2 04 08 16 0560-400 *** ***

*560-450 PN 10-PN 16 2 04 08 16 0560-450 *** ***

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

* İşareti olan ürünler özel olarak üretilmektedir. / Specially produced upon order.

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

630-63 PN 10-PN 16 2 04 08 16 0630-063 125 2,400

630-75 PN 10-PN 16 2 04 08 16 0630-075 120 2,600

630-90 PN 10-PN 16 2 04 08 16 0630-090 120 2,650

630-110 PN 10-PN 16 2 04 08 16 0630-110 120 2,150

630-125 PN 10-PN 16 2 04 08 16 0630-125 120 2,200

630-140 PN 10-PN 16 2 04 08 16 0630-140 150 5,800

630-160 PN 10-PN 16 2 04 08 16 0630-160 135 4,950

630-180 PN 10-PN 16 2 04 08 16 0630-180 160 6,000

630-200 PN 10-PN 16 2 04 08 16 0630-200 150 4,700

630-225 PN 10-PN 16 2 04 08 16 0630-225 170 4,900

*630-250 PN 10-PN 16 2 04 08 16 0630-250 *** ***

*630-280 PN 10-PN 16 2 04 08 16 0630-280 *** ***

*630-315 PN 10-PN 16 2 04 08 16 0630-315 *** ***

*630-355 PN 10-PN 16 2 04 08 16 0630-355 *** ***

*630-400 PN 10-PN 16 2 04 08 16 0630-400 *** ***

*630-450 PN 10-PN 16 2 04 08 16 0630-450 *** ***

*630-500 PN 10-PN 16 2 04 08 16 0630-500 *** ***

*630-560 PN 10-PN 16 2 04 08 16 0630-560 *** ***

710-63 PN 10-PN 16 2 04 08 16 0710-063 125 2,400

710-75 PN 10-PN 16 2 04 08 16 0710-075 120 2,250

710-90 PN 10-PN 16 2 04 08 16 0710-090 120 2,300

710-110 PN 10-PN 16 2 04 08 16 0710-110 120 1,650

710-125 PN 10-PN 16 2 04 08 16 0710-125 120 2,250

710-140 PN 10-PN 16 2 04 08 16 0710-140 150 5,800

710-160 PN 10-PN 16 2 04 08 16 0710-160 135 4,950

710-180 PN 10-PN 16 2 04 08 16 0710-180 160 5,800

710-200 PN 10-PN 16 2 04 08 16 0710-200 150 3,930

710-225 PN 10-PN 16 2 04 08 16 0710-225 170 4,950

*710-250 PN 10-PN 16 2 04 08 16 0710-250 *** ***

*710-280 PN 10-PN 16 2 04 08 16 0710-280 *** ***

*710-315 PN 10-PN 16 2 04 08 16 0710-315 *** ***

*710-355 PN 10-PN 16 2 04 08 16 0710-355 *** ***

*710-400 PN 10-PN 16 2 04 08 16 0710-400 *** ***

*710-450 PN 10-PN 16 2 04 08 16 0710-450 *** ***

*710-500 PN 10-PN 16 2 04 08 16 0710-500 *** ***

*710-560 PN 10-PN 16 2 04 08 16 0710-560 *** ***

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

* İşareti olan ürünler özel olarak üretilmektedir. / Specially produced upon order.

PE 100  SDR 11(PN16) &  SDR 17(PN10)

137136 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

* İşareti olan ürünler özel olarak üretilmektedir. / Specially produced upon order.

d-d1

800-63 PN 10-PN 16 2 04 08 16 0800-063 125 2,400

800-75 PN 10-PN 16 2 04 08 16 0800-075 120 2,200

800-90 PN 10-PN 16 2 04 08 16 0800-090 120 2,300

800-110 PN 10-PN 16 2 04 08 16 0800-110 120 1,700

800-125 PN 10-PN 16 2 04 08 16 0800-125 125 2,200

800-140 PN 10-PN 16 2 04 08 16 0800-140 150 5,800

800-160 PN 10-PN 16 2 04 08 16 0800-160 135 4,950

800-180 PN 10-PN 16 2 04 08 16 0800-180 160 5,700

800-200 PN 10-PN 16 2 04 08 16 0800-200 150 3,900

800-225 PN 10-PN 16 2 04 08 16 0800-225 170 4,950

*800-250 PN 10-PN 16 2 04 08 16 0800-250 *** ***

*800-280 PN 10-PN 16 2 04 08 16 0800-280 *** ***

*800-315 PN 10-PN 16 2 04 08 16 0800-315 *** ***

*800-355 PN 10-PN 16 2 04 08 16 0800-355 *** ***

*800-400 PN 10-PN 16 2 04 08 16 0800-400 *** ***

*800-450 PN 10-PN 16 2 04 08 16 0800-450 *** ***

*800-500 PN 10-PN 16 2 04 08 16 0800-500 *** ***

*800-560 PN 10-PN 16 2 04 08 16 0800-560 *** ***

*800-630 PN 10-PN 16 2 04 08 16 0800-630 *** ***

900-63 PN 10-PN 16 2 04 08 16 0900-063 125 2,250

900-75 PN 10-PN 16 2 04 08 16 0900-075 120 2,200

900-90 PN 10-PN 16 2 04 08 16 0900-090 120 2,300

900-110 PN 10-PN 16 2 04 08 16 0900-110 120 1,700

900-125 PN 10-PN 16 2 04 08 16 0900-125 120 2,150

900-140 PN 10-PN 16 2 04 08 16 0900-140 150 5,800

900-160 PN 10-PN 16 2 04 08 16 0900-160 135 4,950

900-180 PN 10-PN 16 2 04 08 16 0900-180 160 5,700

900-200 PN 10-PN 16 2 04 08 16 0900-200 150 3,900

900-225 PN 10-PN 16 2 04 08 16 0900-225 170 4,950

*900-250 PN 10-PN 16 2 04 08 16 0900-250 *** ***

*900-280 PN 10-PN 16 2 04 08 16 0900-280 *** ***

*900-315 PN 10-PN 16 2 04 08 16 0900-315 *** ***

*900-355 PN 10-PN 16 2 04 08 16 0900-355 *** ***

*900-400 PN 10-PN 16 2 04 08 16 0900-400 *** ***

*900-450 PN 10-PN 16 2 04 08 16 0900-450 *** ***

*900-500 PN 10-PN 16 2 04 08 16 0900-500 *** ***

*900-560 PN 10-PN 16 2 04 08 16 0900-560 *** ***

*900-630 PN 10-PN 16 2 04 08 16 0900-630 *** ***

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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d-d1

1000-63 PN 10-PN 16 2 04 08 16 1000-063 125 2,250

1000-75 PN 10-PN 16 2 04 08 16 1000-075 120 2,200

1000-90 PN 10-PN 16 2 04 08 16 1000-090 120 2,300

1000-110 PN 10-PN 16 2 04 08 16 1000-110 120 1,700

1000-125 PN 10-PN 16 2 04 08 16 1000-125 120 2,150

1000-140 PN 10-PN 16 2 04 08 16 1000-140 150 5,800

1000-160 PN 10-PN 16 2 04 08 16 1000-160 135 4,950

1000-180 PN 10-PN 16 2 04 08 16 1000-180 160 5,700

1000-200 PN 10-PN 16 2 04 08 16 1000-200 150 3,900

1000-225 PN 10-PN 16 2 04 08 16 1000-225 170 4,950

*1000-250 PN 10-PN 16 2 04 08 16 1000-250 *** ***

*1000-280 PN 10-PN 16 2 04 08 16 1000-280 *** ***

*1000-315 PN 10-PN 16 2 04 08 16 1000-315 *** ***

*1000-355 PN 10-PN 16 2 04 08 16 1000-355 *** ***

*1000-400 PN 10-PN 16 2 04 08 16 1000-400 *** ***

*1000-450 PN 10-PN 16 2 04 08 16 1000-450 *** ***

*1000-500 PN 10-PN 16 2 04 08 16 1000-500 *** ***

*1000-560 PN 10-PN 16 2 04 08 16 1000-560 *** ***

*1000-630 PN 10-PN 16 2 04 08 16 1000-630 *** ***

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

* İşareti olan ürünler özel olarak üretilmektedir. / Specially produced upon order.

PE 100  SDR 11(PN16) &  SDR 17(PN10)

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

* İşareti olan ürünler özel olarak üretilmektedir. / Specially produced upon order.

d-d1

800-63 PN 10-PN 16 2 04 08 16 0800-063 125 2,400

800-75 PN 10-PN 16 2 04 08 16 0800-075 120 2,200

800-90 PN 10-PN 16 2 04 08 16 0800-090 120 2,300

800-110 PN 10-PN 16 2 04 08 16 0800-110 120 1,700

800-125 PN 10-PN 16 2 04 08 16 0800-125 125 2,200

800-140 PN 10-PN 16 2 04 08 16 0800-140 150 5,800

800-160 PN 10-PN 16 2 04 08 16 0800-160 135 4,950

800-180 PN 10-PN 16 2 04 08 16 0800-180 160 5,700

800-200 PN 10-PN 16 2 04 08 16 0800-200 150 3,900

800-225 PN 10-PN 16 2 04 08 16 0800-225 170 4,950

*800-250 PN 10-PN 16 2 04 08 16 0800-250 *** ***

*800-280 PN 10-PN 16 2 04 08 16 0800-280 *** ***

*800-315 PN 10-PN 16 2 04 08 16 0800-315 *** ***

*800-355 PN 10-PN 16 2 04 08 16 0800-355 *** ***

*800-400 PN 10-PN 16 2 04 08 16 0800-400 *** ***

*800-450 PN 10-PN 16 2 04 08 16 0800-450 *** ***

*800-500 PN 10-PN 16 2 04 08 16 0800-500 *** ***

*800-560 PN 10-PN 16 2 04 08 16 0800-560 *** ***

*800-630 PN 10-PN 16 2 04 08 16 0800-630 *** ***

900-63 PN 10-PN 16 2 04 08 16 0900-063 125 2,250

900-75 PN 10-PN 16 2 04 08 16 0900-075 120 2,200

900-90 PN 10-PN 16 2 04 08 16 0900-090 120 2,300

900-110 PN 10-PN 16 2 04 08 16 0900-110 120 1,700

900-125 PN 10-PN 16 2 04 08 16 0900-125 120 2,150

900-140 PN 10-PN 16 2 04 08 16 0900-140 150 5,800

900-160 PN 10-PN 16 2 04 08 16 0900-160 135 4,950

900-180 PN 10-PN 16 2 04 08 16 0900-180 160 5,700

900-200 PN 10-PN 16 2 04 08 16 0900-200 150 3,900

900-225 PN 10-PN 16 2 04 08 16 0900-225 170 4,950

*900-250 PN 10-PN 16 2 04 08 16 0900-250 *** ***

*900-280 PN 10-PN 16 2 04 08 16 0900-280 *** ***

*900-315 PN 10-PN 16 2 04 08 16 0900-315 *** ***

*900-355 PN 10-PN 16 2 04 08 16 0900-355 *** ***

*900-400 PN 10-PN 16 2 04 08 16 0900-400 *** ***

*900-450 PN 10-PN 16 2 04 08 16 0900-450 *** ***

*900-500 PN 10-PN 16 2 04 08 16 0900-500 *** ***

*900-560 PN 10-PN 16 2 04 08 16 0900-560 *** ***

*900-630 PN 10-PN 16 2 04 08 16 0900-630 *** ***

PE 100  SDR 11(PN16) &  SDR 17(PN10)

www.turanmak.com 45wwwwwww.www.w......tutututuuutuuutututuuuutuutuuuuutttttututututtuuuututtutttututututttuuttuuuuuurraraaaaraaarrraaraaarrrrararararaaaarrrraarrararararararararararrararaarararaanmnmnmnmnmnmnmnmnmnmnmmmmmnmmnmmmmmnmmnmnmnnmmmmnmmmmmnnmmmnmmmmmnmmnmnmmakakakakakakakakakkakakkkkakakakakakkkakakakakakakakkkkakkakakaaakakkakakakakakakakkkakakaakaaaka .c.ccccccc.ccc.ccccccc.cc....ccc..cc.comomoomomomomomomooomommomommoomomomommmomommmommomommom 44444444444555555444444545544544554444445455445454544444554555454554455454444454455555555454555445

d-d1

1000-63 PN 10-PN 16 2 04 08 16 1000-063 125 2,250

1000-75 PN 10-PN 16 2 04 08 16 1000-075 120 2,200

1000-90 PN 10-PN 16 2 04 08 16 1000-090 120 2,300

1000-110 PN 10-PN 16 2 04 08 16 1000-110 120 1,700

1000-125 PN 10-PN 16 2 04 08 16 1000-125 120 2,150

1000-140 PN 10-PN 16 2 04 08 16 1000-140 150 5,800

1000-160 PN 10-PN 16 2 04 08 16 1000-160 135 4,950

1000-180 PN 10-PN 16 2 04 08 16 1000-180 160 5,700

1000-200 PN 10-PN 16 2 04 08 16 1000-200 150 3,900

1000-225 PN 10-PN 16 2 04 08 16 1000-225 170 4,950

*1000-250 PN 10-PN 16 2 04 08 16 1000-250 *** ***

*1000-280 PN 10-PN 16 2 04 08 16 1000-280 *** ***

*1000-315 PN 10-PN 16 2 04 08 16 1000-315 *** ***

*1000-355 PN 10-PN 16 2 04 08 16 1000-355 *** ***

*1000-400 PN 10-PN 16 2 04 08 16 1000-400 *** ***

*1000-450 PN 10-PN 16 2 04 08 16 1000-450 *** ***

*1000-500 PN 10-PN 16 2 04 08 16 1000-500 *** ***

*1000-560 PN 10-PN 16 2 04 08 16 1000-560 *** ***

*1000-630 PN 10-PN 16 2 04 08 16 1000-630 *** ***

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

* İşareti olan ürünler özel olarak üretilmektedir. / Specially produced upon order.

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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d-d1

1000-63 PN 10-PN 16 2 04 08 16 1000-063 125 2,250

1000-75 PN 10-PN 16 2 04 08 16 1000-075 120 2,200

1000-90 PN 10-PN 16 2 04 08 16 1000-090 120 2,300

1000-110 PN 10-PN 16 2 04 08 16 1000-110 120 1,700

1000-125 PN 10-PN 16 2 04 08 16 1000-125 120 2,150

1000-140 PN 10-PN 16 2 04 08 16 1000-140 150 5,800

1000-160 PN 10-PN 16 2 04 08 16 1000-160 135 4,950

1000-180 PN 10-PN 16 2 04 08 16 1000-180 160 5,700

1000-200 PN 10-PN 16 2 04 08 16 1000-200 150 3,900

1000-225 PN 10-PN 16 2 04 08 16 1000-225 170 4,950

*1000-250 PN 10-PN 16 2 04 08 16 1000-250 *** ***

*1000-280 PN 10-PN 16 2 04 08 16 1000-280 *** ***

*1000-315 PN 10-PN 16 2 04 08 16 1000-315 *** ***

*1000-355 PN 10-PN 16 2 04 08 16 1000-355 *** ***

*1000-400 PN 10-PN 16 2 04 08 16 1000-400 *** ***

*1000-450 PN 10-PN 16 2 04 08 16 1000-450 *** ***

*1000-500 PN 10-PN 16 2 04 08 16 1000-500 *** ***

*1000-560 PN 10-PN 16 2 04 08 16 1000-560 *** ***

*1000-630 PN 10-PN 16 2 04 08 16 1000-630 *** ***

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

* İşareti olan ürünler özel olarak üretilmektedir. / Specially produced upon order.

PE 100  SDR 11(PN16) &  SDR 17(PN10)

139138 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d - d1

40-20 PN 10-PN 16 2 04 11 16 0040-020 99 33 99 70 110 0,235

40-25 PN 10-PN 16 2 04 11 16 0040-025 99 33 99 70 110 0,235

40-32 PN 10-PN 16 2 04 11 16 0040-032 99 33 99 75 110 0,238

50-20 PN 10-PN 16 2 04 11 16 0050-020 105 38 99 70 110 0,228

50-25 PN 10-PN 16 2 04 11 16 0050-025 105 38 99 70 110 0,227

50-32 PN 10-PN 16 2 04 11 16 0050-032 105 38 99 75 110 0,228

63-20 PN 10-PN 16 2 04 11 16 0063-020 168 71 157 84 120 0,480

63-25 PN 10-PN 16 2 04 11 16 0063-025 168 71 157 84 120 0,490

63-32 PN 10-PN 16 2 04 11 16 0063-032 168 71 157 84 120 0,500

63-40 PN 10-PN 16 2 04 11 16 0063-040 168 71 157 84 120 0,520

75-20 PN 10-PN 16 2 04 11 16 0075-020 175 71 157 84 120 0,530

75-25 PN 10-PN 16 2 04 11 16 0075-025 175 71 157 84 120 0,540

75-32 PN 10-PN 16 2 04 11 16 0075-032 175 71 157 84 120 0,550

75-40 PN 10-PN 16 2 04 11 16 0075-040 175 71 157 84 120 0,560

90-20 PN 10-PN 16 2 04 11 16 0090-020 177 88 157 82 120 0,520

90-25 PN 10-PN 16 2 04 11 16 0090-025 177 88 157 82 120 0,530

90-32 PN 10-PN 16 2 04 11 16 0090-032 177 88 157 82 120 0,540

90-40 PN 10-PN 16 2 04 11 16 0090-040 177 88 157 82 120 0,550

110-20 PN 10-PN 16 2 04 11 16 0110-020 185 96 160 82 120 0,630

110-25 PN 10-PN 16 2 04 11 16 0110-025 185 96 160 82 120 0,640

110-32 PN 10-PN 16 2 04 11 16 0110-032 185 96 160 82 120 0,650

110-40 PN 10-PN 16 2 04 11 16 0110-040 185 96 160 82 120 0,660

125-20 PN 10-PN 16 2 04 11 16 0125-020 188 102 156 60 96 0,740

125-25 PN 10-PN 16 2 04 11 16 0125-025 188 102 156 60 96 0,750

125-32 PN 10-PN 16 2 04 11 16 0125-032 188 102 156 60 96 0,760

125-40 PN 10-PN 16 2 04 11 16 0125-040 188 102 156 60 96 0,770

140-20 PN 10-PN 16 2 04 11 16 0140-020 196 102 156 60 96 0,780

140-25 PN 10-PN 16 2 04 11 16 0140-025 196 102 156 60 96 0,790

140-32 PN 10-PN 16 2 04 11 16 0140-032 196 102 156 60 96 0,800

140-40 PN 10-PN 16 2 04 11 16 0140-040 196 102 156 60 96 0,810

160-20 PN 10-PN 16 2 04 11 16 0160-020 204 122 157 61 95 0,630

160-25 PN 10-PN 16 2 04 11 16 0160-025 204 122 157 61 95 0,640

160-32 PN 10-PN 16 2 04 11 16 0160-032 204 122 157 61 95 0,650

160-40 PN 10-PN 16 2 04 11 16 0160-040 204 122 157 61 95 0,660

200-20 PN 10-PN 16 2 04 11 16 0200-020 224 122 157 61 95 0,720

200-25 PN 10-PN 16 2 04 11 16 0200-025 224 122 157 61 95 0,730

200-32 PN 10-PN 16 2 04 11 16 0200-032 224 122 157 61 95 0,740

200-40 PN 10-PN 16 2 04 11 16 0200-040 224 122 157 61 95 0,750

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d1

63-20 PN 10-PN 16 2 04 09 16 0063-020 180 97 161 76 129 0,712

63-25 PN 10-PN 16 2 04 09 16 0063-025 180 97 161 75 128 0,706

63-32 PN 10-PN 16 2 04 09 16 0063-032 180 97 161 75 129 0,705

63-40 PN 10-PN 16 2 04 09 16 0063-040 180 97 161 82 136 0,722

63-50 PN 10-PN 16 2 04 09 16 0063-050 227 110 161 100 160 1,024

63-63 PN 10-PN 16 2 04 09 16 0063-063 227 110 161 97 157 1,086

75-20 PN 10-PN 16 2 04 09 16 0075-020 186 104 161 76 129 0,801

75-25 PN 10-PN 16 2 04 09 16 0075-025 186 104 161 75 128 0,795

75-32 PN 10-PN 16 2 04 09 16 0075-032 186 104 161 75 129 0,794

75-40 PN 10-PN 16 2 04 09 16 0075-040 186 104 161 82 136 0,812

75-50 PN 10-PN 16 2 04 09 16 0075-050 233 121 161 100 160 1,113

75-63 PN 10-PN 16 2 04 09 16 0075-063 233 121 161 97 157 1,175

90-20 PN 10-PN 16 2 04 09 16 0090-020 194 112 161 76 129 0,772

90-25 PN 10-PN 16 2 04 09 16 0090-025 194 112 161 75 128 0,765

90-32 PN 10-PN 16 2 04 09 16 0090-032 194 112 161 75 129 0,765

90-40 PN 10-PN 16 2 04 09 16 0090-040 194 112 161 82 136 0,782

90-50 PN 10-PN 16 2 04 09 16 0090-050 241 129 161 100 160 1,084

90-63 PN 10-PN 16 2 04 09 16 0090-063 241 129 161 97 157 1,146

110-20 PN 10-PN 16 2 04 09 16 0110-020 204 122 161 76 129 0,890

110-25 PN 10-PN 16 2 04 09 16 0110-025 204 122 161 75 128 0,884

110-32 PN 10-PN 16 2 04 09 16 0110-032 204 122 161 75 129 0,882

110-40 PN 10-PN 16 2 04 09 16 0110-040 204 122 161 82 136 0,900

110-50 PN 10-PN 16 2 04 09 16 0110-050 251 139 161 100 160 1,201

110-63 PN 10-PN 16 2 04 09 16 0110-063 251 139 161 97 157 1,263

125-20 PN 10-PN 16 2 04 09 16 0125-020 211 129 161 76 129 0,860

125-25 PN 10-PN 16 2 04 09 16 0125-025 211 129 161 75 128 0,854

125-32 PN 10-PN 16 2 04 09 16 0125-032 211 129 161 75 129 0,852

125-40 PN 10-PN 16 2 04 09 16 0125-040 211 129 161 82 136 0,870

125-50 PN 10-PN 16 2 04 09 16 0125-050 258 146 161 100 160 1,171

125-63 PN 10-PN 16 2 04 09 16 0125-063 258 146 161 97 157 1,233

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d1

40-20 PN 10-PN 16 2 04 11 16 0040-020 99 33 99 70 110 0,235

40-25 PN 10-PN 16 2 04 11 16 0040-025 99 33 99 70 110 0,235

40-32 PN 10-PN 16 2 04 11 16 0040-032 99 33 99 75 110 0,238

50-20 PN 10-PN 16 2 04 11 16 0050-020 105 38 99 70 110 0,228

50-25 PN 10-PN 16 2 04 11 16 0050-025 105 38 99 70 110 0,227

50-32 PN 10-PN 16 2 04 11 16 0050-032 105 38 99 75 110 0,228

63-20 PN 10-PN 16 2 04 11 16 0063-020 168 71 157 84 120 0,480

63-25 PN 10-PN 16 2 04 11 16 0063-025 168 71 157 84 120 0,490

63-32 PN 10-PN 16 2 04 11 16 0063-032 168 71 157 84 120 0,500

63-40 PN 10-PN 16 2 04 11 16 0063-040 168 71 157 84 120 0,520

75-20 PN 10-PN 16 2 04 11 16 0075-020 175 71 157 84 120 0,530

75-25 PN 10-PN 16 2 04 11 16 0075-025 175 71 157 84 120 0,540

75-32 PN 10-PN 16 2 04 11 16 0075-032 175 71 157 84 120 0,550

75-40 PN 10-PN 16 2 04 11 16 0075-040 175 71 157 84 120 0,560

90-20 PN 10-PN 16 2 04 11 16 0090-020 177 88 157 82 120 0,520

90-25 PN 10-PN 16 2 04 11 16 0090-025 177 88 157 82 120 0,530

90-32 PN 10-PN 16 2 04 11 16 0090-032 177 88 157 82 120 0,540

90-40 PN 10-PN 16 2 04 11 16 0090-040 177 88 157 82 120 0,550

110-20 PN 10-PN 16 2 04 11 16 0110-020 185 96 160 82 120 0,630

110-25 PN 10-PN 16 2 04 11 16 0110-025 185 96 160 82 120 0,640

110-32 PN 10-PN 16 2 04 11 16 0110-032 185 96 160 82 120 0,650

110-40 PN 10-PN 16 2 04 11 16 0110-040 185 96 160 82 120 0,660

125-20 PN 10-PN 16 2 04 11 16 0125-020 188 102 156 60 96 0,740

125-25 PN 10-PN 16 2 04 11 16 0125-025 188 102 156 60 96 0,750

125-32 PN 10-PN 16 2 04 11 16 0125-032 188 102 156 60 96 0,760

125-40 PN 10-PN 16 2 04 11 16 0125-040 188 102 156 60 96 0,770

140-20 PN 10-PN 16 2 04 11 16 0140-020 196 102 156 60 96 0,780

140-25 PN 10-PN 16 2 04 11 16 0140-025 196 102 156 60 96 0,790

140-32 PN 10-PN 16 2 04 11 16 0140-032 196 102 156 60 96 0,800

140-40 PN 10-PN 16 2 04 11 16 0140-040 196 102 156 60 96 0,810

160-20 PN 10-PN 16 2 04 11 16 0160-020 204 122 157 61 95 0,630

160-25 PN 10-PN 16 2 04 11 16 0160-025 204 122 157 61 95 0,640

160-32 PN 10-PN 16 2 04 11 16 0160-032 204 122 157 61 95 0,650

160-40 PN 10-PN 16 2 04 11 16 0160-040 204 122 157 61 95 0,660

200-20 PN 10-PN 16 2 04 11 16 0200-020 224 122 157 61 95 0,720

200-25 PN 10-PN 16 2 04 11 16 0200-025 224 122 157 61 95 0,730

200-32 PN 10-PN 16 2 04 11 16 0200-032 224 122 157 61 95 0,740

200-40 PN 10-PN 16 2 04 11 16 0200-040 224 122 157 61 95 0,750

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d1

63-20 PN 10-PN 16 2 04 09 16 0063-020 180 97 161 76 129 0,712

63-25 PN 10-PN 16 2 04 09 16 0063-025 180 97 161 75 128 0,706

63-32 PN 10-PN 16 2 04 09 16 0063-032 180 97 161 75 129 0,705

63-40 PN 10-PN 16 2 04 09 16 0063-040 180 97 161 82 136 0,722

63-50 PN 10-PN 16 2 04 09 16 0063-050 227 110 161 100 160 1,024

63-63 PN 10-PN 16 2 04 09 16 0063-063 227 110 161 97 157 1,086

75-20 PN 10-PN 16 2 04 09 16 0075-020 186 104 161 76 129 0,801

75-25 PN 10-PN 16 2 04 09 16 0075-025 186 104 161 75 128 0,795

75-32 PN 10-PN 16 2 04 09 16 0075-032 186 104 161 75 129 0,794

75-40 PN 10-PN 16 2 04 09 16 0075-040 186 104 161 82 136 0,812

75-50 PN 10-PN 16 2 04 09 16 0075-050 233 121 161 100 160 1,113

75-63 PN 10-PN 16 2 04 09 16 0075-063 233 121 161 97 157 1,175

90-20 PN 10-PN 16 2 04 09 16 0090-020 194 112 161 76 129 0,772

90-25 PN 10-PN 16 2 04 09 16 0090-025 194 112 161 75 128 0,765

90-32 PN 10-PN 16 2 04 09 16 0090-032 194 112 161 75 129 0,765

90-40 PN 10-PN 16 2 04 09 16 0090-040 194 112 161 82 136 0,782

90-50 PN 10-PN 16 2 04 09 16 0090-050 241 129 161 100 160 1,084

90-63 PN 10-PN 16 2 04 09 16 0090-063 241 129 161 97 157 1,146

110-20 PN 10-PN 16 2 04 09 16 0110-020 204 122 161 76 129 0,890

110-25 PN 10-PN 16 2 04 09 16 0110-025 204 122 161 75 128 0,884

110-32 PN 10-PN 16 2 04 09 16 0110-032 204 122 161 75 129 0,882

110-40 PN 10-PN 16 2 04 09 16 0110-040 204 122 161 82 136 0,900

110-50 PN 10-PN 16 2 04 09 16 0110-050 251 139 161 100 160 1,201

110-63 PN 10-PN 16 2 04 09 16 0110-063 251 139 161 97 157 1,263

125-20 PN 10-PN 16 2 04 09 16 0125-020 211 129 161 76 129 0,860

125-25 PN 10-PN 16 2 04 09 16 0125-025 211 129 161 75 128 0,854

125-32 PN 10-PN 16 2 04 09 16 0125-032 211 129 161 75 129 0,852

125-40 PN 10-PN 16 2 04 09 16 0125-040 211 129 161 82 136 0,870

125-50 PN 10-PN 16 2 04 09 16 0125-050 258 146 161 100 160 1,171

125-63 PN 10-PN 16 2 04 09 16 0125-063 258 146 161 97 157 1,233

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

141140 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d - d1

140-20 PN 10-PN 16 2 04 09 16 0140-020 219 137 161 76 129 0,838

140-25 PN 10-PN 16 2 04 09 16 0140-025 219 137 161 75 128 0,834

140-32 PN 10-PN 16 2 04 09 16 0140-032 219 137 161 75 129 0,832

140-40 PN 10-PN 16 2 04 09 16 0140-040 219 137 161 82 136 0,849

140-50 PN 10-PN 16 2 04 09 16 0140-050 266 154 161 100 160 1,150

140-63 PN 10-PN 16 2 04 09 16 0140-063 266 154 161 97 157 1,213

160-20 PN 10-PN 16 2 04 09 16 0160-020 229 147 161 76 129 0,820

160-25 PN 10-PN 16 2 04 09 16 0160-025 229 147 161 75 128 0,814

160-32 PN 10-PN 16 2 04 09 16 0160-032 229 147 161 75 129 0,812

160-40 PN 10-PN 16 2 04 09 16 0160-040 229 147 161 82 136 0,830

160-50 PN 10-PN 16 2 04 09 16 0160-050 276 164 161 100 160 1,131

160-63 PN 10-PN 16 2 04 09 16 0160-063 276 164 161 97 157 1,194

180-20 PN 10-PN 16 2 04 09 16 0180-020 239 157 162 76 129 0,958

180-25 PN 10-PN 16 2 04 09 16 0180-025 239 157 162 75 128 0,953

180-32 PN 10-PN 16 2 04 09 16 0180-032 239 157 162 75 129 0,952

180-40 PN 10-PN 16 2 04 09 16 0180-040 239 157 162 82 136 0,968

180-50 PN 10-PN 16 2 04 09 16 0180-050 286 174 162 100 160 1,270

180-63 PN 10-PN 16 2 04 09 16 0180-063 286 174 162 97 157 1,332

200-20 PN 10-PN 16 2 04 09 16 0200-020 249 168 162 76 129 0,947

200-25 PN 10-PN 16 2 04 09 16 0200-025 249 168 162 75 128 0,942

200-32 PN 10-PN 16 2 04 09 16 0200-032 249 168 162 75 129 0,940

200-40 PN 10-PN 16 2 04 09 16 0200-040 249 168 162 82 136 0,958

200-50 PN 10-PN 16 2 04 09 16 0200-050 296 184 162 100 160 1,260

200-63 PN 10-PN 16 2 04 09 16 0200-063 296 184 162 97 157 1,322

225-20 PN 10-PN 16 2 04 09 16 0225-020 261 179 162 76 129 0,957

225-25 PN 10-PN 16 2 04 09 16 0225-025 261 179 162 75 128 0,952

225-32 PN 10-PN 16 2 04 09 16 0225-032 261 179 162 75 129 0,952

225-40 PN 10-PN 16 2 04 09 16 0225-040 261 179 162 82 136 0,970

225-50 PN 10-PN 16 2 04 09 16 0225-050 308 196 162 100 160 1,271

225-63 PN 10-PN 16 2 04 09 16 0225-063 308 196 162 97 157 1,332

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d1

250-20 PN 10-PN 16 2 04 09 16 0250-020 274 192 162 76 129 0,981

250-25 PN 10-PN 16 2 04 09 16 0250-025 274 192 162 75 128 0,974

250-32 PN 10-PN 16 2 04 09 16 0250-032 274 192 162 75 129 0,973

250-40 PN 10-PN 16 2 04 09 16 0250-040 274 192 162 82 136 0,990

250-50 PN 10-PN 16 2 04 09 16 0250-050 321 209 162 100 160 1,291

250-63 PN 10-PN 16 2 04 09 16 0250-063 321 209 162 97 157 1,353

280-20 PN 10-PN 16 2 04 09 16 0280-020 289 207 162 76 129 1,024

280-25 PN 10-PN 16 2 04 09 16 0280-025 289 207 162 75 128 1,016

280-32 PN 10-PN 16 2 04 09 16 0280-032 289 207 162 75 129 1,017

280-40 PN 10-PN 16 2 04 09 16 0280-040 289 207 162 82 136 1,034

280-50 PN 10-PN 16 2 04 09 16 0280-050 336 224 162 100 160 1,336

280-63 PN 10-PN 16 2 04 09 16 0280-063 336 224 162 97 157 1,398

315-20 PN 10-PN 16 2 04 09 16 0315-020 306 224 162 76 129 1,051

315-25 PN 10-PN 16 2 04 09 16 0315-025 306 224 162 75 128 1,045

315-32 PN 10-PN 16 2 04 09 16 0315-032 306 224 162 75 129 1,044

315-40 PN 10-PN 16 2 04 09 16 0315-040 306 224 162 82 136 1,061

315-50 PN 10-PN 16 2 04 09 16 0315-050 353 241 162 100 160 1,363

315-63 PN 10-PN 16 2 04 09 16 0315-063 353 241 162 97 157 1,425

355-20 PN 10-PN 16 2 04 09 16 0355-020 326 244 162 76 129 1,124

355-25 PN 10-PN 16 2 04 09 16 0355-025 326 244 162 75 128 1,118

355-32 PN 10-PN 16 2 04 09 16 0355-032 326 244 162 75 129 1,116

355-40 PN 10-PN 16 2 04 09 16 0355-040 326 244 162 82 136 1,134

355-50 PN 10-PN 16 2 04 09 16 0355-050 373 261 162 100 160 1,435

355-63 PN 10-PN 16 2 04 09 16 0355-063 373 261 162 97 157 1,497

400-20 PN 10-PN 16 2 04 09 16 0400-020 349 267 162 76 129 1,206

400-25 PN 10-PN 16 2 04 09 16 0400-025 349 267 162 75 128 1,201

400-32 PN 10-PN 16 2 04 09 16 0400-032 349 267 162 75 129 1,198

400-40 PN 10-PN 16 2 04 09 16 0400-040 349 267 162 82 136 1,216

400-50 PN 10-PN 16 2 04 09 16 0400-050 396 284 162 100 160 1,518

400-63 PN 10-PN 16 2 04 09 16 0400-063 396 284 162 97 157 1,579

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d1

140-20 PN 10-PN 16 2 04 09 16 0140-020 219 137 161 76 129 0,838

140-25 PN 10-PN 16 2 04 09 16 0140-025 219 137 161 75 128 0,834

140-32 PN 10-PN 16 2 04 09 16 0140-032 219 137 161 75 129 0,832

140-40 PN 10-PN 16 2 04 09 16 0140-040 219 137 161 82 136 0,849

140-50 PN 10-PN 16 2 04 09 16 0140-050 266 154 161 100 160 1,150

140-63 PN 10-PN 16 2 04 09 16 0140-063 266 154 161 97 157 1,213

160-20 PN 10-PN 16 2 04 09 16 0160-020 229 147 161 76 129 0,820

160-25 PN 10-PN 16 2 04 09 16 0160-025 229 147 161 75 128 0,814

160-32 PN 10-PN 16 2 04 09 16 0160-032 229 147 161 75 129 0,812

160-40 PN 10-PN 16 2 04 09 16 0160-040 229 147 161 82 136 0,830

160-50 PN 10-PN 16 2 04 09 16 0160-050 276 164 161 100 160 1,131

160-63 PN 10-PN 16 2 04 09 16 0160-063 276 164 161 97 157 1,194

180-20 PN 10-PN 16 2 04 09 16 0180-020 239 157 162 76 129 0,958

180-25 PN 10-PN 16 2 04 09 16 0180-025 239 157 162 75 128 0,953

180-32 PN 10-PN 16 2 04 09 16 0180-032 239 157 162 75 129 0,952

180-40 PN 10-PN 16 2 04 09 16 0180-040 239 157 162 82 136 0,968

180-50 PN 10-PN 16 2 04 09 16 0180-050 286 174 162 100 160 1,270

180-63 PN 10-PN 16 2 04 09 16 0180-063 286 174 162 97 157 1,332

200-20 PN 10-PN 16 2 04 09 16 0200-020 249 168 162 76 129 0,947

200-25 PN 10-PN 16 2 04 09 16 0200-025 249 168 162 75 128 0,942

200-32 PN 10-PN 16 2 04 09 16 0200-032 249 168 162 75 129 0,940

200-40 PN 10-PN 16 2 04 09 16 0200-040 249 168 162 82 136 0,958

200-50 PN 10-PN 16 2 04 09 16 0200-050 296 184 162 100 160 1,260

200-63 PN 10-PN 16 2 04 09 16 0200-063 296 184 162 97 157 1,322

225-20 PN 10-PN 16 2 04 09 16 0225-020 261 179 162 76 129 0,957

225-25 PN 10-PN 16 2 04 09 16 0225-025 261 179 162 75 128 0,952

225-32 PN 10-PN 16 2 04 09 16 0225-032 261 179 162 75 129 0,952

225-40 PN 10-PN 16 2 04 09 16 0225-040 261 179 162 82 136 0,970

225-50 PN 10-PN 16 2 04 09 16 0225-050 308 196 162 100 160 1,271

225-63 PN 10-PN 16 2 04 09 16 0225-063 308 196 162 97 157 1,332

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d1

250-20 PN 10-PN 16 2 04 09 16 0250-020 274 192 162 76 129 0,981

250-25 PN 10-PN 16 2 04 09 16 0250-025 274 192 162 75 128 0,974

250-32 PN 10-PN 16 2 04 09 16 0250-032 274 192 162 75 129 0,973

250-40 PN 10-PN 16 2 04 09 16 0250-040 274 192 162 82 136 0,990

250-50 PN 10-PN 16 2 04 09 16 0250-050 321 209 162 100 160 1,291

250-63 PN 10-PN 16 2 04 09 16 0250-063 321 209 162 97 157 1,353

280-20 PN 10-PN 16 2 04 09 16 0280-020 289 207 162 76 129 1,024

280-25 PN 10-PN 16 2 04 09 16 0280-025 289 207 162 75 128 1,016

280-32 PN 10-PN 16 2 04 09 16 0280-032 289 207 162 75 129 1,017

280-40 PN 10-PN 16 2 04 09 16 0280-040 289 207 162 82 136 1,034

280-50 PN 10-PN 16 2 04 09 16 0280-050 336 224 162 100 160 1,336

280-63 PN 10-PN 16 2 04 09 16 0280-063 336 224 162 97 157 1,398

315-20 PN 10-PN 16 2 04 09 16 0315-020 306 224 162 76 129 1,051

315-25 PN 10-PN 16 2 04 09 16 0315-025 306 224 162 75 128 1,045

315-32 PN 10-PN 16 2 04 09 16 0315-032 306 224 162 75 129 1,044

315-40 PN 10-PN 16 2 04 09 16 0315-040 306 224 162 82 136 1,061

315-50 PN 10-PN 16 2 04 09 16 0315-050 353 241 162 100 160 1,363

315-63 PN 10-PN 16 2 04 09 16 0315-063 353 241 162 97 157 1,425

355-20 PN 10-PN 16 2 04 09 16 0355-020 326 244 162 76 129 1,124

355-25 PN 10-PN 16 2 04 09 16 0355-025 326 244 162 75 128 1,118

355-32 PN 10-PN 16 2 04 09 16 0355-032 326 244 162 75 129 1,116

355-40 PN 10-PN 16 2 04 09 16 0355-040 326 244 162 82 136 1,134

355-50 PN 10-PN 16 2 04 09 16 0355-050 373 261 162 100 160 1,435

355-63 PN 10-PN 16 2 04 09 16 0355-063 373 261 162 97 157 1,497

400-20 PN 10-PN 16 2 04 09 16 0400-020 349 267 162 76 129 1,206

400-25 PN 10-PN 16 2 04 09 16 0400-025 349 267 162 75 128 1,201

400-32 PN 10-PN 16 2 04 09 16 0400-032 349 267 162 75 129 1,198

400-40 PN 10-PN 16 2 04 09 16 0400-040 349 267 162 82 136 1,216

400-50 PN 10-PN 16 2 04 09 16 0400-050 396 284 162 100 160 1,518

400-63 PN 10-PN 16 2 04 09 16 0400-063 396 284 162 97 157 1,579

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

143142 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d - d1

63-20 PN 10-PN 16 2 04 09 16 0063-20V 244 110 161 75 130 1,497

63-25 PN 10-PN 16 2 04 09 16 0063-25V 244 110 161 75 130 1,507

63-32 PN 10-PN 16 2 04 09 16 0063-32V 244 110 161 75 130 1,517

63-40 PN 10-PN 16 2 04 09 16 0063-40V 244 110 161 97 153 1,613

63-50 PN 10-PN 16 2 04 09 16 0063-50V 244 110 161 97 153 1,623

63-63 PN 10-PN 16 2 04 09 16 0063-63V 244 110 161 97 153 1,633

75-20 PN 10-PN 16 2 04 09 16 0075-20V 250 115 161 75 130 1,633

75-25 PN 10-PN 16 2 04 09 16 0075-25V 250 115 161 75 130 1,643

75-32 PN 10-PN 16 2 04 09 16 0075-32V 250 115 161 75 130 1,653

75-40 PN 10-PN 16 2 04 09 16 0075-40V 250 115 161 97 153 1,704

75-50 PN 10-PN 16 2 04 09 16 0075-50V 250 115 161 97 153 1,714

75-63 PN 10-PN 16 2 04 09 16 0075-63V 250 115 161 97 153 1,724

90-20 PN 10-PN 16 2 04 09 16 0090-20V 258 123 161 75 130 1,559

90-25 PN 10-PN 16 2 04 09 16 0090-25V 258 123 161 75 130 1,569

90-32 PN 10-PN 16 2 04 09 16 0090-32V 258 123 161 75 130 1,579

90-40 PN 10-PN 16 2 04 09 16 0090-40V 258 123 161 97 153 1,675

90-50 PN 10-PN 16 2 04 09 16 0090-50V 258 123 161 97 153 1,685

90-63 PN 10-PN 16 2 04 09 16 0090-63V 258 123 161 97 153 1,695

110-20 PN 10-PN 16 2 04 09 16 0110-20V 268 133 161 75 130 1,674

110-25 PN 10-PN 16 2 04 09 16 0110-25V 268 133 161 75 130 1,684

110-32 PN 10-PN 16 2 04 09 16 0110-32V 268 133 161 75 130 1,694

110-40 PN 10-PN 16 2 04 09 16 0110-40V 268 133 161 97 153 1,790

110-50 PN 10-PN 16 2 04 09 16 0110-50V 268 133 161 97 153 1,800

110-63 PN 10-PN 16 2 04 09 16 0110-63V 268 133 161 97 153 1,810

125-20 PN 10-PN 16 2 04 09 16 0125-20V 275 140 161 75 130 1,645

125-25 PN 10-PN 16 2 04 09 16 0125-25V 275 140 161 75 130 1,655

125-32 PN 10-PN 16 2 04 09 16 0125-32V 275 140 161 75 130 1,665

125-40 PN 10-PN 16 2 04 09 16 0125-40V 275 140 161 97 153 1,761

125-50 PN 10-PN 16 2 04 09 16 0125-50V 275 140 161 97 153 1,771

125-63 PN 10-PN 16 2 04 09 16 0125-63V 275 140 161 97 153 1,781

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d1

140-20 PN 10-PN 16 2 04 09 16 0140-20V 283 148 161 75 130 1,629

140-25 PN 10-PN 16 2 04 09 16 0140-25V 283 148 161 75 130 1,639

140-32 PN 10-PN 16 2 04 09 16 0140-32V 283 148 161 75 130 1,649

140-40 PN 10-PN 16 2 04 09 16 0140-40V 283 148 161 97 153 1,745

140-50 PN 10-PN 16 2 04 09 16 0140-50V 283 148 161 97 153 1,755

140-63 PN 10-PN 16 2 04 09 16 0140-63V 283 148 161 97 153 1,765

160-20 PN 10-PN 16 2 04 09 16 0160-20V 293 158 161 75 130 1,607

160-25 PN 10-PN 16 2 04 09 16 0160-25V 293 158 161 75 130 1,617

160-32 PN 10-PN 16 2 04 09 16 0160-32V 293 158 161 75 130 1,627

160-40 PN 10-PN 16 2 04 09 16 0160-40V 293 158 161 97 153 1,723

160-50 PN 10-PN 16 2 04 09 16 0160-50V 293 158 161 97 153 1,733

160-63 PN 10-PN 16 2 04 09 16 0160-63V 293 158 161 97 153 1,743

180-20 PN 10-PN 16 2 04 09 16 0180-20V 303 168 162 75 130 1,746

180-25 PN 10-PN 16 2 04 09 16 0180-25V 303 168 162 75 130 1,756

180-32 PN 10-PN 16 2 04 09 16 0180-32V 303 168 162 75 130 1,766

180-40 PN 10-PN 16 2 04 09 16 0180-40V 303 168 162 97 153 1,862

180-50 PN 10-PN 16 2 04 09 16 0180-50V 303 168 162 97 153 1,872

180-63 PN 10-PN 16 2 04 09 16 0180-63V 303 168 162 97 153 1,882

200-20 PN 10-PN 16 2 04 09 16 0200-20V 313 178 162 75 130 1,736

200-25 PN 10-PN 16 2 04 09 16 0200-25V 313 178 162 75 130 1,746

200-32 PN 10-PN 16 2 04 09 16 0200-32V 313 178 162 75 130 1,756

200-40 PN 10-PN 16 2 04 09 16 0200-40V 313 178 162 97 153 1,852

200-50 PN 10-PN 16 2 04 09 16 0200-50V 313 178 162 97 153 1,862

200-63 PN 10-PN 16 2 04 09 16 0200-63V 313 178 162 97 153 1,872

225-20 PN 10-PN 16 2 04 09 16 0225-20V 325 190 162 75 130 1,745

225-25 PN 10-PN 16 2 04 09 16 0225-25V 325 190 162 75 130 1,755

225-32 PN 10-PN 16 2 04 09 16 0225-32V 325 190 162 75 130 1,765

225-40 PN 10-PN 16 2 04 09 16 0225-40V 325 190 162 97 153 1,861

225-50 PN 10-PN 16 2 04 09 16 0225-50V 325 190 162 97 153 1,871

225-63 PN 10-PN 16 2 04 09 16 0225-63V 325 190 162 97 153 1,881

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d1

63-20 PN 10-PN 16 2 04 09 16 0063-20V 244 110 161 75 130 1,497

63-25 PN 10-PN 16 2 04 09 16 0063-25V 244 110 161 75 130 1,507

63-32 PN 10-PN 16 2 04 09 16 0063-32V 244 110 161 75 130 1,517

63-40 PN 10-PN 16 2 04 09 16 0063-40V 244 110 161 97 153 1,613

63-50 PN 10-PN 16 2 04 09 16 0063-50V 244 110 161 97 153 1,623

63-63 PN 10-PN 16 2 04 09 16 0063-63V 244 110 161 97 153 1,633

75-20 PN 10-PN 16 2 04 09 16 0075-20V 250 115 161 75 130 1,633

75-25 PN 10-PN 16 2 04 09 16 0075-25V 250 115 161 75 130 1,643

75-32 PN 10-PN 16 2 04 09 16 0075-32V 250 115 161 75 130 1,653

75-40 PN 10-PN 16 2 04 09 16 0075-40V 250 115 161 97 153 1,704

75-50 PN 10-PN 16 2 04 09 16 0075-50V 250 115 161 97 153 1,714

75-63 PN 10-PN 16 2 04 09 16 0075-63V 250 115 161 97 153 1,724

90-20 PN 10-PN 16 2 04 09 16 0090-20V 258 123 161 75 130 1,559

90-25 PN 10-PN 16 2 04 09 16 0090-25V 258 123 161 75 130 1,569

90-32 PN 10-PN 16 2 04 09 16 0090-32V 258 123 161 75 130 1,579

90-40 PN 10-PN 16 2 04 09 16 0090-40V 258 123 161 97 153 1,675

90-50 PN 10-PN 16 2 04 09 16 0090-50V 258 123 161 97 153 1,685

90-63 PN 10-PN 16 2 04 09 16 0090-63V 258 123 161 97 153 1,695

110-20 PN 10-PN 16 2 04 09 16 0110-20V 268 133 161 75 130 1,674

110-25 PN 10-PN 16 2 04 09 16 0110-25V 268 133 161 75 130 1,684

110-32 PN 10-PN 16 2 04 09 16 0110-32V 268 133 161 75 130 1,694

110-40 PN 10-PN 16 2 04 09 16 0110-40V 268 133 161 97 153 1,790

110-50 PN 10-PN 16 2 04 09 16 0110-50V 268 133 161 97 153 1,800

110-63 PN 10-PN 16 2 04 09 16 0110-63V 268 133 161 97 153 1,810

125-20 PN 10-PN 16 2 04 09 16 0125-20V 275 140 161 75 130 1,645

125-25 PN 10-PN 16 2 04 09 16 0125-25V 275 140 161 75 130 1,655

125-32 PN 10-PN 16 2 04 09 16 0125-32V 275 140 161 75 130 1,665

125-40 PN 10-PN 16 2 04 09 16 0125-40V 275 140 161 97 153 1,761

125-50 PN 10-PN 16 2 04 09 16 0125-50V 275 140 161 97 153 1,771

125-63 PN 10-PN 16 2 04 09 16 0125-63V 275 140 161 97 153 1,781

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d1

140-20 PN 10-PN 16 2 04 09 16 0140-20V 283 148 161 75 130 1,629

140-25 PN 10-PN 16 2 04 09 16 0140-25V 283 148 161 75 130 1,639

140-32 PN 10-PN 16 2 04 09 16 0140-32V 283 148 161 75 130 1,649

140-40 PN 10-PN 16 2 04 09 16 0140-40V 283 148 161 97 153 1,745

140-50 PN 10-PN 16 2 04 09 16 0140-50V 283 148 161 97 153 1,755

140-63 PN 10-PN 16 2 04 09 16 0140-63V 283 148 161 97 153 1,765

160-20 PN 10-PN 16 2 04 09 16 0160-20V 293 158 161 75 130 1,607

160-25 PN 10-PN 16 2 04 09 16 0160-25V 293 158 161 75 130 1,617

160-32 PN 10-PN 16 2 04 09 16 0160-32V 293 158 161 75 130 1,627

160-40 PN 10-PN 16 2 04 09 16 0160-40V 293 158 161 97 153 1,723

160-50 PN 10-PN 16 2 04 09 16 0160-50V 293 158 161 97 153 1,733

160-63 PN 10-PN 16 2 04 09 16 0160-63V 293 158 161 97 153 1,743

180-20 PN 10-PN 16 2 04 09 16 0180-20V 303 168 162 75 130 1,746

180-25 PN 10-PN 16 2 04 09 16 0180-25V 303 168 162 75 130 1,756

180-32 PN 10-PN 16 2 04 09 16 0180-32V 303 168 162 75 130 1,766

180-40 PN 10-PN 16 2 04 09 16 0180-40V 303 168 162 97 153 1,862

180-50 PN 10-PN 16 2 04 09 16 0180-50V 303 168 162 97 153 1,872

180-63 PN 10-PN 16 2 04 09 16 0180-63V 303 168 162 97 153 1,882

200-20 PN 10-PN 16 2 04 09 16 0200-20V 313 178 162 75 130 1,736

200-25 PN 10-PN 16 2 04 09 16 0200-25V 313 178 162 75 130 1,746

200-32 PN 10-PN 16 2 04 09 16 0200-32V 313 178 162 75 130 1,756

200-40 PN 10-PN 16 2 04 09 16 0200-40V 313 178 162 97 153 1,852

200-50 PN 10-PN 16 2 04 09 16 0200-50V 313 178 162 97 153 1,862

200-63 PN 10-PN 16 2 04 09 16 0200-63V 313 178 162 97 153 1,872

225-20 PN 10-PN 16 2 04 09 16 0225-20V 325 190 162 75 130 1,745

225-25 PN 10-PN 16 2 04 09 16 0225-25V 325 190 162 75 130 1,755

225-32 PN 10-PN 16 2 04 09 16 0225-32V 325 190 162 75 130 1,765

225-40 PN 10-PN 16 2 04 09 16 0225-40V 325 190 162 97 153 1,861

225-50 PN 10-PN 16 2 04 09 16 0225-50V 325 190 162 97 153 1,871

225-63 PN 10-PN 16 2 04 09 16 0225-63V 325 190 162 97 153 1,881

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

145144 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d - d1

250-20 PN 10-PN 16 2 04 09 16 0250-20V 338 203 162 75 130 1,766

250-25 PN 10-PN 16 2 04 09 16 0250-25V 338 203 162 75 130 1,776

250-32 PN 10-PN 16 2 04 09 16 0250-32V 338 203 162 75 130 1,786

250-40 PN 10-PN 16 2 04 09 16 0250-40V 338 203 162 97 153 1,882

250-50 PN 10-PN 16 2 04 09 16 0250-50V 338 203 162 97 153 1,892

250-63 PN 10-PN 16 2 04 09 16 0250-63V 338 203 162 97 153 1,902

280-20 PN 10-PN 16 2 04 09 16 0280-20V 353 218 162 75 130 1,810

280-25 PN 10-PN 16 2 04 09 16 0280-25V 353 218 162 75 130 1,820

280-32 PN 10-PN 16 2 04 09 16 0280-32V 353 218 162 75 130 1,830

280-40 PN 10-PN 16 2 04 09 16 0280-40V 353 218 162 97 153 1,926

280-50 PN 10-PN 16 2 04 09 16 0280-50V 353 218 162 97 153 1,936

280-63 PN 10-PN 16 2 04 09 16 0280-63V 353 218 162 97 153 1,946

315-20 PN 10-PN 16 2 04 09 16 0315-20V 370 235 162 75 130 1,837

315-25 PN 10-PN 16 2 04 09 16 0315-25V 370 235 162 75 130 1,847

315-32 PN 10-PN 16 2 04 09 16 0315-32V 370 235 162 75 130 1,857

315-40 PN 10-PN 16 2 04 09 16 0315-40V 370 235 162 97 153 1,953

315-50 PN 10-PN 16 2 04 09 16 0315-50V 370 235 162 97 153 1,963

315-63 PN 10-PN 16 2 04 09 16 0315-63V 370 235 162 97 153 1,973

355-20 PN 10-PN 16 2 04 09 16 0355-20V 390 255 162 75 130 1,912

355-25 PN 10-PN 16 2 04 09 16 0355-25V 390 255 162 75 130 1,922

355-32 PN 10-PN 16 2 04 09 16 0355-32V 390 255 162 75 130 1,932

355-40 PN 10-PN 16 2 04 09 16 0355-40V 390 255 162 97 153 2,028

355-50 PN 10-PN 16 2 04 09 16 0355-50V 390 255 162 97 153 2,038

355-63 PN 10-PN 16 2 04 09 16 0355-63V 390 255 162 97 153 2,048

400-20 PN 10-PN 16 2 04 09 16 0400-20V 413 278 162 75 130 1,992

400-25 PN 10-PN 16 2 04 09 16 0400-25V 413 278 162 75 130 2,002

400-32 PN 10-PN 16 2 04 09 16 0400-32V 413 278 162 75 130 2,012

400-40 PN 10-PN 16 2 04 09 16 0400-40V 413 278 162 97 153 2,108

400-50 PN 10-PN 16 2 04 09 16 0400-50V 413 278 162 97 153 2,118

400-63 PN 10-PN 16 2 04 09 16 0400-63V 413 278 162 97 153 2,128

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

90
PN 10 2 03 01 10 0090-011 120 129 0,364

PN 16 2 03 01 16 0090-011 120 129 0,528

110
PN 10 2 03 01 10 0110-011 150 161 0,675

PN 16 2 03 01 16 0110-011 150 161 0,977

125
PN 10 2 03 01 10 0125-011 150 162 0,861

PN 16 2 03 01 16 0125-011 150 162 1,273

140
PN 10 2 03 01 10 0140-011 150 163 1,083

PN 16 2 03 01 16 0140-011 150 163 1,590

160
PN 10 2 03 01 10 0160-011 150 165 1,424

PN 16 2 03 01 16 0160-011 150 165 2,101

180
PN 10 2 03 01 10 0180-011 150 167 1,810

PN 16 2 03 01 16 0180-011 150 167 2,669

200
PN 10 2 03 01 10 0200-011 150 169 2,249

PN 16 2 03 01 16 0200-011 150 169 3,318

225
PN 10 2 03 01 10 0225-011 150 172 2,875

PN 16 2 03 01 16 0225-011 150 172 4,218

250
PN 10 2 03 01 10 0250-011 200 224 4,664

PN 16 2 03 01 16 0250-011 200 224 6,869

280
PN 10 2 03 01 10 0280-011 200 227 5,850

PN 16 2 03 01 16 0280-011 200 227 8,668

315
PN 10 2 03 01 10 0315-011 200 230 7,482

PN 16 2 03 01 16 0315-011 200 230 11,008

355
PN 10 2 03 01 10 0355-011 240 274 11,359

PN 16 2 03 01 16 0355-011 240 274 16,705

400
PN 10 2 03 01 10 0400-011 240 279 14,532

PN 16 2 03 01 16 0400-011 240 279 21,435

450
PN 10 2 03 01 10 0450-011 240 283 18,514

PN 16 2 03 01 16 0450-011 240 283 27,353

500
PN 10 2 03 01 10 0500-011 240 288 23,126

PN 16 2 03 01 16 0500-011 240 288 34,056

560
PN 10 2 03 01 10 0560-011 240 294 29,263

PN 16 2 03 01 16 0560-011 240 294 43,147

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

90
PN 10 2 03 01 10 0090-011 120 129 0,364

PN 16 2 03 01 16 0090-011 120 129 0,528

110
PN 10 2 03 01 10 0110-011 150 161 0,675

PN 16 2 03 01 16 0110-011 150 161 0,977

125
PN 10 2 03 01 10 0125-011 150 162 0,861

PN 16 2 03 01 16 0125-011 150 162 1,273

140
PN 10 2 03 01 10 0140-011 150 163 1,083

PN 16 2 03 01 16 0140-011 150 163 1,590

160
PN 10 2 03 01 10 0160-011 150 165 1,424

PN 16 2 03 01 16 0160-011 150 165 2,101

180
PN 10 2 03 01 10 0180-011 150 167 1,810

PN 16 2 03 01 16 0180-011 150 167 2,669

200
PN 10 2 03 01 10 0200-011 150 169 2,249

PN 16 2 03 01 16 0200-011 150 169 3,318

225
PN 10 2 03 01 10 0225-011 150 172 2,875

PN 16 2 03 01 16 0225-011 150 172 4,218

250
PN 10 2 03 01 10 0250-011 200 224 4,664

PN 16 2 03 01 16 0250-011 200 224 6,869

280
PN 10 2 03 01 10 0280-011 200 227 5,850

PN 16 2 03 01 16 0280-011 200 227 8,668

315
PN 10 2 03 01 10 0315-011 200 230 7,482

PN 16 2 03 01 16 0315-011 200 230 11,008

355
PN 10 2 03 01 10 0355-011 240 274 11,359

PN 16 2 03 01 16 0355-011 240 274 16,705

400
PN 10 2 03 01 10 0400-011 240 279 14,532

PN 16 2 03 01 16 0400-011 240 279 21,435

450
PN 10 2 03 01 10 0450-011 240 283 18,514

PN 16 2 03 01 16 0450-011 240 283 27,353

500
PN 10 2 03 01 10 0500-011 240 288 23,126

PN 16 2 03 01 16 0500-011 240 288 34,056

560
PN 10 2 03 01 10 0560-011 240 294 29,263

PN 16 2 03 01 16 0560-011 240 294 43,147

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d - d1

250-20 PN 10-PN 16 2 04 09 16 0250-20V 338 203 162 75 130 1,766

250-25 PN 10-PN 16 2 04 09 16 0250-25V 338 203 162 75 130 1,776

250-32 PN 10-PN 16 2 04 09 16 0250-32V 338 203 162 75 130 1,786

250-40 PN 10-PN 16 2 04 09 16 0250-40V 338 203 162 97 153 1,882

250-50 PN 10-PN 16 2 04 09 16 0250-50V 338 203 162 97 153 1,892

250-63 PN 10-PN 16 2 04 09 16 0250-63V 338 203 162 97 153 1,902

280-20 PN 10-PN 16 2 04 09 16 0280-20V 353 218 162 75 130 1,810

280-25 PN 10-PN 16 2 04 09 16 0280-25V 353 218 162 75 130 1,820

280-32 PN 10-PN 16 2 04 09 16 0280-32V 353 218 162 75 130 1,830

280-40 PN 10-PN 16 2 04 09 16 0280-40V 353 218 162 97 153 1,926

280-50 PN 10-PN 16 2 04 09 16 0280-50V 353 218 162 97 153 1,936

280-63 PN 10-PN 16 2 04 09 16 0280-63V 353 218 162 97 153 1,946

315-20 PN 10-PN 16 2 04 09 16 0315-20V 370 235 162 75 130 1,837

315-25 PN 10-PN 16 2 04 09 16 0315-25V 370 235 162 75 130 1,847

315-32 PN 10-PN 16 2 04 09 16 0315-32V 370 235 162 75 130 1,857

315-40 PN 10-PN 16 2 04 09 16 0315-40V 370 235 162 97 153 1,953

315-50 PN 10-PN 16 2 04 09 16 0315-50V 370 235 162 97 153 1,963

315-63 PN 10-PN 16 2 04 09 16 0315-63V 370 235 162 97 153 1,973

355-20 PN 10-PN 16 2 04 09 16 0355-20V 390 255 162 75 130 1,912

355-25 PN 10-PN 16 2 04 09 16 0355-25V 390 255 162 75 130 1,922

355-32 PN 10-PN 16 2 04 09 16 0355-32V 390 255 162 75 130 1,932

355-40 PN 10-PN 16 2 04 09 16 0355-40V 390 255 162 97 153 2,028

355-50 PN 10-PN 16 2 04 09 16 0355-50V 390 255 162 97 153 2,038

355-63 PN 10-PN 16 2 04 09 16 0355-63V 390 255 162 97 153 2,048

400-20 PN 10-PN 16 2 04 09 16 0400-20V 413 278 162 75 130 1,992

400-25 PN 10-PN 16 2 04 09 16 0400-25V 413 278 162 75 130 2,002

400-32 PN 10-PN 16 2 04 09 16 0400-32V 413 278 162 75 130 2,012

400-40 PN 10-PN 16 2 04 09 16 0400-40V 413 278 162 97 153 2,108

400-50 PN 10-PN 16 2 04 09 16 0400-50V 413 278 162 97 153 2,118

400-63 PN 10-PN 16 2 04 09 16 0400-63V 413 278 162 97 153 2,128

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

147146 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



www.turanmak.com 57

d

630
PN 10 2 03 01 10 0630-011 240 301 37,545

PN 16 2 03 01 16 0630-011 240 301 55,182

710
PN 10 2 03 01 10 0710-011 240 308 48,224

PN 16 2 03 01 16 0710-011 240 308 71,240

800
PN 10 2 03 01 10 0800-011 250 327 64,624

PN 16 2 03 01 16 0800-011 250 327 95,782

900
PN 10 2 03 01 10 0900-011 300 387 96,867

PN 16 2 03 01 16 0900-011 300 387 144,270

1000 PN 10 2 03 01 10 1000-011 300 396 121,800

1200 PN 10 2 03 01 10 1200-011 300 416 187,592

1400 PN 10 2 03 01 10 1400-011 400 535 322,575

1600 PN 10 2 03 01 10 1600-011 400 554 432,162

www.tutuuranmak.ccomm 57

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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d

630
PN 10 2 03 01 10 0630-011 240 301 37,545

PN 16 2 03 01 16 0630-011 240 301 55,182

710
PN 10 2 03 01 10 0710-011 240 308 48,224

PN 16 2 03 01 16 0710-011 240 308 71,240

800
PN 10 2 03 01 10 0800-011 250 327 64,624

PN 16 2 03 01 16 0800-011 250 327 95,782

900
PN 10 2 03 01 10 0900-011 300 387 96,867

PN 16 2 03 01 16 0900-011 300 387 144,270

1000 PN 10 2 03 01 10 1000-011 300 396 121,800

1200 PN 10 2 03 01 10 1200-011 300 416 187,592

1400 PN 10 2 03 01 10 1400-011 400 535 322,575

1600 PN 10 2 03 01 10 1600-011 400 554 432,162

www.tutuuranmak.ccomm 57

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

www.turanmak.com 57

d

630
PN 10 2 03 01 10 0630-011 240 301 37,545

PN 16 2 03 01 16 0630-011 240 301 55,182

710
PN 10 2 03 01 10 0710-011 240 308 48,224

PN 16 2 03 01 16 0710-011 240 308 71,240

800
PN 10 2 03 01 10 0800-011 250 327 64,624

PN 16 2 03 01 16 0800-011 250 327 95,782

900
PN 10 2 03 01 10 0900-011 300 387 96,867

PN 16 2 03 01 16 0900-011 300 387 144,270

1000 PN 10 2 03 01 10 1000-011 300 396 121,800

1200 PN 10 2 03 01 10 1200-011 300 416 187,592

1400 PN 10 2 03 01 10 1400-011 400 535 322,575

1600 PN 10 2 03 01 10 1600-011 400 554 432,162

www.tutuuranmak.ccomm 57

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d 

20 PN 16 2 02 01 16 0020-000 36 42 0,015

25 PN 16 2 02 01 16 0025-000 40 50 0,025

32 PN 16 2 02 01 16 0032-000 55 80 0,046

40 PN 16 2 02 01 16 0040-000 55 85 0,080

50 PN 16 2 02 01 16 0050-000 60 95 0,124

63 PN 16 2 02 01 16 0063-000 65 90 0,210

75 PN 16 2 02 01 16 0075-000 70 100 0,310

90 PN 16 2 02 01 16 0090-000 80 120 0,540

110
PN 10 2 02 01 10 0110-000 85 125 0,625

PN 16 2 02 01 16 0110-000 85 125 0,830

125 PN 16 2 02 01 16 0125-000 90 135 1,205

140 PN 16 2 02 01 16 0140-000 100 130 1,425

160
PN 10 2 02 01 10 0160-000 100 160 1,600

PN 16 2 02 01 16 0160-000 100 160 2,185

180
PN 10 2 02 01 10 0180-000 110 165 2,030

PN 16 2 02 01 16 0180-000 110 165 2,970

200
PN 10 2 02 01 10 0200-000 115 180 2,915

PN 16 2 02 01 16 0200-000 115 180 3,840

225
PN 10 2 02 01 10 0225-000 120 185 3,840

PN 16 2 02 01 16 0225-000 120 185 5,346

250
PN 10 2 02 01 10 0250-000 130 210 5,193

PN 16 2 02 01 16 0250-000 130 210 7,120

280
PN 10 2 02 01 10 0280-000 135 220 6,926

PN 16 2 02 01 16 0280-000 135 220 9,765

315
PN 10 2 02 01 10 0315-000 145 240 9,895

PN 16 2 02 01 16 0315-000 145 240 12,585

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d 

20 PN 16 2 02 01 16 0020-000 36 42 0,015

25 PN 16 2 02 01 16 0025-000 40 50 0,025

32 PN 16 2 02 01 16 0032-000 55 80 0,046

40 PN 16 2 02 01 16 0040-000 55 85 0,080

50 PN 16 2 02 01 16 0050-000 60 95 0,124

63 PN 16 2 02 01 16 0063-000 65 90 0,210

75 PN 16 2 02 01 16 0075-000 70 100 0,310

90 PN 16 2 02 01 16 0090-000 80 120 0,540

110
PN 10 2 02 01 10 0110-000 85 125 0,625

PN 16 2 02 01 16 0110-000 85 125 0,830

125 PN 16 2 02 01 16 0125-000 90 135 1,205

140 PN 16 2 02 01 16 0140-000 100 130 1,425

160
PN 10 2 02 01 10 0160-000 100 160 1,600

PN 16 2 02 01 16 0160-000 100 160 2,185

180
PN 10 2 02 01 10 0180-000 110 165 2,030

PN 16 2 02 01 16 0180-000 110 165 2,970

200
PN 10 2 02 01 10 0200-000 115 180 2,915

PN 16 2 02 01 16 0200-000 115 180 3,840

225
PN 10 2 02 01 10 0225-000 120 185 3,840

PN 16 2 02 01 16 0225-000 120 185 5,346

250
PN 10 2 02 01 10 0250-000 130 210 5,193

PN 16 2 02 01 16 0250-000 130 210 7,120

280
PN 10 2 02 01 10 0280-000 135 220 6,926

PN 16 2 02 01 16 0280-000 135 220 9,765

315
PN 10 2 02 01 10 0315-000 145 240 9,895

PN 16 2 02 01 16 0315-000 145 240 12,585

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

149148 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings
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d 

355
PN 10 2 02 01 10 0355-000 145 230 10,780

PN 16 2 02 01 16 0355-000 145 230 15,380

400
PN 10 2 02 01 10 0400-000 145 253 15,210

PN 16 2 02 01 16 0400-000 145 253 21,630

450
PN 10 2 02 01 10 0450-000 170 310 23,060

PN 16 2 02 01 16 0450-000 170 310 33,000

500
PN 10 2 02 01 10 0500-000 185 335 31,080

PN 16 2 02 01 16 0500-000 185 335 44,000

560
PN 10 2 02 01 10 0560-000 100 265 31,740

PN 16 2 02 01 16 0560-000 100 265 45,040

630
PN 10 2 02 01 10 0630-000 100 280 42,240

PN 16 2 02 01 16 0630-000 100 280 60,100

*560 ve 630 çaplar "Kısa Tiptir"/ *The 560 and 630 diameters are "short type"

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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d 

355
PN 10 2 02 01 10 0355-000 145 230 10,780

PN 16 2 02 01 16 0355-000 145 230 15,380

400
PN 10 2 02 01 10 0400-000 145 253 15,210

PN 16 2 02 01 16 0400-000 145 253 21,630

450
PN 10 2 02 01 10 0450-000 170 310 23,060

PN 16 2 02 01 16 0450-000 170 310 33,000

500
PN 10 2 02 01 10 0500-000 185 335 31,080

PN 16 2 02 01 16 0500-000 185 335 44,000

560
PN 10 2 02 01 10 0560-000 100 265 31,740

PN 16 2 02 01 16 0560-000 100 265 45,040

630
PN 10 2 02 01 10 0630-000 100 280 42,240

PN 16 2 02 01 16 0630-000 100 280 60,100

*560 ve 630 çaplar "Kısa Tiptir"/ *The 560 and 630 diameters are "short type"

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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d

710
PN 10 2 03 02 10 0710-000 240 495 88,176

PN 16 2 03 02 16 0710-000 240 495 130,260

800
PN 10 2 03 02 10 0800-000 250 524 119,616

PN 16 2 03 02 16 0800-000 250 524 177,288

900
PN 10 2 03 02 10 0900-000 250 545 177,378

PN 16 2 03 02 16 0900-000 250 545 264,180

1000 PN 10 2 03 02 10 1000-000 300 642 227,150

1200 PN 10 2 03 02 10 1200-000 300 684 439,636

1400 PN 10 2 03 02 10 1400-000 400 933 605,820

1600 PN 10 2 03 02 10 1600-000 400 975 831,708

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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d

710
PN 10 2 03 02 10 0710-000 240 495 88,176

PN 16 2 03 02 16 0710-000 240 495 130,260

800
PN 10 2 03 02 10 0800-000 250 524 119,616

PN 16 2 03 02 16 0800-000 250 524 177,288

900
PN 10 2 03 02 10 0900-000 250 545 177,378

PN 16 2 03 02 16 0900-000 250 545 264,180

1000 PN 10 2 03 02 10 1000-000 300 642 227,150

1200 PN 10 2 03 02 10 1200-000 300 684 439,636

1400 PN 10 2 03 02 10 1400-000 400 933 605,820

1600 PN 10 2 03 02 10 1600-000 400 975 831,708

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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d 

355
PN 102 02 01 10 0355-00014523010,780

PN 162 02 01 16 0355-00014523015,380

400
PN 102 02 01 10 0400-00014525315,210

PN 162 02 01 16 0400-00014525321,630

450
PN 102 02 01 10 0450-00017031023,060

PN 162 02 01 16 0450-00017031033,000

500
PN 102 02 01 10 0500-00018533531,080

PN 162 02 01 16 0500-00018533544,000

560
PN 102 02 01 10 0560-00010026531,740

PN 162 02 01 16 0560-00010026545,040

630
PN 102 02 01 10 0630-00010028042,240

PN 162 02 01 16 0630-00010028060,100

*560 ve 630 çaplar "Kısa Tiptir"/ *The 560 and 630 diameters are "short type"

Standart: TS EN 1555-3:2010 + A1 • TS EN 12201-3 + A1

PE 100  SDR 11(PN16) & SDR 17(PN10)
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d

710
PN 102 03 02 10 0710-00024049588,176

PN 162 03 02 16 0710-000240495130,260

800
PN 102 03 02 10 0800-000250524119,616

PN 162 03 02 16 0800-000250524177,288

900
PN 102 03 02 10 0900-000250545177,378

PN 162 03 02 16 0900-000250545264,180

1000PN 102 03 02 10 1000-000300642227,150

1200PN 102 03 02 10 1200-000300684439,636

1400PN 102 03 02 10 1400-000400933605,820

1600PN 102 03 02 10 1600-000400975831,708

Standart: TS EN 1555-3:2010 + A1 • TS EN 12201-3 + A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) & SDR 17(PN10)

151150 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d 

75 PN 16 2 02 09 16 0075-000 70 113 0,340

90 PN 16 2 02 09 16 0090-000 80 123 0,540

110
PN 10 2 02 09 10 0110-000 85 135 0,630

PN 16 2 02 09 16 0110-000 85 135 0,880

125
PN 10 2 02 09 10 0125-000 90 148 0,670

PN 16 2 02 09 16 0125-000 90 148 1,230

140 PN 16 2 02 09 16 0140-000 115 167 1,810

160
PN 10 2 02 09 10 0160-000 100 170 1,690

PN 16 2 02 09 16 0160-000 100 170 2,370

180
PN 10 2 02 09 10 0180-000 105 186 2,360

PN 16 2 02 09 16 0180-000 105 186 3,310

200
PN 10 2 02 09 10 0200-000 115 201 2,940

PN 16 2 02 09 16 0200-000 115 201 4,190

225
PN 10 2 02 09 10 0225-000 120 211 3,890

PN 16 2 02 09 16 0225-000 120 211 5,550

250
PN 10 2 02 09 10 0250-000 130 235 5,350

PN 16 2 02 09 16 0250-000 130 235 7,640

280
PN 10 2 02 09 10 0280-000 135 239 6,800

PN 16 2 02 09 16 0280-000 135 239 9,690

315
PN 10 2 02 09 10 0315-000 145 260 10,220

PN 16 2 02 09 16 0315-000 145 260 14,180

355
PN 10 2 02 09 10 0355-000 145 267 12,480

PN 16 2 02 09 16 0355-000 145 267 17,680

400
PN 10 2 02 09 10 0400-000 150 287 16,920

PN 16 2 02 09 16 0400-000 150 287 24,060

450
PN 10 2 02 09 10 0450-000 170 309 25,690

PN 16 2 02 09 16 0450-000 170 309 36,630

500
PN 10 2 02 09 10 0500-000 185 334 34,750

PN 16 2 02 09 16 0500-000 185 334 47,000

560
PN 10 2 02 09 10 0560-000 100 266 36,830

PN 16 2 02 09 16 0560-000 100 266 52,070

630
PN 10 2 02 09 10 0630-000 100 280 49,520

PN 16 2 02 09 16 0630-000 100 280 70,100

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

*560 ve 630 çaplar "Kısa Tiptir"/ *The 560 and 630 diameters are "short type"

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d 

75 PN 16 2 02 09 16 0075-000 70 113 0,340

90 PN 16 2 02 09 16 0090-000 80 123 0,540

110
PN 10 2 02 09 10 0110-000 85 135 0,630

PN 16 2 02 09 16 0110-000 85 135 0,880

125
PN 10 2 02 09 10 0125-000 90 148 0,670

PN 16 2 02 09 16 0125-000 90 148 1,230

140 PN 16 2 02 09 16 0140-000 115 167 1,810

160
PN 10 2 02 09 10 0160-000 100 170 1,690

PN 16 2 02 09 16 0160-000 100 170 2,370

180
PN 10 2 02 09 10 0180-000 105 186 2,360

PN 16 2 02 09 16 0180-000 105 186 3,310

200
PN 10 2 02 09 10 0200-000 115 201 2,940

PN 16 2 02 09 16 0200-000 115 201 4,190

225
PN 10 2 02 09 10 0225-000 120 211 3,890

PN 16 2 02 09 16 0225-000 120 211 5,550

250
PN 10 2 02 09 10 0250-000 130 235 5,350

PN 16 2 02 09 16 0250-000 130 235 7,640

280
PN 10 2 02 09 10 0280-000 135 239 6,800

PN 16 2 02 09 16 0280-000 135 239 9,690

315
PN 10 2 02 09 10 0315-000 145 260 10,220

PN 16 2 02 09 16 0315-000 145 260 14,180

355
PN 10 2 02 09 10 0355-000 145 267 12,480

PN 16 2 02 09 16 0355-000 145 267 17,680

400
PN 10 2 02 09 10 0400-000 150 287 16,920

PN 16 2 02 09 16 0400-000 150 287 24,060

450
PN 10 2 02 09 10 0450-000 170 309 25,690

PN 16 2 02 09 16 0450-000 170 309 36,630

500
PN 10 2 02 09 10 0500-000 185 334 34,750

PN 16 2 02 09 16 0500-000 185 334 47,000

560
PN 10 2 02 09 10 0560-000 100 266 36,830

PN 16 2 02 09 16 0560-000 100 266 52,070

630
PN 10 2 02 09 10 0630-000 100 280 49,520

PN 16 2 02 09 16 0630-000 100 280 70,100

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

*560 ve 630 çaplar "Kısa Tiptir"/ *The 560 and 630 diameters are "short type"

PE 100  SDR 11(PN16) &  SDR 17(PN10)

www.turanmak.com 65

d

710
PN 10 2 03 03 10 0710-000 240 560 96,800

PN 16 2 03 03 16 0710-000 240 560 143,000

800
PN 10 2 03 03 10 0800-000 250 596 131,936

PN 16 2 03 03 16 0800-000 250 596 195,548

900
PN 10 2 03 03 10 0900-000 250 625 194,862

PN 16 2 03 03 16 0900-000 250 625 290,220

1000 PN 10 2 03 03 10 1000-000 300 733 251,300

1200 PN 10 2 03 03 10 1200-000 300 791 483,128

1400 PN 10 2 03 03 10 1400-000 400 1064 672,750

1600 PN 10 2 03 03 10 1600-000 400 1122 932,274

wwwwww w.w.w.w.w tuturrraraaaaaaaaaraanmnmnmnmnnmn akakakkkkkakakkkk.ccc..comommmmmmomom 6655555

d

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

www.turanmak.com 65

d

710
PN 10 2 03 03 10 0710-000 240 560 96,800

PN 16 2 03 03 16 0710-000 240 560 143,000

800
PN 10 2 03 03 10 0800-000 250 596 131,936

PN 16 2 03 03 16 0800-000 250 596 195,548

900
PN 10 2 03 03 10 0900-000 250 625 194,862

PN 16 2 03 03 16 0900-000 250 625 290,220

1000 PN 10 2 03 03 10 1000-000 300 733 251,300

1200 PN 10 2 03 03 10 1200-000 300 791 483,128

1400 PN 10 2 03 03 10 1400-000 400 1064 672,750

1600 PN 10 2 03 03 10 1600-000 400 1122 932,274

wwwwww w.w.w.w.w tuturrraraaaaaaaaaraanmnmnmnmnnmn akakakkkkkakakkkk.ccc..comommmmmmomom 6655555

d

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

www.turanmak.com 65

d

710
PN 10 2 03 03 10 0710-000 240 560 96,800

PN 16 2 03 03 16 0710-000 240 560 143,000

800
PN 10 2 03 03 10 0800-000 250 596 131,936

PN 16 2 03 03 16 0800-000 250 596 195,548

900
PN 10 2 03 03 10 0900-000 250 625 194,862

PN 16 2 03 03 16 0900-000 250 625 290,220

1000 PN 10 2 03 03 10 1000-000 300 733 251,300

1200 PN 10 2 03 03 10 1200-000 300 791 483,128

1400 PN 10 2 03 03 10 1400-000 400 1064 672,750

1600 PN 10 2 03 03 10 1600-000 400 1122 932,274

wwwwww w.w.w.w.w tuturrraraaaaaaaaaraanmnmnmnmnnmn akakakkkkkakakkkk.ccc..comommmmmmomom 6655555

d

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

153152 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d 

20 PN 16 2 02 02 16 0020-000 50 75 0,023

25 PN 16 2 02 02 16 0025-000 50 81 0,032

32 PN 16 2 02 02 16 0032-000 54 86 0,048

40 PN 16 2 02 02 16 0040-000 57 91 0,084

50 PN 16 2 02 02 16 0050-000 60 103 0,150

63 PN 16 2 02 02 16 0063-000 63 113 0,240

75 PN 16 2 02 02 16 0075-000 70 130 0,375

90

PN 10 2 02 02 10 0090-000 82 145 0,470

PN 16 2 02 02 16 0090-000 82 145 0,650

PN 20 2 02 02 20 0090-000 82 145 0,835

110
PN 10 2 02 02 10 0110-000 85 160 0,760

PN 16 2 02 02 16 0110-000 85 160 1,027

125
PN 10 2 02 02 10 0125-000 90 175 1,130

PN 16 2 02 02 16 0125-000 90 175 1,480

140
PN 10 2 02 02 10 0140-000 115 195 1,460

PN 16 2 02 02 16 0140-000 115 195 1,998

160

PN 10 2 02 02 10 0160-000 103 200 2,100

PN 16 2 02 02 16 0160-000 103 200 2,755

PN 25 2 02 02 25 0160-000 108 214 4,110

180
PN 10 2 02 02 10 0180-000 105 226 3,570

PN 16 2 02 02 16 0180-000 105 226 3,897

200

PN 10 2 02 02 10 0200-000 115 245 4,355

PN 16 2 02 02 16 0200-000 115 245 5,325

PN 25 2 02 02 25 0200-000 115 245 7,100

225

PN 10 2 02 02 10 0225-000 120 260 4,946

PN 16 2 02 02 16 0225-000 120 260 6,773

PN 20 2 02 02 20 0225-000 120 260 8,000

250

PN 10 2 02 02 10 0250-000 130 275 6,770

PN 16 2 02 02 16 0250-000 130 275 9,160

PN 25 2 02 02 25 0250-000 130 275 12,300

280
PN 10 2 02 02 10 0280-000 135 300 8,820

PN 16 2 02 02 16 0280-000 135 300 12,318

315

PN 10 2 02 02 10 0315-000 150 350 13,415

PN 16 2 02 02 16 0315-000 150 350 18,256

PN 25 2 02 02 25 0315-000 150 350 25,000

355
PN 10 2 02 02 10 0355-000 145 345 15,880

PN 16 2 02 02 16 0355-000 145 345 21,711

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d 

400
PN 10 2 02 02 10 0400-000 150 370 21,005

PN 16 2 02 02 16 0400-000 150 370 30,175

450
PN 10 2 02 02 10 0450-000 170 445 30,960

PN 16 2 02 02 16 0450-000 170 445 43,880

500
PN 10 2 02 02 10 0500-000 185 485 42,180

PN 16 2 02 02 16 0500-000 185 485 59,000

560
PN 10 2 02 02 10 0560-000 100 435 47,020

PN 16 2 02 02 16 0560-000 100 435 66,140

630
PN 10 2 02 02 10 0630-000 100 470 63,900

PN 16 2 02 02 16 0630-000 100 470 90,110

d

710
PN 10 2 03 04 10 0710-000 240 868 134,640

PN 16 2 03 04 16 0710-000 240 868 198,900

800
PN 10 2 03 04 10 0800-000 250 923 183,904

PN 16 2 03 04 16 0800-000 250 923 272,572

900
PN 10 2 03 04 10 0900-000 250 973 271,143

PN 16 2 03 04 16 0900-000 250 973 403,830

1000 PN 10 2 03 04 10 1000-000 300 1142 350,700

1200 PN 10 2 03 04 10 1200-000 300 1142 672,292

1400 PN 10 2 03 04 10 1400-000 400 1142 940,125

1600 PN 10 2 03 04 10 1600-000 400 1142 1.307,811

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

*560 ve 630 çaplar "Kısa Tiptir"/ *The 560 and 630 diameters are "short type"

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d 

20 PN 16 2 02 02 16 0020-000 50 75 0,023

25 PN 16 2 02 02 16 0025-000 50 81 0,032

32 PN 16 2 02 02 16 0032-000 54 86 0,048

40 PN 16 2 02 02 16 0040-000 57 91 0,084

50 PN 16 2 02 02 16 0050-000 60 103 0,150

63 PN 16 2 02 02 16 0063-000 63 113 0,240

75 PN 16 2 02 02 16 0075-000 70 130 0,375

90

PN 10 2 02 02 10 0090-000 82 145 0,470

PN 16 2 02 02 16 0090-000 82 145 0,650

PN 20 2 02 02 20 0090-000 82 145 0,835

110
PN 10 2 02 02 10 0110-000 85 160 0,760

PN 16 2 02 02 16 0110-000 85 160 1,027

125
PN 10 2 02 02 10 0125-000 90 175 1,130

PN 16 2 02 02 16 0125-000 90 175 1,480

140
PN 10 2 02 02 10 0140-000 115 195 1,460

PN 16 2 02 02 16 0140-000 115 195 1,998

160

PN 10 2 02 02 10 0160-000 103 200 2,100

PN 16 2 02 02 16 0160-000 103 200 2,755

PN 25 2 02 02 25 0160-000 108 214 4,110

180
PN 10 2 02 02 10 0180-000 105 226 3,570

PN 16 2 02 02 16 0180-000 105 226 3,897

200

PN 10 2 02 02 10 0200-000 115 245 4,355

PN 16 2 02 02 16 0200-000 115 245 5,325

PN 25 2 02 02 25 0200-000 115 245 7,100

225

PN 10 2 02 02 10 0225-000 120 260 4,946

PN 16 2 02 02 16 0225-000 120 260 6,773

PN 20 2 02 02 20 0225-000 120 260 8,000

250

PN 10 2 02 02 10 0250-000 130 275 6,770

PN 16 2 02 02 16 0250-000 130 275 9,160

PN 25 2 02 02 25 0250-000 130 275 12,300

280
PN 10 2 02 02 10 0280-000 135 300 8,820

PN 16 2 02 02 16 0280-000 135 300 12,318

315

PN 10 2 02 02 10 0315-000 150 350 13,415

PN 16 2 02 02 16 0315-000 150 350 18,256

PN 25 2 02 02 25 0315-000 150 350 25,000

355
PN 10 2 02 02 10 0355-000 145 345 15,880

PN 16 2 02 02 16 0355-000 145 345 21,711

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d 

400
PN 10 2 02 02 10 0400-000 150 370 21,005

PN 16 2 02 02 16 0400-000 150 370 30,175

450
PN 10 2 02 02 10 0450-000 170 445 30,960

PN 16 2 02 02 16 0450-000 170 445 43,880

500
PN 10 2 02 02 10 0500-000 185 485 42,180

PN 16 2 02 02 16 0500-000 185 485 59,000

560
PN 10 2 02 02 10 0560-000 100 435 47,020

PN 16 2 02 02 16 0560-000 100 435 66,140

630
PN 10 2 02 02 10 0630-000 100 470 63,900

PN 16 2 02 02 16 0630-000 100 470 90,110

d

710
PN 10 2 03 04 10 0710-000 240 868 134,640

PN 16 2 03 04 16 0710-000 240 868 198,900

800
PN 10 2 03 04 10 0800-000 250 923 183,904

PN 16 2 03 04 16 0800-000 250 923 272,572

900
PN 10 2 03 04 10 0900-000 250 973 271,143

PN 16 2 03 04 16 0900-000 250 973 403,830

1000 PN 10 2 03 04 10 1000-000 300 1142 350,700

1200 PN 10 2 03 04 10 1200-000 300 1142 672,292

1400 PN 10 2 03 04 10 1400-000 400 1142 940,125

1600 PN 10 2 03 04 10 1600-000 400 1142 1.307,811

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

*560 ve 630 çaplar "Kısa Tiptir"/ *The 560 and 630 diameters are "short type"

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d 

400
PN 10 2 02 02 10 0400-000 150 370 21,005

PN 16 2 02 02 16 0400-000 150 370 30,175

450
PN 10 2 02 02 10 0450-000 170 445 30,960

PN 16 2 02 02 16 0450-000 170 445 43,880

500
PN 10 2 02 02 10 0500-000 185 485 42,180

PN 16 2 02 02 16 0500-000 185 485 59,000

560
PN 10 2 02 02 10 0560-000 100 435 47,020

PN 16 2 02 02 16 0560-000 100 435 66,140

630
PN 10 2 02 02 10 0630-000 100 470 63,900

PN 16 2 02 02 16 0630-000 100 470 90,110

d

710
PN 10 2 03 04 10 0710-000 240 868 134,640

PN 16 2 03 04 16 0710-000 240 868 198,900

800
PN 10 2 03 04 10 0800-000 250 923 183,904

PN 16 2 03 04 16 0800-000 250 923 272,572

900
PN 10 2 03 04 10 0900-000 250 973 271,143

PN 16 2 03 04 16 0900-000 250 973 403,830

1000 PN 10 2 03 04 10 1000-000 300 1142 350,700

1200 PN 10 2 03 04 10 1200-000 300 1142 672,292

1400 PN 10 2 03 04 10 1400-000 400 1142 940,125

1600 PN 10 2 03 04 10 1600-000 400 1142 1.307,811

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

*560 ve 630 çaplar "Kısa Tiptir"/ *The 560 and 630 diameters are "short type"

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d 

400
PN 10 2 02 02 10 0400-000 150 370 21,005

PN 16 2 02 02 16 0400-000 150 370 30,175

450
PN 10 2 02 02 10 0450-000 170 445 30,960

PN 16 2 02 02 16 0450-000 170 445 43,880

500
PN 10 2 02 02 10 0500-000 185 485 42,180

PN 16 2 02 02 16 0500-000 185 485 59,000

560
PN 10 2 02 02 10 0560-000 100 435 47,020

PN 16 2 02 02 16 0560-000 100 435 66,140

630
PN 10 2 02 02 10 0630-000 100 470 63,900

PN 16 2 02 02 16 0630-000 100 470 90,110

d

710
PN 10 2 03 04 10 0710-000 240 868 134,640

PN 16 2 03 04 16 0710-000 240 868 198,900

800
PN 10 2 03 04 10 0800-000 250 923 183,904

PN 16 2 03 04 16 0800-000 250 923 272,572

900
PN 10 2 03 04 10 0900-000 250 973 271,143

PN 16 2 03 04 16 0900-000 250 973 403,830

1000 PN 10 2 03 04 10 1000-000 300 1142 350,700

1200 PN 10 2 03 04 10 1200-000 300 1142 672,292

1400 PN 10 2 03 04 10 1400-000 400 1142 940,125

1600 PN 10 2 03 04 10 1600-000 400 1142 1.307,811

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

*560 ve 630 çaplar "Kısa Tiptir"/ *The 560 and 630 diameters are "short type"

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

155154 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d 

20 PN 16 2 02 03 16 0020-000 145 50 75 0,035

25 PN 16 2 02 03 16 0025-000 155 50 80 0,048

32 PN 16 2 02 03 16 0032-000 170 55 85 0,069

40 PN 16 2 02 03 16 0040-000 190 55 100 0,128

50 PN 16 2 02 03 16 0050-000 225 65 115 0,218

63 PN 16 2 02 03 16 0063-000 225 65 115 0,330

75 PN 16 2 02 03 16 0075-000 260 70 130 0,540

90
PN 10 2 02 03 10 0090-000 270 80 135 0,585

PN 16 2 02 03 16 0090-000 270 80 135 0,775

110
PN 10 2 02 03 10 0110-000 300 80 150 0,911

PN 16 2 02 03 16 0110-000 300 80 150 1,310

125
PN 10 2 02 03 10 0125-000 365 95 180 1,522

PN 16 2 02 03 16 0125-000 365 95 180 2,022

140
PN 10 2 02 03 10 0140-000 390 100 195 2,080

PN 16 2 02 03 16 0140-000 390 100 195 2,730

160
PN 10 2 02 03 10 0160-000 400 100 200 2,700

PN 16 2 02 03 16 0160-000 400 100 200 3,536

180
PN 10 2 02 03 10 0180-000 455 105 225 3,967

PN 16 2 02 03 16 0180-000 455 105 225 5,477

200

PN 10 2 02 03 10 0200-000 490 115 245 5,365

PN 16 2 02 03 16 0200-000 490 115 245 6,995

PN 25 2 02 03 25 0200-000 490 115 245 9,700

225
PN 10 2 02 03 10 0225-000 520 120 253 6,595

PN 16 2 02 03 16 0225-000 520 120 253 8,932

250

PN 10 2 02 03 10 0250-000 550 130 275 8,995

PN 16 2 02 03 16 0250-000 550 130 275 11,290

PN 25 2 02 03 25 0250-000 550 130 275 16,000

280
PN 10 2 02 03 10 0280-000 590 145 290 11,520

PN 16 2 02 03 16 0280-000 590 145 290 15,005

315

PN 10 2 02 03 10 0315-000 670 155 325 17,285

PN 16 2 02 03 16 0315-000 670 155 325 22,400

PN 25 2 02 03 25 0315-000 670 155 325 31,000

355
PN 10 2 02 03 10 0355-000 730 155 360 21,807

PN 16 2 02 03 16 0355-000 730 155 360 29,785

400
PN 10 2 02 03 10 0400-000 785 155 395 30,550

PN 16 2 02 03 16 0400-000 785 155 395 41,510

450
PN 10 2 02 03 10 0450-000 890 175 445 44,000

PN 16 2 02 03 16 0450-000 890 175 445 62,000

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

560 PN 16 2 03 05 16 0560-000 1060 250 530 94,270

710
PN 10 2 03 05 10 0710-000 1210 250 605 113,062

PN 16 2 03 05 16 0710-000 1210 250 605 166,178

800
PN 10 2 03 05 10 0800-000 1300 250 650 151,561

PN 16 2 03 05 16 0800-000 1300 250 650 223,544

900
PN 10 2 03 05 10 0900-000 1500 300 750 222,435

PN 16 2 03 05 16 0900-000 1500 300 750 329,923

1000 PN 10 2 03 05 10 1000-000 1700 350 850 315,669

1200 PN 10 2 03 05 10 1200-000 1900 350 950 515,119

1400 PN 10 2 03 05 10 1400-000 2300 450 1150 830,564

1600 PN 10 2 03 05 10 1600-000 2600 550 1350 1.252,127

I

d

500
PN 10 2 02 03 10 0500-000 780 175 460 105 55,000

PN 16 2 02 03 16 0500-000 780 175 460 105 80,990

560 PN 10 2 02 03 10 0560-000 900 180 515 115 72,000

630
PN 10 2 02 03 10 0630-000 920 195 575 115 110,000

PN 16 2 02 03 16 0630-000 920 195 575 115 140,000

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

*500, 560 ve 630 çaplar "Kısa Tiptir"/ *The 500, 560 and 630 diameters are "short type"

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d 

20 PN 16 2 02 03 16 0020-000 145 50 75 0,035

25 PN 16 2 02 03 16 0025-000 155 50 80 0,048

32 PN 16 2 02 03 16 0032-000 170 55 85 0,069

40 PN 16 2 02 03 16 0040-000 190 55 100 0,128

50 PN 16 2 02 03 16 0050-000 225 65 115 0,218

63 PN 16 2 02 03 16 0063-000 225 65 115 0,330

75 PN 16 2 02 03 16 0075-000 260 70 130 0,540

90
PN 10 2 02 03 10 0090-000 270 80 135 0,585

PN 16 2 02 03 16 0090-000 270 80 135 0,775

110
PN 10 2 02 03 10 0110-000 300 80 150 0,911

PN 16 2 02 03 16 0110-000 300 80 150 1,310

125
PN 10 2 02 03 10 0125-000 365 95 180 1,522

PN 16 2 02 03 16 0125-000 365 95 180 2,022

140
PN 10 2 02 03 10 0140-000 390 100 195 2,080

PN 16 2 02 03 16 0140-000 390 100 195 2,730

160
PN 10 2 02 03 10 0160-000 400 100 200 2,700

PN 16 2 02 03 16 0160-000 400 100 200 3,536

180
PN 10 2 02 03 10 0180-000 455 105 225 3,967

PN 16 2 02 03 16 0180-000 455 105 225 5,477

200

PN 10 2 02 03 10 0200-000 490 115 245 5,365

PN 16 2 02 03 16 0200-000 490 115 245 6,995

PN 25 2 02 03 25 0200-000 490 115 245 9,700

225
PN 10 2 02 03 10 0225-000 520 120 253 6,595

PN 16 2 02 03 16 0225-000 520 120 253 8,932

250

PN 10 2 02 03 10 0250-000 550 130 275 8,995

PN 16 2 02 03 16 0250-000 550 130 275 11,290

PN 25 2 02 03 25 0250-000 550 130 275 16,000

280
PN 10 2 02 03 10 0280-000 590 145 290 11,520

PN 16 2 02 03 16 0280-000 590 145 290 15,005

315

PN 10 2 02 03 10 0315-000 670 155 325 17,285

PN 16 2 02 03 16 0315-000 670 155 325 22,400

PN 25 2 02 03 25 0315-000 670 155 325 31,000

355
PN 10 2 02 03 10 0355-000 730 155 360 21,807

PN 16 2 02 03 16 0355-000 730 155 360 29,785

400
PN 10 2 02 03 10 0400-000 785 155 395 30,550

PN 16 2 02 03 16 0400-000 785 155 395 41,510

450
PN 10 2 02 03 10 0450-000 890 175 445 44,000

PN 16 2 02 03 16 0450-000 890 175 445 62,000

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

560 PN 16 2 03 05 16 0560-000 1060 250 530 94,270

710
PN 10 2 03 05 10 0710-000 1210 250 605 113,062

PN 16 2 03 05 16 0710-000 1210 250 605 166,178

800
PN 10 2 03 05 10 0800-000 1300 250 650 151,561

PN 16 2 03 05 16 0800-000 1300 250 650 223,544

900
PN 10 2 03 05 10 0900-000 1500 300 750 222,435

PN 16 2 03 05 16 0900-000 1500 300 750 329,923

1000 PN 10 2 03 05 10 1000-000 1700 350 850 315,669

1200 PN 10 2 03 05 10 1200-000 1900 350 950 515,119

1400 PN 10 2 03 05 10 1400-000 2300 450 1150 830,564

1600 PN 10 2 03 05 10 1600-000 2600 550 1350 1.252,127

I

d

500
PN 10 2 02 03 10 0500-000 780 175 460 105 55,000

PN 16 2 02 03 16 0500-000 780 175 460 105 80,990

560 PN 10 2 02 03 10 0560-000 900 180 515 115 72,000

630
PN 10 2 02 03 10 0630-000 920 195 575 115 110,000

PN 16 2 02 03 16 0630-000 920 195 575 115 140,000

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

*500, 560 ve 630 çaplar "Kısa Tiptir"/ *The 500, 560 and 630 diameters are "short type"

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

560 PN 16 2 03 05 16 0560-000 1060 250 530 94,270

710
PN 10 2 03 05 10 0710-000 1210 250 605 113,062

PN 16 2 03 05 16 0710-000 1210 250 605 166,178

800
PN 10 2 03 05 10 0800-000 1300 250 650 151,561

PN 16 2 03 05 16 0800-000 1300 250 650 223,544

900
PN 10 2 03 05 10 0900-000 1500 300 750 222,435

PN 16 2 03 05 16 0900-000 1500 300 750 329,923

1000 PN 10 2 03 05 10 1000-000 1700 350 850 315,669

1200 PN 10 2 03 05 10 1200-000 1900 350 950 515,119

1400 PN 10 2 03 05 10 1400-000 2300 450 1150 830,564

1600 PN 10 2 03 05 10 1600-000 2600 550 1350 1.252,127

I

d

500
PN 10 2 02 03 10 0500-000 780 175 460 105 55,000

PN 16 2 02 03 16 0500-000 780 175 460 105 80,990

560 PN 10 2 02 03 10 0560-000 900 180 515 115 72,000

630
PN 10 2 02 03 10 0630-000 920 195 575 115 110,000

PN 16 2 02 03 16 0630-000 920 195 575 115 140,000

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

*500, 560 ve 630 çaplar "Kısa Tiptir"/ *The 500, 560 and 630 diameters are "short type"

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

560 PN 16 2 03 05 16 0560-000 1060 250 530 94,270

710
PN 10 2 03 05 10 0710-000 1210 250 605 113,062

PN 16 2 03 05 16 0710-000 1210 250 605 166,178

800
PN 10 2 03 05 10 0800-000 1300 250 650 151,561

PN 16 2 03 05 16 0800-000 1300 250 650 223,544

900
PN 10 2 03 05 10 0900-000 1500 300 750 222,435

PN 16 2 03 05 16 0900-000 1500 300 750 329,923

1000 PN 10 2 03 05 10 1000-000 1700 350 850 315,669

1200 PN 10 2 03 05 10 1200-000 1900 350 950 515,119

1400 PN 10 2 03 05 10 1400-000 2300 450 1150 830,564

1600 PN 10 2 03 05 10 1600-000 2600 550 1350 1.252,127

I

d

500
PN 10 2 02 03 10 0500-000 780 175 460 105 55,000

PN 16 2 02 03 16 0500-000 780 175 460 105 80,990

560 PN 10 2 02 03 10 0560-000 900 180 515 115 72,000

630
PN 10 2 02 03 10 0630-000 920 195 575 115 110,000

PN 16 2 02 03 16 0630-000 920 195 575 115 140,000

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

*500, 560 ve 630 çaplar "Kısa Tiptir"/ *The 500, 560 and 630 diameters are "short type"

PE 100  SDR 11(PN16) &  SDR 17(PN10)

157156 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



I

d-d1

32-20 PN 16 2 02 04 16 0032-020 165 55 80 55 0,060

32-25 PN 16 2 02 04 16 0032-025 165 55 80 55 0,070

40-20 PN 16 2 02 04 16 0040-020 190 55 95 55 0,117

40-32 PN 16 2 02 04 16 0040-032 190 55 95 55 0,123

50-25 PN 16 2 02 04 16 0050-025 205 55 95 65 0,171

50-32 PN 16 2 02 04 16 0050-032 205 55 95 65 0,175

63-25 PN 16 2 02 04 16 0063-025 200 55 95 65 0,230

63-32 PN 16 2 02 04 16 0063-032 200 55 95 65 0,223

63-40 PN 16 2 02 04 16 0063-040 200 55 95 65 0,232

63-50 PN 16 2 02 04 16 0063-050 200 55 95 65 0,255

75-32 PN 16 2 02 04 16 0075-032 260 50 105 70 0,298

75-50 PN 16 2 02 04 16 0075-050 260 50 105 70 0,450

75-63 PN 16 2 02 04 16 0075-063 260 50 105 70 0,480

90-20 PN 16 2 02 04 16 0090-020 270 50 110 80 0,635

90-25 PN 16 2 02 04 16 0090-025 270 50 110 80 0,639

90-32 PN 16 2 02 04 16 0090-032 270 55 120 80 0,652

90-40 PN 16 2 02 04 16 0090-040 270 55 120 80 0,665

90-50 PN 16 2 02 04 16 0090-050 295 55 120 80 0,753

90-63 PN 16 2 02 04 16 0090-063 270 65 125 80 0,695

90-75 PN 16 2 02 04 16 0090-075 295 65 125 80 0,830

110-25
PN 10 2 02 04 10 0110-025 250 60 130 80 0,625

PN 16 2 02 04 16 0110-025 250 60 130 80 0,844

110-32
PN 10 2 02 04 10 0110-032 250 60 130 80 0,615

PN 16 2 02 04 16 0110-032 250 60 130 80 0,852

110-40
PN 10 2 02 04 10 0110-040 250 60 130 80 0,645

PN 16 2 02 04 16 0110-040 250 60 130 80 0,850

110-50
PN 10 2 02 04 10 0110-050 250 60 130 80 0,651

PN 16 2 02 04 16 0110-050 250 60 130 80 0,861

110-63
PN 10 2 02 04 10 0110-063 250 60 130 80 0,688

PN 16 2 02 04 16 0110-063 250 60 130 80 0,900

  110-75   
PN 10 2 02 04 10 0110-075 315 70 140 80 0,840

PN 16 2 02 04 16 0110-075 315 70 140 80 1,140

110-90
PN 10 2 02 04 10 0110-090 315 80 155 85 0,857

PN 16 2 02 04 16 0110-090 315 80 155 85 1,220

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

32-20 PN 16 2 02 04 16 0032-020 165 55 80 55 0,060

32-25 PN 16 2 02 04 16 0032-025 165 55 80 55 0,070

40-20 PN 16 2 02 04 16 0040-020 190 55 95 55 0,117

40-32 PN 16 2 02 04 16 0040-032 190 55 95 55 0,123

50-25 PN 16 2 02 04 16 0050-025 205 55 95 65 0,171

50-32 PN 16 2 02 04 16 0050-032 205 55 95 65 0,175

63-25 PN 16 2 02 04 16 0063-025 200 55 95 65 0,230

63-32 PN 16 2 02 04 16 0063-032 200 55 95 65 0,223

63-40 PN 16 2 02 04 16 0063-040 200 55 95 65 0,232

63-50 PN 16 2 02 04 16 0063-050 200 55 95 65 0,255

75-32 PN 16 2 02 04 16 0075-032 260 50 105 70 0,298

75-50 PN 16 2 02 04 16 0075-050 260 50 105 70 0,450

75-63 PN 16 2 02 04 16 0075-063 260 50 105 70 0,480

90-20 PN 16 2 02 04 16 0090-020 270 50 110 80 0,635

90-25 PN 16 2 02 04 16 0090-025 270 50 110 80 0,639

90-32 PN 16 2 02 04 16 0090-032 270 55 120 80 0,652

90-40 PN 16 2 02 04 16 0090-040 270 55 120 80 0,665

90-50 PN 16 2 02 04 16 0090-050 295 55 120 80 0,753

90-63 PN 16 2 02 04 16 0090-063 270 65 125 80 0,695

90-75 PN 16 2 02 04 16 0090-075 295 65 125 80 0,830

110-25
PN 10 2 02 04 10 0110-025 250 60 130 80 0,625

PN 16 2 02 04 16 0110-025 250 60 130 80 0,844

110-32
PN 10 2 02 04 10 0110-032 250 60 130 80 0,615

PN 16 2 02 04 16 0110-032 250 60 130 80 0,852

110-40
PN 10 2 02 04 10 0110-040 250 60 130 80 0,645

PN 16 2 02 04 16 0110-040 250 60 130 80 0,850

110-50
PN 10 2 02 04 10 0110-050 250 60 130 80 0,651

PN 16 2 02 04 16 0110-050 250 60 130 80 0,861

110-63
PN 10 2 02 04 10 0110-063 250 60 130 80 0,688

PN 16 2 02 04 16 0110-063 250 60 130 80 0,900

  110-75   
PN 10 2 02 04 10 0110-075 315 70 140 80 0,840

PN 16 2 02 04 16 0110-075 315 70 140 80 1,140

110-90
PN 10 2 02 04 10 0110-090 315 80 155 85 0,857

PN 16 2 02 04 16 0110-090 315 80 155 85 1,220

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

125-32 PN 16 2 02 04 16 0125-032 360 50 125 95 1,610

125-63
PN 10 2 02 04 10 0125-063 360 60 140 95 1,238

PN 16 2 02 04 16 0125-063 360 60 140 95 1,640

125-90 PN 16 2 02 04 16 0125-090 360 90 160 95 1,756

125-110
PN 10 2 02 04 10 0125-110 360 80 160 95 1,410

PN 16 2 02 04 16 0125-110 360 80 160 95 1,863

140-63
PN 10 2 02 04 10 0140-063 395 60 165 100 1,790

PN 16 2 02 04 16 0140-063 395 60 165 100 2,300

140-90
PN 10 2 09 06 10 0140-090 395 80 165 100 1,825

PN 16 2 02 04 16 0140-090 395 80 165 100 2,360

140-110
PN 10 2 02 04 10 0140-110 395 80 165 100 1,830

PN 16 2 02 04 16 0140-110 395 80 165 100 2,435

160-25 PN 16 2 02 04 16 0160-025 320 45 155 100 2,279

160-32
PN 10 2 02 04 10 0160-032 320 45 155 100 1,625

PN 16 2 02 04 16 0160-032 320 45 155 100 2,270

160-50
PN 10 2 02 04 10 0160-050 320 65 160 100 1,600

PN 16 2 02 04 16 0160-050 320 65 160 100 2,200

160-63
PN 10 2 02 04 10 0160-063 320 65 170 100 1,663

PN 16 2 02 04 16 0160-063 320 65 170 100 2,315

160-75
PN 10 2 02 04 10 0160-075 320 65 160 100 1,659

PN 16 2 02 04 16 0160-075 320 65 160 100 2,355

160-90
PN 10 2 02 04 10 0160-090 320 70 165 100 1,700

PN 16 2 02 04 16 0160-090 320 70 165 100 2,360

160-110
PN 10 2 02 04 10 0160-110 320 85 190 100 1,800

PN 16 2 02 04 16 0160-110 320 85 190 100 2,520

160-140
PN 10 2 02 04 10 0160-140 320 95 190 100 1,800

PN 16 2 02 04 16 0160-140 320 95 190 100 2,000

180-90
PN 10 2 02 04 10 0180-090 455 90 195 105 3,300

PN 16 2 02 04 16 0180-090 455 90 195 105 4,435

180-110
PN 10 2 02 04 10 0180-110 455 100 210 105 3,390

PN 16 2 02 04 16 0180-110 455 100 210 105 4,652

180-125 PN 16 2 02 04 16 0180-125 455 100 210 105 4,587

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

125-32 PN 16 2 02 04 16 0125-032 360 50 125 95 1,610

125-63
PN 10 2 02 04 10 0125-063 360 60 140 95 1,238

PN 16 2 02 04 16 0125-063 360 60 140 95 1,640

125-90 PN 16 2 02 04 16 0125-090 360 90 160 95 1,756

125-110
PN 10 2 02 04 10 0125-110 360 80 160 95 1,410

PN 16 2 02 04 16 0125-110 360 80 160 95 1,863

140-63
PN 10 2 02 04 10 0140-063 395 60 165 100 1,790

PN 16 2 02 04 16 0140-063 395 60 165 100 2,300

140-90
PN 10 2 09 06 10 0140-090 395 80 165 100 1,825

PN 16 2 02 04 16 0140-090 395 80 165 100 2,360

140-110
PN 10 2 02 04 10 0140-110 395 80 165 100 1,830

PN 16 2 02 04 16 0140-110 395 80 165 100 2,435

160-25 PN 16 2 02 04 16 0160-025 320 45 155 100 2,279

160-32
PN 10 2 02 04 10 0160-032 320 45 155 100 1,625

PN 16 2 02 04 16 0160-032 320 45 155 100 2,270

160-50
PN 10 2 02 04 10 0160-050 320 65 160 100 1,600

PN 16 2 02 04 16 0160-050 320 65 160 100 2,200

160-63
PN 10 2 02 04 10 0160-063 320 65 170 100 1,663

PN 16 2 02 04 16 0160-063 320 65 170 100 2,315

160-75
PN 10 2 02 04 10 0160-075 320 65 160 100 1,659

PN 16 2 02 04 16 0160-075 320 65 160 100 2,355

160-90
PN 10 2 02 04 10 0160-090 320 70 165 100 1,700

PN 16 2 02 04 16 0160-090 320 70 165 100 2,360

160-110
PN 10 2 02 04 10 0160-110 320 85 190 100 1,800

PN 16 2 02 04 16 0160-110 320 85 190 100 2,520

160-140
PN 10 2 02 04 10 0160-140 320 95 190 100 1,800

PN 16 2 02 04 16 0160-140 320 95 190 100 2,000

180-90
PN 10 2 02 04 10 0180-090 455 90 195 105 3,300

PN 16 2 02 04 16 0180-090 455 90 195 105 4,435

180-110
PN 10 2 02 04 10 0180-110 455 100 210 105 3,390

PN 16 2 02 04 16 0180-110 455 100 210 105 4,652

180-125 PN 16 2 02 04 16 0180-125 455 100 210 105 4,587

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

159158 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



I

d-d1

200-50 PN 16 2 02 04 16 0200-050 420 60 200 110 4,700

200-63
PN 10 2 02 04 16 0200-063 420 60 200 110 3,400

PN 16 2 02 04 16 0200-063 420 60 200 110 4,750

200-75
PN 10 2 02 04 10 0200-075 420 70 200 110 3,400

PN 16 2 02 04 16 0200-075 420 70 200 110 4,800

200-90
PN 10 2 02 04 10 0200-090 420 85 220 110 3,700

PN 16 2 02 04 16 0200-090 420 85 220 110 5,050

200-110
PN 10 2 02 04 10 0200-110 420 80 215 110 3,800

PN 16 2 02 04 16 0200-110 420 80 215 110 5,000

200-125
PN 10 2 02 04 10 0200-125 420 100 230 110 3,550

PN 16 2 02 04 16 0200-125 420 100 230 110 5,100

200-160
PN 10 2 02 04 10 0200-160 420 100 230 110 4,050

PN 16 2 02 04 16 0200-160 420 100 230 110 5,400

200-180 PN 16 2 02 04 16 0200-180 420 110 250 110 7,360

225-90
PN 10 2 02 04 10 0225-090 425 80 225 115 4,350

PN 16 2 02 04 16 0225-090 425 80 225 115 6,200

225-110
PN 10 2 02 04 10 0225-110 425 80 225 115 4,310

PN 16 2 02 04 16 0225-110 425 80 225 115 6,250

225-125
PN 10 2 02 04 10 0225-125 425 100 240 115 4,450

PN 16 2 02 04 16 0225-125 425 100 240 115 6,000

225-160
PN 10 2 02 04 10 0225-160 425 100 240 115 4,850

PN 16 2 02 04 16 0225-160 425 100 240 115 6,600

250-50 PN 16 2 02 04 16 0250-050 455 65 230 130 7,700

250-63 PN 16 2 02 04 16 0250-063 455 65 230 130 7,750

250-90
PN 10 2 02 04 10 0250-090 455 80 245 130 5,900

PN 16 2 02 04 16 0250-090 455 80 245 130 7,950

250-110

PN 10 2 02 04 10 0250-110 455 80 240 130 5,470

PN 16 2 02 04 16 0250-110 455 80 240 130 8,000

PN 20 2 02 04 20 0250-110 455 80 240 130 11,000

250-125
PN 10 2 02 04 10 0250-125 455 95 260 130 5,800

PN 16 2 02 04 16 0250-125 455 95 260 130 8,250

250-140 PN 10 2 02 04 10 0250-140 455 95 240 130 5,530

250-160

PN 10 2 02 04 10 0250-160 455 100 250 130 6,150

PN 16 2 02 04 16 0250-160 455 100 250 130 8,200

PN 25 2 02 04 25 0250-160 555 100 250 130 13,750

250-200

PN 10 2 02 04 10 0250-200 555 110 255 130 8,310

PN 16 2 02 04 16 0250-200 555 110 255 130 10,440

PN 25 2 02 04 25 0250-200 555 110 255 130 14,700

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

200-50 PN 16 2 02 04 16 0200-050 420 60 200 110 4,700

200-63
PN 10 2 02 04 16 0200-063 420 60 200 110 3,400

PN 16 2 02 04 16 0200-063 420 60 200 110 4,750

200-75
PN 10 2 02 04 10 0200-075 420 70 200 110 3,400

PN 16 2 02 04 16 0200-075 420 70 200 110 4,800

200-90
PN 10 2 02 04 10 0200-090 420 85 220 110 3,700

PN 16 2 02 04 16 0200-090 420 85 220 110 5,050

200-110
PN 10 2 02 04 10 0200-110 420 80 215 110 3,800

PN 16 2 02 04 16 0200-110 420 80 215 110 5,000

200-125
PN 10 2 02 04 10 0200-125 420 100 230 110 3,550

PN 16 2 02 04 16 0200-125 420 100 230 110 5,100

200-160
PN 10 2 02 04 10 0200-160 420 100 230 110 4,050

PN 16 2 02 04 16 0200-160 420 100 230 110 5,400

200-180 PN 16 2 02 04 16 0200-180 420 110 250 110 7,360

225-90
PN 10 2 02 04 10 0225-090 425 80 225 115 4,350

PN 16 2 02 04 16 0225-090 425 80 225 115 6,200

225-110
PN 10 2 02 04 10 0225-110 425 80 225 115 4,310

PN 16 2 02 04 16 0225-110 425 80 225 115 6,250

225-125
PN 10 2 02 04 10 0225-125 425 100 240 115 4,450

PN 16 2 02 04 16 0225-125 425 100 240 115 6,000

225-160
PN 10 2 02 04 10 0225-160 425 100 240 115 4,850

PN 16 2 02 04 16 0225-160 425 100 240 115 6,600

250-50 PN 16 2 02 04 16 0250-050 455 65 230 130 7,700

250-63 PN 16 2 02 04 16 0250-063 455 65 230 130 7,750

250-90
PN 10 2 02 04 10 0250-090 455 80 245 130 5,900

PN 16 2 02 04 16 0250-090 455 80 245 130 7,950

250-110

PN 10 2 02 04 10 0250-110 455 80 240 130 5,470

PN 16 2 02 04 16 0250-110 455 80 240 130 8,000

PN 20 2 02 04 20 0250-110 455 80 240 130 11,000

250-125
PN 10 2 02 04 10 0250-125 455 95 260 130 5,800

PN 16 2 02 04 16 0250-125 455 95 260 130 8,250

250-140 PN 10 2 02 04 10 0250-140 455 95 240 130 5,530

250-160

PN 10 2 02 04 10 0250-160 455 100 250 130 6,150

PN 16 2 02 04 16 0250-160 455 100 250 130 8,200

PN 25 2 02 04 25 0250-160 555 100 250 130 13,750

250-200

PN 10 2 02 04 10 0250-200 555 110 255 130 8,310

PN 16 2 02 04 16 0250-200 555 110 255 130 10,440

PN 25 2 02 04 25 0250-200 555 110 255 130 14,700

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

280-110

PN 10 2 02 04 10 0280-110 460 85 250 150 8,080

PN 16 2 02 04 16 0280-110 460 85 250 150 10,865

PN 20 2 02 04 20 0280-110 460 85 250 150 11,650

280-160

PN 10 2 02 04 10 0280-160 460 90 260 150 10,060

PN 16 2 02 04 16 0280-160 460 90 260 150 11,135

PN 20 2 02 04 20 0280-160 460 90 260 150 12,600

280-200
PN 10 2 02 04 10 0280-200 590 115 275 135 10,180

PN 16 2 02 04 16 0280-200 590 115 275 135 13,580

315-90
PN 10 2 02 04 10 0315-090 510 80 265 140 9,760

PN 16 2 02 04 16 0315-090 510 80 265 140 13,900

315-110
PN 10 2 02 04 10 0315-110 510 80 265 140 10,345

PN 16 2 02 04 16 0315-110 510 80 265 140 13,907

315-140 PN 10 2 02 04 10 0315-140 510 95 285 140 10,200

315-160

PN 10 2 02 04 10 0315-160 510 100 290 140 10,150

PN 16 2 02 04 16 0315-160 510 100 290 140 14,650

PN 20 2 02 04 20 0315-160 510 100 290 140 17,000

315-200
PN 10 2 02 04 10 0315-200 510 120 305 140 10,600

PN 16 2 02 04 16 0315-200 510 120 305 140 14,750

315-225 PN 10 2 02 04 10 0315-225 670 110 315 145 14,600

315-250
PN 10 2 02 04 10 0315-250 665 125 315 145 15,485

PN 16 2 02 04 16 0315-250 665 125 315 145 20,070

355-110
PN 10 2 02 04 10 0355-110 430 85 290 130 10,900

PN 16 2 02 04 16 0355-110 430 85 290 130 14,840

355-160
PN 10 2 02 04 10 0355-160 430 100 300 130 11,330

PN 16 2 02 04 16 0355-160 430 100 300 130 15,497

355-250
PN 10 2 02 04 10 0355-250 580 150 325 120 15,500

PN 16 2 02 04 16 0355-250 580 150 325 120 21,600

400-110
PN 10 2 02 04 10 0400-110 485 85 315 155 16,325

PN 16 2 02 04 16 0400-110 485 85 315 155 21,787

400-160
PN 10 2 02 04 10 0400-160 485 100 330 145 16,530

PN 16 2 02 04 16 0400-160 485 100 330 145 22,825

400-250
PN 10 2 02 04 10 0400-250 630 150 350 160 20,500

PN 16 2 02 04 16 0400-250 630 150 350 160 28,700

400-315
PN 10 2 02 04 10 0400-315 790 135 370 180 28,585

PN 16 2 02 04 16 0400-315 790 135 370 180 38,000

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

280-110

PN 10 2 02 04 10 0280-110 460 85 250 150 8,080

PN 16 2 02 04 16 0280-110 460 85 250 150 10,865

PN 20 2 02 04 20 0280-110 460 85 250 150 11,650

280-160

PN 10 2 02 04 10 0280-160 460 90 260 150 10,060

PN 16 2 02 04 16 0280-160 460 90 260 150 11,135

PN 20 2 02 04 20 0280-160 460 90 260 150 12,600

280-200
PN 10 2 02 04 10 0280-200 590 115 275 135 10,180

PN 16 2 02 04 16 0280-200 590 115 275 135 13,580

315-90
PN 10 2 02 04 10 0315-090 510 80 265 140 9,760

PN 16 2 02 04 16 0315-090 510 80 265 140 13,900

315-110
PN 10 2 02 04 10 0315-110 510 80 265 140 10,345

PN 16 2 02 04 16 0315-110 510 80 265 140 13,907

315-140 PN 10 2 02 04 10 0315-140 510 95 285 140 10,200

315-160

PN 10 2 02 04 10 0315-160 510 100 290 140 10,150

PN 16 2 02 04 16 0315-160 510 100 290 140 14,650

PN 20 2 02 04 20 0315-160 510 100 290 140 17,000

315-200
PN 10 2 02 04 10 0315-200 510 120 305 140 10,600

PN 16 2 02 04 16 0315-200 510 120 305 140 14,750

315-225 PN 10 2 02 04 10 0315-225 670 110 315 145 14,600

315-250
PN 10 2 02 04 10 0315-250 665 125 315 145 15,485

PN 16 2 02 04 16 0315-250 665 125 315 145 20,070

355-110
PN 10 2 02 04 10 0355-110 430 85 290 130 10,900

PN 16 2 02 04 16 0355-110 430 85 290 130 14,840

355-160
PN 10 2 02 04 10 0355-160 430 100 300 130 11,330

PN 16 2 02 04 16 0355-160 430 100 300 130 15,497

355-250
PN 10 2 02 04 10 0355-250 580 150 325 120 15,500

PN 16 2 02 04 16 0355-250 580 150 325 120 21,600

400-110
PN 10 2 02 04 10 0400-110 485 85 315 155 16,325

PN 16 2 02 04 16 0400-110 485 85 315 155 21,787

400-160
PN 10 2 02 04 10 0400-160 485 100 330 145 16,530

PN 16 2 02 04 16 0400-160 485 100 330 145 22,825

400-250
PN 10 2 02 04 10 0400-250 630 150 350 160 20,500

PN 16 2 02 04 16 0400-250 630 150 350 160 28,700

400-315
PN 10 2 02 04 10 0400-315 790 135 370 180 28,585

PN 16 2 02 04 16 0400-315 790 135 370 180 38,000

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

161160 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



I

d-d1

25-20 PN 16 2 09 06 16 0025-020 155 35 110 50 0,053

40-25 PN 16 2 09 06 16 0040-025 190 50 120 60 0,137

50-20 PN 16 2 09 06 16 0050-020 210 35 105 60 0,177

50-40 PN 16 2 09 06 16 0050-040 225 45 135 65 0,249

63-20 PN 16 2 09 06 16 0063-020 200 35 111 65 0,236

75-20 PN 16 2 09 06 16 0075-020 187 40 152 64 0,309

75-25 PN 16 2 09 06 16 0075-025 187 50 137 64 0,313

75-40 PN 16 2 09 06 16 0075-040 260 45 147 70 0,491

110-20
PN 10 2 09 06 10 0110-020 250 55 150 80 0,629

PN 16 2 09 06 16 0110-020 250 55 150 80 0,848

125-25
PN 10 2 09 06 10 0125-025 360 45 180 95 1,271

PN 16 2 09 06 16 0125-025 360 45 180 95 1,623

125-40
PN 10 2 09 06 10 0125-040 360 45 195 95 1,270

PN 16 2 09 06 16 0125-040 360 45 195 95 1,659

125-50
PN 10 2 09 06 10 0125-050 360 45 185 95 1,275

PN 16 2 09 06 16 0125-040 360 45 185 95 1,664

125-75
PN 10 2 09 06 10 0125-075 360 85 225 95 1,540

PN 16 2 09 06 16 0125-075 360 85 225 95 1,934

140-25
PN 10 2 09 06 10 0140-025 395 45 215 100 1,824

PN 16 2 09 06 16 0140-025 395 45 215 100 2,321

140-32
PN 10 2 09 06 10 0140-032 395 45 215 100 1,809

PN 16 2 09 06 16 0140-032 395 45 215 100 2,306

140-40
PN 10 2 09 06 10 0140-040 395 45 220 100 1,823

PN 16 2 09 06 16 0140-040 395 45 220 100 2,320

140-50
PN 10 2 09 06 10 0140-050 395 45 210 100 1,827

PN 16 2 09 06 16 0140-050 395 45 210 100 2,324

140-75
PN 10 2 09 06 10 0140-075 395 65 230 95 1,939

PN 16 2 09 06 16 0140-075 395 65 230 95 2,434

140-125
PN 10 2 09 06 10 0140-125 390 80 250 100 2,243

PN 16 2 09 06 16 0140-125 390 80 250 100 2,912

160-20
PN 10 2 09 06 10 0160-020 320 40 210 95 1,640

PN 16 2 09 06 16 0160-020 320 40 210 95 2,283

160-40
PN 10 2 09 06 10 0160-040 320 45 195 95 1,702

PN 16 2 09 06 16 0160-040 320 45 195 95 2,333

160-125
PN 10 2 09 06 10 0160-125 400 80 235 100 2,990

PN 16 2 09 06 16 0160-125 400 80 235 100 3,930

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

180-25
PN 10 2 09 06 10 0180-025 455 41 240 105 3,420

PN 16 2 09 06 16 0180-025 455 41 240 105 4,522

180-32
PN 10 2 09 06 10 0180-032 455 55 245 105 3,372

PN 16 2 09 06 16 0180-032 455 55 245 105 4,557

180-40
PN 10 2 09 06 10 0180-040 455 45 200 105 4,150

PN 16 2 09 06 16 0180-040 455 45 200 105 4,363

180-50
PN 10 2 09 06 10 0180-050 455 50 230 105 4,250

PN 16 2 09 06 16 0180-050 455 50 230 105 4,424

180-63
PN 10  2 09 06 10 0180-063 455 55 235 105 4,250

PN 16  2 09 06 16 0180-063 455 55 235 105 4,465

180-75
PN 10  2 09 06 10 0180-075 455 65 230 105 4,300

PN 16  2 09 06 16 0180-075 455 65 230 105 4,478

180-140
PN 10  2 09 06 10 0180-140 455 90 275 105 4,372

PN 16  2 09 06 16 0180-140 455 90 275 105 6,134

180-160
PN 10  2 09 06 10 0180-160 455 90 270 105 4,468

PN 16  2 09 06 16 0180-160 455 90 270 105 6,272

200-25 PN 10 2 09 06 10 0200-025 420 45 245 110 3,432

200-32 PN 10 2 09 06 10 0200-032 420 45 245 110 3,417

200-40 PN 10 2 09 06 10 0200-040 420 45 250 110 3,432

200-140
PN 10  2 09 06 10 0200-140 420 85 300 110 4,216

PN 16  2 09 06 16 0200-140 420 85 300 110 5,676

225-20 PN 10 2 09 06 10 0225-020 425 35 335 115 4,323

225-25 PN 10 2 09 06 10 0225-025 425 40 295 115 4,316

225-32 PN 10 2 09 06 10 0225-032 425 55 280 115 4,304

225-40 PN 10 2 09 06 10 0225-040 425 45 335 115 4,316

225-50
PN 10  2 09 06 10 0225-050 410 55 252 110 4,345

PN 16  2 09 06 16 0225-050 410 55 252 110 6,127

225-63
PN 10  2 09 06 10 0225-063 410 55 252 110 4,344

PN 16  2 09 06 16 0225-063 410 55 252 110 6,174

225-75
PN 10  2 09 06 10 0225-075 410 85 257 110 4,508

PN 16  2 09 06 16 0225-075 410 85 257 110 6,206

225-140
PN 10  2 09 06 10 0225-140 425 85 310 115 5,715

PN 16  2 09 06 16 0225-140 425 85 310 115 6,876

225-180
PN 10  2 09 06 10 0225-180 520 105 317 120 7,449

PN 16  2 09 06 16 0225-180 520 105 317 120 9,300

225-200
PN 10  2 09 06 10 0225-200 520 110 323 120 7,089

PN 16  2 09 06 16 0225-200 520 110 323 120 9,704

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

25-20 PN 16 2 09 06 16 0025-020 155 35 110 50 0,053

40-25 PN 16 2 09 06 16 0040-025 190 50 120 60 0,137

50-20 PN 16 2 09 06 16 0050-020 210 35 105 60 0,177

50-40 PN 16 2 09 06 16 0050-040 225 45 135 65 0,249

63-20 PN 16 2 09 06 16 0063-020 200 35 111 65 0,236

75-20 PN 16 2 09 06 16 0075-020 187 40 152 64 0,309

75-25 PN 16 2 09 06 16 0075-025 187 50 137 64 0,313

75-40 PN 16 2 09 06 16 0075-040 260 45 147 70 0,491

110-20
PN 10 2 09 06 10 0110-020 250 55 150 80 0,629

PN 16 2 09 06 16 0110-020 250 55 150 80 0,848

125-25
PN 10 2 09 06 10 0125-025 360 45 180 95 1,271

PN 16 2 09 06 16 0125-025 360 45 180 95 1,623

125-40
PN 10 2 09 06 10 0125-040 360 45 195 95 1,270

PN 16 2 09 06 16 0125-040 360 45 195 95 1,659

125-50
PN 10 2 09 06 10 0125-050 360 45 185 95 1,275

PN 16 2 09 06 16 0125-040 360 45 185 95 1,664

125-75
PN 10 2 09 06 10 0125-075 360 85 225 95 1,540

PN 16 2 09 06 16 0125-075 360 85 225 95 1,934

140-25
PN 10 2 09 06 10 0140-025 395 45 215 100 1,824

PN 16 2 09 06 16 0140-025 395 45 215 100 2,321

140-32
PN 10 2 09 06 10 0140-032 395 45 215 100 1,809

PN 16 2 09 06 16 0140-032 395 45 215 100 2,306

140-40
PN 10 2 09 06 10 0140-040 395 45 220 100 1,823

PN 16 2 09 06 16 0140-040 395 45 220 100 2,320

140-50
PN 10 2 09 06 10 0140-050 395 45 210 100 1,827

PN 16 2 09 06 16 0140-050 395 45 210 100 2,324

140-75
PN 10 2 09 06 10 0140-075 395 65 230 95 1,939

PN 16 2 09 06 16 0140-075 395 65 230 95 2,434

140-125
PN 10 2 09 06 10 0140-125 390 80 250 100 2,243

PN 16 2 09 06 16 0140-125 390 80 250 100 2,912

160-20
PN 10 2 09 06 10 0160-020 320 40 210 95 1,640

PN 16 2 09 06 16 0160-020 320 40 210 95 2,283

160-40
PN 10 2 09 06 10 0160-040 320 45 195 95 1,702

PN 16 2 09 06 16 0160-040 320 45 195 95 2,333

160-125
PN 10 2 09 06 10 0160-125 400 80 235 100 2,990

PN 16 2 09 06 16 0160-125 400 80 235 100 3,930

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

180-25
PN 10 2 09 06 10 0180-025 455 41 240 105 3,420

PN 16 2 09 06 16 0180-025 455 41 240 105 4,522

180-32
PN 10 2 09 06 10 0180-032 455 55 245 105 3,372

PN 16 2 09 06 16 0180-032 455 55 245 105 4,557

180-40
PN 10 2 09 06 10 0180-040 455 45 200 105 4,150

PN 16 2 09 06 16 0180-040 455 45 200 105 4,363

180-50
PN 10 2 09 06 10 0180-050 455 50 230 105 4,250

PN 16 2 09 06 16 0180-050 455 50 230 105 4,424

180-63
PN 10  2 09 06 10 0180-063 455 55 235 105 4,250

PN 16  2 09 06 16 0180-063 455 55 235 105 4,465

180-75
PN 10  2 09 06 10 0180-075 455 65 230 105 4,300

PN 16  2 09 06 16 0180-075 455 65 230 105 4,478

180-140
PN 10  2 09 06 10 0180-140 455 90 275 105 4,372

PN 16  2 09 06 16 0180-140 455 90 275 105 6,134

180-160
PN 10  2 09 06 10 0180-160 455 90 270 105 4,468

PN 16  2 09 06 16 0180-160 455 90 270 105 6,272

200-25 PN 10 2 09 06 10 0200-025 420 45 245 110 3,432

200-32 PN 10 2 09 06 10 0200-032 420 45 245 110 3,417

200-40 PN 10 2 09 06 10 0200-040 420 45 250 110 3,432

200-140
PN 10  2 09 06 10 0200-140 420 85 300 110 4,216

PN 16  2 09 06 16 0200-140 420 85 300 110 5,676

225-20 PN 10 2 09 06 10 0225-020 425 35 335 115 4,323

225-25 PN 10 2 09 06 10 0225-025 425 40 295 115 4,316

225-32 PN 10 2 09 06 10 0225-032 425 55 280 115 4,304

225-40 PN 10 2 09 06 10 0225-040 425 45 335 115 4,316

225-50
PN 10  2 09 06 10 0225-050 410 55 252 110 4,345

PN 16  2 09 06 16 0225-050 410 55 252 110 6,127

225-63
PN 10  2 09 06 10 0225-063 410 55 252 110 4,344

PN 16  2 09 06 16 0225-063 410 55 252 110 6,174

225-75
PN 10  2 09 06 10 0225-075 410 85 257 110 4,508

PN 16  2 09 06 16 0225-075 410 85 257 110 6,206

225-140
PN 10  2 09 06 10 0225-140 425 85 310 115 5,715

PN 16  2 09 06 16 0225-140 425 85 310 115 6,876

225-180
PN 10  2 09 06 10 0225-180 520 105 317 120 7,449

PN 16  2 09 06 16 0225-180 520 105 317 120 9,300

225-200
PN 10  2 09 06 10 0225-200 520 110 323 120 7,089

PN 16  2 09 06 16 0225-200 520 110 323 120 9,704

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

163162 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



I

d-d1

250-25 PN 10 2 09 06 10 0250-025 455 40 310 130 5,476

250-32 PN 10 2 09 06 10 0250-032 455 55 295 130 5,464

250-40 PN 10 2 09 06 10 0250-040 455 45 350 130 5,475

250-75
PN 10  2 09 06 10 0250-075 450 85 270 130 5,668

PN 16  2 09 06 16 0250-075 450 85 270 130 7,882

250-140 PN 16 2 09 06 16 0250-140 455 85 320 130 8,476

250-180
PN 10  2 09 06 10 0250-180 555 90 320 135 8,601

PN 16  2 09 06 16 0250-180 555 90 320 135 10,859

250-225
PN 10  2 09 06 10 0250-225 550 125 360 130 10,620

PN 16  2 09 06 16 0250-225 550 125 360 130 12,850

280-25 PN 10 2 09 06 10 0280-025 460 40 315 155 8,086

280-32 PN 10 2 09 06 10 0280-032 460 55 300 155 8,074

280-40 PN 10 2 09 06 10 0280-040 460 45 355 155 8,085

280-50
PN 10  2 09 06 10 0280-050 460 55 280 155 8,104

PN 16  2 09 06 16 0280-050 460 55 280 155 10,842

280-63
PN 10  2 09 06 10 0280-063 460 55 280 155 8,103

PN 16  2 09 06 16 0280-063 460 55 280 155 10,889

280-75
PN 10  2 09 06 10 0280-075 460 85 285 155 8,267

PN 16  2 09 06 16 0280-075 460 85 285 155 10,921

280-90
PN 10  2 09 06 10 0280-090 460 80 285 155 8,166

PN 16  2 09 06 16 0280-090 460 80 285 155 10,983

280-125
PN 10  2 09 06 10 0280-125 460 80 295 150 10,178

PN 16  2 09 06 16 0280-125 460 80 295 150 11,275

280-140
PN 10  2 09 06 10 0280-140 460 90 305 150 10,211

PN 16  2 09 06 16 0280-140 460 90 305 150 11,391

280-180
PN 10  2 09 06 10 0280-180 590 90 310 135 10,435

PN 16  2 09 06 16 0280-180 590 90 310 135 13,999

280-225
PN 10  2 09 06 10 0280-225 590 125 380 145 13,679

PN 16  2 09 06 16 0280-225 590 125 380 145 17,241

280-250
PN 10  2 09 06 10 0280-250 590 120 365 145 13,410

PN 16  2 09 06 16 0280-250 590 120 365 145 16,897

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

315-20 PN 10 2 09 06 10 0315-020 510 45 370 140 10,323

315-25 PN 10 2 09 06 10 0315-025 510 40 335 140 10,351

315-32 PN 10 2 09 06 10 0315-032 510 55 320 140 10,339

315-40
PN 10 2 09 06 10 0315-040 510 45 375 140 10,350

PN 16 2 09 06 16 0315-040 510 45 375 140 13,986

315-50
PN 10  2 09 06 10 0315-050 510 60 325 140 10,380

PN 16  2 09 06 16 0315-050 510 60 325 140 13,900

315-63
PN 10  2 09 06 10 0315-063 510 90 335 140 10,379

PN 16  2 09 06 16 0315-063 510 90 335 140 13,947

315-75
PN 10  2 09 06 10 0315-075 510 85 330 140 10,475

PN 16  2 09 06 16 0315-075 510 85 330 140 13,979

315-125
PN 10  2 09 06 10 0315-125 510 80 312 140 10,381

PN 16  2 09 06 16 0315-125 510 80 312 140 14,777

315-140 PN 16  2 09 06 16 0315-140 515 85 317 135 14,893

315-180
PN 10  2 09 06 10 0315-180 510 90 360 140 10,820

PN 16  2 09 06 16 0315-180 510 90 360 140 15,065

315-225 PN 16  2 09 06 16 0315-225 665 125 392 145 21,063

315-280
PN 10  2 09 06 10 0315-280 670 130 405 155 18,860

PN 16  2 09 06 16 0315-280 670 130 405 155 23,309

355-25 PN 10 2 09 06 10 0355-025 430 40 355 135 10,906

355-32 PN 10 2 09 06 10 0355-032 430 55 340 135 10,894

355-40 PN 10 2 09 06 10 0355-040 430 45 345 135 10,905

355-50
PN 10  2 09 06 10 0355-050 430 60 345 135 10,924

PN 16  2 09 06 16 0355-050 430 60 345 135 14,817

355-63
PN 10  2 09 06 10 0355-063 430 67 357 135 10,923

PN 16  2 09 06 16 0355-063 430 67 357 135 14,864

355-75
PN 10  2 09 06 10 0355-075 430 85 322 135 11,087

PN 16  2 09 06 16 0355-075 430 85 322 135 14,896

355-90
PN 10  2 09 06 10 0355-090 430 80 322 135 10,986

PN 16  2 09 06 16 0355-090 430 80 322 135 14,958

355-125
PN 10  2 09 06 10 0355-125 430 80 332 130 11,439

PN 16  2 09 06 16 0355-125 430 80 332 130 15,624

355-140
PN 10  2 09 06 10 0355-140 430 80 332 130 11,472

PN 16  2 09 06 16 0355-140 430 80 332 130 15,740

355-180
PN 10  2 09 06 10 0355-180 720 100 392 145 17,027

PN 16  2 09 06 16 0355-180 720 100 392 145 22,009

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

250-25 PN 10 2 09 06 10 0250-025 455 40 310 130 5,476

250-32 PN 10 2 09 06 10 0250-032 455 55 295 130 5,464

250-40 PN 10 2 09 06 10 0250-040 455 45 350 130 5,475

250-75
PN 10  2 09 06 10 0250-075 450 85 270 130 5,668

PN 16  2 09 06 16 0250-075 450 85 270 130 7,882

250-140 PN 16 2 09 06 16 0250-140 455 85 320 130 8,476

250-180
PN 10  2 09 06 10 0250-180 555 90 320 135 8,601

PN 16  2 09 06 16 0250-180 555 90 320 135 10,859

250-225
PN 10  2 09 06 10 0250-225 550 125 360 130 10,620

PN 16  2 09 06 16 0250-225 550 125 360 130 12,850

280-25 PN 10 2 09 06 10 0280-025 460 40 315 155 8,086

280-32 PN 10 2 09 06 10 0280-032 460 55 300 155 8,074

280-40 PN 10 2 09 06 10 0280-040 460 45 355 155 8,085

280-50
PN 10  2 09 06 10 0280-050 460 55 280 155 8,104

PN 16  2 09 06 16 0280-050 460 55 280 155 10,842

280-63
PN 10  2 09 06 10 0280-063 460 55 280 155 8,103

PN 16  2 09 06 16 0280-063 460 55 280 155 10,889

280-75
PN 10  2 09 06 10 0280-075 460 85 285 155 8,267

PN 16  2 09 06 16 0280-075 460 85 285 155 10,921

280-90
PN 10  2 09 06 10 0280-090 460 80 285 155 8,166

PN 16  2 09 06 16 0280-090 460 80 285 155 10,983

280-125
PN 10  2 09 06 10 0280-125 460 80 295 150 10,178

PN 16  2 09 06 16 0280-125 460 80 295 150 11,275

280-140
PN 10  2 09 06 10 0280-140 460 90 305 150 10,211

PN 16  2 09 06 16 0280-140 460 90 305 150 11,391

280-180
PN 10  2 09 06 10 0280-180 590 90 310 135 10,435

PN 16  2 09 06 16 0280-180 590 90 310 135 13,999

280-225
PN 10  2 09 06 10 0280-225 590 125 380 145 13,679

PN 16  2 09 06 16 0280-225 590 125 380 145 17,241

280-250
PN 10  2 09 06 10 0280-250 590 120 365 145 13,410

PN 16  2 09 06 16 0280-250 590 120 365 145 16,897

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

315-20 PN 10 2 09 06 10 0315-020 510 45 370 140 10,323

315-25 PN 10 2 09 06 10 0315-025 510 40 335 140 10,351

315-32 PN 10 2 09 06 10 0315-032 510 55 320 140 10,339

315-40
PN 10 2 09 06 10 0315-040 510 45 375 140 10,350

PN 16 2 09 06 16 0315-040 510 45 375 140 13,986

315-50
PN 10  2 09 06 10 0315-050 510 60 325 140 10,380

PN 16  2 09 06 16 0315-050 510 60 325 140 13,900

315-63
PN 10  2 09 06 10 0315-063 510 90 335 140 10,379

PN 16  2 09 06 16 0315-063 510 90 335 140 13,947

315-75
PN 10  2 09 06 10 0315-075 510 85 330 140 10,475

PN 16  2 09 06 16 0315-075 510 85 330 140 13,979

315-125
PN 10  2 09 06 10 0315-125 510 80 312 140 10,381

PN 16  2 09 06 16 0315-125 510 80 312 140 14,777

315-140 PN 16  2 09 06 16 0315-140 515 85 317 135 14,893

315-180
PN 10  2 09 06 10 0315-180 510 90 360 140 10,820

PN 16  2 09 06 16 0315-180 510 90 360 140 15,065

315-225 PN 16  2 09 06 16 0315-225 665 125 392 145 21,063

315-280
PN 10  2 09 06 10 0315-280 670 130 405 155 18,860

PN 16  2 09 06 16 0315-280 670 130 405 155 23,309

355-25 PN 10 2 09 06 10 0355-025 430 40 355 135 10,906

355-32 PN 10 2 09 06 10 0355-032 430 55 340 135 10,894

355-40 PN 10 2 09 06 10 0355-040 430 45 345 135 10,905

355-50
PN 10  2 09 06 10 0355-050 430 60 345 135 10,924

PN 16  2 09 06 16 0355-050 430 60 345 135 14,817

355-63
PN 10  2 09 06 10 0355-063 430 67 357 135 10,923

PN 16  2 09 06 16 0355-063 430 67 357 135 14,864

355-75
PN 10  2 09 06 10 0355-075 430 85 322 135 11,087

PN 16  2 09 06 16 0355-075 430 85 322 135 14,896

355-90
PN 10  2 09 06 10 0355-090 430 80 322 135 10,986

PN 16  2 09 06 16 0355-090 430 80 322 135 14,958

355-125
PN 10  2 09 06 10 0355-125 430 80 332 130 11,439

PN 16  2 09 06 16 0355-125 430 80 332 130 15,624

355-140
PN 10  2 09 06 10 0355-140 430 80 332 130 11,472

PN 16  2 09 06 16 0355-140 430 80 332 130 15,740

355-180
PN 10  2 09 06 10 0355-180 720 100 392 145 17,027

PN 16  2 09 06 16 0355-180 720 100 392 145 22,009

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

165164 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



I

d-d1

355-200
PN 10  2 09 06 10 0355-200 580 110 402 120 16,193

PN 16  2 09 06 16 0355-200 580 110 402 120 22,171

355-225
PN 10  2 09 06 10 0355-225 580 125 412 120 16,465

PN 16  2 09 06 16 0355-225 580 125 412 120 22,107

355-280
PN 10 2 09 06 10 0355-280 730 130 540 155 25,201

PN 16 2 09 06 16 0355-280 730 130 540 155 32,216

355-315
PN 10 2 09 06 10 0355-315 730 155 460 155 24,734

PN 16 2 09 06 16 0355-315 730 155 460 155 31,308

400-50
PN 10  2 09 06 10 0400-050 485 60 370 155 16,349

PN 16  2 09 06 16 0400-050 485 60 370 155 21,764

400-63
PN 10  2 09 06 10 0400-063 485 67 382 155 16,348

PN 16  2 09 06 16 0400-063 485 67 382 155 21,811

400-75
PN 10  2 09 06 10 0400-075 485 85 375 155 16,444

PN 16  2 09 06 16 0400-075 485 85 375 155 21,843

400-90
PN 10  2 09 06 10 0400-090 485 85 375 155 16,432

PN 16  2 09 06 16 0400-090 485 85 375 155 21,905

400-125
PN 10  2 09 06 10 0400-125 485 80 355 145 16,639

PN 16  2 09 06 16 0400-125 485 80 355 145 22,952

400-140
PN 10  2 09 06 10 0400-140 485 85 400 145 16,694

PN 16  2 09 06 16 0400-140 485 85 400 145 23,101

400-180
PN 10  2 09 06 10 0400-180 630 100 415 160 22,027

PN 16  2 09 06 16 0400-180 630 100 415 160 29,109

400-200
PN 10  2 09 06 10 0400-200 630 110 425 160 21,193

PN 16  2 09 06 16 0400-200 630 110 425 160 29,271

400-225
PN 10  2 09 06 10 0400-225 630 125 435 160 21,685

PN 16  2 09 06 16 0400-225 630 125 435 160 29,612

400-280
PN 10 2 09 06 10 0400-280 790 130 470 180 30,458

PN 16 2 09 06 16 0400-280 790 130 470 180 39,421

400-355
PN 10 2 09 06 10 0400-355 790 150 510 155 33,245

PN 16 2 09 06 16 0400-355 785 150 510 155 44,187

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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I

d-d1

450-355 PN 10 2 09 06 10 0450-355 890 155 685 175 49,546

450-400 PN 10 2 09 06 10 0450-400 890 150 560 175 46,711

500-355 PN 10 2 09 06 10 0500-355 800 155 775 185 62,854

500-400 PN 10 2 09 06 10 0500-400 800 150 650 185 60,019

500-450 PN 10 2 09 06 10 0500-450 800 150 580 185 58,009

560-355 PN 10 2 09 06 10 0560-355 900 155 880 115 83,513

560-400 PN 10 2 09 06 10 0560-400 900 150 755 115 80,678

560-450 PN 10 2 09 06 10 0560-450 900 150 675 115 78,288

560-500 PN 10 2 09 06 10 0560-500 900 150 625 115 76,268

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

355-200
PN 10  2 09 06 10 0355-200 580 110 402 120 16,193

PN 16  2 09 06 16 0355-200 580 110 402 120 22,171

355-225
PN 10  2 09 06 10 0355-225 580 125 412 120 16,465

PN 16  2 09 06 16 0355-225 580 125 412 120 22,107

355-280
PN 10 2 09 06 10 0355-280 730 130 540 155 25,201

PN 16 2 09 06 16 0355-280 730 130 540 155 32,216

355-315
PN 10 2 09 06 10 0355-315 730 155 460 155 24,734

PN 16 2 09 06 16 0355-315 730 155 460 155 31,308

400-50
PN 10  2 09 06 10 0400-050 485 60 370 155 16,349

PN 16  2 09 06 16 0400-050 485 60 370 155 21,764

400-63
PN 10  2 09 06 10 0400-063 485 67 382 155 16,348

PN 16  2 09 06 16 0400-063 485 67 382 155 21,811

400-75
PN 10  2 09 06 10 0400-075 485 85 375 155 16,444

PN 16  2 09 06 16 0400-075 485 85 375 155 21,843

400-90
PN 10  2 09 06 10 0400-090 485 85 375 155 16,432

PN 16  2 09 06 16 0400-090 485 85 375 155 21,905

400-125
PN 10  2 09 06 10 0400-125 485 80 355 145 16,639

PN 16  2 09 06 16 0400-125 485 80 355 145 22,952

400-140
PN 10  2 09 06 10 0400-140 485 85 400 145 16,694

PN 16  2 09 06 16 0400-140 485 85 400 145 23,101

400-180
PN 10  2 09 06 10 0400-180 630 100 415 160 22,027

PN 16  2 09 06 16 0400-180 630 100 415 160 29,109

400-200
PN 10  2 09 06 10 0400-200 630 110 425 160 21,193

PN 16  2 09 06 16 0400-200 630 110 425 160 29,271

400-225
PN 10  2 09 06 10 0400-225 630 125 435 160 21,685

PN 16  2 09 06 16 0400-225 630 125 435 160 29,612

400-280
PN 10 2 09 06 10 0400-280 790 130 470 180 30,458

PN 16 2 09 06 16 0400-280 790 130 470 180 39,421

400-355
PN 10 2 09 06 10 0400-355 790 150 510 155 33,245

PN 16 2 09 06 16 0400-355 785 150 510 155 44,187

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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I

d-d1

450-355 PN 10 2 09 06 10 0450-355 890 155 685 175 49,546

450-400 PN 10 2 09 06 10 0450-400 890 150 560 175 46,711

500-355 PN 10 2 09 06 10 0500-355 800 155 775 185 62,854

500-400 PN 10 2 09 06 10 0500-400 800 150 650 185 60,019

500-450 PN 10 2 09 06 10 0500-450 800 150 580 185 58,009

560-355 PN 10 2 09 06 10 0560-355 900 155 880 115 83,513

560-400 PN 10 2 09 06 10 0560-400 900 150 755 115 80,678

560-450 PN 10 2 09 06 10 0560-450 900 150 675 115 78,288

560-500 PN 10 2 09 06 10 0560-500 900 150 625 115 76,268

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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I

d-d1

450-355 PN 10 2 09 06 10 0450-355 890 155 685 175 49,546

450-400 PN 10 2 09 06 10 0450-400 890 150 560 175 46,711

500-355 PN 10 2 09 06 10 0500-355 800 155 775 185 62,854

500-400 PN 10 2 09 06 10 0500-400 800 150 650 185 60,019

500-450 PN 10 2 09 06 10 0500-450 800 150 580 185 58,009

560-355 PN 10 2 09 06 10 0560-355 900 155 880 115 83,513

560-400 PN 10 2 09 06 10 0560-400 900 150 755 115 80,678

560-450 PN 10 2 09 06 10 0560-450 900 150 675 115 78,288

560-500 PN 10 2 09 06 10 0560-500 900 150 625 115 76,268

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

167166 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d-d1

450-110 PN 10 2 09 06 10 0450-110

450-110 PN 16 2 09 06 16 0450-110

450-125 PN 10 2 09 06 10 0450-125

450-125 PN 16 2 09 06 16 0450-125

450-140 PN 10 2 09 06 10 0450-140

450-140 PN 16 2 09 06 16 0450-140

450-160 PN 10 2 09 06 10 0450-160

450-160 PN 16 2 09 06 16 0450-160

450-180 PN 10 2 09 06 10 0450-180

450-180 PN 16 2 09 06 16 0450-180

450-200 PN 10 2 09 06 10 0450-200

450-200 PN 16 2 09 06 16 0450-200

450-225 PN 10 2 09 06 10 0450-225

450-225 PN 16 2 09 06 16 0450-225

450-250 PN 10 2 09 06 10 0450-250

450-250 PN 16 2 09 06 16 0450-250

450-280 PN 10 2 09 06 10 0450-280

450-280 PN 16 2 09 06 16 0450-280

450-315 PN 10 2 09 06 10 0450-315

450-315 PN 16 2 09 06 16 0450-315

500-110 PN 10 2 09 06 10 0500-110

500-110 PN 16 2 09 06 16 0500-110

500-125 PN 10 2 09 06 10 0500-125

500-125 PN 16 2 09 06 16 0500-125

500-140 PN 10 2 09 06 10 0500-140

500-140 PN 16 2 09 06 16 0500-140

500-160 PN 10 2 09 06 10 0500-160

500-160 PN 16 2 09 06 16 0500-160

500-180 PN 10 2 09 06 10 0500-180

500-180 PN 16 2 09 06 16 0500-180

500-200 PN 10 2 09 06 10 0500-200

500-200 PN 16 2 09 06 16 0500-200

500-225 PN 10 2 09 06 10 0500-225

500-225 PN 16 2 09 06 16 0500-225

500-250 PN 10 2 09 06 10 0500-250

500-250 PN 16 2 09 06 16 0500-250

500-280 PN 10 2 09 06 10 0500-280

500-280 PN 16 2 09 06 16 0500-280

500-315 PN 10 2 09 06 10 0500-315

500-315 PN 16 2 09 06 16 0500-315

d-d1

560-110 PN 10 2 09 06 10 0560-110

560-110 PN 16 2 09 06 16 0560-110

560-125 PN 10 2 09 06 10 0560-125

560-125 PN 16 2 09 06 16 0560-125

560-140 PN 10 2 09 06 10 0560-140

560-140 PN 16 2 09 06 16 0560-140

560-160 PN 10 2 09 06 10 0560-160

560-160 PN 16 2 09 06 16 0560-160

560-180 PN 10 2 09 06 10 0560-180

560-180 PN 16 2 09 06 16 0560-180

560-200 PN 10 2 09 06 10 0560-200

560-200 PN 16 2 09 06 16 0560-200

560-225 PN 10 2 09 06 10 0560-225

560-225 PN 16 2 09 06 16 0560-225

560-250 PN 10 2 09 06 10 0560-250

560-250 PN 16 2 09 06 16 0560-250

560-280 PN 10 2 09 06 10 0560-280

560-280 PN 16 2 09 06 16 0560-280

560-315 PN 10 2 09 06 10 0560-315

560-315 PN 16 2 09 06 16 0560-315

630-110 PN 10 2 09 06 10 0630-110

630-110 PN 16 2 09 06 16 0630-110

630-125 PN 10 2 09 06 10 0630-125

630-125 PN 16 2 09 06 16 0630-125

630-140 PN 10 2 09 06 10 0630-140

630-140 PN 16 2 09 06 16 0630-140

630-160 PN 10 2 09 06 10 0630-160

630-160 PN 16 2 09 06 16 0630-160

630-180 PN 10 2 09 06 10 0630-180

630-180 PN 16 2 09 06 16 0630-180

630-200 PN 10 2 09 06 10 0630-200

630-200 PN 16 2 09 06 16 0630-200

630-225 PN 10 2 09 06 10 0630-225

630-225 PN 16 2 09 06 16 0630-225

630-250 PN 10 2 09 06 10 0630-250

630-250 PN 16 2 09 06 16 0630-250

630-280 PN 10 2 09 06 10 0630-280

630-280 PN 16 2 09 06 16 0630-280

630-315 PN 10 2 09 06 10 0630-315

630-315 PN 16 2 09 06 16 0630-315

630-355 PN 10 2 09 06 10 0630-355

630-355 PN 16 2 09 06 16 0630-355

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

450-110 PN 10 2 09 08 10 0450-110

450-110 PN 16 2 09 08 16 0450-110

450-125 PN 10 2 09 08 10 0450-125

450-125 PN 16 2 09 08 16 0450-125

450-140 PN 10 2 09 08 10 0450-140

450-140 PN 16 2 09 08 16 0450-140

450-160 PN 10 2 09 08 10 0450-160

450-160 PN 16 2 09 08 16 0450-160

450-180 PN 10 2 09 08 10 0450-180

450-180 PN 16 2 09 08 16 0450-180

450-200 PN 10 2 09 08 10 0450-200

450-200 PN 16 2 09 08 16 0450-200

500-110 PN 10 2 09 08 10 0500-110

500-110 PN 16 2 09 08 16 0500-110

500-125 PN 10 2 09 08 10 0500-125

500-125 PN 16 2 09 08 16 0500-125

500-140 PN 10 2 09 08 10 0500-140

500-140 PN 16 2 09 08 16 0500-140

500-160 PN 10 2 09 08 10 0500-160

500-160 PN 16 2 09 08 16 0500-160

500-180 PN 10 2 09 08 10 0500-180

500-180 PN 16 2 09 08 16 0500-180

500-200 PN 10 2 09 08 10 0500-200

500-200 PN 16 2 09 08 16 0500-200

560-110 PN 10 2 09 08 10 0560-110

560-110 PN 16 2 09 08 16 0560-110

560-125 PN 10 2 09 08 10 0560-125

560-125 PN 16 2 09 08 16 0560-125

560-140 PN 10 2 09 08 10 0560-140

560-140 PN 16 2 09 08 16 0560-140

560-160 PN 10 2 09 08 10 0560-160

560-160 PN 16 2 09 08 16 0560-160

560-180 PN 10 2 09 08 10 0560-180

560-180 PN 16 2 09 08 16 0560-180

560-200 PN 10 2 09 08 10 0560-200

560-200 PN 16 2 09 08 16 0560-200

d-d1

630-110 PN 10 2 09 08 10 0630-110

630-110 PN 16 2 09 08 16 0630-110

630-125 PN 10 2 09 08 10 0630-125

630-125 PN 16 2 09 08 16 0630-125

630-140 PN 10 2 09 08 10 0630-140

630-140 PN 16 2 09 08 16 0630-140

630-160 PN 10 2 09 08 10 0630-160

630-160 PN 16 2 09 08 16 0630-160

630-180 PN 10 2 09 08 10 0630-180

630-180 PN 16 2 09 08 16 0630-180

630-200 PN 10 2 09 08 10 0630-200

630-200 PN 16 2 09 08 16 0630-200

710-110 PN 10 2 09 08 10 0710-110

710-110 PN 16 2 09 08 16 0710-110

710-125 PN 10 2 09 08 10 0710-125

710-125 PN 16 2 09 08 16 0710-125

710-140 PN 10 2 09 08 10 0710-140

710-140 PN 16 2 09 08 16 0710-140

710-160 PN 10 2 09 08 10 0710-160

710-160 PN 16 2 09 08 16 0710-160

710-180 PN 10 2 09 08 10 0710-180

710-180 PN 16 2 09 08 16 0710-180

710-200 PN 10 2 09 08 10 0710-200

710-200 PN 16 2 09 08 16 0710-200

800-110 PN 10 2 09 08 10 0800-110

800-110 PN 16 2 09 08 16 0800-110

800-125 PN 10 2 09 08 10 0800-125

800-125 PN 16 2 09 08 16 0800-125

800-140 PN 10 2 09 08 10 0800-140

800-140 PN 16 2 09 08 16 0800-140

800-160 PN 10 2 09 08 10 0800-160

800-160 PN 16 2 09 08 16 0800-160

800-180 PN 10 2 09 08 10 0800-180

800-180 PN 16 2 09 08 16 0800-180

800-200 PN 10 2 09 08 10 0800-200

800-200 PN 16 2 09 08 16 0800-200

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

450-110 PN 10 2 09 06 10 0450-110

450-110 PN 16 2 09 06 16 0450-110

450-125 PN 10 2 09 06 10 0450-125

450-125 PN 16 2 09 06 16 0450-125

450-140 PN 10 2 09 06 10 0450-140

450-140 PN 16 2 09 06 16 0450-140

450-160 PN 10 2 09 06 10 0450-160

450-160 PN 16 2 09 06 16 0450-160

450-180 PN 10 2 09 06 10 0450-180

450-180 PN 16 2 09 06 16 0450-180

450-200 PN 10 2 09 06 10 0450-200

450-200 PN 16 2 09 06 16 0450-200

450-225 PN 10 2 09 06 10 0450-225

450-225 PN 16 2 09 06 16 0450-225

450-250 PN 10 2 09 06 10 0450-250

450-250 PN 16 2 09 06 16 0450-250

450-280 PN 10 2 09 06 10 0450-280

450-280 PN 16 2 09 06 16 0450-280

450-315 PN 10 2 09 06 10 0450-315

450-315 PN 16 2 09 06 16 0450-315

500-110 PN 10 2 09 06 10 0500-110

500-110 PN 16 2 09 06 16 0500-110

500-125 PN 10 2 09 06 10 0500-125

500-125 PN 16 2 09 06 16 0500-125

500-140 PN 10 2 09 06 10 0500-140

500-140 PN 16 2 09 06 16 0500-140

500-160 PN 10 2 09 06 10 0500-160

500-160 PN 16 2 09 06 16 0500-160

500-180 PN 10 2 09 06 10 0500-180

500-180 PN 16 2 09 06 16 0500-180

500-200 PN 10 2 09 06 10 0500-200

500-200 PN 16 2 09 06 16 0500-200

500-225 PN 10 2 09 06 10 0500-225

500-225 PN 16 2 09 06 16 0500-225

500-250 PN 10 2 09 06 10 0500-250

500-250 PN 16 2 09 06 16 0500-250

500-280 PN 10 2 09 06 10 0500-280

500-280 PN 16 2 09 06 16 0500-280

500-315 PN 10 2 09 06 10 0500-315

500-315 PN 16 2 09 06 16 0500-315

d-d1

560-110 PN 10 2 09 06 10 0560-110

560-110 PN 16 2 09 06 16 0560-110

560-125 PN 10 2 09 06 10 0560-125

560-125 PN 16 2 09 06 16 0560-125

560-140 PN 10 2 09 06 10 0560-140

560-140 PN 16 2 09 06 16 0560-140

560-160 PN 10 2 09 06 10 0560-160

560-160 PN 16 2 09 06 16 0560-160

560-180 PN 10 2 09 06 10 0560-180

560-180 PN 16 2 09 06 16 0560-180

560-200 PN 10 2 09 06 10 0560-200

560-200 PN 16 2 09 06 16 0560-200

560-225 PN 10 2 09 06 10 0560-225

560-225 PN 16 2 09 06 16 0560-225

560-250 PN 10 2 09 06 10 0560-250

560-250 PN 16 2 09 06 16 0560-250

560-280 PN 10 2 09 06 10 0560-280

560-280 PN 16 2 09 06 16 0560-280

560-315 PN 10 2 09 06 10 0560-315

560-315 PN 16 2 09 06 16 0560-315

630-110 PN 10 2 09 06 10 0630-110

630-110 PN 16 2 09 06 16 0630-110

630-125 PN 10 2 09 06 10 0630-125

630-125 PN 16 2 09 06 16 0630-125

630-140 PN 10 2 09 06 10 0630-140

630-140 PN 16 2 09 06 16 0630-140

630-160 PN 10 2 09 06 10 0630-160

630-160 PN 16 2 09 06 16 0630-160

630-180 PN 10 2 09 06 10 0630-180

630-180 PN 16 2 09 06 16 0630-180

630-200 PN 10 2 09 06 10 0630-200

630-200 PN 16 2 09 06 16 0630-200

630-225 PN 10 2 09 06 10 0630-225

630-225 PN 16 2 09 06 16 0630-225

630-250 PN 10 2 09 06 10 0630-250

630-250 PN 16 2 09 06 16 0630-250

630-280 PN 10 2 09 06 10 0630-280

630-280 PN 16 2 09 06 16 0630-280

630-315 PN 10 2 09 06 10 0630-315

630-315 PN 16 2 09 06 16 0630-315

630-355 PN 10 2 09 06 10 0630-355

630-355 PN 16 2 09 06 16 0630-355

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

450-110 PN 10 2 09 08 10 0450-110

450-110 PN 16 2 09 08 16 0450-110

450-125 PN 10 2 09 08 10 0450-125

450-125 PN 16 2 09 08 16 0450-125

450-140 PN 10 2 09 08 10 0450-140

450-140 PN 16 2 09 08 16 0450-140

450-160 PN 10 2 09 08 10 0450-160

450-160 PN 16 2 09 08 16 0450-160

450-180 PN 10 2 09 08 10 0450-180

450-180 PN 16 2 09 08 16 0450-180

450-200 PN 10 2 09 08 10 0450-200

450-200 PN 16 2 09 08 16 0450-200

500-110 PN 10 2 09 08 10 0500-110

500-110 PN 16 2 09 08 16 0500-110

500-125 PN 10 2 09 08 10 0500-125

500-125 PN 16 2 09 08 16 0500-125

500-140 PN 10 2 09 08 10 0500-140

500-140 PN 16 2 09 08 16 0500-140

500-160 PN 10 2 09 08 10 0500-160

500-160 PN 16 2 09 08 16 0500-160

500-180 PN 10 2 09 08 10 0500-180

500-180 PN 16 2 09 08 16 0500-180

500-200 PN 10 2 09 08 10 0500-200

500-200 PN 16 2 09 08 16 0500-200

560-110 PN 10 2 09 08 10 0560-110

560-110 PN 16 2 09 08 16 0560-110

560-125 PN 10 2 09 08 10 0560-125

560-125 PN 16 2 09 08 16 0560-125

560-140 PN 10 2 09 08 10 0560-140

560-140 PN 16 2 09 08 16 0560-140

560-160 PN 10 2 09 08 10 0560-160

560-160 PN 16 2 09 08 16 0560-160

560-180 PN 10 2 09 08 10 0560-180

560-180 PN 16 2 09 08 16 0560-180

560-200 PN 10 2 09 08 10 0560-200

560-200 PN 16 2 09 08 16 0560-200

d-d1

630-110 PN 10 2 09 08 10 0630-110

630-110 PN 16 2 09 08 16 0630-110

630-125 PN 10 2 09 08 10 0630-125

630-125 PN 16 2 09 08 16 0630-125

630-140 PN 10 2 09 08 10 0630-140

630-140 PN 16 2 09 08 16 0630-140

630-160 PN 10 2 09 08 10 0630-160

630-160 PN 16 2 09 08 16 0630-160

630-180 PN 10 2 09 08 10 0630-180

630-180 PN 16 2 09 08 16 0630-180

630-200 PN 10 2 09 08 10 0630-200

630-200 PN 16 2 09 08 16 0630-200

710-110 PN 10 2 09 08 10 0710-110

710-110 PN 16 2 09 08 16 0710-110

710-125 PN 10 2 09 08 10 0710-125

710-125 PN 16 2 09 08 16 0710-125

710-140 PN 10 2 09 08 10 0710-140

710-140 PN 16 2 09 08 16 0710-140

710-160 PN 10 2 09 08 10 0710-160

710-160 PN 16 2 09 08 16 0710-160

710-180 PN 10 2 09 08 10 0710-180

710-180 PN 16 2 09 08 16 0710-180

710-200 PN 10 2 09 08 10 0710-200

710-200 PN 16 2 09 08 16 0710-200

800-110 PN 10 2 09 08 10 0800-110

800-110 PN 16 2 09 08 16 0800-110

800-125 PN 10 2 09 08 10 0800-125

800-125 PN 16 2 09 08 16 0800-125

800-140 PN 10 2 09 08 10 0800-140

800-140 PN 16 2 09 08 16 0800-140

800-160 PN 10 2 09 08 10 0800-160

800-160 PN 16 2 09 08 16 0800-160

800-180 PN 10 2 09 08 10 0800-180

800-180 PN 16 2 09 08 16 0800-180

800-200 PN 10 2 09 08 10 0800-200

800-200 PN 16 2 09 08 16 0800-200

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

169168 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d-d1

450-50
PN 10 2 03 06 10 0450-050

PN 16 2 03 06 16 0450-050

450-63
PN 10 2 03 06 10 0450-063

PN 16 2 03 06 16 0450-063

450-75
PN 10 2 03 06 10 0450-075

PN 16 2 03 06 16 0450-075

450-90
PN 10 2 03 06 10 0450-090

PN 16 2 03 06 16 0450-090

450-110
PN 10 2 03 06 10 0450-110

PN 16 2 03 06 16 0450-110

450-125
PN 10 2 03 06 10 0450-125

PN 16 2 03 06 16 0450-125

450-140
PN 10 2 03 06 10 0450-140

PN 16 2 03 06 16 0450-140

450-160
PN 10 2 03 06 10 0450-160

PN 16 2 03 06 16 0450-160

450-180
PN 10 2 03 06 10 0450-180

PN 16 2 03 06 16 0450-180

450-200
PN 10 2 03 06 10 0450-200

PN 16 2 03 06 16 0450-200

450-225
PN 10 2 03 06 10 0450-225

PN 16 2 03 06 16 0450-225

450-250
PN 10 2 03 06 10 0450-250

PN 16 2 03 06 16 0450-250

450-280
PN 10 2 03 06 10 0450-280

PN 16 2 03 06 16 0450-280

450-315
PN 10 2 03 06 10 0450-315

PN 16 2 03 06 16 0450-315

450-355
PN 10 2 03 06 10 0450-355

PN 16 2 03 06 16 0450-355

450-400
PN 10 2 03 06 10 0450-400

PN 16 2 03 06 16 0450-400

d-d1

500-50
PN 10 2 03 06 10 0500-050

PN 16 2 03 06 16 0500-050

500-63
PN 10 2 03 06 10 0500-063

PN 16 2 03 06 16 0500-063

500-75
PN 10 2 03 06 10 0500-075

PN 16 2 03 06 16 0500-075

500-90
PN 10 2 03 06 10 0500-090

PN 16 2 03 06 16 0500-090

500-110
PN 10 2 03 06 10 0500-110

PN 16 2 03 06 16 0500-110

500-125
PN 10 2 03 06 10 0500-125

PN 16 2 03 06 16 0500-125

500-140
PN 10 2 03 06 10 0500-140

PN 16 2 03 06 16 0500-140

500-160
PN 10 2 03 06 10 0500-160

PN 16 2 03 06 16 0500-160

500-180
PN 10 2 03 06 10 0500-180

PN 16 2 03 06 16 0500-180

500-200
PN 10 2 03 06 10 0500-200

PN 16 2 03 06 16 0500-200

500-225
PN 10 2 03 06 10 0500-225

PN 16 2 03 06 16 0500-225

500-250
PN 10 2 03 06 10 0500-250

PN 16 2 03 06 16 0500-250

500-280
PN 10 2 03 06 10 0500-280

PN 16 2 03 06 16 0500-280

500-315
PN 10 2 03 06 10 0500-315

PN 16 2 03 06 16 0500-315

500-355
PN 10 2 03 06 10 0500-355

PN 16 2 03 06 16 0500-355

500-400
PN 10 2 03 06 10 0500-400

PN 16 2 03 06 16 0500-400

500-450
PN 10 2 03 06 10 0500-450

PN 16 2 03 06 16 0500-450

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

560-50
PN 10 2 03 06 10 0560-050

PN 16 2 03 06 16 0560-050

560-63
PN 10 2 03 06 10 0560-063

PN 16 2 03 06 16 0560-063

560-75
PN 10 2 03 06 10 0560-075

PN 16 2 03 06 16 0560-075

560-90
PN 10 2 03 06 10 0560-090

PN 16 2 03 06 16 0560-090

560-110
PN 10 2 03 06 10 0560-110

PN 16 2 03 06 16 0560-110

560-125
PN 10 2 03 06 10 0560-125

PN 16 2 03 06 16 0560-125

560-140
PN 10 2 03 06 10 0560-140

PN 16 2 03 06 16 0560-140

560-160
PN 10 2 03 06 10 0560-160

PN 16 2 03 06 16 0560-160

560-180
PN 10 2 03 06 10 0560-180

PN 16 2 03 06 16 0560-180

560-200
PN 10 2 03 06 10 0560-200

PN 16 2 03 06 16 0560-200

560-225
PN 10 2 03 06 10 0560-225

PN 16 2 03 06 16 0560-225

560-250
PN 10 2 03 06 10 0560-250

PN 16 2 03 06 16 0560-250

560-280
PN 10 2 03 06 10 0560-280

PN 16 2 03 06 16 0560-280

560-315
 PN 10 2 03 06 10 0560-315

PN 16 2 03 06 16 0560-315

560-355
PN 10 2 03 06 10 0560-355

PN 16 2 03 06 16 0560-355

560-400
PN 10 2 03 06 10 0560-400

PN 16 2 03 06 16 0560-400

560-450
PN 10 2 03 06 10 0560-450

PN 16 2 03 06 16 0560-450

560-500
PN 10 2 03 06 10 0560-500

PN 16 2 03 06 16 0560-500

d-d1

630-63
PN 10 2 03 06 10 0630-063

PN 16 2 03 06 16 0630-063

630-75
PN 10 2 03 06 10 0630-075

PN 16 2 03 06 16 0630-075

630-90
PN 10 2 03 06 10 0630-090

PN 16 2 03 06 16 0630-090

630-110
PN 10 2 03 06 10 0630-110

PN 16 2 03 06 16 0630-110

630-125
PN 10 2 03 06 10 0630-125

PN 16 2 03 06 16 0630-125

630-140
PN 10 2 03 06 10 0630-140

PN 16 2 03 06 16 0630-140

630-160
PN 10 2 03 06 10 0630-160

PN 16 2 03 06 16 0630-160

630-180
PN 10 2 03 06 10 0630-180

PN 16 2 03 06 16 0630-180

630-200
PN 10 2 03 06 10 0630-200

PN 16 2 03 06 16 0630-200

630-225
PN 10 2 03 06 10 0630-225

PN 16 2 03 06 16 0630-225

630-250
PN 10 2 03 06 10 0630-250

PN 16 2 03 06 16 0630-250

630-280
PN 10 2 03 06 10 0630-280

PN 16 2 03 06 16 0630-280

630-315
PN 10 2 03 06 10 0630-315

PN 16 2 03 06 16 0630-315

630-355
PN 10 2 03 06 10 0630-355

PN 16 2 03 06 16 0630-355

630-400
PN 10 2 03 06 10 0630-400

PN 16 2 03 06 16 0630-400

630-450
PN 10 2 03 06 10 0630-450

PN 16 2 03 06 16 0630-450

630-500
PN 10 2 03 06 10 0630-500

PN 16 2 03 06 16 0630-500

630-560
PN 10 2 03 06 10 0630-560

PN 16 2 03 06 16 0630-560

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

450-50
PN 10 2 03 06 10 0450-050

PN 16 2 03 06 16 0450-050

450-63
PN 10 2 03 06 10 0450-063

PN 16 2 03 06 16 0450-063

450-75
PN 10 2 03 06 10 0450-075

PN 16 2 03 06 16 0450-075

450-90
PN 10 2 03 06 10 0450-090

PN 16 2 03 06 16 0450-090

450-110
PN 10 2 03 06 10 0450-110

PN 16 2 03 06 16 0450-110

450-125
PN 10 2 03 06 10 0450-125

PN 16 2 03 06 16 0450-125

450-140
PN 10 2 03 06 10 0450-140

PN 16 2 03 06 16 0450-140

450-160
PN 10 2 03 06 10 0450-160

PN 16 2 03 06 16 0450-160

450-180
PN 10 2 03 06 10 0450-180

PN 16 2 03 06 16 0450-180

450-200
PN 10 2 03 06 10 0450-200

PN 16 2 03 06 16 0450-200

450-225
PN 10 2 03 06 10 0450-225

PN 16 2 03 06 16 0450-225

450-250
PN 10 2 03 06 10 0450-250

PN 16 2 03 06 16 0450-250

450-280
PN 10 2 03 06 10 0450-280

PN 16 2 03 06 16 0450-280

450-315
PN 10 2 03 06 10 0450-315

PN 16 2 03 06 16 0450-315

450-355
PN 10 2 03 06 10 0450-355

PN 16 2 03 06 16 0450-355

450-400
PN 10 2 03 06 10 0450-400

PN 16 2 03 06 16 0450-400

d-d1

500-50
PN 10 2 03 06 10 0500-050

PN 16 2 03 06 16 0500-050

500-63
PN 10 2 03 06 10 0500-063

PN 16 2 03 06 16 0500-063

500-75
PN 10 2 03 06 10 0500-075

PN 16 2 03 06 16 0500-075

500-90
PN 10 2 03 06 10 0500-090

PN 16 2 03 06 16 0500-090

500-110
PN 10 2 03 06 10 0500-110

PN 16 2 03 06 16 0500-110

500-125
PN 10 2 03 06 10 0500-125

PN 16 2 03 06 16 0500-125

500-140
PN 10 2 03 06 10 0500-140

PN 16 2 03 06 16 0500-140

500-160
PN 10 2 03 06 10 0500-160

PN 16 2 03 06 16 0500-160

500-180
PN 10 2 03 06 10 0500-180

PN 16 2 03 06 16 0500-180

500-200
PN 10 2 03 06 10 0500-200

PN 16 2 03 06 16 0500-200

500-225
PN 10 2 03 06 10 0500-225

PN 16 2 03 06 16 0500-225

500-250
PN 10 2 03 06 10 0500-250

PN 16 2 03 06 16 0500-250

500-280
PN 10 2 03 06 10 0500-280

PN 16 2 03 06 16 0500-280

500-315
PN 10 2 03 06 10 0500-315

PN 16 2 03 06 16 0500-315

500-355
PN 10 2 03 06 10 0500-355

PN 16 2 03 06 16 0500-355

500-400
PN 10 2 03 06 10 0500-400

PN 16 2 03 06 16 0500-400

500-450
PN 10 2 03 06 10 0500-450

PN 16 2 03 06 16 0500-450

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

560-50
PN 10 2 03 06 10 0560-050

PN 16 2 03 06 16 0560-050

560-63
PN 10 2 03 06 10 0560-063

PN 16 2 03 06 16 0560-063

560-75
PN 10 2 03 06 10 0560-075

PN 16 2 03 06 16 0560-075

560-90
PN 10 2 03 06 10 0560-090

PN 16 2 03 06 16 0560-090

560-110
PN 10 2 03 06 10 0560-110

PN 16 2 03 06 16 0560-110

560-125
PN 10 2 03 06 10 0560-125

PN 16 2 03 06 16 0560-125

560-140
PN 10 2 03 06 10 0560-140

PN 16 2 03 06 16 0560-140

560-160
PN 10 2 03 06 10 0560-160

PN 16 2 03 06 16 0560-160

560-180
PN 10 2 03 06 10 0560-180

PN 16 2 03 06 16 0560-180

560-200
PN 10 2 03 06 10 0560-200

PN 16 2 03 06 16 0560-200

560-225
PN 10 2 03 06 10 0560-225

PN 16 2 03 06 16 0560-225

560-250
PN 10 2 03 06 10 0560-250

PN 16 2 03 06 16 0560-250

560-280
PN 10 2 03 06 10 0560-280

PN 16 2 03 06 16 0560-280

560-315
 PN 10 2 03 06 10 0560-315

PN 16 2 03 06 16 0560-315

560-355
PN 10 2 03 06 10 0560-355

PN 16 2 03 06 16 0560-355

560-400
PN 10 2 03 06 10 0560-400

PN 16 2 03 06 16 0560-400

560-450
PN 10 2 03 06 10 0560-450

PN 16 2 03 06 16 0560-450

560-500
PN 10 2 03 06 10 0560-500

PN 16 2 03 06 16 0560-500

d-d1

630-63
PN 10 2 03 06 10 0630-063

PN 16 2 03 06 16 0630-063

630-75
PN 10 2 03 06 10 0630-075

PN 16 2 03 06 16 0630-075

630-90
PN 10 2 03 06 10 0630-090

PN 16 2 03 06 16 0630-090

630-110
PN 10 2 03 06 10 0630-110

PN 16 2 03 06 16 0630-110

630-125
PN 10 2 03 06 10 0630-125

PN 16 2 03 06 16 0630-125

630-140
PN 10 2 03 06 10 0630-140

PN 16 2 03 06 16 0630-140

630-160
PN 10 2 03 06 10 0630-160

PN 16 2 03 06 16 0630-160

630-180
PN 10 2 03 06 10 0630-180

PN 16 2 03 06 16 0630-180

630-200
PN 10 2 03 06 10 0630-200

PN 16 2 03 06 16 0630-200

630-225
PN 10 2 03 06 10 0630-225

PN 16 2 03 06 16 0630-225

630-250
PN 10 2 03 06 10 0630-250

PN 16 2 03 06 16 0630-250

630-280
PN 10 2 03 06 10 0630-280

PN 16 2 03 06 16 0630-280

630-315
PN 10 2 03 06 10 0630-315

PN 16 2 03 06 16 0630-315

630-355
PN 10 2 03 06 10 0630-355

PN 16 2 03 06 16 0630-355

630-400
PN 10 2 03 06 10 0630-400

PN 16 2 03 06 16 0630-400

630-450
PN 10 2 03 06 10 0630-450

PN 16 2 03 06 16 0630-450

630-500
PN 10 2 03 06 10 0630-500

PN 16 2 03 06 16 0630-500

630-560
PN 10 2 03 06 10 0630-560

PN 16 2 03 06 16 0630-560

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

171170 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d-d1

710-63
PN 10 2 03 06 10 0710-063

PN 16 2 03 06 16 0710-063

710-75
PN 10 2 03 06 10 0710-075

PN 16 2 03 06 16 0710-075

710-90
PN 10 2 03 06 10 0710-090

PN 16 2 03 06 16 0710-090

710-110
PN 10 2 03 06 10 0710-110

PN 16 2 03 06 16 0710-110

710-125 
PN 10 2 03 06 10 0710-125

PN 16 2 03 06 16 0710-125

710-140
PN 10 2 03 06 10 0710-140

PN 16 2 03 06 16 0710-140

710-160
PN 10 2 03 06 10 0710-160

PN 16 2 03 06 16 0710-160

710-180
PN 10 2 03 06 10 0710-180

PN 16 2 03 06 16 0710-180

710-200
PN 10 2 03 06 10 0710-200

PN 16 2 03 06 16 0710-200

710-225
PN 10 2 03 06 10 0710-225

PN 16 2 03 06 16 0710-225

710-250
PN 10 2 03 06 10 0710-250

PN 16 2 03 06 16 0710-250

710-280
PN 10 2 03 06 10 0710-280

PN 16 2 03 06 16 0710-280

710-315
PN 10 2 03 06 10 0710-315

PN 16 2 03 06 16 0710-315

710-355
PN 10 2 03 06 10 0710-355

PN 16 2 03 06 16 0710-355

710-400
PN 10 2 03 06 10 0710-400

PN 16 2 03 06 16 0710-400

710-450
PN 10 2 03 06 10 0710-450

PN 16 2 03 06 16 0710-450

710-500
PN 10 2 03 06 10 0710-500

PN 16 2 03 06 16 0710-500

710-560
PN 10 2 03 06 10 0710-560

PN 16 2 03 06 16 0710-560

710-630
PN 10 2 03 06 10 0710-630

PN 16 2 03 06 16 0710-630

d-d1

800-90
PN 10 2 03 06 10 0800-090

PN 16 2 03 06 16 0800-090

800-110
PN 10 2 03 06 10 0800-110

PN 16 2 03 06 16 0800-110

800-125
PN 10 2 03 06 10 0800-125

PN 16 2 03 06 16 0800-125

800-140
PN 10 2 03 06 10 0800-140

PN 16 2 03 06 16 0800-140

800-160
PN 10 2 03 06 10 0800-160

PN 16 2 03 06 16 0800-160

800-180
PN 10 2 03 06 10 0800-180

PN 16 2 03 06 16 0800-180

800-200
PN 10 2 03 06 10 0800-200

PN 16 2 03 06 16 0800-200

800-225
PN 10 2 03 06 10 0800-225

PN 16 2 03 06 16 0800-225

800-250
PN 10 2 03 06 10 0800-250

PN 16 2 03 06 16 0800-250

800-280
PN 10 2 03 06 10 0800-280

PN 16 2 03 06 16 0800-280

800-315
PN 10 2 03 06 10 0800-315

PN 16 2 03 06 16 0800-315

800-355
PN 10 2 03 06 10 0800-355

PN 16 2 03 06 16 0800-355

800-400
PN 10 2 03 06 10 0800-400

PN 16 2 03 06 16 0800-400

800-450
PN 10 2 03 06 10 0800-450

PN 16 2 03 06 16 0800-450

800-500
PN 10 2 03 06 10 0800-500

PN 16 2 03 06 16 0800-500

800-560
PN 10 2 03 06 10 0800-560

PN 16 2 03 06 16 0800-560

800-630
PN 10 2 03 06 10 0800-630

PN 16 2 03 06 16 0800-630

800-710
PN 10 2 03 06 10 0800-710

PN 16 2 03 06 16 0800-710

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

900 -110
PN 10 2 03 06 10 0900-110

PN 16 2 03 06 16 0900-110

900-125
PN 10 2 03 06 10 0900-125

PN 16 2 03 06 16 0900-125

900-140
PN 10 2 03 06 10 0900-140

PN 16 2 03 06 16 0900-140

900-160
PN 10 2 03 06 10 0900-160

PN 16 2 03 06 16 0900-160

900-180
PN 10 2 03 06 10 0900-180

PN 16 2 03 06 16 0900-180

900-200
PN 10 2 03 06 10 0900-200

PN 16 2 03 06 16 0900-200

900-225
PN 10 2 03 06 10 0900-225

PN 16 2 03 06 16 0900-225

900-250
PN 10 2 03 06 10 0900-250

PN 16 2 03 06 16 0900-250

900-280
PN 10 2 03 06 10 0900-280

PN 16 2 03 06 16 0900-280

900-315
PN 10 2 03 06 10 0900-315

PN 16 2 03 06 16 0900-315

900-355
PN 10 2 03 06 10 0900-355

PN 16 2 03 06 16 0900-355

900-400
PN 10 2 03 06 10 0900-400

PN 16 2 03 06 16 0900-400

900-450
PN 10 2 03 06 10 0900-450

PN 16 2 03 06 16 0900-450

900-500
PN 10 2 03 06 10 0900-500

PN 16 2 03 06 16 0900-500

900-560
PN 10 2 03 06 10 0900-560

PN 16 2 03 06 16 0900-560

900-630
PN 10 2 03 06 10 0900-630

PN 16 2 03 06 16 0900-630

900-710
PN 10 2 03 06 10 0900-710

PN 16 2 03 06 16 0900-710

900-800
PN 10 2 03 06 10 0900-800

PN 16 2 03 06 16 0900-800

d-d1

1000-110 
PN 10 2 03 06 10 1000-110

PN 16 2 03 06 16 1000-110

1000-125
PN 10 2 03 06 10 1000-125

PN 16 2 03 06 16 1000-125

1000-140
PN 10 2 03 06 10 1000-140

PN 16 2 03 06 16 1000-140

1000-160
PN 10 2 03 06 10 1000-160

PN 16 2 03 06 16 1000-160

1000-180
PN 10 2 03 06 10 1000-180

PN 16 2 03 06 16 1000-180

1000-200
PN 10 2 03 06 10 1000-200

PN 16 2 03 06 16 1000-200

1000-225
PN 10 2 03 06 10 1000-225 

PN 16 2 03 06 16 1000-225 

1000-250
PN 10 2 03 06 10 1000-250

PN 16 2 03 06 16 1000-250

1000-280
PN 10 2 03 06 10 1000-280

PN 16 2 03 06 16 1000-280

1000-315
PN 10 2 03 06 10 1000-315

PN 16 2 03 06 16 1000-315

1000-355
PN 10 2 03 06 10 1000-355

PN 16 2 03 06 16 1000-355

1000-400
PN 10 2 03 06 10 1000-400

PN 16 2 03 06 16 1000-400

1000-450
PN 10 2 03 06 10 1000-450

PN 16 2 03 06 16 1000-450

1000-500
PN 10 2 03 06 10 1000-500

PN 16 2 03 06 16 1000-500

1000-560
PN 10 2 03 06 10 1000-560

PN 16 2 03 06 16 1000-560

1000-630
PN 10 2 03 06 10 1000-630

PN 16 2 03 06 16 1000-630

1000-710
PN 10 2 03 06 10 1000-710

PN 16 2 03 06 16 1000-710

1000-800
PN 10 2 03 06 10 1000-800

PN 16 2 03 06 16 1000-800

1000-900
PN 10 2 03 06 10 1000-900

PN 16 2 03 06 16 1000-900

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

710-63
PN 10 2 03 06 10 0710-063

PN 16 2 03 06 16 0710-063

710-75
PN 10 2 03 06 10 0710-075

PN 16 2 03 06 16 0710-075

710-90
PN 10 2 03 06 10 0710-090

PN 16 2 03 06 16 0710-090

710-110
PN 10 2 03 06 10 0710-110

PN 16 2 03 06 16 0710-110

710-125 
PN 10 2 03 06 10 0710-125

PN 16 2 03 06 16 0710-125

710-140
PN 10 2 03 06 10 0710-140

PN 16 2 03 06 16 0710-140

710-160
PN 10 2 03 06 10 0710-160

PN 16 2 03 06 16 0710-160

710-180
PN 10 2 03 06 10 0710-180

PN 16 2 03 06 16 0710-180

710-200
PN 10 2 03 06 10 0710-200

PN 16 2 03 06 16 0710-200

710-225
PN 10 2 03 06 10 0710-225

PN 16 2 03 06 16 0710-225

710-250
PN 10 2 03 06 10 0710-250

PN 16 2 03 06 16 0710-250

710-280
PN 10 2 03 06 10 0710-280

PN 16 2 03 06 16 0710-280

710-315
PN 10 2 03 06 10 0710-315

PN 16 2 03 06 16 0710-315

710-355
PN 10 2 03 06 10 0710-355

PN 16 2 03 06 16 0710-355

710-400
PN 10 2 03 06 10 0710-400

PN 16 2 03 06 16 0710-400

710-450
PN 10 2 03 06 10 0710-450

PN 16 2 03 06 16 0710-450

710-500
PN 10 2 03 06 10 0710-500

PN 16 2 03 06 16 0710-500

710-560
PN 10 2 03 06 10 0710-560

PN 16 2 03 06 16 0710-560

710-630
PN 10 2 03 06 10 0710-630

PN 16 2 03 06 16 0710-630

d-d1

800-90
PN 10 2 03 06 10 0800-090

PN 16 2 03 06 16 0800-090

800-110
PN 10 2 03 06 10 0800-110

PN 16 2 03 06 16 0800-110

800-125
PN 10 2 03 06 10 0800-125

PN 16 2 03 06 16 0800-125

800-140
PN 10 2 03 06 10 0800-140

PN 16 2 03 06 16 0800-140

800-160
PN 10 2 03 06 10 0800-160

PN 16 2 03 06 16 0800-160

800-180
PN 10 2 03 06 10 0800-180

PN 16 2 03 06 16 0800-180

800-200
PN 10 2 03 06 10 0800-200

PN 16 2 03 06 16 0800-200

800-225
PN 10 2 03 06 10 0800-225

PN 16 2 03 06 16 0800-225

800-250
PN 10 2 03 06 10 0800-250

PN 16 2 03 06 16 0800-250

800-280
PN 10 2 03 06 10 0800-280

PN 16 2 03 06 16 0800-280

800-315
PN 10 2 03 06 10 0800-315

PN 16 2 03 06 16 0800-315

800-355
PN 10 2 03 06 10 0800-355

PN 16 2 03 06 16 0800-355

800-400
PN 10 2 03 06 10 0800-400

PN 16 2 03 06 16 0800-400

800-450
PN 10 2 03 06 10 0800-450

PN 16 2 03 06 16 0800-450

800-500
PN 10 2 03 06 10 0800-500

PN 16 2 03 06 16 0800-500

800-560
PN 10 2 03 06 10 0800-560

PN 16 2 03 06 16 0800-560

800-630
PN 10 2 03 06 10 0800-630

PN 16 2 03 06 16 0800-630

800-710
PN 10 2 03 06 10 0800-710

PN 16 2 03 06 16 0800-710

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

900 -110
PN 10 2 03 06 10 0900-110

PN 16 2 03 06 16 0900-110

900-125
PN 10 2 03 06 10 0900-125

PN 16 2 03 06 16 0900-125

900-140
PN 10 2 03 06 10 0900-140

PN 16 2 03 06 16 0900-140

900-160
PN 10 2 03 06 10 0900-160

PN 16 2 03 06 16 0900-160

900-180
PN 10 2 03 06 10 0900-180

PN 16 2 03 06 16 0900-180

900-200
PN 10 2 03 06 10 0900-200

PN 16 2 03 06 16 0900-200

900-225
PN 10 2 03 06 10 0900-225

PN 16 2 03 06 16 0900-225

900-250
PN 10 2 03 06 10 0900-250

PN 16 2 03 06 16 0900-250

900-280
PN 10 2 03 06 10 0900-280

PN 16 2 03 06 16 0900-280

900-315
PN 10 2 03 06 10 0900-315

PN 16 2 03 06 16 0900-315

900-355
PN 10 2 03 06 10 0900-355

PN 16 2 03 06 16 0900-355

900-400
PN 10 2 03 06 10 0900-400

PN 16 2 03 06 16 0900-400

900-450
PN 10 2 03 06 10 0900-450

PN 16 2 03 06 16 0900-450

900-500
PN 10 2 03 06 10 0900-500

PN 16 2 03 06 16 0900-500

900-560
PN 10 2 03 06 10 0900-560

PN 16 2 03 06 16 0900-560

900-630
PN 10 2 03 06 10 0900-630

PN 16 2 03 06 16 0900-630

900-710
PN 10 2 03 06 10 0900-710

PN 16 2 03 06 16 0900-710

900-800
PN 10 2 03 06 10 0900-800

PN 16 2 03 06 16 0900-800

d-d1

1000-110 
PN 10 2 03 06 10 1000-110

PN 16 2 03 06 16 1000-110

1000-125
PN 10 2 03 06 10 1000-125

PN 16 2 03 06 16 1000-125

1000-140
PN 10 2 03 06 10 1000-140

PN 16 2 03 06 16 1000-140

1000-160
PN 10 2 03 06 10 1000-160

PN 16 2 03 06 16 1000-160

1000-180
PN 10 2 03 06 10 1000-180

PN 16 2 03 06 16 1000-180

1000-200
PN 10 2 03 06 10 1000-200

PN 16 2 03 06 16 1000-200

1000-225
PN 10 2 03 06 10 1000-225 

PN 16 2 03 06 16 1000-225 

1000-250
PN 10 2 03 06 10 1000-250

PN 16 2 03 06 16 1000-250

1000-280
PN 10 2 03 06 10 1000-280

PN 16 2 03 06 16 1000-280

1000-315
PN 10 2 03 06 10 1000-315

PN 16 2 03 06 16 1000-315

1000-355
PN 10 2 03 06 10 1000-355

PN 16 2 03 06 16 1000-355

1000-400
PN 10 2 03 06 10 1000-400

PN 16 2 03 06 16 1000-400

1000-450
PN 10 2 03 06 10 1000-450

PN 16 2 03 06 16 1000-450

1000-500
PN 10 2 03 06 10 1000-500

PN 16 2 03 06 16 1000-500

1000-560
PN 10 2 03 06 10 1000-560

PN 16 2 03 06 16 1000-560

1000-630
PN 10 2 03 06 10 1000-630

PN 16 2 03 06 16 1000-630

1000-710
PN 10 2 03 06 10 1000-710

PN 16 2 03 06 16 1000-710

1000-800
PN 10 2 03 06 10 1000-800

PN 16 2 03 06 16 1000-800

1000-900
PN 10 2 03 06 10 1000-900

PN 16 2 03 06 16 1000-900

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

173172 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



I

d-d1

1200-(...) PN 10-PN 16 2 03 06 10 1200-000 ** ** ** ** **

1400-(...) PN 10-PN 16 2 03 06 10 1400-000 ** ** ** ** **

1600-(...) PN 10-PN 16 2 03 06 10 1600-000 ** ** ** ** **

PN 16 Ø 800 mm ......... ......... ......... Ø 2500 mm

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

25-20 PN 16 2 02 05 16 0025-020 40 35 80 0,014

32-20 PN 16 2 02 05 16 0032-020 50 45 110 0,028

32-25 PN 16 2 02 05 16 0032-025 50 45 110 0,030

40-20 PN 16 2 02 05 16 0040-020 45 45 105 0,030

40-25 PN 16 2 02 05 16 0040-025 45 45 105 0,032

40-32 PN 16 2 02 05 16 0040-032 45 45 105 0,035

50-20 PN 16 2 02 05 16 0050-020 45 45 110 0,044

50-25 PN 16 2 02 05 16 0050-025 45 45 110 0,046

50-32 PN 16 2 02 05 16 0050-032 45 45 110 0,055

50-40 PN 16 2 02 05 16 0050-040 45 45 110 0,088

63-20 PN 16 2 02 05 16 0063-020 50 45 120 0,072

63-25 PN 16 2 02 05 16 0063-025 50 45 120 0,094

63-32 PN 16 2 02 05 16 0063-032 50 45 120 0,079

63-40 PN 16 2 02 05 16 0063-040 50 45 120 0,088

63-50 PN 16 2 02 05 16 0063-050 50 45 120 0,098

75-32 PN 16 2 02 05 16 0075-032 70 50 160 0,153

75-40 PN 16 2 02 05 16 0075-040 70 50 160 0,167

75-50 PN 16 2 02 05 16 0075-050 70 50 160 0,185

75-63 PN 16 2 02 05 16 0075-063 70 50 160 0,210

90-32 PN 16 2 02 05 16 0090-032 80 55 180 0,235

90-50 PN 16 2 02 05 16 0090-050 80 55 180 0,280

90-63 PN 16 2 02 05 16 0090-063 80 55 180 0,305

90-75 PN 16 2 02 05 16 0090-075 80 55 180 0,329

110-25 PN 16 2 02 05 16 0110-025 90 40 200 0,388

110-32 PN 16 2 02 05 16 0110-032 90 50 190 0,376

110-50
PN 10 2 02 05 10 0110-050 90 60 190 0,320

PN 16 2 02 05 16 0110-050 90 60 190 0,402

110-63
PN 10 2 02 05 10 0110-063 90 65 200 0,316

PN 16 2 02 05 16 0110-063 90 65 200 0,446

110-75 PN 16 2 02 05 16 0110-075 90 85 190 0,480

110-90

PN 10 2 02 05 10 0110-090 90 85 190 0,390

PN 16 2 02 05 16 0110-090 90 85 190 0,532

PN 20 2 02 05 20 0110-090 90 85 190 0,640

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

25-20 PN 16 2 02 05 16 0025-020 40 35 80 0,014

32-20 PN 16 2 02 05 16 0032-020 50 45 110 0,028

32-25 PN 16 2 02 05 16 0032-025 50 45 110 0,030

40-20 PN 16 2 02 05 16 0040-020 45 45 105 0,030

40-25 PN 16 2 02 05 16 0040-025 45 45 105 0,032

40-32 PN 16 2 02 05 16 0040-032 45 45 105 0,035

50-20 PN 16 2 02 05 16 0050-020 45 45 110 0,044

50-25 PN 16 2 02 05 16 0050-025 45 45 110 0,046

50-32 PN 16 2 02 05 16 0050-032 45 45 110 0,055

50-40 PN 16 2 02 05 16 0050-040 45 45 110 0,088

63-20 PN 16 2 02 05 16 0063-020 50 45 120 0,072

63-25 PN 16 2 02 05 16 0063-025 50 45 120 0,094

63-32 PN 16 2 02 05 16 0063-032 50 45 120 0,079

63-40 PN 16 2 02 05 16 0063-040 50 45 120 0,088

63-50 PN 16 2 02 05 16 0063-050 50 45 120 0,098

75-32 PN 16 2 02 05 16 0075-032 70 50 160 0,153

75-40 PN 16 2 02 05 16 0075-040 70 50 160 0,167

75-50 PN 16 2 02 05 16 0075-050 70 50 160 0,185

75-63 PN 16 2 02 05 16 0075-063 70 50 160 0,210

90-32 PN 16 2 02 05 16 0090-032 80 55 180 0,235

90-50 PN 16 2 02 05 16 0090-050 80 55 180 0,280

90-63 PN 16 2 02 05 16 0090-063 80 55 180 0,305

90-75 PN 16 2 02 05 16 0090-075 80 55 180 0,329

110-25 PN 16 2 02 05 16 0110-025 90 40 200 0,388

110-32 PN 16 2 02 05 16 0110-032 90 50 190 0,376

110-50
PN 10 2 02 05 10 0110-050 90 60 190 0,320

PN 16 2 02 05 16 0110-050 90 60 190 0,402

110-63
PN 10 2 02 05 10 0110-063 90 65 200 0,316

PN 16 2 02 05 16 0110-063 90 65 200 0,446

110-75 PN 16 2 02 05 16 0110-075 90 85 190 0,480

110-90

PN 10 2 02 05 10 0110-090 90 85 190 0,390

PN 16 2 02 05 16 0110-090 90 85 190 0,532

PN 20 2 02 05 20 0110-090 90 85 190 0,640

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

1200-(...) PN 10-PN 16 2 03 06 10 1200-000 ** ** ** ** **

1400-(...) PN 10-PN 16 2 03 06 10 1400-000 ** ** ** ** **

1600-(...) PN 10-PN 16 2 03 06 10 1600-000 ** ** ** ** **

PN 16 Ø 800 mm ......... ......... ......... Ø 2500 mm

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

1200-(...) PN 10-PN 16 2 03 06 10 1200-000 ** ** ** ** **

1400-(...) PN 10-PN 16 2 03 06 10 1400-000 ** ** ** ** **

1600-(...) PN 10-PN 16 2 03 06 10 1600-000 ** ** ** ** **

PN 16 Ø 800 mm ......... ......... ......... Ø 2500 mm

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

1200-(...) PN 10-PN 16 2 03 06 10 1200-000 ** ** ** ** **

1400-(...) PN 10-PN 16 2 03 06 10 1400-000 ** ** ** ** **

1600-(...) PN 10-PN 16 2 03 06 10 1600-000 ** ** ** ** **

PN 16 Ø 800 mm ......... ......... ......... Ø 2500 mm

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

175174 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d-d1

125-25 PN 16 2 02 05 16 0125-025 90 50 210 0,506

125-63 PN 16 2 02 05 16 0125-063 90 60 210 0,564

125-75 PN 16 2 02 05 16 0125-075 90 60 210 0,582

125-90
PN 10 2 02 05 10 0125-090 90 80 210 0,466

PN 16 2 02 05 16 0125-090 90 80 210 0,645

125-110
PN 10 2 02 05 10 0125-110 80 85 210 0,510

PN 16 2 02 05 16 0125-110 80 85 210 0,745

140-75 PN 16 2 02 05 16 0140-075 95 70 210 0,760

140-90 PN 16 2 02 05 16 0140-090 95 70 210 0,815

140-110
PN 10 2 02 05 10 0140-110 95 70 210 0,635

PN 16 2 02 05 16 0140-110 95 70 210 0,930

140-125

PN 10 2 02 05 10 0140-125 95 80 210 0,700

PN 16 2 02 05 16 0140-125 95 80 210 0,970

PN 25 2 02 05 25 0140-125 95 80 210 1,300

160-90
PN 10 2 02 05 10 0160-090 95 75 220 0,735

PN 16 2 02 05 16 0160-090 95 75 220 1,070

160-110

PN 10 2 02 05 10 0160-110 95 75 220 0,760

PN 16 2 02 05 16 0160-110 95 75 220 1,147

PN 32 2 02 05 32 0160-110 95 75 220 1,840

160-125
PN 10 2 02 05 10 0160-125 95 85 220 0,832

PN 16 2 02 05 16 0160-125 95 85 220 1,194

160-140
PN 10 2 02 05 10 0160-140 95 85 220 0,865

PN 16 2 02 05 16 0160-140 95 85 220 1,310

180-90
PN 10 2 02 05 10 0180-090 105 75 250 0,970

PN 16 2 02 05 16 0180-090 105 75 250 1,350

180-110
PN 10 2 02 05 10 0180-110 105 85 250 1,027

PN 16 2 02 05 16 0180-110 105 85 250 1,420

180-125

PN 10 2 02 05 10 0180-125 105 90 250 1,077

PN 16 2 02 05 16 0180-125 105 90 250 1,555

PN 25 2 02 05 25 0180-125 105 90 250 2,150

180-140
PN 10 2 02 05 10 0180-140 105 90 250 1,147

PN 16 2 02 05 16 0180-140 105 90 250 1,740

180-160
PN 10 2 02 05 10 0180-160 105 90 250 1,243

PN 16 2 02 05 16 0180-160 105 90 250 1,890

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

200-110
PN 10 2 02 05 10 0200-110 115 85 265 1,490

PN 16 2 02 05 16 0200-110 115 85 265 1,925

200-125

PN 10 2 02 05 10 0200-125 115 85 265 1,430

PN 16 2 02 05 16 0200-125 115 85 265 2,040

PN 25 2 02 05 25 0200-125 115 85 255 2,800

200-140
PN 10 2 02 05 10 0200-140 120 100 260 1,450

PN 16 2 02 05 16 0200-140 120 100 260 1,990

200-160
PN 10 2 02 05 10 0200-160 120 90 255 1,632

PN 16 2 02 05 16 0200-160 120 90 255 2,240

200-180

PN 10 2 02 05 10 0200-180 120 90 255 1,630

PN 16 2 02 05 16 0200-180 120 90 255 2,395

PN 20 2 02 05 20 0200-180 105 105 255 3,000

225-110
PN 10 2 02 05 10 0225-110 120 80 275 1,822

PN 16 2 02 05 16 0225-110 120 80 275 2,490

225-125 PN 10 2 02 05 10 0225-125 125 85 280 1,801

225-140 PN 10 2 02 05 10 0225-140 120 100 270 1,765

225-160
PN 10 2 02 05 10 0225-160 125 100 275 2,067

PN 16 2 02 05 16 0225-160 125 100 275 2,785

225-180 PN 10 2 02 05 10 0225-180 125 105 290 2,327

225-200
PN 10 2 02 05 10 0225-200 120 110 275 2,280

PN 16 2 02 05 16 0225-200 120 110 275 3,130

250-125 PN 16 2 02 05 16 0250-125 115 80 300 3,245

250-160
PN 10 2 02 05 10 0250-160 110 100 300 2,847

PN 16 2 02 05 16 0250-160 110 100 300 3,552

250-180
PN 16 2 02 05 16 0250-180 115 100 300 3,892

PN 20 2 02 05 20 0250-180 115 100 300 4,300

250-200

PN 10 2 02 05 10 0250-200 115 110 300 3,058

PN 16 2 02 05 16 0250-200 115 110 300 4,297

PN 25 2 02 05 25 0250-200 115 110 300 5,350

250-225
PN 10 2 02 05 10 0250-225 115 120 300 3,330

PN 16 2 02 05 16 0250-225 115 120 300 3,990

280-200
PN 10 2 02 05 10 0280-200 135 110 330 3,937

PN 16 2 02 05 16 0280-200 135 110 330 5,245

280-225
PN 10 2 02 05 10 0280-225 135 125 330 4,347

PN 16 2 02 05 16 0280-225 135 125 330 5,380

280-250
PN 10 2 02 05 10 0280-250 135 125 330 4,630

PN 16 2 02 05 16 0280-250 135 125 330 5,952

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

125-25 PN 16 2 02 05 16 0125-025 90 50 210 0,506

125-63 PN 16 2 02 05 16 0125-063 90 60 210 0,564

125-75 PN 16 2 02 05 16 0125-075 90 60 210 0,582

125-90
PN 10 2 02 05 10 0125-090 90 80 210 0,466

PN 16 2 02 05 16 0125-090 90 80 210 0,645

125-110
PN 10 2 02 05 10 0125-110 80 85 210 0,510

PN 16 2 02 05 16 0125-110 80 85 210 0,745

140-75 PN 16 2 02 05 16 0140-075 95 70 210 0,760

140-90 PN 16 2 02 05 16 0140-090 95 70 210 0,815

140-110
PN 10 2 02 05 10 0140-110 95 70 210 0,635

PN 16 2 02 05 16 0140-110 95 70 210 0,930

140-125

PN 10 2 02 05 10 0140-125 95 80 210 0,700

PN 16 2 02 05 16 0140-125 95 80 210 0,970

PN 25 2 02 05 25 0140-125 95 80 210 1,300

160-90
PN 10 2 02 05 10 0160-090 95 75 220 0,735

PN 16 2 02 05 16 0160-090 95 75 220 1,070

160-110

PN 10 2 02 05 10 0160-110 95 75 220 0,760

PN 16 2 02 05 16 0160-110 95 75 220 1,147

PN 32 2 02 05 32 0160-110 95 75 220 1,840

160-125
PN 10 2 02 05 10 0160-125 95 85 220 0,832

PN 16 2 02 05 16 0160-125 95 85 220 1,194

160-140
PN 10 2 02 05 10 0160-140 95 85 220 0,865

PN 16 2 02 05 16 0160-140 95 85 220 1,310

180-90
PN 10 2 02 05 10 0180-090 105 75 250 0,970

PN 16 2 02 05 16 0180-090 105 75 250 1,350

180-110
PN 10 2 02 05 10 0180-110 105 85 250 1,027

PN 16 2 02 05 16 0180-110 105 85 250 1,420

180-125

PN 10 2 02 05 10 0180-125 105 90 250 1,077

PN 16 2 02 05 16 0180-125 105 90 250 1,555

PN 25 2 02 05 25 0180-125 105 90 250 2,150

180-140
PN 10 2 02 05 10 0180-140 105 90 250 1,147

PN 16 2 02 05 16 0180-140 105 90 250 1,740

180-160
PN 10 2 02 05 10 0180-160 105 90 250 1,243

PN 16 2 02 05 16 0180-160 105 90 250 1,890

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

200-110
PN 10 2 02 05 10 0200-110 115 85 265 1,490

PN 16 2 02 05 16 0200-110 115 85 265 1,925

200-125

PN 10 2 02 05 10 0200-125 115 85 265 1,430

PN 16 2 02 05 16 0200-125 115 85 265 2,040

PN 25 2 02 05 25 0200-125 115 85 255 2,800

200-140
PN 10 2 02 05 10 0200-140 120 100 260 1,450

PN 16 2 02 05 16 0200-140 120 100 260 1,990

200-160
PN 10 2 02 05 10 0200-160 120 90 255 1,632

PN 16 2 02 05 16 0200-160 120 90 255 2,240

200-180

PN 10 2 02 05 10 0200-180 120 90 255 1,630

PN 16 2 02 05 16 0200-180 120 90 255 2,395

PN 20 2 02 05 20 0200-180 105 105 255 3,000

225-110
PN 10 2 02 05 10 0225-110 120 80 275 1,822

PN 16 2 02 05 16 0225-110 120 80 275 2,490

225-125 PN 10 2 02 05 10 0225-125 125 85 280 1,801

225-140 PN 10 2 02 05 10 0225-140 120 100 270 1,765

225-160
PN 10 2 02 05 10 0225-160 125 100 275 2,067

PN 16 2 02 05 16 0225-160 125 100 275 2,785

225-180 PN 10 2 02 05 10 0225-180 125 105 290 2,327

225-200
PN 10 2 02 05 10 0225-200 120 110 275 2,280

PN 16 2 02 05 16 0225-200 120 110 275 3,130

250-125 PN 16 2 02 05 16 0250-125 115 80 300 3,245

250-160
PN 10 2 02 05 10 0250-160 110 100 300 2,847

PN 16 2 02 05 16 0250-160 110 100 300 3,552

250-180
PN 16 2 02 05 16 0250-180 115 100 300 3,892

PN 20 2 02 05 20 0250-180 115 100 300 4,300

250-200

PN 10 2 02 05 10 0250-200 115 110 300 3,058

PN 16 2 02 05 16 0250-200 115 110 300 4,297

PN 25 2 02 05 25 0250-200 115 110 300 5,350

250-225
PN 10 2 02 05 10 0250-225 115 120 300 3,330

PN 16 2 02 05 16 0250-225 115 120 300 3,990

280-200
PN 10 2 02 05 10 0280-200 135 110 330 3,937

PN 16 2 02 05 16 0280-200 135 110 330 5,245

280-225
PN 10 2 02 05 10 0280-225 135 125 330 4,347

PN 16 2 02 05 16 0280-225 135 125 330 5,380

280-250
PN 10 2 02 05 10 0280-250 135 125 330 4,630

PN 16 2 02 05 16 0280-250 135 125 330 5,952

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

177176 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d-d1

315-160
PN 10 2 02 05 10 0315-160 145 95 335 4,560

PN 16 2 02 05 16 0315-160 145 95 335 6,275

315-180 PN 20 2 02 05 20 0315-180 145 110 335 6,860

315-200

PN 10 2 02 05 10 0315-200 145 110 335 4,775

PN 16 2 02 05 16 0315-200 145 110 335 6,537

PN 25 2 02 05 25 0315-200 145 110 335 8,560

315-225
PN 10 2 02 05 10 0315-225 145 110 335 4,875

PN 16 2 02 05 16 0315-225 145 110 335 6,850

315-250
PN 10 2 02 05 10 0315-250 145 120 335 4,850

PN 16 2 02 05 16 0315-250 145 120 335 7,285

315-280
PN 10 2 02 05 10 0315-280 145 130 340 5,925

PN 16 2 02 05 16 0315-280 145 130 340 7,565

355-200 PN 16 2 02 05 16 0355-200 155 115 360 8,440

355-250
PN 10 2 02 05 10 0355-250 155 115 360 6,340

PN 16 2 02 05 16 0355-250 155 115 360 8,955

355-315 PN 16 2 02 05 16 0355-315 155 115 360 10,460

400-200
PN 10 2 02 05 10 0400-200 140 110 360 7,430

PN 16 2 02 05 16 0400-200 140 110 360 9,400

400-250 PN 16 2 02 05 16 0400-250 140 110 360 10,575

400-315
PN 10 2 02 05 10 0400-315 140 130 360 8,310

PN 16 2 02 05 16 0400-315 140 130 360 12,797

400-355
PN 10 2 02 05 10 0400-355 140 150 360 9,555

PN 16 2 02 05 16 0400-355 140 150 360 12,795

d-d1

500-315
PN 10 2 02 05 10 0500-315 80 140 260 9,000

PN 16 2 02 05 16 0500-315 80 140 260 12,000

500-355
PN 10 2 02 05 10 0500-355 80 150 260 9,200

PN 16 2 02 05 16 0500-355 80 150 260 12,700

500-400
PN 10 2 02 05 10 0500-400 80 158 260 9,750

PN 16 2 02 05 16 0500-400 80 158 260 13,700

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

450-400
PN 10 2 10 05 10 0450-400 400 150 150 12,800

PN 16 2 10 05 16 0450-400 400 150 150 18,410

500-400
PN 10 2 10 05 10 0500-400 470 150 150 17,940

PN 16 2 10 05 16 0500-400 470 150 150 27,370

500-450
PN 10 2 10 05 10 0500-450 400 150 150 15,930

PN 16 2 10 05 16 0500-450 400 150 150 22,740

560-400
PN 10 2 10 05 10 0560-400 530 150 150 24,570

PN 16 2 10 05 16 0560-400 530 150 150 31,880

560-450
PN 10 2 10 05 10 0560-450 450 150 150 22,180

PN 16 2 10 05 16 0560-450 450 150 150 29,690

560-500
PN 10 2 10 05 10 0560-500 400 150 150 20,160

PN 16 2 10 05 16 0560-500 400 150 150 28,530

630-400
PN 10 2 10 05 10 0630-400 550 150 150 31,760

PN 16 2 10 05 16 0630-400 550 150 150 39,860

630-450
PN 10 2 10 05 10 0630-450 500 150 150 30,060

PN 16 2 10 05 16 0630-450 500 150 150 38,770

630-500
PN 10 2 10 05 10 0630-500 450 150 150 28,020

PN 16 2 10 05 16 0630-500 450 150 150 37,510

630-560
PN 10 2 10 05 10 0630-560 400 150 150 25,230

PN 16 2 10 05 16 0630-560 400 150 150 30,440

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

315-160
PN 10 2 02 05 10 0315-160 145 95 335 4,560

PN 16 2 02 05 16 0315-160 145 95 335 6,275

315-180 PN 20 2 02 05 20 0315-180 145 110 335 6,860

315-200

PN 10 2 02 05 10 0315-200 145 110 335 4,775

PN 16 2 02 05 16 0315-200 145 110 335 6,537

PN 25 2 02 05 25 0315-200 145 110 335 8,560

315-225
PN 10 2 02 05 10 0315-225 145 110 335 4,875

PN 16 2 02 05 16 0315-225 145 110 335 6,850

315-250
PN 10 2 02 05 10 0315-250 145 120 335 4,850

PN 16 2 02 05 16 0315-250 145 120 335 7,285

315-280
PN 10 2 02 05 10 0315-280 145 130 340 5,925

PN 16 2 02 05 16 0315-280 145 130 340 7,565

355-200 PN 16 2 02 05 16 0355-200 155 115 360 8,440

355-250
PN 10 2 02 05 10 0355-250 155 115 360 6,340

PN 16 2 02 05 16 0355-250 155 115 360 8,955

355-315 PN 16 2 02 05 16 0355-315 155 115 360 10,460

400-200
PN 10 2 02 05 10 0400-200 140 110 360 7,430

PN 16 2 02 05 16 0400-200 140 110 360 9,400

400-250 PN 16 2 02 05 16 0400-250 140 110 360 10,575

400-315
PN 10 2 02 05 10 0400-315 140 130 360 8,310

PN 16 2 02 05 16 0400-315 140 130 360 12,797

400-355
PN 10 2 02 05 10 0400-355 140 150 360 9,555

PN 16 2 02 05 16 0400-355 140 150 360 12,795

d-d1

500-315
PN 10 2 02 05 10 0500-315 80 140 260 9,000

PN 16 2 02 05 16 0500-315 80 140 260 12,000

500-355
PN 10 2 02 05 10 0500-355 80 150 260 9,200

PN 16 2 02 05 16 0500-355 80 150 260 12,700

500-400
PN 10 2 02 05 10 0500-400 80 158 260 9,750

PN 16 2 02 05 16 0500-400 80 158 260 13,700

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

450-400
PN 10 2 10 05 10 0450-400 400 150 150 12,800

PN 16 2 10 05 16 0450-400 400 150 150 18,410

500-400
PN 10 2 10 05 10 0500-400 470 150 150 17,940

PN 16 2 10 05 16 0500-400 470 150 150 27,370

500-450
PN 10 2 10 05 10 0500-450 400 150 150 15,930

PN 16 2 10 05 16 0500-450 400 150 150 22,740

560-400
PN 10 2 10 05 10 0560-400 530 150 150 24,570

PN 16 2 10 05 16 0560-400 530 150 150 31,880

560-450
PN 10 2 10 05 10 0560-450 450 150 150 22,180

PN 16 2 10 05 16 0560-450 450 150 150 29,690

560-500
PN 10 2 10 05 10 0560-500 400 150 150 20,160

PN 16 2 10 05 16 0560-500 400 150 150 28,530

630-400
PN 10 2 10 05 10 0630-400 550 150 150 31,760

PN 16 2 10 05 16 0630-400 550 150 150 39,860

630-450
PN 10 2 10 05 10 0630-450 500 150 150 30,060

PN 16 2 10 05 16 0630-450 500 150 150 38,770

630-500
PN 10 2 10 05 10 0630-500 450 150 150 28,020

PN 16 2 10 05 16 0630-500 450 150 150 37,510

630-560
PN 10 2 10 05 10 0630-560 400 150 150 25,230

PN 16 2 10 05 16 0630-560 400 150 150 30,440

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

179178 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d-d1

630-400
PN 10 2 10 05 10 0630-400K 41 38 275 20,850

PN 16 2 10 05 16 0630-400K 41 38 275 21,705

d-d1

710-400
PN 10 2 10 05 10 0710-400 40 32 373 23,500

PN 16 2 10 05 16 0710-400 40 32 373 33,200

710-450
PN 10 2 10 05 10 0710-450 40 30 318 21,950

PN 16 2 10 05 16 0710-450 40 30 318 30,910

710-500
PN 10 2 10 05 10 0710-500 40 30 265 20,070

PN 16 2 10 05 16 0710-500 40 30 265 28,150

710-560
PN 10 2 10 05 10 0710-560 40 100 200 16,070

PN 16 2 10 05 16 0710-560 40 100 200 22,210

710-630
PN 10 2 10 05 10 0710-630 90 90 160 13,260

PN 16 2 10 05 16 0710-630 90 90 160 18,680

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

630-400
PN 10 2 10 05 10 0630-400K 41 38 275 20,850

PN 16 2 10 05 16 0630-400K 41 38 275 21,705

d-d1

710-400
PN 10 2 10 05 10 0710-400 40 32 373 23,500

PN 16 2 10 05 16 0710-400 40 32 373 33,200

710-450
PN 10 2 10 05 10 0710-450 40 30 318 21,950

PN 16 2 10 05 16 0710-450 40 30 318 30,910

710-500
PN 10 2 10 05 10 0710-500 40 30 265 20,070

PN 16 2 10 05 16 0710-500 40 30 265 28,150

710-560
PN 10 2 10 05 10 0710-560 40 100 200 16,070

PN 16 2 10 05 16 0710-560 40 100 200 22,210

710-630
PN 10 2 10 05 10 0710-630 90 90 160 13,260

PN 16 2 10 05 16 0710-630 90 90 160 18,680

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

800-400
PN 10 2 10 05 10 0800-400 35 32 503 36,400

PN 16 2 10 05 16 0800-400 35 32 503 55,100

800-450
PN 10 2 10 05 10 0800-450 35 30 448 34,850

PN 16 2 10 05 16 0800-450 35 30 448 52,810

800-500
PN 10 2 10 05 10 0800-500 35 30 395 32,970

PN 16 2 10 05 16 0800-500 35 30 395 50,050

800-560
PN 10 2 10 05 10 0800-560 35 100 330 28,970

PN 16 2 10 05 16 0800-560 35 100 330 44,110

800-630
PN 10 2 10 05 10 0800-630 35 90 290 26,160

PN 16 2 10 05 16 0800-630 35 90 290 40,580

800-710
PN 10 2 10 05 10 0800-710 35 70 150 12,900

PN 16 2 10 05 16 0800-710 35 70 150 21,900

900-400
PN 10 2 10 05 10 0900-400 45 32 633 56,550

PN 16 2 10 05 16 0900-400 45 32 633 83,590

900-450
PN 10 2 10 05 10 0900-450 45 30 578 55,000

PN 16 2 10 05 16 0900-450 45 30 578 81,300

900-500
PN 10 2 10 05 10 0900-500 45 30 525 53,120

PN 16 2 10 05 16 0900-500 45 30 525 78,540

900-560
PN 10 2 10 05 10 0900-560 45 100 460 49,120

PN 16 2 10 05 16 0900-560 45 100 460 72,160

900-630
PN 10 2 10 05 10 0900-630 45 90 420 46,310

PN 16 2 10 05 16 0900-630 45 90 420 69,070

900-710
PN 10 2 10 05 10 0900-710 45 70 280 33,050

PN 16 2 10 05 16 0900-710 45 70 280 50,390

900-800
PN 10 2 10 05 10 0900-800 45 70 150 20,150

PN 16 2 10 05 16 0900-800 45 70 150 28,490

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

800-400
PN 10 2 10 05 10 0800-400 35 32 503 36,400

PN 16 2 10 05 16 0800-400 35 32 503 55,100

800-450
PN 10 2 10 05 10 0800-450 35 30 448 34,850

PN 16 2 10 05 16 0800-450 35 30 448 52,810

800-500
PN 10 2 10 05 10 0800-500 35 30 395 32,970

PN 16 2 10 05 16 0800-500 35 30 395 50,050

800-560
PN 10 2 10 05 10 0800-560 35 100 330 28,970

PN 16 2 10 05 16 0800-560 35 100 330 44,110

800-630
PN 10 2 10 05 10 0800-630 35 90 290 26,160

PN 16 2 10 05 16 0800-630 35 90 290 40,580

800-710
PN 10 2 10 05 10 0800-710 35 70 150 12,900

PN 16 2 10 05 16 0800-710 35 70 150 21,900

900-400
PN 10 2 10 05 10 0900-400 45 32 633 56,550

PN 16 2 10 05 16 0900-400 45 32 633 83,590

900-450
PN 10 2 10 05 10 0900-450 45 30 578 55,000

PN 16 2 10 05 16 0900-450 45 30 578 81,300

900-500
PN 10 2 10 05 10 0900-500 45 30 525 53,120

PN 16 2 10 05 16 0900-500 45 30 525 78,540

900-560
PN 10 2 10 05 10 0900-560 45 100 460 49,120

PN 16 2 10 05 16 0900-560 45 100 460 72,160

900-630
PN 10 2 10 05 10 0900-630 45 90 420 46,310

PN 16 2 10 05 16 0900-630 45 90 420 69,070

900-710
PN 10 2 10 05 10 0900-710 45 70 280 33,050

PN 16 2 10 05 16 0900-710 45 70 280 50,390

900-800
PN 10 2 10 05 10 0900-800 45 70 150 20,150

PN 16 2 10 05 16 0900-800 45 70 150 28,490

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

630-400
PN 10 2 10 05 10 0630-400K 41 38 275 20,850

PN 16 2 10 05 16 0630-400K 41 38 275 21,705

d-d1

710-400
PN 10 2 10 05 10 0710-400 40 32 373 23,500

PN 16 2 10 05 16 0710-400 40 32 373 33,200

710-450
PN 10 2 10 05 10 0710-450 40 30 318 21,950

PN 16 2 10 05 16 0710-450 40 30 318 30,910

710-500
PN 10 2 10 05 10 0710-500 40 30 265 20,070

PN 16 2 10 05 16 0710-500 40 30 265 28,150

710-560
PN 10 2 10 05 10 0710-560 40 100 200 16,070

PN 16 2 10 05 16 0710-560 40 100 200 22,210

710-630
PN 10 2 10 05 10 0710-630 90 90 160 13,260

PN 16 2 10 05 16 0710-630 90 90 160 18,680

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d-d1

630-400
PN 10 2 10 05 10 0630-400K 41 38 275 20,850

PN 16 2 10 05 16 0630-400K 41 38 275 21,705

d-d1

710-400
PN 10 2 10 05 10 0710-400 40 32 373 23,500

PN 16 2 10 05 16 0710-400 40 32 373 33,200

710-450
PN 10 2 10 05 10 0710-450 40 30 318 21,950

PN 16 2 10 05 16 0710-450 40 30 318 30,910

710-500
PN 10 2 10 05 10 0710-500 40 30 265 20,070

PN 16 2 10 05 16 0710-500 40 30 265 28,150

710-560
PN 10 2 10 05 10 0710-560 40 100 200 16,070

PN 16 2 10 05 16 0710-560 40 100 200 22,210

710-630
PN 10 2 10 05 10 0710-630 90 90 160 13,260

PN 16 2 10 05 16 0710-630 90 90 160 18,680

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

181180 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



www.turanmak.com 95

d-d1

1000-400
PN 10 2 10 05 10 1000-400 40 32 763 82,010

PN 16 2 10 05 16 1000-400 40 32 763 118,800

1000-450
PN 10 2 10 05 10 1000-450 40 30 708 80,460

PN 16 2 10 05 16 1000-450 40 30 708 117,210

1000-500
PN 10 2 10 05 10 1000-500 40 30 665 78,580

PN 16 2 10 05 16 1000-500 40 30 665 114,450

1000-560
PN 10 2 10 05 10 1000-560 40 100 590 74,580

PN 16 2 10 05 16 1000-560 40 100 590 108,510

1000-630
PN 10 2 10 05 10 1000-630 40 90 550 71,770

PN 16 2 10 05 16 1000-630 40 90 550 104,980

1000-710
PN 10 2 10 05 10 1000-710 40 70 410 58,510

PN 16 2 10 05 16 1000-710 40 70 410 86,300

1000-800
PN 10 2 10 05 10 1000-800 40 70 280 45,610

PN 16 2 10 05 16 1000-800 40 70 280 64,400
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Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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d-d1

1000-400
PN 10 2 10 05 10 1000-400 40 32 763 82,010

PN 16 2 10 05 16 1000-400 40 32 763 118,800

1000-450
PN 10 2 10 05 10 1000-450 40 30 708 80,460

PN 16 2 10 05 16 1000-450 40 30 708 117,210

1000-500
PN 10 2 10 05 10 1000-500 40 30 665 78,580

PN 16 2 10 05 16 1000-500 40 30 665 114,450

1000-560
PN 10 2 10 05 10 1000-560 40 100 590 74,580

PN 16 2 10 05 16 1000-560 40 100 590 108,510

1000-630
PN 10 2 10 05 10 1000-630 40 90 550 71,770

PN 16 2 10 05 16 1000-630 40 90 550 104,980

1000-710
PN 10 2 10 05 10 1000-710 40 70 410 58,510

PN 16 2 10 05 16 1000-710 40 70 410 86,300

1000-800
PN 10 2 10 05 10 1000-800 40 70 280 45,610

PN 16 2 10 05 16 1000-800 40 70 280 64,400

wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwww.w.w.wwwwwwww ttttttttututuuuuuuututuutuututututuuuutuurrarraaarraararararaararararaaararannmnmmmnmnmnnnmmmnmnmnmnmmnmnmnmnmnmnnmnmnmmmmmnnmmnmm kkkakakaakkkkakakakkakakakakakakkakkakakkakakakakaa c.cccc.c.ccccccccccccc.c.cooooommmmmmmmmomomomomoomomomomomomomomooomomomm 9999955555599555599959595959995955959959595955

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

www.turanmak.com96

d-d1

800-710

PN 6 0 02 05 06 0800-710 60 60 150 11,270

  PN 10 0 02 05 10 0800-710 60 60 150 16,020

  PN 16 0 02 05 16 0800-710 60 60 150 22,720

900-800

PN 6 0 02 05 06 0900-800 60 60 150 14,250

  PN 10 0 02 05 10 0900-800 60 60 150 20,260

  PN 16 0 02 05 16 0900-800 60 60 150 28,760

1000-900

PN 6 0 02 05 06 1000-900 60 60 150 17,480

  PN 10 0 02 05 10 1000-900 60 60 150 25,030

  PN 16 0 02 05 16 1000-900 60 60 150 35,660

1200-1000

PN 6 0 02 05 06 1000-1200 60 60 150 26,020

  PN 10 0 02 05 10 1000-1200 60 60 150 36,040

  PN 16 0 02 05 16 1000-1200 60 60 150 50,140

1400-1200
PN 6 0 02 05 06 1200-1400 90 60 210 53,640

  PN 10 0 02 05 10 1200-1400 90 60 210 73,120

1600-1400
PN 6 0 02 05 06 1400-1600 70 95 200 73,240

  PN 10 0 02 05 10 1400-1600 70 95 200 97,990

wwwwwwww.turaranmnmmaakakakaaak c.comom96696

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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d-d1

800-710

PN 6 0 02 05 06 0800-710 60 60 150 11,270

  PN 10 0 02 05 10 0800-710 60 60 150 16,020

  PN 16 0 02 05 16 0800-710 60 60 150 22,720

900-800

PN 6 0 02 05 06 0900-800 60 60 150 14,250

  PN 10 0 02 05 10 0900-800 60 60 150 20,260

  PN 16 0 02 05 16 0900-800 60 60 150 28,760

1000-900

PN 6 0 02 05 06 1000-900 60 60 150 17,480

  PN 10 0 02 05 10 1000-900 60 60 150 25,030

  PN 16 0 02 05 16 1000-900 60 60 150 35,660

1200-1000

PN 6 0 02 05 06 1000-1200 60 60 150 26,020

  PN 10 0 02 05 10 1000-1200 60 60 150 36,040

  PN 16 0 02 05 16 1000-1200 60 60 150 50,140

1400-1200
PN 6 0 02 05 06 1200-1400 90 60 210 53,640

  PN 10 0 02 05 10 1200-1400 90 60 210 73,120

1600-1400
PN 6 0 02 05 06 1400-1600 70 95 200 73,240

  PN 10 0 02 05 10 1400-1600 70 95 200 97,990

wwwwwwww.turaranmnmmaakakakaaak c.comom96696

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)
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d-d1

1000-400
PN 102 10 05 10 1000-400403276382,010

PN 162 10 05 16 1000-4004032763118,800

1000-450
PN 102 10 05 10 1000-450403070880,460

PN 162 10 05 16 1000-4504030708117,210

1000-500
PN 102 10 05 10 1000-500403066578,580

PN 162 10 05 16 1000-5004030665114,450

1000-560
PN 102 10 05 10 1000-5604010059074,580

PN 162 10 05 16 1000-56040100590108,510

1000-630
PN 102 10 05 10 1000-630409055071,770

PN 162 10 05 16 1000-6304090550104,980

1000-710
PN 102 10 05 10 1000-710407041058,510

PN 162 10 05 16 1000-710407041086,300

1000-800
PN 102 10 05 10 1000-800407028045,610

PN 162 10 05 16 1000-800407028064,400
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Standart: TS EN 1555-3:2010 + A1 • TS EN 12201-3 + A1

PE 100  SDR 11(PN16) & SDR 17(PN10)
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d-d1

800-710

PN 60 02 05 06 0800-710606015011,270

  PN 100 02 05 10 0800-710606015016,020

  PN 160 02 05 16 0800-710606015022,720

900-800

PN 60 02 05 06 0900-800606015014,250

  PN 100 02 05 10 0900-800606015020,260

  PN 160 02 05 16 0900-800606015028,760

1000-900

PN 60 02 05 06 1000-900606015017,480

  PN 100 02 05 10 1000-900606015025,030

  PN 160 02 05 16 1000-900606015035,660

1200-1000

PN 60 02 05 06 1000-1200606015026,020

  PN 100 02 05 10 1000-1200606015036,040

  PN 160 02 05 16 1000-1200606015050,140

1400-1200
PN 60 02 05 06 1200-1400906021053,640

  PN 100 02 05 10 1200-1400906021073,120

1600-1400
PN 60 02 05 06 1400-1600709520073,240

  PN 100 02 05 10 1400-1600709520097,990

wwwwwwww.turaranmnmmaakakakaaakc.comom 96696

Standart: TS EN 1555-3:2010 + A1 • TS EN 12201-3 + A1

PE 100  SDR 11(PN16) & SDR 17(PN10)

183182 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d

20 PN 16 2 02 06 16 0020-000 27 45 7 43 75 0,026

25 PN 16 2 02 06 16 0025-000 33 58 8 40 82 0,035

32 PN 16 2 02 06 16 0032-000 40 67 9 44 82 0,054

40 PN 16 2 02 06 16 0040-000 50 78 9 61 86 0,075

50 PN 16 2 02 06 16 0050-000 61 88 13 52 84 0,120

63 PN 16 2 02 06 16 0063-000 75 102 15 65 100 0,170

75 PN 16 2 02 06 16 0075-000 89 122 17 84 122 0,285

90

PN 10 2 02 06 10 0090-000 105 138 15 80 120 0,315

PN 16 2 02 06 16 0090-000 105 138 15 80 120 0,385

PN 20 2 02 06 20 0090-000 105 138 15 80 120 0,450

PN 25 2 02 06 25 0090-000 105 138 15 80 120 0,475

PN 32 2 02 06 32 0090-000 105 138 15 80 120 0,500

110

PN 10 2 02 06 10 0110-000 122 158 18 100 140 0,500

PN 16 2 02 06 16 0110-000 122 158 18 100 140 0,600

PN 20 2 02 06 20 0110-000 122 158 18 100 140 0,710

PN 25 2 02 06 25 0110-000 122 160 20 100 145 0,850

PN 32 2 02 06 32 0110-000 122 160 20 100 145 0,950

125

PN 10 2 02 06 10 0125-000 132 158 22 100 145 0,650

PN 16 2 02 06 16 0125-000 132 158 22 100 145 0,830

PN 20 2 02 06 20 0125-000 132 158 22 100 145 0,900

PN 25 2 02 06 25 0125-000 132 160 22 100 145 1,050

140

PN 10 2 02 06 10 0140-000 155 188 27 95 150 0,880

PN 16 2 02 06 16 0140-000 155 188 27 95 150 1,018

PN 20 2 02 06 20 0140-000 155 188 27 95 150 1,250

PN 25 2 02 06 25 0140-000 155 188 27 95 150 1,400

PN 32 2 02 06 32 0140-000 155 188 27 95 150 1,550

160

PN 10 2 02 06 10 0160-000 175 212 25 110 165 1,180

PN 16 2 02 06 16 0160-000 175 212 25 110 165 1,440

PN 20 2 02 06 20 0160-000 175 212 25 110 165 1,900

PN 25 2 02 06 25 0160-000 175 218 30 105 160 2,000

PN 32 2 02 06 32 0160-000 175 218 30 105 160 2,150

180

PN 10 2 02 06 10 0180-000 185 212 30 110 170 1,480

PN 16 2 02 06 16 0180-000 185 212 30 110 170 1,742

PN 20 2 02 06 20 0180-000 185 212 30 110 170 1,940

PN 25 2 02 06 25 0180-000 185 218 30 115 165 2,240

PN 32 2 02 06 32 0180-000 185 218 30 115 165 2,700

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

200

PN 10 2 02 06 10 0200-000 232 268 30 125 185 2,347

PN 16 2 02 06 16 0200-000 232 268 30 125 185 2,705

PN 20 2 02 06 20 0200-000 232 268 30 125 185 3,150

PN 25 2 02 06 25 0200-000 232 272 35 125 185 3,600

225

PN 10 2 02 06 10 0225-000 235 268 30 110 170 2,342

PN 16 2 02 06 16 0225-000 235 268 30 110 170 2,960

PN 20 2 02 06 20 0225-000 235 268 30 110 170 3,100

PN 25 2 02 06 25 0225-000 235 272 30 115 170 3,600

PN 32 2 02 06 32 0225-000 235 272 30 115 170 4,390

250

PN 10 2 02 06 10 0250-000 285 320 30 135 200 3,482

PN 16 2 02 06 16 0250-000 285 320 30 135 200 4,460

PN 20 2 02 06 20 0250-000 285 320 30 135 200 5,230

PN 25 2 02 06 25 0250-000 285 330 30 140 200 5,850

280

PN 10 2 02 06 10 0280-000 291 320 35 140 220 4,030

PN 16 2 02 06 16 0280-000 291 320 35 140 220 4,765

PN 20 2 02 06 20 0280-000 291 320 35 140 220 5,850

PN 25 2 02 06 25 0280-000 291 330 40 140 215 6,950

315

PN 10 2 02 06 10 0315-000 335 370 35 155 215 5,145

PN 16 2 02 06 16 0315-000 335 370 35 155 215 6,372

PN 20 2 02 06 20 0315-000 335 370 35 155 215 7,440

PN 25 2 02 06 25 0315-000 335 385 35 160 245 11,350

355

PN 10 2 02 06 10 0355-000 373 430 35 137 210 6,745

PN 16 2 02 06 16 0355-000 373 430 35 137 210 8,247

PN 20 2 02 06 20 0355-000 373 430 35 137 210 9,540

400
PN 10 2 02 06 10 0400-000 427 482 45 140 221 8,747

PN 16 2 02 06 16 0400-000 427 482 45 140 221 11,277

450
PN 10 2 02 06 10 0450-000 460 535 45 175 276 12,465

PN 16 2 02 06 16 0450-000 460 535 45 175 276 17,235

500
PN 10 2 02 06 10 0500-000 530 585 48 175 279 16,520

PN 16 2 02 06 16 0500-000 530 585 48 175 279 21,370

560
PN 10 2 02 06 10 0560-000 615 685 50 205 305 25,350

PN 16 2 02 06 16 0560-000 615 685 50 205 305 30,450

630
PN 10 2 02 06 10 0630-000 640 685 55 255 330 29,100

PN 16 2 02 06 16 0630-000 640 685 55 255 330 39,150

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

20 PN 16 2 02 06 16 0020-000 27 45 7 43 75 0,026

25 PN 16 2 02 06 16 0025-000 33 58 8 40 82 0,035

32 PN 16 2 02 06 16 0032-000 40 67 9 44 82 0,054

40 PN 16 2 02 06 16 0040-000 50 78 9 61 86 0,075

50 PN 16 2 02 06 16 0050-000 61 88 13 52 84 0,120

63 PN 16 2 02 06 16 0063-000 75 102 15 65 100 0,170

75 PN 16 2 02 06 16 0075-000 89 122 17 84 122 0,285

90

PN 10 2 02 06 10 0090-000 105 138 15 80 120 0,315

PN 16 2 02 06 16 0090-000 105 138 15 80 120 0,385

PN 20 2 02 06 20 0090-000 105 138 15 80 120 0,450

PN 25 2 02 06 25 0090-000 105 138 15 80 120 0,475

PN 32 2 02 06 32 0090-000 105 138 15 80 120 0,500

110

PN 10 2 02 06 10 0110-000 122 158 18 100 140 0,500

PN 16 2 02 06 16 0110-000 122 158 18 100 140 0,600

PN 20 2 02 06 20 0110-000 122 158 18 100 140 0,710

PN 25 2 02 06 25 0110-000 122 160 20 100 145 0,850

PN 32 2 02 06 32 0110-000 122 160 20 100 145 0,950

125

PN 10 2 02 06 10 0125-000 132 158 22 100 145 0,650

PN 16 2 02 06 16 0125-000 132 158 22 100 145 0,830

PN 20 2 02 06 20 0125-000 132 158 22 100 145 0,900

PN 25 2 02 06 25 0125-000 132 160 22 100 145 1,050

140

PN 10 2 02 06 10 0140-000 155 188 27 95 150 0,880

PN 16 2 02 06 16 0140-000 155 188 27 95 150 1,018

PN 20 2 02 06 20 0140-000 155 188 27 95 150 1,250

PN 25 2 02 06 25 0140-000 155 188 27 95 150 1,400

PN 32 2 02 06 32 0140-000 155 188 27 95 150 1,550

160

PN 10 2 02 06 10 0160-000 175 212 25 110 165 1,180

PN 16 2 02 06 16 0160-000 175 212 25 110 165 1,440

PN 20 2 02 06 20 0160-000 175 212 25 110 165 1,900

PN 25 2 02 06 25 0160-000 175 218 30 105 160 2,000

PN 32 2 02 06 32 0160-000 175 218 30 105 160 2,150

180

PN 10 2 02 06 10 0180-000 185 212 30 110 170 1,480

PN 16 2 02 06 16 0180-000 185 212 30 110 170 1,742

PN 20 2 02 06 20 0180-000 185 212 30 110 170 1,940

PN 25 2 02 06 25 0180-000 185 218 30 115 165 2,240

PN 32 2 02 06 32 0180-000 185 218 30 115 165 2,700

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

200

PN 10 2 02 06 10 0200-000 232 268 30 125 185 2,347

PN 16 2 02 06 16 0200-000 232 268 30 125 185 2,705

PN 20 2 02 06 20 0200-000 232 268 30 125 185 3,150

PN 25 2 02 06 25 0200-000 232 272 35 125 185 3,600

225

PN 10 2 02 06 10 0225-000 235 268 30 110 170 2,342

PN 16 2 02 06 16 0225-000 235 268 30 110 170 2,960

PN 20 2 02 06 20 0225-000 235 268 30 110 170 3,100

PN 25 2 02 06 25 0225-000 235 272 30 115 170 3,600

PN 32 2 02 06 32 0225-000 235 272 30 115 170 4,390

250

PN 10 2 02 06 10 0250-000 285 320 30 135 200 3,482

PN 16 2 02 06 16 0250-000 285 320 30 135 200 4,460

PN 20 2 02 06 20 0250-000 285 320 30 135 200 5,230

PN 25 2 02 06 25 0250-000 285 330 30 140 200 5,850

280

PN 10 2 02 06 10 0280-000 291 320 35 140 220 4,030

PN 16 2 02 06 16 0280-000 291 320 35 140 220 4,765

PN 20 2 02 06 20 0280-000 291 320 35 140 220 5,850

PN 25 2 02 06 25 0280-000 291 330 40 140 215 6,950

315

PN 10 2 02 06 10 0315-000 335 370 35 155 215 5,145

PN 16 2 02 06 16 0315-000 335 370 35 155 215 6,372

PN 20 2 02 06 20 0315-000 335 370 35 155 215 7,440

PN 25 2 02 06 25 0315-000 335 385 35 160 245 11,350

355

PN 10 2 02 06 10 0355-000 373 430 35 137 210 6,745

PN 16 2 02 06 16 0355-000 373 430 35 137 210 8,247

PN 20 2 02 06 20 0355-000 373 430 35 137 210 9,540

400
PN 10 2 02 06 10 0400-000 427 482 45 140 221 8,747

PN 16 2 02 06 16 0400-000 427 482 45 140 221 11,277

450
PN 10 2 02 06 10 0450-000 460 535 45 175 276 12,465

PN 16 2 02 06 16 0450-000 460 535 45 175 276 17,235

500
PN 10 2 02 06 10 0500-000 530 585 48 175 279 16,520

PN 16 2 02 06 16 0500-000 530 585 48 175 279 21,370

560
PN 10 2 02 06 10 0560-000 615 685 50 205 305 25,350

PN 16 2 02 06 16 0560-000 615 685 50 205 305 30,450

630
PN 10 2 02 06 10 0630-000 640 685 55 255 330 29,100

PN 16 2 02 06 16 0630-000 640 685 55 255 330 39,150

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

185184 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d

500
PN 10 2 02 06 10 0500-000K 530 585 48 105 195 12,150

PN 16 2 02 06 16 0500-000K 530 585 48 105 195 15,950

560

PN 6 2 02 06 06 0560-000 615 675 50 105 195 13,550

PN 10 2 02 06 10 0560-000K 615 685 50 105 195 17,150

PN 16 2 02 06 16 0560-000K 615 685 50 105 195 22,400

630

PN 6 2 02 06 06 0630-000 640 675 55 75 155 9,950

PN 10 2 02 06 10 0630-000K 640 685 55 75 155 14,100

PN 16 2 02 06 16 0630-000K 640 685 55 75 155 17,950

710

PN  6 2 02 06 06 0710-000 737 785 60 70 150 13,650

PN 10 2 02 06 10 0710-000K 737 800 60 70 150 19,000

PN 16 2 02 06 16 0710-000K 737 800 60 70 150 25,160

800

PN  6 2 02 06 06 0800-000 840 885 55 70 150 17,060

PN 10 2 02 06 10 0800-000K 840 905 55 70 150 23,970

PN 16 2 02 06 16 0800-000K 840 905 55 70 150 32,110

900

PN  6 2 02 06 06 0900-000 944 985 55 60 155 21,600

PN 10 2 02 06 10 0900-000K 944 1005 55 60 155 31,510

PN 16 2 02 06 16 0900-000K 944 1005 55 60 155 42,080

1000

PN  6 2 02 06 06 1000-000 1047 1085 55 70 150 24,660

PN 10 2 02 06 10 1000-000K 1047 1115 55 70 150 35,460

PN 16 2 02 06 16 1000-000K 1047 1115 55 70 150 45,410

1200

PN 6 2 02 06 06 1200-000 1245 1300 60 70 150 35,800

PN 8 2 02 06 08 1200-000 1245 1330 60 70 150 44,900

PN 10 2 02 06 10 1200-000 1245 1330 60 70 150 53,020

1400

PN 6 2 02 06 06 1400-000 1450 1510 75 85 200 63,160

PN 8 2 02 06 08 1400-000 1450 1535 75 85 200 77,530

PN 10 2 02 06 10 1400-000 1450 1535 75 85 200 90,930

1600

PN 6 2 02 06 06 1600-000 1645 1715 80 80 200 83,310

PN 8 2 02 06 08 1600-000 1645 1737 80 80 200 98,970

PN 10 2 02 06 10 1600-000 1645 1737 80 80 200 120,530

Ø 1800 - Ø 2000 - Ø 2100 - Ø 2250 - Ø 2500 arası çaplar siparişe göre özel olarak üretilmektedir.
Ø 1800 - Ø2000 - Ø 2100 - Ø 2250 - Ø 2500 specially produced upon order.

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

20 PN 16 2 02 07 16 0020-000 40 45 0,008

25 PN 16 2 02 07 16 0025-000 45 50 0,010

32 PN 16 2 02 07 16 0032-000 50 55 0,016

40 PN 16 2 02 07 16 0040-000 50 60 0,025

50 PN 16 2 02 07 16 0050-000 60 65 0,045

63 PN 16 2 02 07 16 0063-000 65 70 0,075

75 PN 16 2 02 07 16 0075-000 70 80 0,132

90 PN 16 2 02 07 16 0090-000 75 85 0,200

110 PN 16 2 02 07 16 0110-000 85 95 0,332

125 PN 16 2 02 07 16 0125-000 90 105 0,500

140 PN 16 2 02 07 16 0140-000 90 105 0,630

160 PN 16 2 02 07 16 0160-000 100 115 0,838

180 PN 16 2 02 07 16 0180-000 105 125 1,222

200 PN 16 2 02 07 16 0200-000 110 125 1,609

225 PN 16 2 02 07 16 0225-000 120 140 2,157

250 PN 16 2 02 07 16 0250-000 125 165 2,874

280 PN 16 2 02 07 16 0280-000 132 185 4,056

315 PN 16 2 02 07 16 0315-000 145 200 5,750

355 PN 16 2 02 07 16 0355-000 150 210 7,156

400 PN 16 2 02 07 16 0400-000 145 215 10,032

d

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

500
PN 10 2 02 06 10 0500-000K 530 585 48 105 195 12,150

PN 16 2 02 06 16 0500-000K 530 585 48 105 195 15,950

560

PN 6 2 02 06 06 0560-000 615 675 50 105 195 13,550

PN 10 2 02 06 10 0560-000K 615 685 50 105 195 17,150

PN 16 2 02 06 16 0560-000K 615 685 50 105 195 22,400

630

PN 6 2 02 06 06 0630-000 640 675 55 75 155 9,950

PN 10 2 02 06 10 0630-000K 640 685 55 75 155 14,100

PN 16 2 02 06 16 0630-000K 640 685 55 75 155 17,950

710

PN  6 2 02 06 06 0710-000 737 785 60 70 150 13,650

PN 10 2 02 06 10 0710-000K 737 800 60 70 150 19,000

PN 16 2 02 06 16 0710-000K 737 800 60 70 150 25,160

800

PN  6 2 02 06 06 0800-000 840 885 55 70 150 17,060

PN 10 2 02 06 10 0800-000K 840 905 55 70 150 23,970

PN 16 2 02 06 16 0800-000K 840 905 55 70 150 32,110

900

PN  6 2 02 06 06 0900-000 944 985 55 60 155 21,600

PN 10 2 02 06 10 0900-000K 944 1005 55 60 155 31,510

PN 16 2 02 06 16 0900-000K 944 1005 55 60 155 42,080

1000

PN  6 2 02 06 06 1000-000 1047 1085 55 70 150 24,660

PN 10 2 02 06 10 1000-000K 1047 1115 55 70 150 35,460

PN 16 2 02 06 16 1000-000K 1047 1115 55 70 150 45,410

1200

PN 6 2 02 06 06 1200-000 1245 1300 60 70 150 35,800

PN 8 2 02 06 08 1200-000 1245 1330 60 70 150 44,900

PN 10 2 02 06 10 1200-000 1245 1330 60 70 150 53,020

1400

PN 6 2 02 06 06 1400-000 1450 1510 75 85 200 63,160

PN 8 2 02 06 08 1400-000 1450 1535 75 85 200 77,530

PN 10 2 02 06 10 1400-000 1450 1535 75 85 200 90,930

1600

PN 6 2 02 06 06 1600-000 1645 1715 80 80 200 83,310

PN 8 2 02 06 08 1600-000 1645 1737 80 80 200 98,970

PN 10 2 02 06 10 1600-000 1645 1737 80 80 200 120,530

Ø 1800 - Ø 2000 - Ø 2100 - Ø 2250 - Ø 2500 arası çaplar siparişe göre özel olarak üretilmektedir.
Ø 1800 - Ø2000 - Ø 2100 - Ø 2250 - Ø 2500 specially produced upon order.

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

20 PN 16 2 02 07 16 0020-000 40 45 0,008

25 PN 16 2 02 07 16 0025-000 45 50 0,010

32 PN 16 2 02 07 16 0032-000 50 55 0,016

40 PN 16 2 02 07 16 0040-000 50 60 0,025

50 PN 16 2 02 07 16 0050-000 60 65 0,045

63 PN 16 2 02 07 16 0063-000 65 70 0,075

75 PN 16 2 02 07 16 0075-000 70 80 0,132

90 PN 16 2 02 07 16 0090-000 75 85 0,200

110 PN 16 2 02 07 16 0110-000 85 95 0,332

125 PN 16 2 02 07 16 0125-000 90 105 0,500

140 PN 16 2 02 07 16 0140-000 90 105 0,630

160 PN 16 2 02 07 16 0160-000 100 115 0,838

180 PN 16 2 02 07 16 0180-000 105 125 1,222

200 PN 16 2 02 07 16 0200-000 110 125 1,609

225 PN 16 2 02 07 16 0225-000 120 140 2,157

250 PN 16 2 02 07 16 0250-000 125 165 2,874

280 PN 16 2 02 07 16 0280-000 132 185 4,056

315 PN 16 2 02 07 16 0315-000 145 200 5,750

355 PN 16 2 02 07 16 0355-000 150 210 7,156

400 PN 16 2 02 07 16 0400-000 145 215 10,032

d

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

187186 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



www.turanmak.com 101wwwwwwww.w.w.w.ttutt ranmmmmnmnnn akak c.cc.ccom 101011

d

450
PN 10 2 03 10 10 0450-000 210 11,200

PN 16 2 03 10 16 0450-000 210 11,600

500
PN 10 2 03 10 10 0500-000 260 14,500

PN 16 2 03 10 16 0500-000 260 15,100

560
PN 10 2 03 10 10 0560-000 335 20,000

PN 16 2 03 10 16 0560-000 335 20,800

630
PN 10 2 03 10 10 0630-000 375 25,200

PN 16 2 03 10 16 0630-000 375 26,200

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

www.turanmak.com 101wwwwwwww.w.w.w.ttutt ranmmmmnmnnn akak c.cc.ccom 101011

d

450
PN 10 2 03 10 10 0450-000 210 11,200

PN 16 2 03 10 16 0450-000 210 11,600

500
PN 10 2 03 10 10 0500-000 260 14,500

PN 16 2 03 10 16 0500-000 260 15,100

560
PN 10 2 03 10 10 0560-000 335 20,000

PN 16 2 03 10 16 0560-000 335 20,800

630
PN 10 2 03 10 10 0630-000 375 25,200

PN 16 2 03 10 16 0630-000 375 26,200

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

www.turanmak.com102

I

d

110
PN 10 2 03 07 10 0110-000 310 160 105 1,315

PN 16 2 03 07 16 0110-000 310 160 105 1,814

160
PN 10 2 03 07 10 0160-000 400 200 115 3,212

PN 16 2 03 07 16 0160-000 400 200 115 4,395

wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwww.w.w.w.w.www.w.wwwwww tuttutututututututututuuttuttutuuuutuuraraaaaraanmnmnmnmnmnmnmmnmnmnmakakakakakakakakakk cc.c.c.c.c.c.c.c.c. omomomomoo

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

www.turanmak.com102

I

d

110
PN 10 2 03 07 10 0110-000 310 160 105 1,315

PN 16 2 03 07 16 0110-000 310 160 105 1,814

160
PN 10 2 03 07 10 0160-000 400 200 115 3,212

PN 16 2 03 07 16 0160-000 400 200 115 4,395

wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwww.w.w.w.w.www.w.wwwwww tuttutututututututututuuttuttutuuuutuuraraaaaraanmnmnmnmnmnmnmmnmnmnmakakakakakakakakakk cc.c.c.c.c.c.c.c.c. omomomomoo

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

www.turanmak.com101 wwwwwwww. w. w. w.ttuttranmmmmnmnnnakakc.cc.ccom101011

d

450
PN 102 03 10 10 0450-00021011,200

PN 162 03 10 16 0450-00021011,600

500
PN 102 03 10 10 0500-00026014,500

PN 162 03 10 16 0500-00026015,100

560
PN 102 03 10 10 0560-00033520,000

PN 162 03 10 16 0560-00033520,800

630
PN 102 03 10 10 0630-00037525,200

PN 162 03 10 16 0630-00037526,200

Standart: TS EN 1555-3:2010 + A1 • TS EN 12201-3 + A1

PE 100  SDR 11(PN16) & SDR 17(PN10)

www.turanmak.com 102

I

d

110
PN 102 03 07 10 0110-0003101601051,315

PN 162 03 07 16 0110-0003101601051,814

160
PN 102 03 07 10 0160-0004002001153,212

PN 162 03 07 16 0160-0004002001154,395

wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwww. w. w. w. w. www. w. wwwwwwtuttutututututututututuuttuttutuuuutuuraraaaaraanmnmnmnmnmnmnmmnmnmnmakakakakakakakakakkcc.c.c.c.c.c.c.c.c.omomomomoo

Standart: TS EN 1555-3:2010 + A1 • TS EN 12201-3 + A1

PE 100  SDR 11(PN16) & SDR 17(PN10)

189188 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



I I1

d

75
PN 10 2 03 07 10 0075-000 255 127 90 90 0,407

PN 16 2 03 07 16 0075-000 255 127 90 90 0,584

90
PN 10 2 03 07 10 0090-000 270 135 90 90 0,593

PN 16 2 03 07 16 0090-000 270 135 90 90 0,857

125
PN 10 2 03 07 10 0125-000 364 182 120 120 1,499

PN 16 2 03 07 16 0125-000 364 182 120 120 2,206

140
PN 10 2 03 07 10 0140-000 400 200 130 130 2,047

PN 16 2 03 07 16 0140-000 400 200 130 130 2,991

180
PN 10 2 03 07 10 0180-000 480 240 150 150 3,950

PN 16 2 03 07 16 0180-000 480 240 150 150 5,796

200
PN 10 2 03 07 10 0200-000 500 250 150 150 4,948

PN 16 2 03 07 16 0200-000 500 250 150 150 7,255

225
PN 10 2 03 07 10 0225-000 524 262 150 150 6,373

PN 16 2 03 07 16 0225-000 524 262 150 150 9,286

250
PN 10 2 03 07 10 0250-000 550 275 150 150 8,006

PN 16 2 03 07 16 0250-000 550 275 150 150 11,709

280
PN 10 2 03 07 10 0280-000 580 290 150 150 10,165

PN 16 2 03 07 16 0280-000 580 290 150 150 14,971

315
PN 10 2 03 07 10 0315-000 614 307 150 150 13,208

PN 16 2 03 07 16 0315-000 614 307 150 150 19,275

355
PN 10 2 03 07 10 0355-000 754 377 200 200 21,640

PN 16 2 03 07 16 0355-000 754 377 200 200 31,609

400
PN 10 2 03 07 10 0400-000 800 400 200 200 28,090

PN 16 2 03 07 16 0400-000 800 400 200 200 41,121

450
PN 10 2 03 07 10 0450-000 850 425 200 200 36,394

PN 16 2 03 07 16 0450-000 850 425 200 200 53,341

500
PN 10 2 03 07 10 0500-000 900 450 200 200 46,152

PN 16 2 03 07 16 0500-000 900 450 200 200 67,359

560
PN 10 2 03 07 10 0560-000 1060 530 250 250 70,360

PN 16 2 03 07 16 0560-000 1060 530 250 250 102,901

630
PN 10 2 03 07 10 0630-000 1130 565 250 250 91,554

PN 16 2 03 07 16 0630-000 1130 565 250 250 133,273

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

110
PN 10 2 03 11 10 0110-000 390 230 1,526

PN 16 2 03 11 16 0110-000 390 230 1,968

160
PN 10 2 03 11 10 0160-000 503 300 3,986

PN 16 2 03 11 16 0160-000 503 300 5,225

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

110
PN 10 2 03 11 10 0110-000 390 230 1,526

PN 16 2 03 11 16 0110-000 390 230 1,968

160
PN 10 2 03 11 10 0160-000 503 300 3,986

PN 16 2 03 11 16 0160-000 503 300 5,225

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

110
PN 10 2 03 11 10 0110-000 390 230 1,526

PN 16 2 03 11 16 0110-000 390 230 1,968

160
PN 10 2 03 11 10 0160-000 503 300 3,986

PN 16 2 03 11 16 0160-000 503 300 5,225

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I I1

d

75
PN 10 2 03 07 10 0075-000 255 127 90 90 0,407

PN 16 2 03 07 16 0075-000 255 127 90 90 0,584

90
PN 10 2 03 07 10 0090-000 270 135 90 90 0,593

PN 16 2 03 07 16 0090-000 270 135 90 90 0,857

125
PN 10 2 03 07 10 0125-000 364 182 120 120 1,499

PN 16 2 03 07 16 0125-000 364 182 120 120 2,206

140
PN 10 2 03 07 10 0140-000 400 200 130 130 2,047

PN 16 2 03 07 16 0140-000 400 200 130 130 2,991

180
PN 10 2 03 07 10 0180-000 480 240 150 150 3,950

PN 16 2 03 07 16 0180-000 480 240 150 150 5,796

200
PN 10 2 03 07 10 0200-000 500 250 150 150 4,948

PN 16 2 03 07 16 0200-000 500 250 150 150 7,255

225
PN 10 2 03 07 10 0225-000 524 262 150 150 6,373

PN 16 2 03 07 16 0225-000 524 262 150 150 9,286

250
PN 10 2 03 07 10 0250-000 550 275 150 150 8,006

PN 16 2 03 07 16 0250-000 550 275 150 150 11,709

280
PN 10 2 03 07 10 0280-000 580 290 150 150 10,165

PN 16 2 03 07 16 0280-000 580 290 150 150 14,971

315
PN 10 2 03 07 10 0315-000 614 307 150 150 13,208

PN 16 2 03 07 16 0315-000 614 307 150 150 19,275

355
PN 10 2 03 07 10 0355-000 754 377 200 200 21,640

PN 16 2 03 07 16 0355-000 754 377 200 200 31,609

400
PN 10 2 03 07 10 0400-000 800 400 200 200 28,090

PN 16 2 03 07 16 0400-000 800 400 200 200 41,121

450
PN 10 2 03 07 10 0450-000 850 425 200 200 36,394

PN 16 2 03 07 16 0450-000 850 425 200 200 53,341

500
PN 10 2 03 07 10 0500-000 900 450 200 200 46,152

PN 16 2 03 07 16 0500-000 900 450 200 200 67,359

560
PN 10 2 03 07 10 0560-000 1060 530 250 250 70,360

PN 16 2 03 07 16 0560-000 1060 530 250 250 102,901

630
PN 10 2 03 07 10 0630-000 1130 565 250 250 91,554

PN 16 2 03 07 16 0630-000 1130 565 250 250 133,273

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

110
PN 10 2 03 11 10 0110-000 390 230 1,526

PN 16 2 03 11 16 0110-000 390 230 1,968

160
PN 10 2 03 11 10 0160-000 503 300 3,986

PN 16 2 03 11 16 0160-000 503 300 5,225

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

191190 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d

90
PN 10 2 03 11 10 0090-000 556 333 1,169

PN 16 2 03 11 16 0090-000 556 333 1,693

125
PN 10 2 03 11 10 0125-000 577 351 2,221

PN 16 2 03 11 16 0125-000 577 351 3,272

140
PN 10 2 03 11 10 0140-000 598 369 2,867

PN 16 2 03 11 16 0140-000 598 369 4,195

180
PN 10 2 03 11 10 0180-000 655 417 5,103

PN 16 2 03 11 16 0180-000 655 417 7,496

200
PN 10 2 03 11 10 0200-000 783 491 7,585

PN 16 2 03 11 16 0200-000 783 491 11,152

225
PN 10 2 03 11 10 0225-000 818 522 9,976

PN 16 2 03 11 16 0225-000 818 522 14,572

250
PN 10 2 03 11 10 0250-000 954 602 14,397

PN 16 2 03 11 16 0250-000 954 602 21,121

280
PN 10 2 03 11 10 0280-000 996 638 18,577

PN 16 2 03 11 16 0280-000 996 638 27,435

315
PN 10 2 03 11 10 0315-000 1145 730 27,188

PN 16 2 03 11 16 0315-000 1145 730 39,845

355
PN 10 2 03 11 10 0355-000 1202 779 35,994

PN 16 2 03 11 16 0355-000 1202 779 52,718

400
PN 10 2 03 11 10 0400-000 1266 833 47,662

PN 16 2 03 11 16 0400-000 1266 833 69,990

450
PN 10 2 03 11 10 0450-000 1336 893 63,086

PN 16 2 03 11 16 0450-000 1336 893 92,775

500
PN 10 2 03 11 10 0500-000 1407 954 81,673

PN 16 2 03 11 16 0500-000 1407 954 119,668

560
PN 10 2 03 11 10 0560-000 1492 1026 107,515

PN 16 2 03 11 16 0560-000 1492 1026 157,683

630
PN 10 2 03 11 10 0630-000 1591 1110 144,020

PN 16 2 03 11 16 0630-000 1591 1110 210,385

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

90
PN 10 2 03 12 10 0090-000 527 295 1,120

PN 16 2 03 12 16 0090-000 527 295 1,623

110
PN 10 2 03 12 10 0110-000 527 295 1,637

PN 16 2 03 12 16 0110-000 527 295 2,364

125
PN 10 2 03 12 10 0125-000 544 308 2,140

PN 16 2 03 12 16 0125-000 544 308 3,156

140
PN 10 2 03 12 10 0140-000 562 321 2,758

PN 16 2 03 12 16 0140-000 562 321 4,039

160
PN 10 2 03 12 10 0160-000 585 339 3,732

PN 16 2 03 12 16 0160-000 585 339 5,493

180
PN 10 2 03 12 10 0180-000 608 356 4,872

PN 16 2 03 12 16 0180-000 608 356 7,165

200
PN 10 2 03 12 10 0200-000 731 423 7,268

PN 16 2 03 12 16 0200-000 731 423 10,696

225
PN 10 2 03 12 10 0225-000 760 445 9,524

PN 16 2 03 12 16 0225-000 760 445 13,929

250
PN 10 2 03 12 10 0250-000 889 517 13,776

PN 16 2 03 12 16 0250-000 889 517 20,234

280
PN 10 2 03 12 10 0280-000 923 543 17,716

PN 16 2 03 12 16 0280-000 923 543 26,190

315
PN 10 2 03 12 10 0315-000 1064 623 25,974

PN 16 2 03 12 16 0315-000 1064 623 38,110

355
PN 10 2 03 12 10 0355-000 1110 658 34,232

PN 16 2 03 12 16 0355-000 1110 658 50,199

400
PN 10 2 03 12 10 0400-000 1162 697 45,146

PN 16 2 03 12 16 0400-000 1162 697 66,382

450
PN 10 2 03 12 10 0450-000 1220 740 59,548

PN 16 2 03 12 16 0450-000 1220 740 87,691

500
PN 10 2 03 12 10 0500-000 1277 783 76,714

PN 16 2 03 12 16 0500-000 1277 783 112,566

560
PN 10 2 03 12 10 0560-000 1347 835 100,630

PN 16 2 03 12 16 0560-000 1347 835 147,812

630
PN 10 2 03 12 10 0630-000 1427 896 134,216

PN 16 2 03 12 16 0630-000 1427 896 196,405

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

90
PN 10 2 03 11 10 0090-000 556 333 1,169

PN 16 2 03 11 16 0090-000 556 333 1,693

125
PN 10 2 03 11 10 0125-000 577 351 2,221

PN 16 2 03 11 16 0125-000 577 351 3,272

140
PN 10 2 03 11 10 0140-000 598 369 2,867

PN 16 2 03 11 16 0140-000 598 369 4,195

180
PN 10 2 03 11 10 0180-000 655 417 5,103

PN 16 2 03 11 16 0180-000 655 417 7,496

200
PN 10 2 03 11 10 0200-000 783 491 7,585

PN 16 2 03 11 16 0200-000 783 491 11,152

225
PN 10 2 03 11 10 0225-000 818 522 9,976

PN 16 2 03 11 16 0225-000 818 522 14,572

250
PN 10 2 03 11 10 0250-000 954 602 14,397

PN 16 2 03 11 16 0250-000 954 602 21,121

280
PN 10 2 03 11 10 0280-000 996 638 18,577

PN 16 2 03 11 16 0280-000 996 638 27,435

315
PN 10 2 03 11 10 0315-000 1145 730 27,188

PN 16 2 03 11 16 0315-000 1145 730 39,845

355
PN 10 2 03 11 10 0355-000 1202 779 35,994

PN 16 2 03 11 16 0355-000 1202 779 52,718

400
PN 10 2 03 11 10 0400-000 1266 833 47,662

PN 16 2 03 11 16 0400-000 1266 833 69,990

450
PN 10 2 03 11 10 0450-000 1336 893 63,086

PN 16 2 03 11 16 0450-000 1336 893 92,775

500
PN 10 2 03 11 10 0500-000 1407 954 81,673

PN 16 2 03 11 16 0500-000 1407 954 119,668

560
PN 10 2 03 11 10 0560-000 1492 1026 107,515

PN 16 2 03 11 16 0560-000 1492 1026 157,683

630
PN 10 2 03 11 10 0630-000 1591 1110 144,020

PN 16 2 03 11 16 0630-000 1591 1110 210,385

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d

90
PN 10 2 03 12 10 0090-000 527 295 1,120

PN 16 2 03 12 16 0090-000 527 295 1,623

110
PN 10 2 03 12 10 0110-000 527 295 1,637

PN 16 2 03 12 16 0110-000 527 295 2,364

125
PN 10 2 03 12 10 0125-000 544 308 2,140

PN 16 2 03 12 16 0125-000 544 308 3,156

140
PN 10 2 03 12 10 0140-000 562 321 2,758

PN 16 2 03 12 16 0140-000 562 321 4,039

160
PN 10 2 03 12 10 0160-000 585 339 3,732

PN 16 2 03 12 16 0160-000 585 339 5,493

180
PN 10 2 03 12 10 0180-000 608 356 4,872

PN 16 2 03 12 16 0180-000 608 356 7,165

200
PN 10 2 03 12 10 0200-000 731 423 7,268

PN 16 2 03 12 16 0200-000 731 423 10,696

225
PN 10 2 03 12 10 0225-000 760 445 9,524

PN 16 2 03 12 16 0225-000 760 445 13,929

250
PN 10 2 03 12 10 0250-000 889 517 13,776

PN 16 2 03 12 16 0250-000 889 517 20,234

280
PN 10 2 03 12 10 0280-000 923 543 17,716

PN 16 2 03 12 16 0280-000 923 543 26,190

315
PN 10 2 03 12 10 0315-000 1064 623 25,974

PN 16 2 03 12 16 0315-000 1064 623 38,110

355
PN 10 2 03 12 10 0355-000 1110 658 34,232

PN 16 2 03 12 16 0355-000 1110 658 50,199

400
PN 10 2 03 12 10 0400-000 1162 697 45,146

PN 16 2 03 12 16 0400-000 1162 697 66,382

450
PN 10 2 03 12 10 0450-000 1220 740 59,548

PN 16 2 03 12 16 0450-000 1220 740 87,691

500
PN 10 2 03 12 10 0500-000 1277 783 76,714

PN 16 2 03 12 16 0500-000 1277 783 112,566

560
PN 10 2 03 12 10 0560-000 1347 835 100,630

PN 16 2 03 12 16 0560-000 1347 835 147,812

630
PN 10 2 03 12 10 0630-000 1427 896 134,216

PN 16 2 03 12 16 0630-000 1427 896 196,405

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

193192 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



www.turanmak.com108

I

d-d1

63-32
PN 10 2 03 13 10 0063-032 200 100 115 0,193

PN 16 2 03 13 16 0063-032 200 100 115 0,304

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

wwwwww.turanmnmak.com10101008888888

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

63-25 PN 16 2 20 01 16 0063-025 180 45 90 65 0,237

63-40 PN 16 2 20 01 16 0063-040 190 55 95 65 0,257

63-50 PN 16 2 20 01 16 0063-050 200 60 100 65 0,298

75-32 PN 16 2 20 01 16 0075-032 204 50 102 64 0,315

75-50 PN 16 2 20 01 16 0075-050 190 50 95 70 0,486

75-63 PN 16 2 20 01 16 0075-063 230 60 115 70 0,562

90-25 PN 16 2 20 01 16 0090-025 220 50 110 80 0,643

90-32 PN 16 2 20 01 16 0090-032 240 55 120 80 0,671

90-40 PN 16 2 20 01 16 0090-040 240 55 120 80 0,688

90-50 PN 16 2 20 01 16 0090-050 240 55 120 85 0,800

90-63 PN 16 2 20 01 16 0090-063 250 70 125 85 0,765

90-75 PN 16 2 20 01 16 0090-075 270 65 135 80 0,955

110-25
PN 10 2 20 01 10 0110-025 250 55 125 80 0,631

PN 16 2 20 01 16 0110-025 250 55 125 80 0,855

110-32
PN 10 2 20 01 10 0110-032 260 60 130 85 0,628

PN 16 2 20 01 16 0110-032 260 60 130 85 0,854

110-40
PN 10 2 20 01 10 0110-040 260 55 130 85 0,665

PN 16 2 20 01 16 0110-040 260 55 130 85 0,894

110-50
PN 10 2 20 01 10 0110-050 260 60 130 80 0,685

PN 16 2 20 01 16 0110-050 260 60 130 80 0,908

110-63
PN 10 2 20 01 10 0110-063 270 65 135 85 0,730

PN 16 2 20 01 16 0110-063 270 65 135 85 0,970

  110-75   
PN 10 2 20 01 10 0110-075 284 70 142 85 0,902

PN 16 2 20 01 16 0110-075 284 70 142 85 1,274

110-90
PN 10 2 20 01 10 0110-090 310 80 155 85 0,993

PN 16 2 20 01 16 0110-090 310 80 155 85 1,465

125-32 PN 16 2 20 01 16 0125-032 250 45 125 95 1,626

125-63
PN 10 2 20 01 10 0125-063 280 60 140 95 1,290

PN 16 2 20 01 16 0125-063 280 60 140 95 1,717

125-90 PN 16 2 20 01 16 0125-090 330 90 165 95 1,961

125-110
PN 10 2 20 01 10 0125-110 320 80 160 95 1,614

PN 16 2 20 01 16 0125-110 320 80 160 95 2,154

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

www.turanmak.com108

I

d-d1

63-32
PN 10 2 03 13 10 0063-032 200 100 115 0,193

PN 16 2 03 13 16 0063-032 200 100 115 0,304

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

wwwwww.turanmnmak.com10101008888888

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

63-25 PN 16 2 20 01 16 0063-025 180 45 90 65 0,237

63-40 PN 16 2 20 01 16 0063-040 190 55 95 65 0,257

63-50 PN 16 2 20 01 16 0063-050 200 60 100 65 0,298

75-32 PN 16 2 20 01 16 0075-032 204 50 102 64 0,315

75-50 PN 16 2 20 01 16 0075-050 190 50 95 70 0,486

75-63 PN 16 2 20 01 16 0075-063 230 60 115 70 0,562

90-25 PN 16 2 20 01 16 0090-025 220 50 110 80 0,643

90-32 PN 16 2 20 01 16 0090-032 240 55 120 80 0,671

90-40 PN 16 2 20 01 16 0090-040 240 55 120 80 0,688

90-50 PN 16 2 20 01 16 0090-050 240 55 120 85 0,800

90-63 PN 16 2 20 01 16 0090-063 250 70 125 85 0,765

90-75 PN 16 2 20 01 16 0090-075 270 65 135 80 0,955

110-25
PN 10 2 20 01 10 0110-025 250 55 125 80 0,631

PN 16 2 20 01 16 0110-025 250 55 125 80 0,855

110-32
PN 10 2 20 01 10 0110-032 260 60 130 85 0,628

PN 16 2 20 01 16 0110-032 260 60 130 85 0,854

110-40
PN 10 2 20 01 10 0110-040 260 55 130 85 0,665

PN 16 2 20 01 16 0110-040 260 55 130 85 0,894

110-50
PN 10 2 20 01 10 0110-050 260 60 130 80 0,685

PN 16 2 20 01 16 0110-050 260 60 130 80 0,908

110-63
PN 10 2 20 01 10 0110-063 270 65 135 85 0,730

PN 16 2 20 01 16 0110-063 270 65 135 85 0,970

  110-75   
PN 10 2 20 01 10 0110-075 284 70 142 85 0,902

PN 16 2 20 01 16 0110-075 284 70 142 85 1,274

110-90
PN 10 2 20 01 10 0110-090 310 80 155 85 0,993

PN 16 2 20 01 16 0110-090 310 80 155 85 1,465

125-32 PN 16 2 20 01 16 0125-032 250 45 125 95 1,626

125-63
PN 10 2 20 01 10 0125-063 280 60 140 95 1,290

PN 16 2 20 01 16 0125-063 280 60 140 95 1,717

125-90 PN 16 2 20 01 16 0125-090 330 90 165 95 1,961

125-110
PN 10 2 20 01 10 0125-110 320 80 160 95 1,614

PN 16 2 20 01 16 0125-110 320 80 160 95 2,154

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

www.turanmak.com108

I

d-d1

63-32
PN 10 2 03 13 10 0063-032 200 100 115 0,193

PN 16 2 03 13 16 0063-032 200 100 115 0,304

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

wwwwww.turanmnmak.com10101008888888

PE 100  SDR 11(PN16) &  SDR 17(PN10)

195194 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



I

d-d1

140-63 PN 10 2 20 01 10 0140-063 330 60 165 100 1,854

140-90 PN 16 2 20 01 16 0140-090 340 80 170 100 2,564

140-110
PN 10 2 20 01 10 0140-110 320 80 160 100 2,052

PN 16 2 20 01 16 0140-110 320 80 160 100 2,712

160-25
PN 10 2 20 01 10 0160-025 310 45 155 95 1,638

PN 16 2 20 01 16 0160-025 310 45 155 95 2,291

160-32
PN 10 2 20 01 10 0160-032 320 45 155 95 1,639

PN 16 2 20 01 16 0160-032 320 45 155 95 2,288

160-63
PN 10 2 20 01 10 0160-063 340 60 170 95 1,723

PN 16 2 20 01 16 0160-063 340 60 170 95 2,404

160-75
PN 10 2 20 01 10 0160-075 330 65 165 95 1,735

PN 16 2 20 01 16 0160-075 330 65 165 95 2,481

160-90
PN 10 2 20 01 10 0160-090 330 70 165 95 1,777

PN16 2 20 01 16 0160-090 330 70 165 95 2,525

160-110
PN 10 2 20 01 10 0160-110 380 85 190 95 1,999

PN 16 2 20 01 16 0160-110 380 85 190 95 2,818

180-90 PN 16 2 20 01 16 0180-090 400 95 200 105 4,655

180-110
PN 10 2 20 01 10 0180-110 420 100 210 105 3,634

PN 16 2 20 01 16 0180-110 420 100 210 105 5,010

180-125 PN 16 2 20 01 16 0180-125 420 100 210 105 5,051

200-63
PN 10 2 20 01 10 0200-063 410 65 205 110 3,740

PN 16 2 20 01 16 0200-063 410 65 205 110 5,114

200-90
PN 10 2 20 01 10 0200-090 420 80 210 110 3,840

PN 16 2 20 01 16 0200-090 420 80 210 110 5,290

200-110
PN 10 2 20 01 10 0200-110 430 83 215 110 3,984

PN 16 2 20 01 16 0200-110 430 83 215 110 5,493

200-125
PN 10 2 20 01 10 0200-125 450 97 225 110 4,125

PN 16 2 20 01 16 0200-125 450 97 225 110 5,733

200-160
PN 10 2 20 01 10 0200-160 470 100 235 110 4,596

PN 16 2 20 01 16 0200-160 470 100 235 110 6,435

200-180 PN 16 2 20 01 16 0200-180 500 109 250 110 8,561

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

225-110
PN 10 2 20 01 10 0225-110 490 83 245 110 4,580

PN 16 2 20 01 16 0225-110 490 83 245 110 6,545

225-160
PN 10 2 20 01 10 0225-160 500 100 250 110 5,147

PN 16 2 20 01 16 0225-160 500 100 250 110 7,421

250-110
PN 10 2 20 01 10 0250-110 480 83 240 130 5,704

PN 16 2 20 01 16 0250-110 480 83 240 130 8,153

250-125 PN 10 2 20 01 10 0250-125 520 97 260 130 5,901

250-140 PN 10 2 20 01 10 0250-140 480 93 240 130 5,905

250-160
PN 10 2 20 01 10 0250-160 520 100 260 130 6,307

PN 16 2 20 01 16 0250-160 520 100 260 130 9,077

250-200
PN 10 2 20 01 10 0250-200 510 110 255 135 9,180

PN 16 2 20 01 16 0250-200 510 110 255 135 11,726

280-110
PN 10 2 20 01 10 0280-110 500 85 250 155 8,305

PN 16 2 20 01 16 0280-110 500 85 250 155 11,194

280-160
PN 10 2 20 01 10 0280-160 520 98 260 150 10,573

PN 16 2 20 01 16 0280-160 520 98 260 150 11,897

280-200
PN 10 2 20 01 10 0280-200 550 115 275 135 11,084

PN 16 2 20 01 16 0280-200 550 115 275 135 14,916

315-110
PN 10 2 20 01 10 0315-110 530 80 265 140 10,564

PN 16 2 20 01 16 0315-110 530 80 265 140 14,229

315-140 PN 10 2 20 01 10 0315-140 570 95 285 140 10,617

315-160
PN 10 2 20 01 10 0315-160 580 100 290 135 10,717

PN 16 2 20 01 16 0315-160 580 100 290 135 15,491

315-200
PN 10
PN 16

2 20 01 10 0315-200
2 20 01 16 0315-200

610
610

120
120

305
305

135
135

11,621
16,210

315-225 PN 10 2 20 01 10 0315-225 630 110 315 150 15,936

315-250
PN 10
PN 16

2 20 01 10 0315-250
2 20 01 16 0315-250

630
630

125
125

315
315

145
145

17,125
22,500

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

140-63 PN 10 2 20 01 10 0140-063 330 60 165 100 1,854

140-90 PN 16 2 20 01 16 0140-090 340 80 170 100 2,564

140-110
PN 10 2 20 01 10 0140-110 320 80 160 100 2,052

PN 16 2 20 01 16 0140-110 320 80 160 100 2,712

160-25
PN 10 2 20 01 10 0160-025 310 45 155 95 1,638

PN 16 2 20 01 16 0160-025 310 45 155 95 2,291

160-32
PN 10 2 20 01 10 0160-032 320 45 155 95 1,639

PN 16 2 20 01 16 0160-032 320 45 155 95 2,288

160-63
PN 10 2 20 01 10 0160-063 340 60 170 95 1,723

PN 16 2 20 01 16 0160-063 340 60 170 95 2,404

160-75
PN 10 2 20 01 10 0160-075 330 65 165 95 1,735

PN 16 2 20 01 16 0160-075 330 65 165 95 2,481

160-90
PN 10 2 20 01 10 0160-090 330 70 165 95 1,777

PN16 2 20 01 16 0160-090 330 70 165 95 2,525

160-110
PN 10 2 20 01 10 0160-110 380 85 190 95 1,999

PN 16 2 20 01 16 0160-110 380 85 190 95 2,818

180-90 PN 16 2 20 01 16 0180-090 400 95 200 105 4,655

180-110
PN 10 2 20 01 10 0180-110 420 100 210 105 3,634

PN 16 2 20 01 16 0180-110 420 100 210 105 5,010

180-125 PN 16 2 20 01 16 0180-125 420 100 210 105 5,051

200-63
PN 10 2 20 01 10 0200-063 410 65 205 110 3,740

PN 16 2 20 01 16 0200-063 410 65 205 110 5,114

200-90
PN 10 2 20 01 10 0200-090 420 80 210 110 3,840

PN 16 2 20 01 16 0200-090 420 80 210 110 5,290

200-110
PN 10 2 20 01 10 0200-110 430 83 215 110 3,984

PN 16 2 20 01 16 0200-110 430 83 215 110 5,493

200-125
PN 10 2 20 01 10 0200-125 450 97 225 110 4,125

PN 16 2 20 01 16 0200-125 450 97 225 110 5,733

200-160
PN 10 2 20 01 10 0200-160 470 100 235 110 4,596

PN 16 2 20 01 16 0200-160 470 100 235 110 6,435

200-180 PN 16 2 20 01 16 0200-180 500 109 250 110 8,561

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

225-110
PN 10 2 20 01 10 0225-110 490 83 245 110 4,580

PN 16 2 20 01 16 0225-110 490 83 245 110 6,545

225-160
PN 10 2 20 01 10 0225-160 500 100 250 110 5,147

PN 16 2 20 01 16 0225-160 500 100 250 110 7,421

250-110
PN 10 2 20 01 10 0250-110 480 83 240 130 5,704

PN 16 2 20 01 16 0250-110 480 83 240 130 8,153

250-125 PN 10 2 20 01 10 0250-125 520 97 260 130 5,901

250-140 PN 10 2 20 01 10 0250-140 480 93 240 130 5,905

250-160
PN 10 2 20 01 10 0250-160 520 100 260 130 6,307

PN 16 2 20 01 16 0250-160 520 100 260 130 9,077

250-200
PN 10 2 20 01 10 0250-200 510 110 255 135 9,180

PN 16 2 20 01 16 0250-200 510 110 255 135 11,726

280-110
PN 10 2 20 01 10 0280-110 500 85 250 155 8,305

PN 16 2 20 01 16 0280-110 500 85 250 155 11,194

280-160
PN 10 2 20 01 10 0280-160 520 98 260 150 10,573

PN 16 2 20 01 16 0280-160 520 98 260 150 11,897

280-200
PN 10 2 20 01 10 0280-200 550 115 275 135 11,084

PN 16 2 20 01 16 0280-200 550 115 275 135 14,916

315-110
PN 10 2 20 01 10 0315-110 530 80 265 140 10,564

PN 16 2 20 01 16 0315-110 530 80 265 140 14,229

315-140 PN 10 2 20 01 10 0315-140 570 95 285 140 10,617

315-160
PN 10 2 20 01 10 0315-160 580 100 290 135 10,717

PN 16 2 20 01 16 0315-160 580 100 290 135 15,491

315-200
PN 10
PN 16

2 20 01 10 0315-200
2 20 01 16 0315-200

610
610

120
120

305
305

135
135

11,621
16,210

315-225 PN 10 2 20 01 10 0315-225 630 110 315 150 15,936

315-250
PN 10
PN 16

2 20 01 10 0315-250
2 20 01 16 0315-250

630
630

125
125

315
315

145
145

17,125
22,500

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

197196 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



I

d-d1

355-110
PN 10 2 20 01 10 0355-110 580 85 290 135 11,130

PN 16 2 20 01 16 0355-110 580 85 290 135 15,176

355-160
PN 10 2 20 01 10 0355-160 600 100 300 130 11,854

PN 16 2 20 01 16 0355-160 600 100 300 130 16,275

355-250
PN 10 2 20 01 10 0355-250 654 150 327 120 17,056

PN 16 2 20 01 16 0355-250 654 150 327 120 23,907

400-110
PN 10 2 20 01 10 0400-110 630 85 315 150 16,560

PN 16 2 20 01 16 0400-110 630 85 315 150 22,131

400-160
PN 10 2 20 01 10 0400-160 660 100 330 145 17,086

PN 16 2 20 01 16 0400-160 660 100 330 145 23,682

400-250
PN 10 2 20 01 10 0400-250 700 150 350 160 22,062

PN 16 2 20 01 16 0400-250 700 150 350 160 31,015

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I I1

d-d1

400-280
PN 10 2 03 13 10 0400-280 800 400 200 200 21,820

PN 16 2 03 13 16 0400-280 800 400 200 200 32,069

400-315
PN 10 2 03 13 10 0400-315 800 400 200 200 23,563

PN 16 2 03 13 16 0400-315 800 400 200 200 34,536

450-50
PN 10 2 03 13 10 0450-050 850 425 200 200 16,014

PN 16 2 03 13 16 0450-050 850 425 200 200 23,653

450-63
PN 10 2 03 13 10 0450-063 850 425 200 200 16,525

PN 16 2 03 13 16 0450-063 850 425 200 200 24,399

450-75
PN 10 2 03 13 10 0450-075 850 425 200 200 17,005

PN 16 2 03 13 16 0450-075 850 425 200 200 25,096

450-90
PN 10 2 03 13 10 0450-090 850 425 200 200 17,616

PN 16 2 03 13 16 0450-090 850 425 200 200 25,994

450-110
PN 10 2 03 13 10 0450-110 850 425 200 200 18,453

PN 16 2 03 13 16 0450-110 850 425 200 200 27,210

450-125
PN 10 2 03 13 10 0450-125 850 425 200 200 19,083

PN 16 2 03 13 16 0450-125 850 425 200 200 28,161

450-140
PN 10 2 03 13 10 0450-140 850 425 200 200 19,740

PN 16 2 03 13 16 0450-140 850 425 200 200 29,109

450-160
PN 10 2 03 13 10 0450-160 850 425 200 200 20,639

PN 16 2 03 13 16 0450-160 850 425 200 200 30,435

450-180
PN 10 2 03 13 10 0450-180 850 425 200 200 21,559

PN 16 2 03 13 16 0450-180 850 425 200 200 31,777

450-200
PN 10 2 03 13 10 0450-200 850 425 200 200 22,508

PN 16 2 03 13 16 0450-200 850 425 200 200 33,163

450-225
PN 10 2 03 13 10 0450-225 850 425 200 200 23,733

PN 16 2 03 13 16 0450-225 850 425 200 200 34,919

450-250
PN 10 2 03 13 10 0450-250 850 425 200 200 24,985

PN 16 2 03 13 16 0450-250 850 425 200 200 36,761

450-280
PN 10 2 03 13 10 0450-280 850 425 200 200 26,510

PN 16 2 03 13 16 0450-280 850 425 200 200 39,025

450-315
PN 10 2 03 13 10 0450-315 850 425 200 200 28,422

PN 16 2 03 13 16 0450-315 850 425 200 200 41,738

450-355
PN 10 2 03 13 10 0450-355 850 425 200 200 30,678

PN 16 2 03 13 16 0450-355 850 425 200 200 44,997

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

355-110
PN 10 2 20 01 10 0355-110 580 85 290 135 11,130

PN 16 2 20 01 16 0355-110 580 85 290 135 15,176

355-160
PN 10 2 20 01 10 0355-160 600 100 300 130 11,854

PN 16 2 20 01 16 0355-160 600 100 300 130 16,275

355-250
PN 10 2 20 01 10 0355-250 654 150 327 120 17,056

PN 16 2 20 01 16 0355-250 654 150 327 120 23,907

400-110
PN 10 2 20 01 10 0400-110 630 85 315 150 16,560

PN 16 2 20 01 16 0400-110 630 85 315 150 22,131

400-160
PN 10 2 20 01 10 0400-160 660 100 330 145 17,086

PN 16 2 20 01 16 0400-160 660 100 330 145 23,682

400-250
PN 10 2 20 01 10 0400-250 700 150 350 160 22,062

PN 16 2 20 01 16 0400-250 700 150 350 160 31,015

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I I1

d-d1

400-280
PN 10 2 03 13 10 0400-280 800 400 200 200 21,820

PN 16 2 03 13 16 0400-280 800 400 200 200 32,069

400-315
PN 10 2 03 13 10 0400-315 800 400 200 200 23,563

PN 16 2 03 13 16 0400-315 800 400 200 200 34,536

450-50
PN 10 2 03 13 10 0450-050 850 425 200 200 16,014

PN 16 2 03 13 16 0450-050 850 425 200 200 23,653

450-63
PN 10 2 03 13 10 0450-063 850 425 200 200 16,525

PN 16 2 03 13 16 0450-063 850 425 200 200 24,399

450-75
PN 10 2 03 13 10 0450-075 850 425 200 200 17,005

PN 16 2 03 13 16 0450-075 850 425 200 200 25,096

450-90
PN 10 2 03 13 10 0450-090 850 425 200 200 17,616

PN 16 2 03 13 16 0450-090 850 425 200 200 25,994

450-110
PN 10 2 03 13 10 0450-110 850 425 200 200 18,453

PN 16 2 03 13 16 0450-110 850 425 200 200 27,210

450-125
PN 10 2 03 13 10 0450-125 850 425 200 200 19,083

PN 16 2 03 13 16 0450-125 850 425 200 200 28,161

450-140
PN 10 2 03 13 10 0450-140 850 425 200 200 19,740

PN 16 2 03 13 16 0450-140 850 425 200 200 29,109

450-160
PN 10 2 03 13 10 0450-160 850 425 200 200 20,639

PN 16 2 03 13 16 0450-160 850 425 200 200 30,435

450-180
PN 10 2 03 13 10 0450-180 850 425 200 200 21,559

PN 16 2 03 13 16 0450-180 850 425 200 200 31,777

450-200
PN 10 2 03 13 10 0450-200 850 425 200 200 22,508

PN 16 2 03 13 16 0450-200 850 425 200 200 33,163

450-225
PN 10 2 03 13 10 0450-225 850 425 200 200 23,733

PN 16 2 03 13 16 0450-225 850 425 200 200 34,919

450-250
PN 10 2 03 13 10 0450-250 850 425 200 200 24,985

PN 16 2 03 13 16 0450-250 850 425 200 200 36,761

450-280
PN 10 2 03 13 10 0450-280 850 425 200 200 26,510

PN 16 2 03 13 16 0450-280 850 425 200 200 39,025

450-315
PN 10 2 03 13 10 0450-315 850 425 200 200 28,422

PN 16 2 03 13 16 0450-315 850 425 200 200 41,738

450-355
PN 10 2 03 13 10 0450-355 850 425 200 200 30,678

PN 16 2 03 13 16 0450-355 850 425 200 200 44,997

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I

d-d1

355-110
PN 102 20 01 10 0355-1105808529013511,130

PN 162 20 01 16 0355-1105808529013515,176

355-160
PN 102 20 01 10 0355-16060010030013011,854

PN 162 20 01 16 0355-16060010030013016,275

355-250
PN 102 20 01 10 0355-25065415032712017,056

PN 162 20 01 16 0355-25065415032712023,907

400-110
PN 102 20 01 10 0400-1106308531515016,560

PN 162 20 01 16 0400-1106308531515022,131

400-160
PN 102 20 01 10 0400-16066010033014517,086

PN 162 20 01 16 0400-16066010033014523,682

400-250
PN 102 20 01 10 0400-25070015035016022,062

PN 162 20 01 16 0400-25070015035016031,015

Standart: TS EN 1555-3:2010 + A1 • TS EN 12201-3 + A1

PE 100  SDR 11(PN16) & SDR 17(PN10)

199198 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



I I1

d-d1

500-50
PN 10 2 03 13 10 0500-050 900 450 200 200 19,783

PN 16 2 03 13 16 0500-050 900 450 200 200 29,126

500-63
PN 10  2 03 13 10 0500-063 900 450 200 200 20,397

PN 16 2 03 13 16 0500-063 900 450 200 200 30,022

500-75
PN 10 2 03 13 10 0500-075 900 450 200 200 20,970

PN 16 2 03 13 16 0500-075 900 450 200 200 30,854

500-90
PN 10 2 03 13 10 0500-090 900 450 200 200 21,696

PN 16 2 03 13 16 0500-090 900 450 200 200 31,919

500-110
PN 10 2 03 13 10 0500-110 900 450 200 200 22,684

PN 16 2 03 13 16 0500-110 900 450 200 200 33,353

500-125
PN 10 2 03 13 10 0500-125 900 450 200 200 23,425

PN 16 2 03 13 16 0500-125 900 450 200 200 34,464

500-140
PN 10 2 03 13 10 0500-140 900 450 200 200 24,190

PN 16 2 03 13 16 0500-140 900 450 200 200 35,569

500-160
PN 10 2 03 13 10 0500-160 900 450 200 200 25,231

PN 16 2 03 13 16 0500-160 900 450 200 200 37,099

500-180
PN 10 2 03 13 10 0500-180 900 450 200 200 26,290

PN 16 2 03 13 16 0500-180 900 450 200 200 38,641

500-200
PN 10 2 03 13 10 0500-200 900 450 200 200 27,374

PN 16 2 03 13 16 0500-200 900 450 200 200 40,221

500-225
PN 10 2 03 13 10 0500-225 900 450 200 200 28,762

PN 16 2 03 13 16 0500-225 900 450 200 200 42,213

500-250
PN 10 2 03 13 10 0500-250 900 450 200 200 30,173

PN 16 2 03 13 16 0500-250 900 450 200 200 44,282

500-280
PN 10 2 03 13 10 0500-280 900 450 200 200 31,881

PN 16 2 03 13 16 0500-280 900 450 200 200 46,808

500-315
PN 10 2 03 13 10 0500-315 900 450 200 200 33,995

PN 16 2 03 13 16 0500-315 900 450 200 200 49,812

500-355
PN 10 2 03 13 10 0500-355 900 450 200 200 36,471

PN 16 2 03 13 16 0500-355 900 450 200 200 53,384

500-400
PN 10 2 03 13 10 0500-400 900 450 200 200 39,335

PN 16 2 03 13 16 0500-400 900 450 200 200 57,566

630-400
PN 10 2 03 13 10 0630-400 1030 515 200 200 58,025

PN 16 2 03 13 16 0630-400 1030 515 200 200 84,822

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

Z

d (mm) R (Inch)

20 1/2” PN 16 2 05 01 16 0020-000 45 83 0,080

25 1/2” PN 16 2 05 01 16 0025-020 43 80 0,086

25 3/4” PN 16 2 05 01 16 0025-000 45 83 0,104

32 3/4” PN 16 2 05 01 16 0032-025 51 89 0,118

32 1” PN 16 2 05 01 16 0032-000 47 96 0,175

40 1  1/4” PN 16 2 05 01 16 0040-000 56 118 0,350

50 1  1/2” PN 16 2 05 01 16 0050-000 56 119 0,360

63 2” PN 16 2 05 01 16 0063-000 69 137 0,605

75 2  1/2” PN 16 2 05 01 16 0075-000 80 155 0,810

90 3” PN 16 2 05 01 16 0090-000 83 165 1,200

110 4” PN 16 2 05 01 16 0110-000 85 168 1,810

)

Z

d (mm) R (Inch)

20 1/2” PN 16 2 05 02 16 0020-000 46 70 0,050

25 3/4” PN 16 2 05 02 16 0025-000 45 71 0,076

32 1” PN 16 2 05 02 16 0032-000 47 81 0,138

40 1  1/4” PN 16 2 05 02 16 0040-000 56 100 0,307

50 1  1/2” PN 16 2 05 02 16 0050-000 68 116 0,290

63 2” PN 16 2 05 02 16 0063-000 68 116 0,480

75 2  1/2” PN 16 2 05 02 16 0075-000 75 122 0,735

90 3” PN 16 2 05 02 16 0090-000 80 142 1,175

110 4” PN 16 2 05 02 16 0110-000 83 138 1,442

)

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

I I1

d-d1

500-50
PN 10 2 03 13 10 0500-050 900 450 200 200 19,783

PN 16 2 03 13 16 0500-050 900 450 200 200 29,126

500-63
PN 10  2 03 13 10 0500-063 900 450 200 200 20,397

PN 16 2 03 13 16 0500-063 900 450 200 200 30,022

500-75
PN 10 2 03 13 10 0500-075 900 450 200 200 20,970

PN 16 2 03 13 16 0500-075 900 450 200 200 30,854

500-90
PN 10 2 03 13 10 0500-090 900 450 200 200 21,696

PN 16 2 03 13 16 0500-090 900 450 200 200 31,919

500-110
PN 10 2 03 13 10 0500-110 900 450 200 200 22,684

PN 16 2 03 13 16 0500-110 900 450 200 200 33,353

500-125
PN 10 2 03 13 10 0500-125 900 450 200 200 23,425

PN 16 2 03 13 16 0500-125 900 450 200 200 34,464

500-140
PN 10 2 03 13 10 0500-140 900 450 200 200 24,190

PN 16 2 03 13 16 0500-140 900 450 200 200 35,569

500-160
PN 10 2 03 13 10 0500-160 900 450 200 200 25,231

PN 16 2 03 13 16 0500-160 900 450 200 200 37,099

500-180
PN 10 2 03 13 10 0500-180 900 450 200 200 26,290

PN 16 2 03 13 16 0500-180 900 450 200 200 38,641

500-200
PN 10 2 03 13 10 0500-200 900 450 200 200 27,374

PN 16 2 03 13 16 0500-200 900 450 200 200 40,221

500-225
PN 10 2 03 13 10 0500-225 900 450 200 200 28,762

PN 16 2 03 13 16 0500-225 900 450 200 200 42,213

500-250
PN 10 2 03 13 10 0500-250 900 450 200 200 30,173

PN 16 2 03 13 16 0500-250 900 450 200 200 44,282

500-280
PN 10 2 03 13 10 0500-280 900 450 200 200 31,881

PN 16 2 03 13 16 0500-280 900 450 200 200 46,808

500-315
PN 10 2 03 13 10 0500-315 900 450 200 200 33,995

PN 16 2 03 13 16 0500-315 900 450 200 200 49,812

500-355
PN 10 2 03 13 10 0500-355 900 450 200 200 36,471

PN 16 2 03 13 16 0500-355 900 450 200 200 53,384

500-400
PN 10 2 03 13 10 0500-400 900 450 200 200 39,335

PN 16 2 03 13 16 0500-400 900 450 200 200 57,566

630-400
PN 10 2 03 13 10 0630-400 1030 515 200 200 58,025

PN 16 2 03 13 16 0630-400 1030 515 200 200 84,822

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Siparişe göre diğer basınç sınıfları özel üretilmektedir. / Other pressure classes are produced specially accordingly with the orders

PE 100  SDR 11(PN16) &  SDR 17(PN10)

Z

d (mm) R (Inch)

20 1/2” PN 16 2 05 01 16 0020-000 45 83 0,080

25 1/2” PN 16 2 05 01 16 0025-020 43 80 0,086

25 3/4” PN 16 2 05 01 16 0025-000 45 83 0,104

32 3/4” PN 16 2 05 01 16 0032-025 51 89 0,118

32 1” PN 16 2 05 01 16 0032-000 47 96 0,175

40 1  1/4” PN 16 2 05 01 16 0040-000 56 118 0,350

50 1  1/2” PN 16 2 05 01 16 0050-000 56 119 0,360

63 2” PN 16 2 05 01 16 0063-000 69 137 0,605

75 2  1/2” PN 16 2 05 01 16 0075-000 80 155 0,810

90 3” PN 16 2 05 01 16 0090-000 83 165 1,200

110 4” PN 16 2 05 01 16 0110-000 85 168 1,810

)

Z

d (mm) R (Inch)

20 1/2” PN 16 2 05 02 16 0020-000 46 70 0,050

25 3/4” PN 16 2 05 02 16 0025-000 45 71 0,076

32 1” PN 16 2 05 02 16 0032-000 47 81 0,138

40 1  1/4” PN 16 2 05 02 16 0040-000 56 100 0,307

50 1  1/2” PN 16 2 05 02 16 0050-000 68 116 0,290

63 2” PN 16 2 05 02 16 0063-000 68 116 0,480

75 2  1/2” PN 16 2 05 02 16 0075-000 75 122 0,735

90 3” PN 16 2 05 02 16 0090-000 80 142 1,175

110 4” PN 16 2 05 02 16 0110-000 83 138 1,442

)

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

Z

d (mm) R (Inch)

20 1/2” PN 16 2 05 01 16 0020-000 45 83 0,080

25 1/2” PN 16 2 05 01 16 0025-020 43 80 0,086

25 3/4” PN 16 2 05 01 16 0025-000 45 83 0,104

32 3/4” PN 16 2 05 01 16 0032-025 51 89 0,118

32 1” PN 16 2 05 01 16 0032-000 47 96 0,175

40 1  1/4” PN 16 2 05 01 16 0040-000 56 118 0,350

50 1  1/2” PN 16 2 05 01 16 0050-000 56 119 0,360

63 2” PN 16 2 05 01 16 0063-000 69 137 0,605

75 2  1/2” PN 16 2 05 01 16 0075-000 80 155 0,810

90 3” PN 16 2 05 01 16 0090-000 83 165 1,200

110 4” PN 16 2 05 01 16 0110-000 85 168 1,810

)

Z

d (mm) R (Inch)

20 1/2” PN 16 2 05 02 16 0020-000 46 70 0,050

25 3/4” PN 16 2 05 02 16 0025-000 45 71 0,076

32 1” PN 16 2 05 02 16 0032-000 47 81 0,138

40 1  1/4” PN 16 2 05 02 16 0040-000 56 100 0,307

50 1  1/2” PN 16 2 05 02 16 0050-000 68 116 0,290

63 2” PN 16 2 05 02 16 0063-000 68 116 0,480

75 2  1/2” PN 16 2 05 02 16 0075-000 75 122 0,735

90 3” PN 16 2 05 02 16 0090-000 80 142 1,175

110 4” PN 16 2 05 02 16 0110-000 83 138 1,442

)

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

Z

d (mm) R (Inch)

20 1/2” PN 16 2 05 01 16 0020-000 45 83 0,080

25 1/2” PN 16 2 05 01 16 0025-020 43 80 0,086

25 3/4” PN 16 2 05 01 16 0025-000 45 83 0,104

32 3/4” PN 16 2 05 01 16 0032-025 51 89 0,118

32 1” PN 16 2 05 01 16 0032-000 47 96 0,175

40 1  1/4” PN 16 2 05 01 16 0040-000 56 118 0,350

50 1  1/2” PN 16 2 05 01 16 0050-000 56 119 0,360

63 2” PN 16 2 05 01 16 0063-000 69 137 0,605

75 2  1/2” PN 16 2 05 01 16 0075-000 80 155 0,810

90 3” PN 16 2 05 01 16 0090-000 83 165 1,200

110 4” PN 16 2 05 01 16 0110-000 85 168 1,810

)

Z

d (mm) R (Inch)

20 1/2” PN 16 2 05 02 16 0020-000 46 70 0,050

25 3/4” PN 16 2 05 02 16 0025-000 45 71 0,076

32 1” PN 16 2 05 02 16 0032-000 47 81 0,138

40 1  1/4” PN 16 2 05 02 16 0040-000 56 100 0,307

50 1  1/2” PN 16 2 05 02 16 0050-000 68 116 0,290

63 2” PN 16 2 05 02 16 0063-000 68 116 0,480

75 2  1/2” PN 16 2 05 02 16 0075-000 75 122 0,735

90 3” PN 16 2 05 02 16 0090-000 80 142 1,175

110 4” PN 16 2 05 02 16 0110-000 83 138 1,442

)

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

201200 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



d (mm) R (Inch)

20 1/2” PN 16 2 02 08 16 0020-000 60 17 33 0,013

25 3/4” PN 16 2 02 08 16 0025-000 65 18 34 0,018

32 1” PN 16 2 02 08 16 0032-000 76 21 42 0,032

40 1 1/4” PN 16 2 02 08 16 0040-000 82 23 43 0,055

50 1 1/2” PN 16 2 02 08 16 0050-000 98 24 48 0,075

63 2” PN 16 2 02 08 16 0063-000 104 29 55 0,140

d (mm) R (Inch)

20 1/2” PN 16 2 05 03 16 0020-000 45 77 182 0,164

25 3/4” PN 16 2 05 03 16 0025-034 47 83 194 0,186

32 1” PN 16 2 05 03 16 0032-001 50 96 229 0,376

32 3/4” PN 16 2 05 03 16 0032-034 50 96 229 0,236

40 1  1/4” PN 16 2 05 03 16 0040-000 54 101 233 0,460

50 1  1/2” PN 16 2 05 03 16 0050-000 54 103 236 0,592

63 2” PN 16 2 05 03 16 0063-000 58 111 253 0,910

75 2  1/2” PN 16 2 05 03 16 0075-000 70 135 316 1,400

90 3” PN 16 2 05 03 16 0090-000 80 145 343 2,000

110 4” PN 16 2 05 03 16 0110-000 85 158 360 2,900

)

)

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d (mm) R (Inch)

125 4” PN 16 2 06 01 16 0125-000 225 210 515 7,165

160 6” PN 16 2 06 01 16 0160-000 200 175 465 13,962

180 6” PN 16 2 06 01 16 0180-000 310 220 620 15,105

200 8” PN 16 2 06 01 16 0200-000 325 250 660 22,947

225 8” PN 16 2 06 01 16 0225-000 305 235 640 25,495

250 10” PN 16 2 06 01 16 0250-000 340 245 680 34,420

280 10” PN 16 2 06 01 16 0280-000 300 220 620 44,495

315 12” PN 16 2 06 01 16 0315-000 265 200 610 52,500

355 14” PN 16 2 06 01 16 0355-000 365 235 750 98,000

400 16” PN 16 2 06 01 16 0400-000 370 220 770 114,000

450 18” PN 16 2 06 01 16 0450-000 367 230 767 150,000

500 20” PN 16 2 06 01 16 0500-000 370 220 760 184,000

560 22'' PN 16 2 06 01 16 0560-000 350 220 750 200,000

630 24'' PN 16 2 06 01 16 0630-000 350 220 750 232,000
710 28'' PN 16 2 06 01 16 0710-000 350 220 750 272,000

d (mm) R (Inch)

20 1/2” PN 16 2 06 01 16 0020-000 189 77 325 0,344

25 3/4” PN 16 2 06 01 16 0025-000 182 83 330 0,526

32 1” PN 16 2 06 01 16 0032-000 166 96 345 0,676

32 3/4” PN 16 2 06 01 16 0032-034 166 96 345 0,576

40 1  1/4” PN 16 2 06 01 16 0040-000 178 101 357 1,058

50 1  1/2” PN 16 2 06 01 16 0050-000 173 103 355 1,162

63 2” PN 16 2 06 01 16 0063-000 170 111 363 1,660

75 2  1/2” PN 16 2 06 01 16 0075-000 140 135 386 2,415

90 3” PN 16 2 06 01 16 0090-000 179 145 442 2,955

110 4” PN 16 2 06 01 16 0110-000 195 158 468 5,410

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d (mm) R (Inch)

20 1/2” PN 16 2 02 08 16 0020-000 60 17 33 0,013

25 3/4” PN 16 2 02 08 16 0025-000 65 18 34 0,018

32 1” PN 16 2 02 08 16 0032-000 76 21 42 0,032

40 1 1/4” PN 16 2 02 08 16 0040-000 82 23 43 0,055

50 1 1/2” PN 16 2 02 08 16 0050-000 98 24 48 0,075

63 2” PN 16 2 02 08 16 0063-000 104 29 55 0,140

d (mm) R (Inch)

20 1/2” PN 16 2 05 03 16 0020-000 45 77 182 0,164

25 3/4” PN 16 2 05 03 16 0025-034 47 83 194 0,186

32 1” PN 16 2 05 03 16 0032-001 50 96 229 0,376

32 3/4” PN 16 2 05 03 16 0032-034 50 96 229 0,236

40 1  1/4” PN 16 2 05 03 16 0040-000 54 101 233 0,460

50 1  1/2” PN 16 2 05 03 16 0050-000 54 103 236 0,592

63 2” PN 16 2 05 03 16 0063-000 58 111 253 0,910

75 2  1/2” PN 16 2 05 03 16 0075-000 70 135 316 1,400

90 3” PN 16 2 05 03 16 0090-000 80 145 343 2,000

110 4” PN 16 2 05 03 16 0110-000 85 158 360 2,900

)

)

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d (mm) R (Inch)

125 4” PN 16 2 06 01 16 0125-000 225 210 515 7,165

160 6” PN 16 2 06 01 16 0160-000 200 175 465 13,962

180 6” PN 16 2 06 01 16 0180-000 310 220 620 15,105

200 8” PN 16 2 06 01 16 0200-000 325 250 660 22,947

225 8” PN 16 2 06 01 16 0225-000 305 235 640 25,495

250 10” PN 16 2 06 01 16 0250-000 340 245 680 34,420

280 10” PN 16 2 06 01 16 0280-000 300 220 620 44,495

315 12” PN 16 2 06 01 16 0315-000 265 200 610 52,500

355 14” PN 16 2 06 01 16 0355-000 365 235 750 98,000

400 16” PN 16 2 06 01 16 0400-000 370 220 770 114,000

450 18” PN 16 2 06 01 16 0450-000 367 230 767 150,000

500 20” PN 16 2 06 01 16 0500-000 370 220 760 184,000

560 22'' PN 16 2 06 01 16 0560-000 350 220 750 200,000

630 24'' PN 16 2 06 01 16 0630-000 350 220 750 232,000
710 28'' PN 16 2 06 01 16 0710-000 350 220 750 272,000

d (mm) R (Inch)

20 1/2” PN 16 2 06 01 16 0020-000 189 77 325 0,344

25 3/4” PN 16 2 06 01 16 0025-000 182 83 330 0,526

32 1” PN 16 2 06 01 16 0032-000 166 96 345 0,676

32 3/4” PN 16 2 06 01 16 0032-034 166 96 345 0,576

40 1  1/4” PN 16 2 06 01 16 0040-000 178 101 357 1,058

50 1  1/2” PN 16 2 06 01 16 0050-000 173 103 355 1,162

63 2” PN 16 2 06 01 16 0063-000 170 111 363 1,660

75 2  1/2” PN 16 2 06 01 16 0075-000 140 135 386 2,415

90 3” PN 16 2 06 01 16 0090-000 179 145 442 2,955

110 4” PN 16 2 06 01 16 0110-000 195 158 468 5,410

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d (mm) R (Inch)

20 1/2” PN 16 2 02 08 16 0020-000 60 17 33 0,013

25 3/4” PN 16 2 02 08 16 0025-000 65 18 34 0,018

32 1” PN 16 2 02 08 16 0032-000 76 21 42 0,032

40 1 1/4” PN 16 2 02 08 16 0040-000 82 23 43 0,055

50 1 1/2” PN 16 2 02 08 16 0050-000 98 24 48 0,075

63 2” PN 16 2 02 08 16 0063-000 104 29 55 0,140

d (mm) R (Inch)

20 1/2” PN 16 2 05 03 16 0020-000 45 77 182 0,164

25 3/4” PN 16 2 05 03 16 0025-034 47 83 194 0,186

32 1” PN 16 2 05 03 16 0032-001 50 96 229 0,376

32 3/4” PN 16 2 05 03 16 0032-034 50 96 229 0,236

40 1  1/4” PN 16 2 05 03 16 0040-000 54 101 233 0,460

50 1  1/2” PN 16 2 05 03 16 0050-000 54 103 236 0,592

63 2” PN 16 2 05 03 16 0063-000 58 111 253 0,910

75 2  1/2” PN 16 2 05 03 16 0075-000 70 135 316 1,400

90 3” PN 16 2 05 03 16 0090-000 80 145 343 2,000

110 4” PN 16 2 05 03 16 0110-000 85 158 360 2,900

)

)

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d (mm) R (Inch)

125 4” PN 16 2 06 01 16 0125-000 225 210 515 7,165

160 6” PN 16 2 06 01 16 0160-000 200 175 465 13,962

180 6” PN 16 2 06 01 16 0180-000 310 220 620 15,105

200 8” PN 16 2 06 01 16 0200-000 325 250 660 22,947

225 8” PN 16 2 06 01 16 0225-000 305 235 640 25,495

250 10” PN 16 2 06 01 16 0250-000 340 245 680 34,420

280 10” PN 16 2 06 01 16 0280-000 300 220 620 44,495

315 12” PN 16 2 06 01 16 0315-000 265 200 610 52,500

355 14” PN 16 2 06 01 16 0355-000 365 235 750 98,000

400 16” PN 16 2 06 01 16 0400-000 370 220 770 114,000

450 18” PN 16 2 06 01 16 0450-000 367 230 767 150,000

500 20” PN 16 2 06 01 16 0500-000 370 220 760 184,000

560 22'' PN 16 2 06 01 16 0560-000 350 220 750 200,000

630 24'' PN 16 2 06 01 16 0630-000 350 220 750 232,000
710 28'' PN 16 2 06 01 16 0710-000 350 220 750 272,000

d (mm) R (Inch)

20 1/2” PN 16 2 06 01 16 0020-000 189 77 325 0,344

25 3/4” PN 16 2 06 01 16 0025-000 182 83 330 0,526

32 1” PN 16 2 06 01 16 0032-000 166 96 345 0,676

32 3/4” PN 16 2 06 01 16 0032-034 166 96 345 0,576

40 1  1/4” PN 16 2 06 01 16 0040-000 178 101 357 1,058

50 1  1/2” PN 16 2 06 01 16 0050-000 173 103 355 1,162

63 2” PN 16 2 06 01 16 0063-000 170 111 363 1,660

75 2  1/2” PN 16 2 06 01 16 0075-000 140 135 386 2,415

90 3” PN 16 2 06 01 16 0090-000 179 145 442 2,955

110 4” PN 16 2 06 01 16 0110-000 195 158 468 5,410

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d (mm) R (Inch)

20 1/2” PN 16 2 02 08 16 0020-000 60 17 33 0,013

25 3/4” PN 16 2 02 08 16 0025-000 65 18 34 0,018

32 1” PN 16 2 02 08 16 0032-000 76 21 42 0,032

40 1 1/4” PN 16 2 02 08 16 0040-000 82 23 43 0,055

50 1 1/2” PN 16 2 02 08 16 0050-000 98 24 48 0,075

63 2” PN 16 2 02 08 16 0063-000 104 29 55 0,140

d (mm) R (Inch)

20 1/2” PN 16 2 05 03 16 0020-000 45 77 182 0,164

25 3/4” PN 16 2 05 03 16 0025-034 47 83 194 0,186

32 1” PN 16 2 05 03 16 0032-001 50 96 229 0,376

32 3/4” PN 16 2 05 03 16 0032-034 50 96 229 0,236

40 1  1/4” PN 16 2 05 03 16 0040-000 54 101 233 0,460

50 1  1/2” PN 16 2 05 03 16 0050-000 54 103 236 0,592

63 2” PN 16 2 05 03 16 0063-000 58 111 253 0,910

75 2  1/2” PN 16 2 05 03 16 0075-000 70 135 316 1,400

90 3” PN 16 2 05 03 16 0090-000 80 145 343 2,000

110 4” PN 16 2 05 03 16 0110-000 85 158 360 2,900

)

)

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

d (mm) R (Inch)

125 4” PN 16 2 06 01 16 0125-000 225 210 515 7,165

160 6” PN 16 2 06 01 16 0160-000 200 175 465 13,962

180 6” PN 16 2 06 01 16 0180-000 310 220 620 15,105

200 8” PN 16 2 06 01 16 0200-000 325 250 660 22,947

225 8” PN 16 2 06 01 16 0225-000 305 235 640 25,495

250 10” PN 16 2 06 01 16 0250-000 340 245 680 34,420

280 10” PN 16 2 06 01 16 0280-000 300 220 620 44,495

315 12” PN 16 2 06 01 16 0315-000 265 200 610 52,500

355 14” PN 16 2 06 01 16 0355-000 365 235 750 98,000

400 16” PN 16 2 06 01 16 0400-000 370 220 770 114,000

450 18” PN 16 2 06 01 16 0450-000 367 230 767 150,000

500 20” PN 16 2 06 01 16 0500-000 370 220 760 184,000

560 22'' PN 16 2 06 01 16 0560-000 350 220 750 200,000

630 24'' PN 16 2 06 01 16 0630-000 350 220 750 232,000
710 28'' PN 16 2 06 01 16 0710-000 350 220 750 272,000

d (mm) R (Inch)

20 1/2” PN 16 2 06 01 16 0020-000 189 77 325 0,344

25 3/4” PN 16 2 06 01 16 0025-000 182 83 330 0,526

32 1” PN 16 2 06 01 16 0032-000 166 96 345 0,676

32 3/4” PN 16 2 06 01 16 0032-034 166 96 345 0,576

40 1  1/4” PN 16 2 06 01 16 0040-000 178 101 357 1,058

50 1  1/2” PN 16 2 06 01 16 0050-000 173 103 355 1,162

63 2” PN 16 2 06 01 16 0063-000 170 111 363 1,660

75 2  1/2” PN 16 2 06 01 16 0075-000 140 135 386 2,415

90 3” PN 16 2 06 01 16 0090-000 179 145 442 2,955

110 4” PN 16 2 06 01 16 0110-000 195 158 468 5,410

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

Standart: TS EN 1555-3:2010 +  A1 •  TS EN 12201-3 +  A1

PE 100  SDR 11(PN16) &  SDR 17(PN10)

PE 100  SDR 11(PN16) &  SDR 17(PN10)

203202 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



DN da(mm) dp(mm) K(mm) D(mm) d(mm) b(mm)

200 200 2 07 02 10 0200-000 235 295 340 22 24 8 8,380

200 225 2 07 02 10 0225-000 238 295 340 22 24 8 8,170

250 250 2 07 02 10 0250-000 288 350 395 22 26 12 10,810

250 280 2 07 02 10 0280-000 294 350 395 22 26 12 10,250

300 315 2 07 02 10 0315-000 338 400 445 22 26 12 12,530

350 355 2 07 02 10 0355-000 376 460 505 22 26 16 17,020

400 400 2 07 02 10 0400-000 430 515 565 26 26 16 19,850

450 450 2 07 02 10 0450-000 465 565 615 26 28 20 25,690

500 500 2 07 02 10 0500-000 533 620 670 26 28 20 26,180

600 560 2 07 02 10 0560-000 618 725 780 30 28 20 36,070

600 630 2 07 02 10 0630-000 645 725 780 30 28 20 30,170

700 710 2 07 02 10 0710-000 740 840 895 30 30 24 42,980

800 800 2 07 02 10 0800-000 843 950 1015 33 32 24 58,030

900 900 2 07 02 10 0900-000 947 1050 1115 33 34 28 66,380

1000 1000 2 07 02 10 1000-000 1050 1160 1230 36 34 28 78,610

1200 1200 2 07 02 10 1200-000 1250 1380 1455 39 38 32 118,790

1400 1400 2 07 02 10 1400-000 1460 1590 1675 42 42 36 158,470

1600 1600 2 07 02 10 1600-000 1650 1820 1915 48 46 40 242,370

Standart: TS ISO 7005-1 •  TS EN 1092-1 +  A1 

SDR17 /  DIN  2501 ST 37- ST 44

Standart: TS ISO 7005-1 •  TS EN 1092-1 +  A1 

DN da(mm) dp(mm) K(mm) D(mm) d(mm) b(mm)

15 20 2 07 03 16 0020-000 28 65 95 14 14 4 0,650

20 25 2 07 03 16 0025-000 34 75 105 14 16 4 0,900

25 32 2 07 03 16 0032-000 42 85 115 14 16 4 1,060

32 40 2 07 03 16 0040-000 51 100 140 18 16 4 1,550

40 50 2 07 03 16 0050-000 62 110 150 18 16 4 1,720

50 63 2 07 03 16 0063-000 78 125 165 18 18 4 2,210

65 75 2 07 03 16 0075-000 92 145 185 18 18 4 2,720

80 90 2 07 03 16 0090-000 108 160 200 18 20 8 3,180

100 110 2 07 03 16 0110-000 125 180 220 18 20 8 3,730

100 125 2 07 03 16 0125-000 135 180 220 18 20 8 3,410

125 140 2 07 03 16 0140-000 158 210 250 18 22 8 4,750

150 160 2 07 03 16 0160-000 178 240 285 22 22 8 6,210

150 180 2 07 03 16 0180-000 188 240 285 22 22 8 5,710

200 200 2 07 03 16 0200-000 235 295 340 22 24 12 8,090

200 225 2 07 03 16 0225-000 238 295 340 22 24 12 7,880

250 250 2 07 03 16 0250-000 288 355 405 26 26 12 11,720

250 280 2 07 03 16 0280-000 294 355 405 26 26 12 11,160

300 315 2 07 03 16 0315-000 338 410 460 26 28 12 15,440

350 355 2 07 03 16 0355-000 376 470 520 26 30 16 21,920

400 400 2 07 03 16 0400-000 430 525 580 30 32 16 27,110

450 450 2 07 03 16 0450-000 465 585 640 30 34 20 36,850

500 500 2 07 03 16 0500-000 533 650 715 33 34 20 43,150

600 560 2 07 03 16 0560-000 618 770 840 36 36 20 66,240

600 630 2 07 03 16 0630-000 645 770 840 36 36 20 58,660

700 710 2 07 03 16 0710-000 740 840 910 36 36 24 55,490

800 800 2 07 03 16 0800-000 843 950 1025 39 38 24 71,270

900 900 2 07 03 16 0900-000 947 1050 1125 39 40 28 80,640

1000 1000 2 07 03 16 1000-000 1050 1170 1255 42 42 28 109,830

1200 1200 2 07 03 16 1200-000 1250 1390 1485 48 48 32 168,790

1400 1400 2 07 03 16 1400-000 1460 1590 1685 48 52 36 200,750

1600 1600 2 07 03 16 1600-000 1650 1820 1930 55 58 40 315,930

SDR11 /  DIN  2501 ST 37- ST 44

DN da(mm) dp(mm) K(mm) D(mm) d(mm) b(mm)

200 200 2 07 02 10 0200-000 235 295 340 22 24 8 8,380

200 225 2 07 02 10 0225-000 238 295 340 22 24 8 8,170

250 250 2 07 02 10 0250-000 288 350 395 22 26 12 10,810

250 280 2 07 02 10 0280-000 294 350 395 22 26 12 10,250

300 315 2 07 02 10 0315-000 338 400 445 22 26 12 12,530

350 355 2 07 02 10 0355-000 376 460 505 22 26 16 17,020

400 400 2 07 02 10 0400-000 430 515 565 26 26 16 19,850

450 450 2 07 02 10 0450-000 465 565 615 26 28 20 25,690

500 500 2 07 02 10 0500-000 533 620 670 26 28 20 26,180

600 560 2 07 02 10 0560-000 618 725 780 30 28 20 36,070

600 630 2 07 02 10 0630-000 645 725 780 30 28 20 30,170

700 710 2 07 02 10 0710-000 740 840 895 30 30 24 42,980

800 800 2 07 02 10 0800-000 843 950 1015 33 32 24 58,030

900 900 2 07 02 10 0900-000 947 1050 1115 33 34 28 66,380

1000 1000 2 07 02 10 1000-000 1050 1160 1230 36 34 28 78,610

1200 1200 2 07 02 10 1200-000 1250 1380 1455 39 38 32 118,790

1400 1400 2 07 02 10 1400-000 1460 1590 1675 42 42 36 158,470

1600 1600 2 07 02 10 1600-000 1650 1820 1915 48 46 40 242,370

Standart: TS ISO 7005-1 •  TS EN 1092-1 +  A1 

SDR17 /  DIN  2501 ST 37- ST 44

Standart: TS ISO 7005-1 •  TS EN 1092-1 +  A1 

DN da(mm) dp(mm) K(mm) D(mm) d(mm) b(mm)

15 20 2 07 03 16 0020-000 28 65 95 14 14 4 0,650

20 25 2 07 03 16 0025-000 34 75 105 14 16 4 0,900

25 32 2 07 03 16 0032-000 42 85 115 14 16 4 1,060

32 40 2 07 03 16 0040-000 51 100 140 18 16 4 1,550

40 50 2 07 03 16 0050-000 62 110 150 18 16 4 1,720

50 63 2 07 03 16 0063-000 78 125 165 18 18 4 2,210

65 75 2 07 03 16 0075-000 92 145 185 18 18 4 2,720

80 90 2 07 03 16 0090-000 108 160 200 18 20 8 3,180

100 110 2 07 03 16 0110-000 125 180 220 18 20 8 3,730

100 125 2 07 03 16 0125-000 135 180 220 18 20 8 3,410

125 140 2 07 03 16 0140-000 158 210 250 18 22 8 4,750

150 160 2 07 03 16 0160-000 178 240 285 22 22 8 6,210

150 180 2 07 03 16 0180-000 188 240 285 22 22 8 5,710

200 200 2 07 03 16 0200-000 235 295 340 22 24 12 8,090

200 225 2 07 03 16 0225-000 238 295 340 22 24 12 7,880

250 250 2 07 03 16 0250-000 288 355 405 26 26 12 11,720

250 280 2 07 03 16 0280-000 294 355 405 26 26 12 11,160

300 315 2 07 03 16 0315-000 338 410 460 26 28 12 15,440

350 355 2 07 03 16 0355-000 376 470 520 26 30 16 21,920

400 400 2 07 03 16 0400-000 430 525 580 30 32 16 27,110

450 450 2 07 03 16 0450-000 465 585 640 30 34 20 36,850

500 500 2 07 03 16 0500-000 533 650 715 33 34 20 43,150

600 560 2 07 03 16 0560-000 618 770 840 36 36 20 66,240

600 630 2 07 03 16 0630-000 645 770 840 36 36 20 58,660

700 710 2 07 03 16 0710-000 740 840 910 36 36 24 55,490

800 800 2 07 03 16 0800-000 843 950 1025 39 38 24 71,270

900 900 2 07 03 16 0900-000 947 1050 1125 39 40 28 80,640

1000 1000 2 07 03 16 1000-000 1050 1170 1255 42 42 28 109,830

1200 1200 2 07 03 16 1200-000 1250 1390 1485 48 48 32 168,790

1400 1400 2 07 03 16 1400-000 1460 1590 1685 48 52 36 200,750

1600 1600 2 07 03 16 1600-000 1650 1820 1930 55 58 40 315,930

SDR11 /  DIN  2501 ST 37- ST 44

205204 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



DN da(mm) dp(mm) K(mm) D(mm) d(mm) b(mm)

200 200 2 07 04 10 0200-000 235 295 340 22 26 8 3,600

200 225 2 07 04 10 0225-000 235 295 340 22 26 8 3,600

250 250 2 07 04 10 0250-000 288 350 395 22 29 12 4,600

250 280 2 07 04 10 0280-000 294 350 395 22 29 12 4,200

300 315 2 07 04 10 0315-000 338 400 445 22 29 12 5,500

350 355 2 07 04 10 0355-000 376 460 514 22 38 16 14,650

400 400 2 07 04 10 0400-000 430 515 571 26 40 16 17,250

450 450 2 07 04 10 0450-000 465 565 615 26 40 20 21,550

500 500 2 07 04 10 0500-000 533 620 670 26 40 20 23,500

600 560 2 07 04 10 0560-000 618 725 788 30 43 20 32,500

600 630 2 07 04 10 0630-000 645 725 788 30 43 20 33,300

Standart: TS ISO 7005-1 •  TS EN 1092-1 +  A1 

SDR17 /  DIN  2501 ST 37- ST 44

DN da(mm) dp(mm) K(mm) D(mm) d(mm) b(mm)

(*)15 20 2 07 04 16 0020-000 29 65 95 14 15 4 0,625

(*)20 25 2 07 04 16 0025-000 34 75 102 14 15 4 0,720

25 32 2 07 04 16 0032-000 42 85 115 14 16 4 0,405

32 40 2 07 04 16 0040-000 51 100 140 18 16 4 0,590

40 50 2 07 04 16 0050-000 62 110 150 18 16 4 0,660

50 63 2 07 04 16 0063-000 78 125 165 18 18 4 0,880

65 75 2 07 04 16 0075-000 92 145 185 18 18 4 1,500

80 90 2 07 04 16 0090-000 108 160 200 18 20 8 1,565

100 110 2 07 04 16 0110-000 125 180 220 18 20 8 1,700

100 125 2 07 04 16 0125-000 135 180 220 18 20 8 1,380

125 140 2 07 04 16 0140-000 158 210 250 18 22 8 1,950

150 160 2 07 04 16 0160-000 178 240 285 22 22 8 3,000

150 180 2 07 04 16 0180-000 188 240 285 22 22 8 2,250

200 200 2 07 04 16 0200-000 235 295 340 22 26 12 4,350

200 225 2 07 04 16 0225-000 235 295 340 22 26 12 4,350

250 250 2 07 04 16 0250-000 288 355 405 26 29 12 5,050

250 280 2 07 04 16 0280-000 294 355 405 26 29 12 4,750

300 315 2 07 04 16 0315-000 338 410 460 26 31 12 6,650

350 355 2 07 04 16 0355-000 376 470 532 26 40 16 19,500

400 400 2 07 04 16 0400-000 430 525 592 30 43 16 25,000

450 450 2 07 04 16 0450-000 465 585 640 30 45 20 32,650

500 500 2 07 04 16 0500-000 533 650 715 33 45 20 35,750

600 560 2 07 04 16 0560-000 618 770 840 36 48 20 57,700

600 630 2 07 04 16 0630-000 645 770 840 36 48 20 50,000

Standart: TS ISO 7005-1 •  TS EN 1092-1 +  A1 

SDR11 /  DIN  2501 ST 37- ST 44

DN da(mm) dp(mm) K(mm) D(mm) d(mm) b(mm)

200 200 2 07 04 10 0200-000 235 295 340 22 26 8 3,600

200 225 2 07 04 10 0225-000 235 295 340 22 26 8 3,600

250 250 2 07 04 10 0250-000 288 350 395 22 29 12 4,600

250 280 2 07 04 10 0280-000 294 350 395 22 29 12 4,200

300 315 2 07 04 10 0315-000 338 400 445 22 29 12 5,500

350 355 2 07 04 10 0355-000 376 460 514 22 38 16 14,650

400 400 2 07 04 10 0400-000 430 515 571 26 40 16 17,250

450 450 2 07 04 10 0450-000 465 565 615 26 40 20 21,550

500 500 2 07 04 10 0500-000 533 620 670 26 40 20 23,500

600 560 2 07 04 10 0560-000 618 725 788 30 43 20 32,500

600 630 2 07 04 10 0630-000 645 725 788 30 43 20 33,300

Standart: TS ISO 7005-1 •  TS EN 1092-1 +  A1 

SDR17 /  DIN  2501 ST 37- ST 44

DN da(mm) dp(mm) K(mm) D(mm) d(mm) b(mm)

(*)15 20 2 07 04 16 0020-000 29 65 95 14 15 4 0,625

(*)20 25 2 07 04 16 0025-000 34 75 102 14 15 4 0,720

25 32 2 07 04 16 0032-000 42 85 115 14 16 4 0,405

32 40 2 07 04 16 0040-000 51 100 140 18 16 4 0,590

40 50 2 07 04 16 0050-000 62 110 150 18 16 4 0,660

50 63 2 07 04 16 0063-000 78 125 165 18 18 4 0,880

65 75 2 07 04 16 0075-000 92 145 185 18 18 4 1,500

80 90 2 07 04 16 0090-000 108 160 200 18 20 8 1,565

100 110 2 07 04 16 0110-000 125 180 220 18 20 8 1,700

100 125 2 07 04 16 0125-000 135 180 220 18 20 8 1,380

125 140 2 07 04 16 0140-000 158 210 250 18 22 8 1,950

150 160 2 07 04 16 0160-000 178 240 285 22 22 8 3,000

150 180 2 07 04 16 0180-000 188 240 285 22 22 8 2,250

200 200 2 07 04 16 0200-000 235 295 340 22 26 12 4,350

200 225 2 07 04 16 0225-000 235 295 340 22 26 12 4,350

250 250 2 07 04 16 0250-000 288 355 405 26 29 12 5,050

250 280 2 07 04 16 0280-000 294 355 405 26 29 12 4,750

300 315 2 07 04 16 0315-000 338 410 460 26 31 12 6,650

350 355 2 07 04 16 0355-000 376 470 532 26 40 16 19,500

400 400 2 07 04 16 0400-000 430 525 592 30 43 16 25,000

450 450 2 07 04 16 0450-000 465 585 640 30 45 20 32,650

500 500 2 07 04 16 0500-000 533 650 715 33 45 20 35,750

600 560 2 07 04 16 0560-000 618 770 840 36 48 20 57,700

600 630 2 07 04 16 0630-000 645 770 840 36 48 20 50,000

Standart: TS ISO 7005-1 •  TS EN 1092-1 +  A1 

SDR11 /  DIN  2501 ST 37- ST 44

DN da(mm) dp(mm) K(mm) D(mm) d(mm) b(mm)

200 200 2 07 04 10 0200-000 235 295 340 22 26 8 3,600

200 225 2 07 04 10 0225-000 235 295 340 22 26 8 3,600

250 250 2 07 04 10 0250-000 288 350 395 22 29 12 4,600

250 280 2 07 04 10 0280-000 294 350 395 22 29 12 4,200

300 315 2 07 04 10 0315-000 338 400 445 22 29 12 5,500

350 355 2 07 04 10 0355-000 376 460 514 22 38 16 14,650

400 400 2 07 04 10 0400-000 430 515 571 26 40 16 17,250

450 450 2 07 04 10 0450-000 465 565 615 26 40 20 21,550

500 500 2 07 04 10 0500-000 533 620 670 26 40 20 23,500

600 560 2 07 04 10 0560-000 618 725 788 30 43 20 32,500

600 630 2 07 04 10 0630-000 645 725 788 30 43 20 33,300

Standart: TS ISO 7005-1 •  TS EN 1092-1 +  A1 

SDR17 /  DIN  2501 ST 37- ST 44

DN da(mm) dp(mm) K(mm) D(mm) d(mm) b(mm)

(*)15 20 2 07 04 16 0020-000 29 65 95 14 15 4 0,625

(*)20 25 2 07 04 16 0025-000 34 75 102 14 15 4 0,720

25 32 2 07 04 16 0032-000 42 85 115 14 16 4 0,405

32 40 2 07 04 16 0040-000 51 100 140 18 16 4 0,590

40 50 2 07 04 16 0050-000 62 110 150 18 16 4 0,660

50 63 2 07 04 16 0063-000 78 125 165 18 18 4 0,880

65 75 2 07 04 16 0075-000 92 145 185 18 18 4 1,500

80 90 2 07 04 16 0090-000 108 160 200 18 20 8 1,565

100 110 2 07 04 16 0110-000 125 180 220 18 20 8 1,700

100 125 2 07 04 16 0125-000 135 180 220 18 20 8 1,380

125 140 2 07 04 16 0140-000 158 210 250 18 22 8 1,950

150 160 2 07 04 16 0160-000 178 240 285 22 22 8 3,000

150 180 2 07 04 16 0180-000 188 240 285 22 22 8 2,250

200 200 2 07 04 16 0200-000 235 295 340 22 26 12 4,350

200 225 2 07 04 16 0225-000 235 295 340 22 26 12 4,350

250 250 2 07 04 16 0250-000 288 355 405 26 29 12 5,050

250 280 2 07 04 16 0280-000 294 355 405 26 29 12 4,750

300 315 2 07 04 16 0315-000 338 410 460 26 31 12 6,650

350 355 2 07 04 16 0355-000 376 470 532 26 40 16 19,500

400 400 2 07 04 16 0400-000 430 525 592 30 43 16 25,000

450 450 2 07 04 16 0450-000 465 585 640 30 45 20 32,650

500 500 2 07 04 16 0500-000 533 650 715 33 45 20 35,750

600 560 2 07 04 16 0560-000 618 770 840 36 48 20 57,700

600 630 2 07 04 16 0630-000 645 770 840 36 48 20 50,000

Standart: TS ISO 7005-1 •  TS EN 1092-1 +  A1 

SDR11 /  DIN  2501 ST 37- ST 44

207206 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



DN da(mm) K(mm) D(mm) b(mm) d(mm)

200 200 2 08 02 10 0200-000 295 340 24 22 8 16,570

200 225 2 08 02 10 0225-000 295 340 24 22 8 16,570

250 250 2 08 02 10 0250-000 350 395 26 22 12 24,140

250 280 2 08 02 10 0280-000 350 395 26 22 12 24,140

300 315 2 08 02 10 0315-000 400 445 26 22 12 30,890

350 355 2 08 02 10 0355-000 460 505 26 22 16 39,730

400 400 2 08 02 10 0400-000 515 565 26 26 16 49,560

450 450 2 08 02 10 0450-000 565 615 28 26 20 63,110

500 500 2 08 02 10 0500-000 620 670 28 26 20 75,340

600 560 2 08 02 10 0560-000 725 780 28 30 20 102,160

600 630 2 08 02 10 0630-000 725 780 28 30 20 102,160

700 710 2 08 02 10 0710-000 840 895 30 30 24 144,510

800 800 2 08 02 10 0800-000 950 1015 32 33 24 198,570

900 900 2 08 02 10 0900-000 1050 1115 34 33 28 254,820

1000 1000 2 08 02 10 1000-000 1150 1230 34 36 28 310,270

1200 1200 2 08 02 10 1200-000 1380 1455 38 39 32 485,730

1400 1400 2 08 02 10 1400-000 1590 1675 42 42 36 711,740

1600 1600 2 08 02 10 1600-000 1820 1915 46 48 40 1.016,320

Standart: TS ISO 7005-1 •  TS EN 1092-1 +  A1 

SDR17 /  DIN  2501 ST 37- ST 44

DN da(mm) K(mm) D(mm) b(mm) d(mm)

15 20 2 08 03 16 0020-000 65 95 14 14 4 0,710

20 25 2 08 03 16 0025-000 75 105 16 14 4 1,010

25 32 2 08 03 16 0032-000 85 115 16 14 4 1,230

32 40 2 08 03 16 0040-000 100 140 16 18 4 1,810

40 50 2 08 03 16 0050-000 110 150 16 18 4 2,100

50 63 2 08 03 16 0063-000 125 165 18 18 4 2,880

65 75 2 08 03 16 0075-000 145 185 18 18 4 3,660

80 90 2 08 03 16 0090-000 160 200 20 18 8 4,620

100 110 2 08 03 16 0110-000 180 220 20 18 8 5,660

100 125 2 08 03 16 0125-000 180 220 20 18 8 5,660

125 140 2 08 03 16 0140-000 210 250 22 18 8 8,150

150 160 2 08 03 16 0160-000 240 285 22 22 8 10,520

150 180 2 08 03 16 0180-000 240 285 22 22 8 10,520

200 200 2 08 03 16 0200-000 295 340 24 22 12 16,280

200 225 2 08 03 16 0225-000 295 340 24 22 12 16,280

250 250 2 08 03 16 0250-000 355 405 26 26 12 25,050

250 280 2 08 03 16 0280-000 355 405 26 26 12 25,050

300 315 2 08 03 16 0315-000 410 460 28 26 12 35,210

350 355 2 08 03 16 0355-000 470 520 30 26 16 48,130

400 400 2 08 03 16 0400-000 525 580 32 30 16 63,680

450 450 2 08 03 16 0450-000 585 640 34 30 20 82,280

500 500 2 08 03 16 0500-000 650 715 34 33 20 102,840

600 560 2 08 03 16 0560-000 770 840 36 36 20 151,220

600 630 2 08 03 16 0630-000 770 840 36 36 20 151,220

700 710 2 08 03 16 0710-000 840 910 36 36 24 177,320

800 800 2 08 03 16 0800-000 950 1025 38 39 24 238,160

900 900 2 08 03 16 0900-000 1050 1125 40 39 28 302,330

1000 1000 2 08 03 16 1000-000 1170 1255 42 42 28 395,990

1200 1200 2 08 03 16 1200-000 1390 1485 48 48 32 632,290

1400 1400 2 08 03 16 1400-000 1590 1685 52 48 36 885,760

1600 1600 2 08 03 16 1600-000 1820 1930 58 55 40 1.291,780

Standart: TS ISO 7005-1 •  TS EN 1092-1 +  A1 

SDR11 /  DIN  2501 ST 37- ST 44

DN da(mm) K(mm) D(mm) b(mm) d(mm)

200 200 2 08 02 10 0200-000 295 340 24 22 8 16,570

200 225 2 08 02 10 0225-000 295 340 24 22 8 16,570

250 250 2 08 02 10 0250-000 350 395 26 22 12 24,140

250 280 2 08 02 10 0280-000 350 395 26 22 12 24,140

300 315 2 08 02 10 0315-000 400 445 26 22 12 30,890

350 355 2 08 02 10 0355-000 460 505 26 22 16 39,730

400 400 2 08 02 10 0400-000 515 565 26 26 16 49,560

450 450 2 08 02 10 0450-000 565 615 28 26 20 63,110

500 500 2 08 02 10 0500-000 620 670 28 26 20 75,340

600 560 2 08 02 10 0560-000 725 780 28 30 20 102,160

600 630 2 08 02 10 0630-000 725 780 28 30 20 102,160

700 710 2 08 02 10 0710-000 840 895 30 30 24 144,510

800 800 2 08 02 10 0800-000 950 1015 32 33 24 198,570

900 900 2 08 02 10 0900-000 1050 1115 34 33 28 254,820

1000 1000 2 08 02 10 1000-000 1150 1230 34 36 28 310,270

1200 1200 2 08 02 10 1200-000 1380 1455 38 39 32 485,730

1400 1400 2 08 02 10 1400-000 1590 1675 42 42 36 711,740

1600 1600 2 08 02 10 1600-000 1820 1915 46 48 40 1.016,320

Standart: TS ISO 7005-1 •  TS EN 1092-1 +  A1 

SDR17 /  DIN  2501 ST 37- ST 44

DN da(mm) K(mm) D(mm) b(mm) d(mm)

15 20 2 08 03 16 0020-000 65 95 14 14 4 0,710

20 25 2 08 03 16 0025-000 75 105 16 14 4 1,010

25 32 2 08 03 16 0032-000 85 115 16 14 4 1,230

32 40 2 08 03 16 0040-000 100 140 16 18 4 1,810

40 50 2 08 03 16 0050-000 110 150 16 18 4 2,100

50 63 2 08 03 16 0063-000 125 165 18 18 4 2,880

65 75 2 08 03 16 0075-000 145 185 18 18 4 3,660

80 90 2 08 03 16 0090-000 160 200 20 18 8 4,620

100 110 2 08 03 16 0110-000 180 220 20 18 8 5,660

100 125 2 08 03 16 0125-000 180 220 20 18 8 5,660

125 140 2 08 03 16 0140-000 210 250 22 18 8 8,150

150 160 2 08 03 16 0160-000 240 285 22 22 8 10,520

150 180 2 08 03 16 0180-000 240 285 22 22 8 10,520

200 200 2 08 03 16 0200-000 295 340 24 22 12 16,280

200 225 2 08 03 16 0225-000 295 340 24 22 12 16,280

250 250 2 08 03 16 0250-000 355 405 26 26 12 25,050

250 280 2 08 03 16 0280-000 355 405 26 26 12 25,050

300 315 2 08 03 16 0315-000 410 460 28 26 12 35,210

350 355 2 08 03 16 0355-000 470 520 30 26 16 48,130

400 400 2 08 03 16 0400-000 525 580 32 30 16 63,680

450 450 2 08 03 16 0450-000 585 640 34 30 20 82,280

500 500 2 08 03 16 0500-000 650 715 34 33 20 102,840

600 560 2 08 03 16 0560-000 770 840 36 36 20 151,220

600 630 2 08 03 16 0630-000 770 840 36 36 20 151,220

700 710 2 08 03 16 0710-000 840 910 36 36 24 177,320

800 800 2 08 03 16 0800-000 950 1025 38 39 24 238,160

900 900 2 08 03 16 0900-000 1050 1125 40 39 28 302,330

1000 1000 2 08 03 16 1000-000 1170 1255 42 42 28 395,990

1200 1200 2 08 03 16 1200-000 1390 1485 48 48 32 632,290

1400 1400 2 08 03 16 1400-000 1590 1685 52 48 36 885,760

1600 1600 2 08 03 16 1600-000 1820 1930 58 55 40 1.291,780

Standart: TS ISO 7005-1 •  TS EN 1092-1 +  A1 

SDR11 /  DIN  2501 ST 37- ST 44

DN da(mm) K(mm) D(mm) b(mm) d(mm)

200 200 2 08 02 10 0200-000 295 340 24 22 8 16,570

200 225 2 08 02 10 0225-000 295 340 24 22 8 16,570

250 250 2 08 02 10 0250-000 350 395 26 22 12 24,140

250 280 2 08 02 10 0280-000 350 395 26 22 12 24,140

300 315 2 08 02 10 0315-000 400 445 26 22 12 30,890

350 355 2 08 02 10 0355-000 460 505 26 22 16 39,730

400 400 2 08 02 10 0400-000 515 565 26 26 16 49,560

450 450 2 08 02 10 0450-000 565 615 28 26 20 63,110

500 500 2 08 02 10 0500-000 620 670 28 26 20 75,340

600 560 2 08 02 10 0560-000 725 780 28 30 20 102,160

600 630 2 08 02 10 0630-000 725 780 28 30 20 102,160

700 710 2 08 02 10 0710-000 840 895 30 30 24 144,510

800 800 2 08 02 10 0800-000 950 1015 32 33 24 198,570

900 900 2 08 02 10 0900-000 1050 1115 34 33 28 254,820

1000 1000 2 08 02 10 1000-000 1150 1230 34 36 28 310,270

1200 1200 2 08 02 10 1200-000 1380 1455 38 39 32 485,730

1400 1400 2 08 02 10 1400-000 1590 1675 42 42 36 711,740

1600 1600 2 08 02 10 1600-000 1820 1915 46 48 40 1.016,320

Standart: TS ISO 7005-1 •  TS EN 1092-1 +  A1 

SDR17 /  DIN  2501 ST 37- ST 44

209208 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



DRPS Authorized Fittings Suppliers
SDR 7.4, 9, 11 and 17 Fittings

211210 Doha Regional Plastic Solutions Doha Regional Plastic Solutions 211210 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions



Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

Ti 90° codolo lungo
tee 90° long spigot
te 90° mango largo
té 90° embout long

Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada     Exécution: injectée    

SDR7,4 PN25

SDR9 PN20

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn code H Z
Weight 
(kg.)

75 TP075G 72 256 0,76
90 TP090G 82 303 1,29
110 TP110G 92 336 2,13
125 TP125G 91 356 2,83
140 TP140G 96 390 3,97
160 TP160G 104 423 6,04
180 TP180G 107 451 7,39
200 TP200G 117 501 10,10
225 TP225G 121 538 13,56
250 TP250G 131 596 18,75
280 TP280G 127 651 25,82
315 TP315G 152 703 38,00
355 TP355G 165 800 49,60
400 TP400G 180 890 62,70
450 TP450G 195 984 87,97
500 TP500G 220 1090 134,90
560 TP560G 240 1230 194,75
630 TP630G 250 1320 -

dn code H Z
Weight 
(kg.)

25 TP025H - - -
32 TP032H - - -
40 TP040H - - -
50 TP050H 56 180 0,23
63 TP063H 68 229 0,52
75 TP075H 72 256 0,80
90 TP090H 82 303 1,36
110 TP110H 92 336 2,24
125 TP125H 91 356 2,98
140 TP140H 96 390 4,18
160 TP160H 104 423 6,36
180 TP180H 107 451 7,78
200 TP200H 117 501 10,60
225 TP225H 121 538 14,27
250 TP250H 131 596 19,74
280 TP280H 127 651 27,18
315 TP315H 152 703 40,00
355 TP355H 165 800 52,20
400 TP400H 180 890 66,00
450 TP450H 195 984 92,60
500 TP500H 220 1090 142,00
560 TP560H 240 1230 205,00
630 TP630H 250 1320 -

SDR11 PN16

Ti 90° ridotta codolo lungo
reduced tee 90° long spigot
te 90° reducida mango largo
té réduit 90° embout long
Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada     Exécution: injectée    

SDR9 PN20

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn dn1 code H H1 Z
Weight 
(kg.)

315 110 TRP315110C 156 91 703 23,30
315 125 TRP315125C 152 105 703 23,50
315 160 TRP315160C 152 106 703 24,10
315 180 TRP315180C 152 116 703 24,10
315 200 TRP315200C 152 120 703 24,20
315 225 TRP315225C 152 123 703 24,84
355 110 TRP355110C 180 90 690 28,16
355 160 TRP355160C 180 101 685 27,80
355 225 TRP355225C 174 120 674 28,97
400 110 TRP400110C 190 89 755 38,40
400 160 TRP400160C 190 102 755 39,31
400 225 TRP400225C 190 120 755 50,20
450 160 TRP450160C 197 100 676 42,60
450 225 TRP450225C 198 122 765 53,00
450 315 TRP450315C 198 155 887 63,80
500 160 TRP500160C 215 99 710 55,20
500 250 TRP500250C 220 140 815 63,00
560 250 TRP560250C 240 135 960 95,00
630 160 TRP630160C 255 101 800 99,50
630 250 TRP630250C 255 137 875 103,00

dn dn1 code H H1 Z
Weight 
(kg.)

250 160 TRP250160G 130 106 596 16,15
315 110 TRP315110G 156 91 703 29,00
315 160 TRP315160G 152 106 703 29,50
315 200 TRP315200G 152 120 703 29,50
355 160 TRP355160G 180 101 685 35,82
400 160 TRP400160G 190 102 755 49,61
400 225 TRP400225G 190 120 755 50,73
450 160 TRP450160G 197 100 676 49,60
450 225 TRP450225G 198 122 765 62,20
450 315 TRP450315G 198 155 887 74,60
560 250 TRP560250G 240 135 960 158,84

213212 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 7.4, 9, 11 and 17 Fittings



Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

Ti 90° ridotta assemblata codolo lungo
assembled reduced Tee 90° long spigot
te 90° reducida ensemblada mango largo
té réduit assemble 90° embout long
Esecuzione: stampata e saldatura di testa    
Execution: injection moulded  and butt welded
Ejecución: inyectada y soldadura a tope
Exécution: injectée et soudure bout à bout  

SDR9 PN20

• Codolo lungo in linea, codolo 
corto in derivazione
• Long spigot on main
outlet with short spigot
• Mango largo en linea
mango corto en lado reducido
• Embout long en ligne
embout court en dérivation

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn dn1 code H H1 Z
Weight 
(kg.)

75 63 KTRP075063G 72 65 256 -
90 50 KTRP090050G 82 55 303 -
90 63 KTRP090063G 82 66 303 -
90 75 KTRP090075G 82 73 303 -
110 50 KTRP110050G 92 57 336 -
110 63 KTRP110063G 92 67 336 -
110 75 KTRP110075G 92 73 336 -
110 90 KTRP110090G 92 82 336 -
125 63 KTRP125063G 91 66 356 -
125 75 KTRP125075G 91 73 356 -
125 90 KTRP125090G 91 81 356 -
125 110 KTRP125110G 91 90 356 -
140 90 KTRP140090G 97 81 390 -
140 110 KTRP140110G 97 91 390 -
140 125 KTRP140125G 97 93 390 -
160 90 KTRP160090G 104 83 423 -
160 110 KTRP160110G 104 92 423 -
160 125 KTRP160125G 104 93 423 -
160 140 KTRP160140G 104 93 423 -
180 125 KTRP180125G 107 90 451 -
180 140 KTRP180140G 107 94 451 -
180 160 KTRP180160G 107 105 451 -
200 140 KTRP200140G 117 95 501 -
200 180 KTRP200180G 117 100 501 -
225 200 KTRP225200G 121 116 538 -
250 200 • KTRP250200G 131 58 596 -
250 225 • KTRP250225G 131 68 596 -
280 200 • KTRP280200G 127 51 651 -
280 225 • KTRP280225G 127 57 651 -
280 250 • KTRP280250G 127 64 651 -
315 225 • KTRP315225G 152 57 703 -
315 250 • KTRP315250G 152 62 703 -
315 280 • KTRP315280G 152 72 703 -
400 280 • KTRP400280G 180 73 890 -
400 315 • KTRP400315G 180 83 890 -
400 355 • KTRP400355G 180 92 890 -
450 315 • KTRP450315G 195 92,00 984 -
450 355 • KTRP450355G 195 92 984 -
450 400 • KTRP450400G 195 99 984 -
500 355 • KTRP500355G 220 81 1090 -
500 450 • KTRP500450G 220 63 1090 -
560 400 • KTRP560400G 240 98 1230 -
630 500 • KTRP630500G 250 61 1320 -

SDR9 PN20

SDR7,4 PN25

Gomito 90° codolo lungo
elbow 90° long spigot
codo 90° mango largo
coude 90° embout long

* in fase di realizzazione
* currently under development
* en fase de realizacíon
* en cours de réalisation

* in fase di realizzazione
* currently under development
* en fase de realizacíon
* en cours de réalisation

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn code H Z
Weight 
(kg.)

63 G9P063G 67 112 0,36
75 G9P075G 72 127 0,05
90 G9P090G 82 150 0,91
110 G9P110G 90 167 1,48
125 G9P125G 91 178 2,10
140 G9P140G 96 192 2,97
160 G9P160G 104 209 4,10
180 G9P180G 107 223 5,04
200 G9P200G 117 250 7,32
225 G9P225G 122 265 8,82
250 G9P250G 131 294 14,00
280 G9P280G 126 322 19,19
315 G9P315G 153 350 26,51
355 G9P355G 165 375 32,49
400 G9P400G 185 424 46,19

* 450 G9P450G - - -
* 500 G9P500G - - -

dn code H Z
Weight 
(kg.)

25 G9P025H - - -
32 G9P032H - - -
40 G9P040H 56 88 0,11
50 G9P050H 57 90 0,18
63 G9P063H 67 112 0,38
75 G9P075H 72 127 0,57
90 G9P090H 82 150 0,96
110 G9P110H 90 167 1,56
125 G9P125H 91 178 2,21
140 G9P140H 96 192 3,13
160 G9P160H 104 209 4,30
180 G9P180H 107 223 5,30
200 G9P200H 117 250 7,70
225 G9P225H 122 265 9,28
250 G9P250H 131 294 14,74
280 G9P280H 126 322 20,20
315 G9P315H 153 350 27,90
355 G9P355H 165 375 34,20
400 G9P400H 185 424 48,62

* 450 G9P450H - - -
* 500 G9P500H - - -

215214 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 7.4, 9, 11 and 17 Fittings



Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

45

Gomito 45° codolo lungo
elbow 45° long spigot 
codo 45° mango largo
coude 45° embout long

Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada      Exécution: injectée    

SDR7,4 PN25

SDR9 PN20

* in fase di realizzazione
* currently under development
* en fase de realizacíon
* en cours de réalisation

* in fase di realizzazione
* currently under development
* en fase de realizacíon
* en cours de réalisation

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn code H Z
Weight 
(kg.)

40 G4P040H - - -
50 G4P050H 59 84 0,18
63 G4P063H 69 90 0,29
75 G4P075H 73 90 0,45
90 G4P090H 82 109 0,69
110 G4P110H 93 127 1,22
125 G4P125H 93 162 2,00
140 G4P140H 97 163 2,62
160 G4P160H 107 175 3,58
180 G4P180H 108 190 4,38
200 G4P200H 118 190 5,96
225 G4P225H 120 210 7,84
250 G4P250H 135 215 10,40
280 G4P280H 142 258 15,70
315 G4P315H 154 270 21,00
355 G4P355H 165 267 25,46
400 G4P400H 182 310 35,86

* 450 G4P450H - - -
* 500 G4P500H - - -

dn code H Z
Weight 
(kg.)

63 G4P063G 69 90 0,28
75 G4P075G 73 90 0,43
90 G4P090G 82 109 0,66
110 G4P110G 93 127 1,16
125 G4P125G 93 162 1,90
140 G4P140G 97 163 2,49
160 G4P160G 107 175 3,40
180 G4P180G 108 190 4,16
200 G4P200G 118 190 5,66
225 G4P225G 120 210 7,45
250 G4P250G 135 215 9,88
280 G4P280G 142 258 14,92
315 G4P315G 154 270 19,95
355 G4P355G 165 267 24,19
400 G4P400G 182 310 34,07

* 450 G4P450G - - -
* 500 G4P500G - - -

49

SDR9 PN20

Riduzione codolo lungo
reducer long spigot
réduction embout long
reducción mango largo

Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada      Exécution: injectée    

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn dn1 code H H1 Z
Weight 
(kg.)

63 40 RP063040G 65 52 128 0,12
63 50 RP063050G 66 57 136 0,14
75 40 RP075040G 72 49 143 0,18
75 50 RP075050G 73 57 145 0,20
75 63 RP075063G 73 65 141 0,24
90 50 RP090050G 82 55 138 0,30
90 63 RP090063G 82 66 163 0,32
90 75 RP090075G 83 73 167 0,40
110 50 RP110050G 88 57 176 0,46
110 63 RP110063G 89 67 178 0,49
110 75 RP110075G 88 73 178 0,53
110 90 RP110090G 88 82 186 0,58
125 63 RP125063G 90 66 181 0,65
125 75 RP125075G 91 73 187 0,68
125 90 RP125090G 91 81 189 0,72
125 110 RP125110G 90 90 191 0,80
140 90 RP140090G 95 81 204 0,92
140 110 RP140110G 95 91 203 1,00
140 125 RP140125G 96 93 198 1,07
160 90 RP160090G 106 83 226 1,27
160 110 RP160110G 106 92 226 1,36
160 125 RP160125G 105 93 216 1,39
160 140 RP160140G 100 93 204 1,48
180 125 RP180125G 110 90 240 1,75
180 140 RP180140G 106 94 218 1,78
180 160 RP180160G 105 105 220 1,93
200 140 RP200140G 111 95 234 2,24
200 160 RP200160G 117 100 241 2,47
200 180 RP200180G 114 106 234 2,58
225 160 RP225160G 115 104 258 3,13
225 180 RP225180G 122 118 271 3,50
225 200 RP225200G 118 116 257 3,56

217216 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 7.4, 9, 11 and 17 Fittings



Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande54

SDR9 PN20

Riduzione codolo corto
reducer short spigot
reducción mango corto
réduction embout court

SDR7,4 PN25

Continua   See next page
Lees la pagìna siguiente  Lisez la page suivante

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn dn1 code H H1 Z
Weight 
(kg.)

250 160 RCP250160G 55 55 157 2,46
250 180 RCP250180G 62 50 150 2,23
250 200 RCP250200G 60 50 138 2,30
250 225 RCP250225G 50 68 142 2,14
280 200 RCP280200G 72 51 160 3,22
280 225 RCP280225G 72 57 154 3,29
280 250 RCP280250G 71 64 150 3,32
315 225 RCP315225G 82 57 184 4,67
315 250 RCP315250G 81 62 178 4,64
315 280 RCP315280G 79 72 175 5,14
355 250 RCP355250G 87 62 195 6,00
355 280 RCP355280G 87 77 200 6,40
355 315 RCP355315G 88 78 188 6,50
400 280 RCP400280G 96 73 226 8,67
400 315 RCP400315G 97 83 218 8,84
400 355 RCP400355G 97 92 208 9,08
450 315 RCP450315G 64 76 206 9,54
450 355 RCP450355G 64 92 203 9,98
450 400 RCP450400G 63 99 188 10,35
500 355 RCP500355G 62 81 210 12,02
500 450 RCP500450G 63 63 166 11,53
560 400 RCP560400G 60 98 240 17,32
630 500 RCP630500G 62 61 192 19,98

dn dn1 code H H1 Z
Weight 
(kg.)

250 160 RCP250160H 55 55 157 2,80
250 180 RCP250180H 62 50 150 2,62
250 200 RCP250200H 60 50 138 2,75
250 225 RCP250225H 50 68 142 2,54
280 200 RCP280200H 72 51 160 3,07
280 225 RCP280225H 72 57 154 3,52
280 250 RCP280250H 71 64 150 3,82
315 225 RCP315225H 82 57 184 5,43
315 250 RCP315250H 81 62 178 5,55
315 280 RCP315280H 79 72 175 5,90
355 250 RCP355250H 87 62 195 7,04
355 280 RCP355280H 87 77 200 7,60
355 315 RCP355315H 88 78 188 7,60

56

Adattatore per flange (cartella) codolo lungo
Flange adaptor long spigot 
Collar para brida (portabrida) mango largo
Collier pour bride (collet) embout long

Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada      Exécution: injectée    

SDR11 PN16

SDR9 PN20

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn code H F B C A
Weight 

(kg)
25 CP025C 47 14 33 58 9 0,04
32 CP032C 57 16 40 68 10 0,06
40 CP040C 55 15 50 78 11 0,08
50 CP050C 65 23 61 88 12 0,13
63 CP063C 64 23 75 102 14 0,22
75 CP075C 74 22 89 122 16 0,30
90 CP090C 85 20 105 139 17 0,45
110 CP110C 90 22 125 159 18 0,66
125 CP125C 102 22 132 158 25 0,81
140 CP140C 102 33 155 187 25 1,16
160 CP160C 106 34 175 212 25 1,56
180 CP180C 108 36 180 212 30 1,78
200 CP200C 117 48 232 268 32 3,20
225 CP225C 113 44 235 268 32 3,14
250 CP250C 125 43 285 320 35 4,65
280 CP280C 140 31 291 320 35 5,21
315 CP315C 135 60 335 370 35 7,37
355 CP355C 167 38 373 430 40 10,05
400 CP400C 185 45 427 482 45 14,00

dn code H F B C A
Weight 

(kg)
63 CP063G 63 22 75 102 16 0,22
75 CP075G 73 22 89 122 18 0,34
90 CP090G 82 24 105 138 20 0,49
110 CP110G 91 26 125 158 21 0,79
125 CP125G 101 23 132 158 28 0,97
140 CP140G 102 33 155 188 29 1,40
160 CP160G 106 33 175 212 29 1,78
180 CP180G 108 38 180 212 32 2,20
200 CP200G 119 47 232 268 34 3,72
225 CP225G 120 39 235 268 34 3,83
250 CP250G 129 36 285 320 37 5,44
280 CP280G 140 28 291 320 42 6,10
315 CP315G 157 26 335 370 47 8,43

219218 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 7.4, 9, 11 and 17 Fittings



Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

60

SDR9 PN20

Adattatore per flange (cartella) codolo corto
Flange adaptor short spigot 
Collar para brida (portabrida) mango corto
Collier pour bride (collet) embout court

SDR7,4 PN25

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn code H F B C A
Weight 

(Kg)
280 CCP280G 66 30 291 320 42 4,00
315 CCP315G 77 31 335 370 47 6,00
355 CCP355G 52 41 373 430 53 7,21
400 CCP400G 33 40 427 482 60 9,50
450 CCP450G 60 33 514 858 67 16,29
500 CCP500G - - - - - -
560 CCP560G - - - - - -
630 CCP630G - - - - - -

dn code H F B C A
Weight 

(Kg)
280 CCP280H 66 30 291 320 42 4,35
315 CCP315H 77 31 335 370 47 7,47
355 CCP355H 52 41 373 430 53 8,31
400 CCP400H 33 40 427 482 60 9,72
450 CCP450H 60 33 514 858 67 19,72
500 CCP500H - - - - - -
560 CCP560H - - - - - -
630 CCP630H - - - - - -

62

Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada      Exécution: injectée    

SDR9 PN20

Fine linea (calotta) codolo lungo
end cap long spigot
tapón mango largo
bouchon embout long

SDR7,4 PN25

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn code H Z
Weight 
(kg.)

63 CAP063G 71 82 0,13
75 CAP075G 78 86 0,19
90 CAP090G 81 90 0,29
110 CAP110G 93 103 0,50
125 CAP125G 89 102 0,64
140 CAP140G 104 112 0,92
160 CAP160G 117 135 1,44
180 CAP180G 103 125 1,69
200 CAP200G 132 163 2,51
225 CAP225G 118 155 2,95
250 CAP250G 117 153 3,70
280 CAP280G 136 160 4,14
315 CAP315G 156 180 4,42

dn code H Z
Weight 
(kg.)

25 CAP025H - - -
32 CAP032H - - -
40 CAP040H - - -
50 CAP050H 58 75 0,08
63 CAP063H 71 82 0,14
75 CAP075H 78 86 0,20
90 CAP090H 81 90 0,30
110 CAP110H 93 103 0,53
125 CAP125H 89 102 0,67
140 CAP140H 104 112 0,97
160 CAP160H 117 135 1,52
180 CAP180H 103 125 1,78
200 CAP200H 132 163 2,64
225 CAP225H 118 155 3,10
250 CAP250H 117 153 3,89
280 CAP280H 136 160 4,36
315 CAP315H 156 180 4,65

221220 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 7.4, 9, 11 and 17 Fittings



Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

64

Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada      Exécution: injectée    

SDR9 PN20

SDR7,4 PN25

Fine linea (calotta) codolo corto
end cap short spigot
tapón mango corto
bouchon embout court

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn code H Z
Weight 
(kg.)

355 CAP355H 94 133 8,03
400 CAP400H 95 140 11,12
450 CAP450H 110 140 14,98
500 CAP500H 115 145 19,82
560 CAP560H - - -
630 CAP630H - - -

dn code H Z
Weight 
(kg.)

355 CAP355G 94 133 8,03
400 CAP400G 95 140 11,12
450 CAP450G 110 140 14,98
500 CAP500G 115 145 19,82
560 CAP560G - - -
630 CAP630G - - -

27

Ti 90° codolo lungo
tee 90° long spigot
te 90° mango largo
té 90° embout long

Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada     Exécution: injectée    

SDR17 PN10

SDR11 PN16

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn code H Z
Weight 
(kg.)

63 TP063B 68 229 0,30
75 TP075B 72 256 0,47
90 TP090B 82 303 0,84
110 TP110B 92 336 1,24
125 TP125B 91 356 1,62
140 TP140B 96 390 2,28
160 TP160B 104 423 3,82
180 TP180B 107 451 4,24
200 TP200B 117 501 5,54
225 TP225B 121 538 7,58
250 TP250B 131 596 11,60
280 TP280B 127 651 15,70
315 TP315B 152 703 20,30
355 TP355B 165 800 30,04
400 TP400B 180 890 42,40
450 TP450B 195 984 59,80
500 TP500B 220 1090 78,20
560 TP560B 240 1230 107,20
630 TP630B 250 1320 144,80

dn code H Z
Weight 
(kg.)

25 TP025C - - -
32 TP032C 50 147 0,06
40 TP040C 55 171 0,12
50 TP050C 56 180 0,15
63 TP063C 68 229 0,40
75 TP075C 72 256 0,62
90 TP090C 82 303 1,00
110 TP110C 92 336 1,64
125 TP125C 91 356 2,20
140 TP140C 96 390 3,04
160 TP160C 104 423 4,46
180 TP180C 107 451 5,72
200 TP200C 117 501 7,58
225 TP225C 121 538 10,80
250 TP250C 131 596 14,08
280 TP280C 127 651 20,30
315 TP315C 152 703 27,78
355 TP355C 165 800 40,20
400 TP400C 180 890 56,20
450 TP450C 195 984 80,00
500 TP500C 220 1090 110,00
560 TP560C 240 1230 146,00
630 TP630C 250 1320 193,80

223222 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 7.4, 9, 11 and 17 Fittings



Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

31

SDR11 PN16

Ti 90° ridotta codolo lungo
reduced tee 90° long spigot
te 90° reducida mango largo
té réduit 90° embout long
Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada     Exécution: injectée    

Continua   See next page
Lees la pagìna siguiente  Lisez la page suivante

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn dn1 code H H1 Z
Weight 
(kg.)

90 50 TRP090050C 81 58 302 0,79
90 63 TRP090063C 81 69 302 0,84
110 50 TRP110050C 90 57 335 1,31
110 63 TRP110063C 90 70 335 1,35
110 90 TRP110090C 90 82 335 1,47
125 63 TRP125063C 90 70 358 1,81
125 90 TRP125090C 90 82 358 1,93
140 63 TRP140063C 97 72 390 2,51
140 90 TRP140090C 95 84 390 2,62
160 63 TRP160063C 104 72 424 3,41
160 90 TRP160090C 104 84 424 3,52
160 110 TRP160110C 104 92 424 3,66
160 125 TRP160125C 104 91 424 3,81
180 63 TRP180063C 105 64 450 4,59
180 90 TRP180090C 105 82 450 4,74
180 110 TRP180110C 105 88 448 4,90
180 125 TRP180125C 105 92 448 4,98
200 63 TRP200063C 116 84 500 6,18
200 90 TRP200090C 116 84 500 6,40
200 110 TRP200110C 116 92 500 6,44
200 125 TRP200125C 116 92 500 6,54
200 160 TRP200160C 116 104 500 6,92
200 180 TRP200180C 116 112 500 7,10
225 90 TRP225090C 120 84 538 8,86
225 125 TRP225125C 120 91 538 9,34
225 160 TRP225160C 120 105 538 9,70
225 180 TRP225180C 120 106 540 9,80
250 110 TRP250110C 130 92 596 12,26
250 125 TRP250125C 130 109 596 13,16
250 160 TRP250160C 130 106 596 12,80
250 180 TRP250180C 130 106 596 12,62
250 200 TRP250200C 130 116 596 13,10
280 110 TRP280110C 126 92 653 16,84
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SDR11 PN16

Ti 90° ridotta codolo lungo
reduced tee 90° long spigot
te 90° reducida mango largo
té réduit 90° embout long
Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada     Exécution: injectée    

SDR9 PN20

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn dn1 code H H1 Z
Weight 
(kg.)

315 110 TRP315110C 156 91 703 23,30
315 125 TRP315125C 152 105 703 23,50
315 160 TRP315160C 152 106 703 24,10
315 180 TRP315180C 152 116 703 24,10
315 200 TRP315200C 152 120 703 24,20
315 225 TRP315225C 152 123 703 24,84
355 110 TRP355110C 180 90 690 28,16
355 160 TRP355160C 180 101 685 27,80
355 225 TRP355225C 174 120 674 28,97
400 110 TRP400110C 190 89 755 38,40
400 160 TRP400160C 190 102 755 39,31
400 225 TRP400225C 190 120 755 50,20
450 160 TRP450160C 197 100 676 42,60
450 225 TRP450225C 198 122 765 53,00
450 315 TRP450315C 198 155 887 63,80
500 160 TRP500160C 215 99 710 55,20
500 250 TRP500250C 220 140 815 63,00
560 250 TRP560250C 240 135 960 95,00
630 160 TRP630160C 255 101 800 99,50
630 250 TRP630250C 255 137 875 103,00

dn dn1 code H H1 Z
Weight 
(kg.)

250 160 TRP250160G 130 106 596 16,15
315 110 TRP315110G 156 91 703 29,00
315 160 TRP315160G 152 106 703 29,50
315 200 TRP315200G 152 120 703 29,50
355 160 TRP355160G 180 101 685 35,82
400 160 TRP400160G 190 102 755 49,61
400 225 TRP400225G 190 120 755 50,73
450 160 TRP450160G 197 100 676 49,60
450 225 TRP450225G 198 122 765 62,20
450 315 TRP450315G 198 155 887 74,60
560 250 TRP560250G 240 135 960 158,84
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SDR11 PN16

Ti 90° ridotta assemblata codolo lungo
assembled reduced Tee 90° long spigot
te 90° reducida ensemblada mango largo
té réduit assemble 90° embout long
Esecuzione: stampata e saldatura di testa    
Execution: injection moulded  and butt welded
Ejecución: inyectada y soldadura a tope
Exécution: injectée et soudure bout à bout  

• Codolo lungo in linea, codolo 
corto in derivazione
• Long spigot on main
outlet with short spigot
• Mango largo en linea
mango corto en lado reducido
• Embout long en ligne
embout court en dérivation

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn dn1 code H H1 Z
Weight 
(kg.)

50 25 KTRP050025C 56 44 180 0,18
50 32 KTRP050032C 56 48 180 0,18
50 40 KTRP050040C 56 50 180 0,18
63 25 KTRP063025C 68 44 229 0,45
63 32 KTRP063032C 68 49 229 0,46
63 40 KTRP063040C 68 52 229 0,46
63 50 KTRP063050C 68 56 229 0,46
75 32 KTRP075032C 72 46 256 0,7
75 40 KTRP075040C 72 49 256 0,70
75 50 KTRP075050C 72 57 256 0,7
75 63 KTRP075063C 72 65 256 0,72
90 75 KTRP090075C 82 73 303 1,2
110 75 KTRP110075C 92 73 336 1,67
125 75 KTRP125075C 91 73 356 2,13
125 110 KTRP125110C 91 90 356 2,56
140 110 KTRP140110C 97 91 390 3,48
140 125 KTRP140125C 97 93 390 3,55
160 140 KTRP160140C 104 93 423 5,08
180 140 KTRP180140C 107 94 451 6,51
180 160 KTRP180160C 107 105 451 6,61
200 140 KTRP200140C 117 95 501 7,53
225 200 KTRP225200C 121 116 538 12,37
250 225 KTRP250225C 131 124 596 16,16
280 200 • KTRP280200C 127 51 651 21,72
280 225 • KTRP280225C 127 57 651 21,70
280 250 • KTRP280250C 127 64 651 21,74
315 250 KTRP315250C 152 62 703 31,29
315 280 • KTRP315280C 152 72 703 29,86
355 250 • KTRP355250C 165 62 800 42,84
355 280 • KTRP355280C 165 77 800 43,11
355 315 • KTRP355315C 165 78 800 43,07
400 280 • KTRP400280C 180 73 890 60,1
400 315 • KTRP400315C 180 83 890 59,95
400 355 • KTRP400355C 180 92 890 60,21
450 355 • KTRP450355C 195 92 984 84,52
450 400 • KTRP450400C 195 99 984 84,55
500 355 • KTRP500355C 220 81 1090 115,85
500 400 • KTRP500400C 220 96 1090 115,77
500 450 • KTRP500450C 220 63 1090 117,54
560 400 • KTRP560400C 240 98 1230 153,54
560 450 • KTRP560450C 240 65 1230 152,62
560 500 • KTRP560500C 240 61 1230 152,17
630 450 • KTRP630450C 250 68 1320 203,59
630 500 • KTRP630500C 250 61 1320 202,86
630 560 • KTRP630560C 250 65 1320 202,47
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Ti 45° codolo lungo
tee 45° long spigot
te 45° mango largo
té 45° embout long

SDR17 PN10

Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada     Exécution: injectée    

SDR11 PN16

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn code H H1 Z
Weight 
(kg.)

63 T4P063B 81 68 287 0,57
75 T4P075B 91 71,00 310 0,83
90 T4P090B 92 84,00 362 1,35
110 T4P110B 103 88,00 397 1,7
125 T4P125B 120 90,00 453 2,85
140 T4P140B 110 100,00 500 4,17
160 T4P160B 119 108,00 525 6,32

dn code H H1 Z
Weight 
(kg.)

63 T4P063C 81 68 287 0,60
75 T4P075C 91 71,00 310 0,87
90 T4P090C 92 84,00 362 1,42
110 T4P110C 103 88,00 397 2,34
125 T4P125C 120 90,00 453 3,37
140 T4P140C 110 100,00 500 4,93
160 T4P160C 119 108,00 525 6,65
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SDR11 PN16

Gomito 90° codolo lungo
elbow 90° long spigot
codo 90° mango largo
coude 90° embout long

* in fase di realizzazione
* currently under development
* en fase de realizacíon
* en cours de réalisation

SDR17 PN10

* in fase di realizzazione
* currently under development
* en fase de realizacíon
* en cours de réalisation

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn code H Z
Weight 
(kg.)

25 G9P025C - - -
32 G9P032C 50 74 0,06
40 G9P040C 56 88 0,09
50 G9P050C 57 90 0,14
63 G9P063C 67 112 0,27
75 G9P075C 72 127 0,40
90 G9P090C 82 150 0,70
110 G9P110C 90 167 1,20
125 G9P125C 91 178 1,59
140 G9P140C 96 192 2,26
160 G9P160C 104 209 3,20
180 G9P180C 107 223 4,04
200 G9P200C 117 250 5,60
225 G9P225C 122 265 7,68
250 G9P250C 131 294 10,82
280 G9P280C 126 322 15,46
315 G9P315C 153 350 21,50
355 G9P355C 165 375 24,40
400 G9P400C 185 424 36,80

* 450 G9P450C - - -
* 500 G9P500C - - -

dn code H Z
Weight 
(kg.)

63 G9P063B 67 112 0,24
75 G9P075B 72 127 0,36
90 G9P090B 82 150 0,58
110 G9P110B 90 167 1,02
125 G9P125B 91 178 1,32
140 G9P140B 96 192 1,93
160 G9P160B 104 209 2,36
180 G9P180B 107 223 2,92
200 G9P200B 117 250 4,02
225 G9P225B 122 265 5,34
250 G9P250B 131 294 8,16
280 G9P280B 126 322 11,79
315 G9P315B 153 350 15,84
355 G9P355B 165 375 18,00
400 G9P400B 185 424 27,20

* 450 G9P450B - - -
* 500 G9P500B - - -
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Gomito 45° codolo lungo
elbow 45° long spigot 
codo 45° mango largo
coude 45° embout long

SDR11 PN16

Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada      Exécution: injectée    

SDR17 PN10

* in fase di realizzazione
* currently under development
* en fase de realizacíon
* en cours de réalisation

* in fase di realizzazione
* currently under development
* en fase de realizacíon
* en cours de réalisation

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn code H Z
Weight 
(kg.)

63 G4P063B 69 90 0,16
75 G4P075B 73 90 0,26
90 G4P090B 82 109 0,41
110 G4P110B 93 127 0,62
125 G4P125B 93 162 1,03
140 G4P140B 97 163 1,45
160 G4P160B 107 175 1,92
180 G4P180B 108 190 2,40
200 G4P200B 118 190 3,24
225 G4P225B 120 210 4,90
250 G4P250B 135 215 5,70
280 G4P280B 142 258 10,23
315 G4P315B 154 270 11,20
355 G4P355B 165 267 12,96
400 G4P400B 182 310 19,10

* 450 G4P450B - - -
* 500 G4P500B - - -

dn code H Z
Weight 
(kg.)

32 G4P032C - - -
40 G4P040C 58 78 0,08
50 G4P050C 59 84 0,14
63 G4P063C 69 90 0,22
75 G4P075C 73 90 0,32
90 G4P090C 82 109 0,47
110 G4P110C 93 127 0,86
125 G4P125C 93 162 1,50
140 G4P140C 97 163 1,99
160 G4P160C 107 175 2,66
180 G4P180C 108 190 3,26
200 G4P200C 118 190 4,18
225 G4P225C 120 210 5,90
250 G4P250C 135 215 7,70
280 G4P280C 142 258 11,60
315 G4P315C 154 270 15,70
355 G4P355C 165 267 18,20
400 G4P400C 182 310 26,10

* 450 G4P450C - - -
* 500 G4P500C - - -
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Riduzione codolo lungo
reducer long spigot
réduction embout long
reducción mango largo

Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada      Exécution: injectée    

SDR11 PN16

Continua   See next page
Lees la pagìna siguiente  Lisez la page suivante

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn dn1 code H H1 Z
Weight 
(kg.)

25 20 RP025020C - - - -
32 20 RP032020C - - - -
32 25 RP032025C - - - -
40 20 RP040020C - - - -
40 25 RP040025C 50 45 101 0,03
40 32 RP040032C 49 45 104 0,04
50 25 RP050025C 56 44 114 0,06
50 32 RP050032C 56 48 115 0,06
50 40 RP050040C 54 50 110 0,07
63 25 RP063025C 64 44 127 0,10
63 32 RP063032C 66 49 127 0,11
63 40 RP063040C 65 52 128 0,11
63 50 RP063050C 66 57 136 0,12
75 32 RP075032C 73 46 142 0,16
75 40 RP075040C 72 49 143 0,16
75 50 RP075050C 73 57 145 0,16
75 63 RP075063C 73 65 141 0,19
90 50 RP090050C 82 55 138 0,24
90 63 RP090063C 82 66 163 0,27
90 75 RP090075C 83 73 167 0,40
110 50 RP110050C 88 57 176 0,46
110 63 RP110063C 89 67 178 0,42
110 75 RP110075C 88 73 178 0,45
110 90 RP110090C 88 82 186 0,51
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SDR11 PN16

Riduzione codolo lungo
reducer long spigot
réduction embout long
reducción mango largo

Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada      Exécution: injectée    

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn dn1 code H H1 Z
Weight 
(kg.)

125 63 RP125063C 90 66 181 0,55
125 75 RP125075C 91 73 187 0,56
125 90 RP125090C 91 81 189 0,60
125 110 RP125110C 90 90 191 0,71
140 90 RP140090C 95 81 204 0,78
140 110 RP140110C 95 91 203 0,88
140 125 RP140125C 96 93 198 1,02
160 90 RP160090C 106 83 226 1,16
160 110 RP160110C 106 92 226 1,19
160 125 RP160125C 105 93 216 1,33
160 140 RP160140C 100 93 204 1,23
180 63 RP180063C 107 68 226 1,31
180 110 RP180110C 105 86 227 1,44
180 125 RP180125C 110 90 240 1,58
180 140 RP180140C 106 94 218 1,58
180 160 RP180160C 105 105 220 1,77
200 90 RP200090C 116 83 253 1,87
200 140 RP200140C 111 95 234 2,01
200 160 RP200160C 117 100 241 2,15
200 180 RP200180C 114 106 234 2,22
225 110 RP225110C 125 87 266 2,47
225 160 RP225160C 115 104 258 2,82
225 180 RP225180C 122 118 271 3,08
225 200 RP225200C 118 116 257 3,14
250 180 RP250180C 131 117 290 3,79
250 200 RP250200C 131 116 275 3,87
250 225 RP250225C 130 124 271 4,15
315 225 RP315225C 151 130 323 7,00
315 250 RP315250C 150 130 320 7,02
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SDR11 PN16

Riduzione codolo corto
reducer short spigot
reducción mango corto
réduction embout court
Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada     Exécution: injectée    

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn dn1 code H H1 Z
Weight 
(kg.)

250 160 RCP250160C 55 55 157 2,12
250 180 RCP250180C 62 50 150 2,36
250 200 RCP250200C 60 50 138 2,28
250 225 RCP250225C 50 68 142 2,17
280 200 RCP280200C 72 51 160 2,83
280 225 RCP280225C 72 57 154 2,79
280 250 RCP280250C 71 64 150 2,87
315 225 RCP315225C 82 57 184 4,02
315 250 RCP315250C 81 62 178 4,06
315 280 RCP315280C 79 72 175 4,15
355 225 RCP355225C 92 57 213 5,24
355 250 RCP355250C 87 62 195 5,27
355 280 RCP355280C 87 77 200 5,82
355 315 RCP355315C 88 78 188 5,73
400 280 RCP400280C 96 73 226 7,79
400 315 RCP400315C 97 83 218 7,94
400 355 RCP400355C 97 92 208 8,02
450 315 RCP450315C 64 76 206 7,80
450 355 RCP450355C 64 92 203 9,04
450 400 RCP450400C 63 99 188 9,13
500 355 RCP500355C 62 81 210 11,70
500 400 RCP500400C 63 96 210 11,54
500 450 RCP500450C 63 63 166 15,07
560 400 RCP560400C 60 98 240 15,08
560 450 RCP560450C 60 65 187 13,24
560 500 RCP560500C 62 61 792 12,34
630 450 RCP630450C 60 68 234 19,57
630 500 RCP630500C 62 61 192 18,12
630 560 RCP630560C 64 65 188 17,34
710 560 RCP710560C 66 40 160 21,64
710 630 RCP710630C 66 62 160 21,40
800 710 RCP800710C 62 62 160 26,14
900 800 RCP900800C 62 62 160 31,50
1000 900 RCP1000900C 65 56 170 42,35

56

Adattatore per flange (cartella) codolo lungo
Flange adaptor long spigot 
Collar para brida (portabrida) mango largo
Collier pour bride (collet) embout long

Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada      Exécution: injectée    

SDR11 PN16

SDR9 PN20

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn code H F B C A
Weight 

(kg)
25 CP025C 47 14 33 58 9 0,04
32 CP032C 57 16 40 68 10 0,06
40 CP040C 55 15 50 78 11 0,08
50 CP050C 65 23 61 88 12 0,13
63 CP063C 64 23 75 102 14 0,22
75 CP075C 74 22 89 122 16 0,30
90 CP090C 85 20 105 139 17 0,45
110 CP110C 90 22 125 159 18 0,66
125 CP125C 102 22 132 158 25 0,81
140 CP140C 102 33 155 187 25 1,16
160 CP160C 106 34 175 212 25 1,56
180 CP180C 108 36 180 212 30 1,78
200 CP200C 117 48 232 268 32 3,20
225 CP225C 113 44 235 268 32 3,14
250 CP250C 125 43 285 320 35 4,65
280 CP280C 140 31 291 320 35 5,21
315 CP315C 135 60 335 370 35 7,37
355 CP355C 167 38 373 430 40 10,05
400 CP400C 185 45 427 482 45 14,00

dn code H F B C A
Weight 

(kg)
63 CP063G 63 22 75 102 16 0,22
75 CP075G 73 22 89 122 18 0,34
90 CP090G 82 24 105 138 20 0,49
110 CP110G 91 26 125 158 21 0,79
125 CP125G 101 23 132 158 28 0,97
140 CP140G 102 33 155 188 29 1,40
160 CP160G 106 33 175 212 29 1,78
180 CP180G 108 38 180 212 32 2,20
200 CP200G 119 47 232 268 34 3,72
225 CP225G 120 39 235 268 34 3,83
250 CP250G 129 36 285 320 37 5,44
280 CP280G 140 28 291 320 42 6,10
315 CP315G 157 26 335 370 47 8,43
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SDR11 PN16

Adattatore per flange (cartella) codolo corto
Flange adaptor short spigot 
Collar para brida (portabrida) mango corto
Collier pour bride (collet) embout court

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn code H F B C A
Weight 

(Kg)
63 CCP063C 23 23 75 102 14 0,16
75 CCP075C 25 26 89 122 16 0,24
90 CCP090C 26 27 105 138 17 0,31
110 CCP110C 25 31 125 158 18 0,46
125 CCP125C 31 15 132 158 25 0,50
140 CCP140C 30 31 155 188 25 0,56
160 CCP160C 25 34 175 212 25 1,01
180 CCP180C 34 33 180 212 30 1,28
200 CCP200C 50 48 232 268 32 2,43
225 CCP225C 32 36 235 268 32 1,98
250 CCP250C 38 48 285 320 35 3,14
280 CCP280C 64 31 291 320 35 3,45
315 CCP315C 74 36 335 370 35 5,00
355 CCP355C 50 42 373 430 40 6,23
400 CCP400C 46 44 427 482 45 8,20
450 CCP450C 63 34 514 585 60 15,44
500 CCP500C 30 40 520 594 60 12,96
560 CCP560C 54 41 615 685 60 23,68
630 CCP630C 30 50 642 695 70 20,75
710 CCP710C 35 40 737 800 75 27,68
800 CCP800C 30 40 840 905 80 35,68
900 CCP900C 28 40 944 1110 90 46,61
1000 CCP1000C - - - - - -
1200 CCP1200C - - - - - -

61

Fine linea (calotta) codolo lungo
End cap long spigot
Tapón mango largo
Bouchon embout long

SDR17 PN10

Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada      Exécution: injectée    

SDR11 PN16

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn code H Z
Weight 
(kg.)

63 CAP063B 71 82 0,07
75 CAP075B 78 86 0,11
90 CAP090B 81 90 0,18
110 CAP110B 93 103 0,28
125 CAP125B 89 98 0,33
140 CAP140B 104 112 0,58
160 CAP160B 117 127 0,83
180 CAP180B 103 125 0,92
200 CAP200B 132 157 1,44
225 CAP225B 117 140 1,70
250 CAP250B 117 153 2,04
280 CAP280B 136 158 3,10
315 CAP315B 156 200 4,44

dn code H Z
Weight 
(kg.)

20 CAP020C - - -
25 CAP025C 49 54 0,01
32 CAP032C 51 58 0,02
40 CAP040C 61 65 0,04
50 CAP050C 58 75 0,06
63 CAP063C 71 82 0,10
75 CAP075C 78 86 0,17
90 CAP090C 81 90 0,26
110 CAP110C 93 103 0,41
125 CAP125C 89 98 0,50
140 CAP140C 104 112 0,78
160 CAP160C 117 127 1,22
180 CAP180C 103 125 1,34
200 CAP200C 132 157 2,00
225 CAP225C 117 140 2,27
250 CAP250C 117 153 3,00
280 CAP280C 136 158 4,21
315 CAP315C 156 200 6,32

235234 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 7.4, 9, 11 and 17 Fittings



Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

63

Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada      Exécution: injectée    

SDR17 PN10

Fine linea (calotta) codolo corto
end cap short spigot
tapón mango corto
bouchon embout court

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

Esecuzione: stampata    Execution: injection moulded    
Ejecución: inyectada      Exécution: injectée    

SDR11 PN16

Fine linea (calotta) codolo corto
end cap short spigot
tapón mango corto
bouchon embout court

dn code H Z
Weight 
(kg.)

355 CAP355B 96 120 5,17
400 CAP400B 95 140 6,36
450 CAP450B 92 116 7,82
500 CAP500B 85 113 13,65
560 CAP560B 105 135 20,50
630 CAP630B 120 150 23,03
710 CAP710B - - -
800 CAP800B - - -

dn code H Z
Weight 
(kg.)

355 CAP355C 92 133 7,81
400 CAP400C 95 140 8,24
450 CAP450C 97 127 13,47
500 CAP500C 115 145 20,07
560 CAP560C 132 157 28,01
630 CAP630C 155 185 39,14
710 CAP710C - - -
800 CAP800C - - -

66

Flangia in acciaio zincato per adattatore PN16
zinc coated steel flange to be installed on flange adaptor PN16 
brida de acero zincado para portabrida PN16
bride en acier galvanisé pour collier PN16

PN16

Forata PN16            Drilled PN16  
Perforada PN16      Perforée PN16 

Adattabile PN12.5            PN 12.5 Adaptable 
Adaptable PN 12.5           Adaptable PN 12.5

dn DN code A Z DI F Bullone n° fori
Weight 

(Kg)
25 20 FZ025C 75 105 34 14 M12 4 0,61
32 25 FZ032C 85 115 42 14 M12 4 0,72
40 32 FZ040C 100 140 51 18 M16 4 1,25
50 40 FZ050C 110 150 62 18 M16 4 1,38
63 50 FZ063C 125 165 78 18 M16 4 1,81
75 65 FZ075C 145 185 92 18 M16 4 2,23
90 80 FZ090C 160 200 108 18 M16 8 2,50
110 100 FZ110C 180 220 128 18 M16 8 3,21
125 100 FZ125C 180 220 135 18 M16 8 3,00
140 125 FZ140C 210 250 158 18 M16 8 3,81
160 150 FZ160C 240 285 178 22 M20 8 5,27
180 150 FZ180C 240 285 188 22 M20 8 4,83
200 200 FZ200C 295 340 235 22 M20 12 6,94
225 200 FZ225C 295 340 238 22 M20 12 6,76
250 250 FZ250C   355 405 288 26 M24 12 10,63
280 250 FZ280C 355 405 294 26 M24 12 10,11
315 300 FZ315C 410 460 338 26 M24 12 14,09
355 350 FZ355C 470 520 376 26 M24 16 21,58
400 400 FZ400C 525 580 430 30 M27 16 25,71
450 500 FZ450C 650 715 517 33 M30 20 48,62
500 500 FZ500C 650 715 533 33 M30 20 44,87
560 600 FZ560C 770 840 618 36 M33 20 70,70
630 600 FZ630C 770 840 645 36 M33 20 62,46
710 700 FZ710C 840 910 740 36 M33 24 60,41
800 800 FZ800C 950 1025 843 39 M36 24 77,27
900 900 FZ900C 1050 1125 947 39 M36 28 92,88
1000 1000 FZ1000C 1170 1255 1050 42 M39 28 135,77
1200 1200 FZ1200C 1390 1485 1360 48 M45 32 204,73
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Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

69

Flangia in acciaio rivestita in PP per adattatore PN16
steel flange PP encapsulated  to be installed on flange adaptor PN16 
brida de acero recubierta en PP para portabridaPN16
bride en acier revêtue en PP pour collier PN16

PN16

Forata PN16            Drilled PN16  
Perforada PN16      Perforée PN16 

dn DN code A Z DI F Bullone n° fori
Weight 

(Kg)
50 40 FR050C 110 150 62 18 M16 4 1,30
63 50 FR063C 125 165 78 18 M16 4 1,72
75 65 FR075C 145 185 92 18 M16 4 2,11
90 80 FR090C 160 200 108 18 M16 8 2,39
110 100 FR110C 180 220 128 18 M16 8 3,07
125 100 FR125C 180 220 135 18 M16 8 2,78
140 125 FR140C 210 250 158 18 M16 8 3,47
160 150 FR160C 240 285 178 22 M20 8 5,10
180 150 FR180C 240 285 188 22 M20 8 4,69
200 200 FR200C 295 340 235 22 M20 12 6,62
225 200 FR225C 295 340 238 22 M20 12 6,50
250 250 FR250C   355 405 288 26 M24 12 10,00
280 250 FR280C 355 405 294 26 M24 12 9,30
315 300 FR315C 410 460 338 26 M24 12 13,00
355 350 FR355C 470 520 376 26 M24 16 20,46
400 400 FR400C 525 580 430 30 M27 16 24,20

127

Valvola in PE
PE valve 
válvula de PE 
vanne en PE

PN16 SDR11

Esecuzione: stampato    Execution: injection moulded 
Ejecución: inyectado      Exécution: injecté

MOP Gas
Norma

Standard
bar

(20°C)
Massima pressione

Max pressure
Maxima presion

Maximum pression

1555-4 10,0

Accessori Valvola in PE  Pe valve ancillaries
Complementos válvula de PE Acessoires pour vanne en PE

Asta di prolunga e tubo di riparazione
spindle and protection tube
eje de extención e protector
tige-allonge et cheminé

Altre misure e/o SDR a richiesta - Other measures and/or SDR on request - Otras medidas y/o SDR sobre pedido - Autres mesures et/ou SDR sur demande

dn code
Weight 

(Kg)
20 VPP020C 1,00
25 VPP025C 1,00
32 VPP032C 1,00
40 VPP040C 1,40
50 VPP050C 1,90
63 VPP063C 2,40
75 VPP075C 4,00
90 VPP090C 5,70
110 VPP110C 8,20
125 VPP125C 9,00
140 VPP140C 10,02
160 VPP160C 19,50
180 VPP180C 20,60
200 VPP200C 22,82
225 VPP225C 23,68
250 VPP250C -
315 VPP315C -

code L Weight 
(Kg)

AM 480 -
TUR - -
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EF Coupler
EF Elbow
EF Tee
EF Reducer
EF Saddle
EF Smart Tee
EF Tapping Saddle

ELECTROFUSION

www.ntgplastik.com 9

EF COUPLER

EF COUPLER

PE100 SDR11

PE100 SDR17

16 Bar Water
10 Bar Gas

10 Bar Water
5 Bar Gas

Injected (up to 400mm)
4mm pin connectors
Removable center stopper (up to 400mm)

4mm pin connectors

d

d

D

D

Z

Z

Article No

Article No

Weight

Weight

Compatibility

Compatibility

Box

Box

mm

mm

20
25
32
40
50
63
75
90
110
125
140
160
180
200
225
250
280
315
355
400
450
500
560
630
710
800
900

1000
1200

450
500
560
630
710
800
900

1000
1200

32
37
44
55
62
80
94
115
137
155
172
196
219
241
272
303
338
385
433
488
560
621
695
780
882
993
1115
1238
1483

520
577
645
724
819
921

1035
1149
1376

75
80
85
90
91
98
110
124
144
154
162
172
184
198
212
228
244
264
280
300
320
360
390
430
475
520
550
600
650

320
360
390
430
475
520
550
600
650

9..11
9..11
9..11
9..11
9..11
9..11
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17

11..13,6
11..13,6
11..13,6
11..13,6
11..13,6
11..13,6
11..13,6
11..13,6
11..13,6

17..26
17..26
17..26
17..26
17..26
17..26
17..26
17..26
17..26

0,042
0,045
0,065
0,090
0,150
0,220
0,255
0,380
0,640
0,759
0,985
1,360
1,900
2,425
3,175
4,440
6,110
8,750

10,385
13,980
20,600
28,450
39,500
53,000
71,200

101,200
137,700
187,700
294,500

14,680
19,700
27,200
37,000
49,370
69,180
93,150

125,650
196,450

100
100
80
50
50
36
24
18
30
15
12
10
8
4
4
4
1
1
1
1
1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

001 117 2160 0020
001 117 2160 0025
001 117 2160 0032
001 117 2160 0040
001 117 2160 0050
001 117 2160 0063
001 117 2160 0075
001 117 2160 0090
001 117 2160 0110
001 117 2160 0125
001 117 2160 0140
001 117 2160 0160
001 117 2160 0180
001 117 2160 0200
001 117 2160 0225
001 117 2160 0250
001 117 2160 0280
001 117 2160 0315
001 117 2160 0355
001 117 2160 0400
101 117 2160 0450
101 117 2160 0500
101 117 2160 0560
101 117 2160 0630
109 117 2160 0710
109 117 2160 0800
109 117 2160 0900
109 117 2160 1000
109 117 2160 1200

101 115 2160 0450
101 115 2160 0500
101 115 2160 0560
101 115 2160 0630
109 115 2160 0710
109 115 2160 0800
109 115 2160 0900
109 115 2160 1000
109 115 2160 1200

mm

mm

mm

mm

SDR

SDR

kg

kg

pcs

pcs
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EF ELBOW 90°

EF ELBOW 45°

PE100 SDR11

PE100 SDR11

16 Bar Water
10 Bar Gas

16 Bar Water
10 Bar Gas

Injected
4mm pin connectors

Injected
4mm pin connectors

d

d

D

D

Z

Z

le

le

mm

mm

20
25
32
40
50
63
75
90
110
125
160
180

32
40
50
63
75
90
110
125
160
180

43
35
44
52
63
81
95
113
137
154
201
222

44
53
63

78,5
94
117
137
154
201
222

63
60
62
65
72
84
92

109
135
152
205
197

99
108
124
137
153
177
213
240
283
299

40
41
40
42
45
50
53
60
73
78
87
90

40
41,5
44,5
50
53
60
75
79
89
90

9..11
9..11
9..11
9..11
9..11
9..11
9..17
9..17
9..17
9..17
9..17
9..17

9..11
9..11
9..11
9..11
9..17
9..17
9..17
9..17
9..17
9..17

0,160
0,070
0,100
0,125
0,175
0,315
0,440
0,685
1,185
1,655
4,320
4,770

0,085
0,105
0,145
0,240
0,355
0,560
0,940
1,260
4,310
3,330

40
100
80
55
50
25
16
15
6
6
2
2

100
70
50
30
20
18
10
6
2
2

101 117 2021 0020
101 117 2021 0025
101 117 2021 0032
101 117 2021 0040
101 117 2021 0050
101 117 2021 0063
101 117 2021 0075
101 117 2021 0090
101 117 2021 0110
101 117 2021 0125
101 117 2021 0160
101 117 2021 0180

101 117 2022 0032
101 117 2022 0040
101 117 2022 0050
101 117 2022 0063
101 117 2022 0075
101 117 2022 0090
101 117 2022 0110
101 117 2022 0125
101 117 2022 0160
101 117 2022 0180

mm

mm

mm

mm

mm

mm

SDR

SDR

kg

kg

Article No

Article No

Weight

Weight

Compatibility

Compatibility

Box

Box

pcs

pcs
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EF EQUAL TEE

EF REDUCED TEE

PE100 SDR11

PE100 SDR11

16 Bar Water
10 Bar Gas

16 Bar Water
10 Bar Gas

Injected
4mm pin connectors

Injected
4mm pin connectors

d

d1 d2

D

D

Z

Z

L

L

le1

le1

le2

le2

mm

mm mm

20
25
32
40
50
63
75
90
110
125
160
180

50
63
63
63
75
90
110
110
125
125
125
160
160
160
180

40
50
40
32
63
63
90
63
110
90
63
110
90
63

125

44
44
44
52
64
80
95
117
138
158
204
228

64
80
80
80
95
117
138
138
158
158
158
204
204
204
228

98
98
98
131
138
164
189
210
260
268
320
340

138
164
164
164
189
117
260
260
268
268
268
320
320
320
340

90
90
90
91
96
113
129
148
169
180
210
230

89
105
98
92

122
132
165
149
176
172
150
191
191
168
207

35
35
35
44
43
49
55
65
72
77
86
88

43
49
49
49
55
65
72
72
77
77
77
86
86
86
88

65
65
65
59
55
63
70
79
82
87
98

105

49
55
49
44
63
63
79
63
82
79
63
82
79
63
87

9..11
9..11
9..11
9..11
9..11
9..11
9..17
9..17
9..17
9..17
9..17
9..17

9..11
9..11
9..11
9..11
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17

0,075
0,140
0,110
0,185
0,230
0,380
0,605
1,005
1,730
2,400
4,015
5,810

0,205
0,345
0,340
0,330
0,565
0,870
1,620
1,510
2,260
2,090
2,000
3,455
3,315
3,230
5,000

40
75
30
18
10
30
18
16
6
4
3
2

10
30
30
30
18
16
6
6
4
6
6
3
2
2
2

101 117 2041 0020
101 117 2041 0025
101 117 2041 0032
101 117 2041 0040
001 117 2041 0050
001 117 2041 0063
001 117 2041 0075
001 117 2041 0090
001 117 2041 0110
001 117 2041 0125
001 117 2041 0160
001 117 2041 0180

001 117 2042 0051
001 117 2042 0064
001 117 2042 0065
001 117 2042 0066
001 117 2042 0076
001 117 2042 0092
001 117 2042 0111
001 117 2042 0113
001 117 2042 0126
001 117 2042 0127
001 117 2042 0129
001 117 2042 0163
001 117 2042 0164
001 117 2042 0166
001 117 2042 0183

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

SDR

SDR

kg

kg

dD

L

le
2

le1

Z

L

Article No

Article No

Weight

Weight

Compatibility

Compatibility

Box

Box

pcs

pcs

245244 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions
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EF SPIGOT SADDLE
PE100 SDR11
Injected
4mm pin connectors

16 Bar Water
10 Bar Gas

d d1 Z L le s

mm mm

40
40
63
63
75
75
90
90
110
110
125
125
140
140
160
160

180-200
180-200
225-250
225-250
280-315
280-315

32
20
63
32
63
32
63
32
63
32
63
32
63
32
63
32
63
32
63
32
63
32

55
50
75
55
75
55
75
55
75
55
75
55
75
55
75
55
75
55
75
55
75
55

120
120
120
120
120
120
140
140
140
140
140
140
140
140
140
140
160
160
160
160
160
160

46
43
67
46
67
46
67
46
67
46
67
46
67
46
67
46
67
46
67
46
67
46

3.0
3.0
5.8
3.0
5.8
3.0
5.8
3.0
5.8
3.0
5.8
3.0
5.8
3.0
5.8
3.0
5.8
3.0
5.8
3.0
5.8
3.0

9..11
9..11
9..11
9..11
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17

0,180
0,170
0,300
0,240
0,310
0,250
0,370
0,300
0,430
0,380
0,450
0,400
0,470
0,420
0,500
0,450
0,810
0,760
0,860
0,810
0,940
0,900

50
50
25
25
20
20
15
15
12
12
12
12
12
12
12
12
8
8
8
8
8
8

001 117 2091 0041
001 117 2091 0043
001 117 2091 0063
001 117 2091 0066
001 117 2091 0076
001 117 2091 0079
001 117 2091 0092
001 117 2091 0095
001 117 2091 0113
001 117 2091 0116
001 117 2091 0129
001 117 2091 0132
001 117 2091 0145
001 117 2091 0148
001 117 2091 0166
001 117 2091 0169
001 117 2091 0208
001 117 2091 0211
001 117 2091 0260
001 117 2091 0263
001 117 2091 0327
001 117 2091 0330

mm mm mm mm SDRkg

EF REDUCER
PE100 SDR11

16 Bar Water
10 Bar Gas

Injected
4mm pin connectors

d1 d2 D1 D2 Z le1 le2

mm mm

25 
32 
32 
40 
50 
50 
63 
63 
63 
75 
90 
110 
110 
125 
160 
160 
180

20 
25 
20 
32 
40 
32 
50 
40 
32 
63 
63 
90 
63 
90 
110 
90 
125

34 
43 
43 
52 
62 
62 
78 
78 
78 
98 
110 
134 
135 
152 
200 
187 
216

29 
34 
29 
44 
52 
44 
62 
52 
44 
82 
79 
112 
80 
112 
140 
116 
157

77 
77 
77 
91 
91 
91 

102 
102 
102 
126 
123 
137 
158 
145 
184 
175 
221

38 
39 
39 
46 
46 
46 
52 
52 
52 
61 
61 
68 
71 
75 
89 
92 
115

36 
37 
37 
43 
43 
41 
48 
45 
44 
57 
55 
62 
53 
62 
73 
67 
90

9..11
9..11
9..11
9..11
9..11
9..11
9..11
9..11
9..11
9..11
9..11
9..17
9..11
9..17
9..17
9..17
9..17

0,046
0,062
0,057
0,085
0,105
0,095
0,150
0,145
0,140
0,330
0,315
0,560
0,575
0,735
1,675
1,570
2,170

75
75
75

100
80
80
60
60
60
24
35
20 
24 
12
6
6
4

101 117 2080 0026 
101 117 2080 0033 
101 117 2080 0034 
101 117 2080 0041 
101 117 2080 0051 
101 117 2080 0052 
101 117 2080 0064 
101 117 2080 0065 
101 117 2080 0066 
101 117 2080 0076 
101 117 2080 0092 
101 117 2080 0111 
001 117 2080 0113 
101 117 2080 0127 
101 117 2080 0163 
101 117 2080 0164 
101 117 2080 0183

mm mm mm mm mm SDRkg

L : Length

Article No

Article No

Weight

Weight

Compatibility

Compatibility

Box

Box

pcs

pcs
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EF REPAIR SADDLE
PE100 SDR11
Injected
4mm pin connectors

16 Bar Water
10 Bar Gas

EF SADDLE-BRASS 
TRANSITION
FEMALE THREAD PE100 SDR11

16 Bar Water

Injected
4mm pin connectors
MS58 brass thread

d 

d 

R D Z L

Z L

mm

mm

inch

90
90
90
90
110
110
110
110
125
125
125
125
140
140
140
140
160
160
160
160

180-200
180-200
180-200
180-200
225-250
225-250
225-250
225-250
280-315
280-315
280-315
280-315

90
110
125
140
160

180-200
225-250
280-315

2”
1½”
1¼”
1”
2”

1½”
1¼”
1”
2”

1½”
1¼”
1”
2”

1½”
1¼”
1”
2”

1½”
1¼”
1”
2”

1½”
1¼”
1”
2”

1½”
1¼”
1”
2”

1½”
1¼”
1”

79
73
67
57
79
73
67
57
79
73
67
57
79
73
67
57
79
73
67
57
79
73
67
57
79
73
67
57
79
73
67
57

50
45
45
45
50
45
45
45
50
45
45
45
50
45
45
45
50
45
45
45
50
45
45
45
50
45
45
45
50
45
45
45

140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
160
160
160
160
160
160
160
160
160
160
160
160

14
14
14
14
14
14
14
14

140
140
140
140
140
160
160
160

9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17

9..17
9..17
9..17
9..17
9..17
9..17
9..17
9..17

0,550
0,470
0,460
0,410
0,630
0,520
0,510
0,490
0,630
0,540
0,520
0,490
0,660
0,560
0,550
0,510
0,710
0,600
0,590
0,560
1,000
0,940
0,920
0,880
1,060
0,980
0,940
0,900
1,090
1,010
0,990
0,960

0,310
0,360
0,390
0,410
0,450
0,780
0,800
0,890

15
15
15
15
15
15
15
15
15
15
15
15
12
12
12
12
10
10
10
10
10
10
10
10
10
10
10
10
5
5
5
5

20
15
15
15
10
8
8
6

001 117 2093 0092
001 117 2093 0093
001 117 2093 0094
001 117 2093 0095
001 117 2093 0113
001 117 2093 0114
001 117 2093 0115
001 117 2093 0116
001 117 2093 0129
001 117 2093 0130
001 117 2093 0131
001 117 2093 0132
001 117 2093 0145
001 117 2093 0146
001 117 2093 0147
001 117 2093 0148
001 117 2093 0166
001 117 2093 0167
001 117 2093 0168
001 117 2093 0169
001 117 2093 0208
001 117 2093 0209
001 117 2093 0210
001 117 2093 0211
001 117 2093 0260
001 117 2093 0261
001 117 2093 0262
001 117 2093 0263
001 117 2093 0327
001 117 2093 0328
001 117 2093 0329
001 117 2093 0330

001 117 2094 0090
001 117 2094 0110
001 117 2094 0125
001 117 2094 0140
001 117 2094 0160
001 117 2094 0200
001 117 2094 0250
001 117 2094 0315

mm mm mm

mm mm

SDR

SDR

kg

kg

L : Length

L : Length

Article No

Article No

Weight

Weight

Compatibility

Compatibility

Box

Box

pcs

pcs
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SMART TEE
QUICK AND SAFE INSTALLATION WITH PRACTICAL CONNECTION SYSTEM

5 Second Installation Time Prevents Mistakes in Assembly

Ideal Solution in Water&Gas Systems
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SMART TEE

SMART TEE WITH GAS STOP

PE100 SDR11

PE100 SDR11

16 Bar Water
10 Bar Gas

1-5 Bar Gas

d1

d1

d2

d2

Le

Le

h

h

h1

h1

Z L

Z L

mm

mm

mm

mm

40
40
40
63
63
63
90
90
90
110
110
110

40
40
63
63
90
90
110
110

32
25
20
32
25
20
20
25
32
20
25
32

20
32
20
32
20
32
20
32

76
76
76
75
75
75
75
75
75
76
76
76

76
76
75
75
75
75
75
75

144
144
144
163
163
163
177
177
177
163
163
163

144
163
163
163
177
177
163
163

37
37
37
48
48
48
63
63
63
73
73
73

37
48
48
48
63
63
48
48

111
111
111
111
111
111
116
116
116
116
116
116

117
117
117
120
120
120
120
120
120
120
120
120

111
111
111
111
116
116
111
111

117
117
120
120
120
120
120
120

11
11
11
11
11
11

11..17
11..17
11..17
11..17
11..17
11..17

11
11
11
11

11..17
11..17
11..17
11..17

0,295
0,292
0,288
0,363
0,359
0,355
0,360
0,370
0,390
0,390
0,400
0,420

0,320
0,350
0,350
0,380
0,363
0,400
0,393
0,430

30
30
30
20
20
20
12
12
12
10
10
10

30
30
20
20
12
12
10
10

001 117 2075 0041
001 117 2075 0042
001 117 2075 0043
001 117 2075 0066
001 117 2075 0067
001 117 2075 0068
001 117 2075 0097
001 117 2075 0096
001 117 2075 0095
001 117 2075 0118
001 117 2075 0117
001 117 2075 0116

001 117 2076 0043
001 117 2076 0041
001 117 2076 0068
001 117 2076 0066
001 117 2076 0097
001 117 2076 0095
001 117 2076 0118
001 117 2076 0116

mm

mm

mm

mm

mm

mm

mm mm

mm mm

SDR

SDR

kg

kg

L : Length

L : Length

Injected monoblock type
4mm pin connectors
Long spigot outlet
O-ring sealed leakproof cap
Stainless steel cutters

Injected monoblock type
4mm pin connectors
Long spigot outlet
Gas-stop System Pipelife(GS 20/1, GS 32/1)
Stainless steel cutters
Set comes with pre-assembled
O-ring sealed screw cap

Article No

Article No

Weight

Weight

Compatibility

Compatibility

Box

Box

pcs

pcs

249248 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings
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EF TAPPING SADDLE
PE100 SDR11
Injected monoblock type
4mm pin connectors
Long spigot outlet
O-ring sealed leakproof cap
Stainless steel cutters

16 Bar Water
10 Bar Gas

d d1 le h h1 Z L

mm mm

40 
40 
40 
50 
50 
50 
63 
63 
63 
63 
63 
63 
75 
75 
75 
75 
75 
75 
90 
90 
90 
90 
90 
90 
110 
110 
110 
110 
110 
110 
125 
125 
125 
125 
125 
125 
140 
140 
140

32
25 
20 
32 
25 
20 
63 
50 
40 
32 
25 
20 
63 
50 
40 
32 
25 
20 
63 
50 
40 
32 
25 
20 
63 
50 
40 
32 
25 
20 
63 
50 
40 
32 
25 
20 
63 
50 
40

76 
75 
67 
76 
75 
64 

107 
92 
85 
76 
75 
75 

107 
92 
82 
76 
75 
75 

100 
92 
85 
76 
75 
75 

100 
92 
84 
76 
75 
75 

100 
92 
85 
76 
75 
75 

100 
92 
85

135 
135 
135 
135 
135 
135 
180 
180 
180 
180 
180 
180 
186 
186 
186 
186 
186 
186 
195 
195 
195 
195 
195 
195 
200 
200 
200 
200 
200 
200 
212 
212 
212 
212 
212 
212 
238 
238 
238

38 
38 
38 
43 
43 
43 
51 
51 
51 
51
51 
51 
56 
56 
56 
56 
56 
56 
65 
65 
65 
65 
65 
65 
75 
75
75 
75 
75 
75 
82 
82 
82 
82 
82 
82 
95 
95 
95

114 
114 
104 
117 
113 
105 
149 
138 
126 
117 
116 
116 
152 
140 
126 
118 
117 
113 
160 
148 
136 
120 
120 
120 
165 
156 
140 
126 
120 
120 
170 
160 
143 
129 
120 
120 
182 
164 
150

120
120
120
120
120
120
120
120
120
120
120
120
120
120
120
120
120
120
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140

11
11
11
11
11
11
11
11
11
11
11
11

11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17

0,340
0,340
0,340
0,330
0,330
0,300
0,700
0,650
0,610
0,590
0,590
0,590
0,730
0,660
0,640
0,610
0,600
0,620
0,830
0,760
0,720
0,700
0,700
0,690
0,860
0,800
0,760
0,740
0,730
0,720
0,890
0,850
0,800
0,780
0,775
0,700
1,010
0,950
0,900

30
30
30
30
30
30
18
20
20
20
20
20
15
15
15
15
15
15
12
12
12
12
12
12
10
10
10
10
10
10
8
8
8
8
8
8
6
6
6

001 117 2071 0041 
001 117 2071 0042 
001 117 2071 0043 
001 117 2071 0052 
001 117 2071 0053 
001 117 2071 0054 
001 117 2071 0063 
001 117 2071 0064 
001 117 2071 0065 
001 117 2071 0066 
001 117 2071 0067 
001 117 2071 0068 
001 117 2071 0076 
001 117 2071 0077 
001 117 2071 0078 
001 117 2071 0079 
001 117 2071 0080 
001 117 2071 0081 
001 117 2071 0092 
001 117 2071 0093 
001 117 2071 0094 
001 117 2071 0095 
001 117 2071 0096 
001 117 2071 0097 
001 117 2071 0113 
001 117 2071 0114 
001 117 2071 0115 
001 117 2071 0116 
001 117 2071 0117 
001 117 2071 0118 
001 117 2071 0129 
001 117 2071 0130 
001 117 2071 0131 
001 117 2071 0132 
001 117 2071 0133 
001 117 2071 0134 
001 117 2071 0145 
001 117 2071 0146 
001 117 2071 0147

mm mm mm mm mm SDRkg

L : Length

Article No Weight CompatibilityBox

pcs
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EF TAPPING SADDLE
PE100 SDR11
Injected monoblock type
4mm pin connectors
Long spigot outlet
O-ring sealed leakproof cap
Stainless steel cutters

16 Bar Water
10 Bar Gas

d d1 le h h1 Z L

mm mm

140 
140 
140 
160 
160 
160 
160 
160 
160 
180 
180 
180 
180 
180 
180 
200 
200 
200 
200 
200 
200 
225 
225 
225 
225 
225 
225 
250 
250 
250 
250 
250 
250 
280 
280
280
280
280
280
315
315
315
315
315
315

32
25 
20 
63 
50 
40 
32 
25 
20 
63 
50 
40 
32 
25 
20 
63 
50 
40 
32 
25 
20 
63 
50 
40 
32 
25 
20 
63 
50 
40 
32 
25 
20 
63 
50
40
32
25
20
63
50
40
32
25
20

76 
75 
75 
100 
92 
85 
76 
75 
75 
100 
92 
85 
76 
75 
75 
100 
92 
84 
76 
75 
75 
100 
92 
83 
76 
75 
75 
100 
92 
85 
76 
75 
75
105
93
86
77
77
77
105
93
86
77
77
77

238 
238 
238 
247 
247 
247 
247 
247 
247 
250 
250 
250 
250 
250 
250 
268 
268 
268 
268 
268 
268 
281 
281 
281 
281 
281 
281 
321 
321 
321 
321 
321 
321
336
336
336
336
336
336
336
336
336
336
336
336

95 
95 
95 
105 
105 
105 
105 
105 
105 
115 
115 
115 
115 
115 
115 
125 
125 
125 
125 
125 
125 
137 
137 
137 
137 
137 
137 
217 
217 
217 
217 
217 
217
191
191
191
191
191
191
191
191
191
191
191
191

134 
126 
125 
185 
171 
156 
141 
127 
124 
192 
175 
160 
143 
127 
127 
194 
173 
160 
146 
137 
126 
195 
181 
165 
148 
130 
125 
145 
135 
135 
123 
123 
123
164
137
130
116
116
116
164
137
130
116
116
116

140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
160
160
160
160
160
160
160
160
160
160
160
160

11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17

0,880
0,870
0,860
1,060
1,000
0,960
0,930
0,920
0,910
1,130
1,040
0,980
1,000
0,950
0,950
1,200
1,100
1,050
1,060
1,050
1,040
1,260
1,190
1,140
1,100
1,070
1,100
1,290
1,220
1,200
1,140
1,120
1,120
1,350
1,280
1,250
1,240
1,310
1,510
1,370
1,300
1,270
1,310
1,330
1,520

6
6
6
6
6
6
6
6
6
5
5
5
5
5
5
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4

001 117 2071 0148 
001 117 2071 0149 
001 117 2071 0150 
001 117 2071 0166 
001 117 2071 0167 
001 117 2071 0168 
001 117 2071 0169 
001 117 2071 0170 
001 117 2071 0171 
001 117 2071 0187 
001 117 2071 0188 
001 117 2071 0189 
001 117 2071 0190 
001 117 2071 0191 
001 117 2071 0192 
001 117 2071 0208 
001 117 2071 0209 
001 117 2071 0210 
001 117 2071 0211 
001 117 2071 0212 
001 117 2071 0213 
001 117 2071 0234 
001 117 2071 0235 
001 117 2071 0236 
001 117 2071 0237 
001 117 2071 0238 
001 117 2071 0239 
001 117 2071 0260 
001 117 2071 0261 
001 117 2071 0262 
001 117 2071 0263 
001 117 2071 0264 
001 117 2071 0265 
001 117 2071 0291
001 117 2071 0292
001 117 2071 0293
001 117 2071 0294
001 117 2071 0295
001 117 2071 0296
001 117 2071 0327
001 117 2071 0328
001 117 2071 0329
001 117 2071 0330
001 117 2071 0331
001 117 2071 0332

mm mm mm mm mm SDRkg

L : Length

Article No Weight CompatibilityBox

pcs

251250 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings
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EF TAPPING SADDLE 
WITH GAS STOP
PE100 SDR11

1-5 Bar Gas

Injected monoblock type
4mm pin connectors
Long spigot outlet
Gas-stop System Pipelife(GS 20/1, GS 32/1)
Stainless steel cutters
Set comes with pre-assembled
O-ring sealed screw cap

d d1 le h h1 Z L

mm mm

40 
40 
50 
50 
63 
63 
75 
75 
90 
90 
110 
110 
125 
125 
140 
140 
160 
160 
180 
180 
200 
200 
225 
225 
250 
250

32 
20 
32 
20 
32 
20 
32 
20 
32 
20 
32 
20 
32 
20 
32 
20 
32 
20 
32 
20 
32 
20 
32 
20 
32 
20

76 
67 
76 
64 
76 
75 
76 
75 
76 
75 
76 
75 
76 
75 
76 
75 
76 
75 
76 
75 
76 
75 
76 
75 
76 
75

135
135 
135 
135 
180 
180 
186 
186 
195 
195 
200 
200 
212 
212 
238 
238 
247 
247 
250 
250 
268 
268 
281 
281 
293 
293

38 
38 
43 
43 
51 
51 
56 
56 
65 
65 
75 
75 
82 
82 
95 
95 

105 
105 
115 
115 
125 
125 
137 
137 
137 
137

114 
104 
117 
105 
117 
116 
118 
113 
120 
120 
126 
120 
129 
120 
134 
125 
141 
124 
143 
127 
146 
126 
148 
125 
148 
125

120
120
120
120
120
120
120
120
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140
140

11
11
11
11
11
11

11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17

0,355
0,345
0,345
0,305
0,605
0,595
0,625
0,625
0,715
0,695
0,755
0,725
0,795
0,705
0,895
0,865
0,945
0,915
1,015
0,955
1,075
1,045
1,115
1,105
1,155
1,125

30 
30 
30 
30 
20 
20 
15 
15 
12 
12 
10 
10 
8 
8 
6 
6 
6 
6 
5 
5 
4 
4 
4 
4 
4 
4

001 117 2074 0041 
001 117 2074 0043 
001 117 2074 0052 
001 117 2074 0054 
001 117 2074 0066 
001 117 2074 0068 
001 117 2074 0079 
001 117 2074 0081 
001 117 2074 0095 
001 117 2074 0097 
001 117 2074 0116 
001 117 2074 0118 
001 117 2074 0132 
001 117 2074 0134 
001 117 2074 0148 
001 117 2074 0150 
001 117 2074 0169 
001 117 2074 0171 
001 117 2074 0190 
001 117 2074 0192 
001 117 2074 0211 
001 117 2074 0213 
001 117 2074 0237 
001 117 2074 0239 
001 117 2074 0263 
001 117 2074 0265

mm mm mm mm mm SDRkg

L : Length

Article No Weight CompatibilityBox

pcs
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EF TAPPING VALVE
PE100 SDR11

16 Bar Water

Injected monoblock type
4mm pin connectors
Long spigot outlet
The valve is closed clockwise
Opening on the spanner is 18 turns

d d1 le h h1 Z L

mm mm

90 
90 
110 
110 
125 
125 
140 
140 
160 
160 

180/200 
180/200 
225/250 
225/250 
280/315 
280/315 

63 
32 
63 
32 
63 
32 
63 
32 
63 
32 
63 
32 
63 
32 
63 
32 

100
74 
100 
74 
100 
74
100 
74 
100
74 
100 
74 
100 
74 
100 
74 

237 
237 
247 
247 
254 
254 
262 
262 
272 
272 
292 
292 
317 
317 
349 
349 

128 
128 
138 
138 
145 
145 
153 
153 
163 
163 
183 
183 
208 
208 
240 
240 

152 
126 
152 
126 
152 
126 
152 
126 
152 
126 
152 
126 
152 
126 
152 
126 

140
140
140
140
140
140
140
140
140
140
160
160
160
160
160
160

11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17

2,450 
2,390 
2,510 
2,450 
2,540 
2,480 
2,540 
2,480 
2,550 
2,490 
2,670 
2,610 
2,690 
2,630 
3,090 
3,030 

6
6
6
6
6
6
5 
5 
5 
5 
5
5 
5 
5 
5 
5 

001 117 2072 0092 
001 117 2072 0095 
001 117 2072 0113 
001 117 2072 0116 
001 117 2072 0129 
001 117 2072 0132 
001 117 2072 0145 
001 117 2072 0148 
001 117 2072 0166 
001 117 2072 0169 
001 117 2072 0208 
001 117 2072 0211 
001 117 2072 0260 
001 117 2072 0263 
001 117 2072 0327 
001 117 2072 0330 

mm mm mm mm mm SDRkg

L : Length

Article No Weight CompatibilityBox

pcs
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EF TAPPING VALVE
PE100 SDR11

16 Bar Water

Injected monoblock type
4mm pin connectors
Long spigot outlet
The valve is closed clockwise
Opening on the spanner is 18 turns

d d1 le h h1 Z L

mm mm

90 
90 
110 
110 
125 
125 
140 
140 
160 
160 

180/200 
180/200 
225/250 
225/250 
280/315 
280/315 

63 
32 
63 
32 
63 
32 
63 
32 
63 
32 
63 
32 
63 
32 
63 
32 

100
74 
100 
74 
100 
74
100 
74 
100
74 
100 
74 
100 
74 
100 
74 

237 
237 
247 
247 
254 
254 
262 
262 
272 
272 
292 
292 
317 
317 
349 
349 

128 
128 
138 
138 
145 
145 
153 
153 
163 
163 
183 
183 
208 
208 
240 
240 

152 
126 
152 
126 
152 
126 
152 
126 
152 
126 
152 
126 
152 
126 
152 
126 

140
140
140
140
140
140
140
140
140
140
160
160
160
160
160
160

11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17
11..17

2,450 
2,390 
2,510 
2,450 
2,540 
2,480 
2,540 
2,480 
2,550 
2,490 
2,670 
2,610 
2,690 
2,630 
3,090 
3,030 

6
6
6
6
6
6
5 
5 
5 
5 
5
5 
5 
5 
5 
5 

001 117 2072 0092 
001 117 2072 0095 
001 117 2072 0113 
001 117 2072 0116 
001 117 2072 0129 
001 117 2072 0132 
001 117 2072 0145 
001 117 2072 0148 
001 117 2072 0166 
001 117 2072 0169 
001 117 2072 0208 
001 117 2072 0211 
001 117 2072 0260 
001 117 2072 0263 
001 117 2072 0327 
001 117 2072 0330 

mm mm mm mm mm SDRkg

L : Length

Article No Weight CompatibilityBox

pcs

253252 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



Elbow
Tee
Reducer
End Cap
Flange Adaptors

SPIGOT
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ELBOW 90°

ELBOW 90°

PE100 SDR11

PE100 SDR17

16 Bar Water
10 Bar Gas

10 Bar Water
5 Bar Gas

Injected
Long spigot

Injected
Long spigot

d

d

le

le

Z

Z

s

s

mm

mm

20
25
32
40
50
63
75
90
110
125
140
160
180
200
225
250
280
315
355
400

63
75
90
110
125
140
160
180
200
225
250
280
315
355
400

43
43
46
52
59
67
74
83
87
92
97

103
110
117
125
135
146
158
173
189

62
72
83
87
92
97

103
110
117
125
135
146
158
173
189

63
63
72
80
92
111
126
145
161
173
195
205
230
245
264
292
340
370
401
451

111
126
145
161
173
195
205
230
245
264
292
340
370
401
451

3,0
3,0
3,0
3,7
4,6
5,8
6,8
8,2

10,0
11,4
12,7
14,6
16,4
18,2
20,5
22,7
25,4
28,6
32,3
36,4

3,8
4,5
5,4
6,6
7,4
8,3
9,5

10,7
11,9
13,4
14,8
16,6
18,7
21,1
23,7

0,020
0,020
0,040
0,070
0,140
0,250
0,430
0,670
1,080
1,470
2,160
2,900
4,230
5,970
7,300

10,350
15,730
21,170
28,670
41,500

0,185
0,320
0,485
0,780
1,050
1,510
2,150
3,100
4,350
5,260
7,660
11,460
15,560
22,170
30,960

100
100
50
30
25
40
30
20
12
12
8
4
4
3
2
1
1
1
1
1

40
30
20
12
12
8
4
4
3
2
1
1
1
1
1

001 117 0021 0020
001 117 0021 0025
001 117 0021 0032
001 117 0021 0040
001 117 0021 0050
001 117 0021 0063
001 117 0021 0075
001 117 0021 0090
001 117 0021 0110
001 117 0021 0125
001 117 0021 0140
001 117 0021 0160
001 117 0021 0180
001 117 0021 0200
001 117 0021 0225
001 117 0021 0250
001 117 0021 0280
001 117 0021 0315
001 117 0021 0355
001 117 0021 0400

001 115 0021 0063
001 115 0021 0075
001 115 0021 0090
001 115 0021 0110
001 115 0021 0125
001 115 0021 0140
001 115 0021 0160
001 115 0021 0180
001 115 0021 0200
001 115 0021 0225
001 115 0021 0250
001 115 0021 0280
001 115 0021 0315
001 115 0021 0355
001 115 0021 0400

mm

mm

mm

mm

mm

mm

kg

kg

Article No

Article No

Weight

Weight

Box

Box

pcs

pcs

255254 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings
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ELBOW 45°

ELBOW 45°

PE100 SDR11

PE100 SDR17

16 Bar Water
10 Bar Gas

10 Bar Water
5 Bar Gas

Injected
Long spigot

Injected
Long spigot

d

d

le

le

Z

Z

s

s

mm

mm

20
25
32
40
50
63
75
90
110
125
140
160
180
200
225
250
280
315
355
400

63
75
90
110
125
140
160
180
200
225
250
280
315
355
400

43
43
46
52
56
67
72
83
87
92
97

103
110
117
122
135
146
158
173
189

64
72
83
87
92
97

103
110
117
122
135
146
158
173
189

119
125
136
145
153
160
176
202
220
239
250
273
290
311
341
368
406
430
490
548

160
176
202
220
239
250
273
290
311
341
368
406
430
490
548

3,0
3,0
3,0
3,7
4,6
5,8
6,8
8,2

10,0
11,4
12,7
14,6
16,4
18,2
20,5
22,7
25,4
28,6
32,3
36,4

3,8
4,5
5,4
6,6
7,4
8,3
9,5

10,7
11,9
13,4
14,8
16,6
18,7
21,1
23,7

0,030
0,040
0,060
0,085
0,140
0,230
0,330
0,580
0,980
1,300
1,700
2,435
3,330
4,430
6,200
8,180
11,315
14,600
22,935
31,100

0,180
0,250
0,440
0,700
0,930
1,245
1,785
2,380
3,360
4,370
5,880
8,200
11,115
16,150
23,000

100
100
50
32
20
50
30
24
18
12
12
9
4
3
2
2
1
1
1
1

50
30
24
18
12
12
9
4
3
2
2
1
1
1
1

001 117 0022 0020
001 117 0022 0025
001 117 0022 0032
001 117 0022 0040
001 117 0022 0050
001 117 0022 0063
001 117 0022 0075
001 117 0022 0090
001 117 0022 0110
001 117 0022 0125
001 117 0022 0140
001 117 0022 0160
001 117 0022 0180
001 117 0022 0200
001 117 0022 0225
001 117 0022 0250
001 117 0022 0280
001 117 0022 0315
001 117 0022 0355
001 117 0022 0400

001 115 0022 0063
001 115 0022 0075
001 115 0022 0090
001 115 0022 0110
001 115 0022 0125
001 115 0022 0140
001 115 0022 0160
001 115 0022 0180
001 115 0022 0200
001 115 0022 0225
001 115 0022 0250
001 115 0022 0280
001 115 0022 0315
001 115 0022 0355
001 115 0022 0400

mm

mm

mm

mm

mm

mm

kg

kg

Article No

Article No

Weight

Weight

Box

Box

pcs

pcs
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ELBOW 30°

ELBOW 30°

PE100 SDR11

PE100 SDR17

16 Bar Water

10 Bar Water

Injected
Long spigot
Welded design

Injected
Long spigot
Welded design

d

d

le

le

Z

Z

s

s

mm

mm

90
110
125
140
160
180
200
225
250
280
315
355
400

90
110
125
140
160
180
200
225
250
280
315
355
400

83
87
92
97

103
110
117
125
135
146
158
173
189

83
87
92
97

103
110
117
125
135
146
158
173
189

224
243
261
278
298
317
345
373
405
444
478
475
522

224
243
261
278
298
317
345
373
405
444
478
475
522

8,2
10,0
11,4
12,7
14,6
16,4
18,2
20,5
22,7
25,4
28,6
32,3
36,4

5,4
6,6
7,4
8,3
9,5

10,7
11,9
13,4
14,8
16,6
18,7
21,1
23,7

0,510
0,860
1,170
1,455
2,170
2,850
3,900
5,270
6,970
9,920

13,220
20,120
27,370

0,360
0,595
0,795
1,040
1,515
2,090
3,105
3,690
5,150
6,670
9,790

13,650
19,550

24
18
12
12
9
4
3
2
2
1
1
1
1

24
18
12
12
9
4
3
2
2
1
1
1
1

001 117 3027 0090
001 117 3027 0110
001 117 3027 0125
001 117 3027 0140
001 117 3027 0160
001 117 3027 0180
001 117 3027 0200
001 117 3027 0225
001 117 3027 0250
001 117 3027 0280
001 117 3027 0315
001 117 3027 0355
001 117 3027 0400

001 115 3027 0090
001 115 3027 0110
001 115 3027 0125
001 115 3027 0140
001 115 3027 0160
001 115 3027 0180
001 115 3027 0200
001 115 3027 0225
001 115 3027 0250
001 115 3027 0280
001 115 3027 0315
001 115 3027 0355
001 115 3027 0400

mm

mm

mm

mm

mm

mm

kg

kg

Article No

Article No

Weight

Weight

Box

Box

pcs

pcs

257256 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings
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ELBOW 60°

ELBOW 60°

PE100 SDR11

PE100 SDR17

16 Bar Water

10 Bar Water

Injected
Long spigot
Welded design

Injected
Long spigot
Welded design

d

d

le

le

Z

Z

s

s

mm

mm

90
110
125
140
160
180
200
225
250
280
315
355
400

90
110
125
140
160
180
200
225
250
280
315
355
400

83
87
92
97

103
110
117
122
135
146
158
173
189

83
87
92
97

103
110
117
122
135
146
158
173
189

185
201
220
232
252
271
291
320
351
390
416
472
525

185
201
220
232
252
271
291
320
351
390
416
472
525

8,2
10,0
11,4
12,7
14,6
16,4
18,2
20,5
22,7
25,4
28,6
32,3
36,4

5,4
6,6
7,4
8,3
9,5

10,7
11,9
13,4
14,8
16,6
18,7
21,1
23,7

0,550
0,885
1,205
1,760
2,380
3,470
4,900
5,990
8,490

12,900
18,050
24,370
35,280

0,400
0,640
0,860
1,240
1,765
2,540
3,570
4,315
6,280
9,395

12,760
18,180
25,390

20
12
12
8
4
4
3
2
1
1
1
1
1

20
12
12
8
4
4
3
2
1
1
1
1
1

001 117 3028 0090
001 117 3028 0110
001 117 3028 0125
001 117 3028 0140
001 117 3028 0160
001 117 3028 0180
001 117 3028 0200
001 117 3028 0225
001 117 3028 0250
001 117 3028 0280
001 117 3028 0315
001 117 3028 0355
001 117 3028 0400

001 115 3028 0090
001 115 3028 0110
001 115 3028 0125
001 115 3028 0140
001 115 3028 0160
001 115 3028 0180
001 115 3028 0200
001 115 3028 0225
001 115 3028 0250
001 115 3028 0280
001 115 3028 0315
001 115 3028 0355
001 115 3028 0400

mm

mm

mm

mm

mm

mm

kg

kg

Article No

Article No

Weight

Weight

Box

Box

pcs

pcs
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WYE TEE 45°

WYE TEE 45°

PE100 SDR11

PE100 SDR17

16 Bar Water
10 Bar Gas

10 Bar Water
5 Bar Gas

Injected
Long spigot

Injected
Long spigot

d

d

L

L

le

le

Z

Z

s

s

mm

mm

63
75
90
110
125
160
180
200
225
250

63
75
90
110
125
160
180
200
225
250

254
284
321
376
412
531
578
630
692
729

254
284
321
376
412
531
578
630
692
729

67
72
83
87
92
103
110
117
125
135

67
72
83
87
92
103
110
117
125
135

164
185
213
251
277
356
394
430
475
507

164
185
213
251
277
356
394
430
475
507

5,8
6,8
8,2
10,0
11,4
14,6
16,4
18,2
20,5
22,7

3,8
4,5
5,4
6,6
7,4
9,5
10,7
11,9
13,4
14,8

0,455
0,710
1,140
1,980
2,930
6,170
8,610
11,430
15,950
19,680

0,370
0,540
0,830
1,450
2,130
4,560
6,390
8,350
11,860
15,480

22
20
11
9
5

26
20
13
10
8

22
20
11
9
5

26
20
13
10
8

001 117 0045 0063
001 117 0045 0075
001 117 0045 0090
001 117 0045 0110
001 117 0045 0125
001 117 0045 0160
001 117 0045 0180
001 117 0045 0200
001 117 0045 0225
001 117 0045 0250

001 115 0045 0063
001 115 0045 0075
001 115 0045 0090
001 115 0045 0110
001 115 0045 0125
001 115 0045 0160
001 115 0045 0180
001 115 0045 0200
001 115 0045 0225
001 115 0045 0250

mm

mm

mm

mm

mm

mm

mm

mm

kg

kg

Article No

Article No

Weight

Weight

Box

Box

pcs

pcs

259258 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



16x0,8=12,8bar

16x0,6=9,6bar

FULL
PRESSURE!

16bar

FULL 
PRESSURE!

16bar

FABRICATION FITTINGS

INJECTION FITTINGS

SDR11 
PE100 PIPE
16bar, 20°C

SYSTEM PRESSURES 
FABRICATION VS. INJECTION

Low Working Pressure

Low Durability

High Working Pressure

Longer Durability

IN FABRICATION FITTINGS IN INJECTION FITTINGS

According to EN 12201-3 Annex:B 
derating factor = 0,6

According to EN 12201-3 Annex:B 
derating factor = 0,8
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EQUAL TEE

EQUAL TEE

PE100 SDR11

PE100 SDR17

16 Bar Water
10 Bar Gas

10 Bar Water
5 Bar Gas

Injected
Long spigot

Injected
Long spigot

d

d

L

L

le

le

Z

Z

s

s

mm

mm

20
25
32
40
50
63
75
90
110
125
140
160
180
200
225
250
280
315
355
400

63
75
90
110
125
140
160
180
200
225
250
280
315
355
400

148
158
166
188
229
216
261
290
327
356
380
417
458
481
527
590
690
712
789
877

225
261
290
327
356
378
417
458
481
527
590
690
712
789
877

51
51
53
56
65
66
70
83
87
92
97
103
110
117
125
135
146
158
173
189

66
70
83
87
92
97
103
110
117
125
135
146
158
173
189

74
78
84
96
114
107
130
142
162
178
189
208
225
236
260
292
340
352
394
439

114
130
142
162
178
189
208
225
236
260
292
340
352
394
439

3,0
3,0
3,0
3,7
4,6
5,8
6,8
8,2
10,0
11,4
12,7
14,6
16,4
18,2
20,5
22,7
25,4
28,6
32,3
36,4

3,8
4,5
5,4
6,6
7,4
8,3
9,5
10,7
11,9
13,4
14,8
16,6
18,7
21,1
23,7

0,040
0,050
0,090
0,100
0,250
0,380
0,590
0,920
1,570
2,260
2,790
4,250
5,850
7,495

10,270
14,030
21,600
26,550
39,260
54,000

0,260
0,435
0,690
1,120
1,610
1,970
3,090
4,090
5,280
7,450
9,930

15,490
18,830
29,000
40,340

50
40
30
20
40
36
22
14
14
8
6
4
3
2
2
1
1
1
1
1

36
22
14
14
8
6
4
3
2
2
1
1
1
1
1

001 117 0041 0020
001 117 0041 0025
001 117 0041 0032
001 117 0041 0040
001 117 0041 0050
001 117 0041 0063
001 117 0041 0075
001 117 0041 0090
001 117 0041 0110
001 117 0041 0125
001 117 0041 0140
001 117 0041 0160
001 117 0041 0180
001 117 0041 0200
001 117 0041 0225
001 117 0041 0250
001 117 0041 0280
001 117 0041 0315
001 117 0041 0355
001 117 0041 0400

001 115 0041 0063
001 115 0041 0075
001 115 0041 0090
001 115 0041 0110
001 115 0041 0125
001 115 0041 0140
001 115 0041 0160
001 115 0041 0180
001 115 0041 0200
001 115 0041 0225
001 115 0041 0250
001 115 0041 0280
001 115 0041 0315
001 115 0041 0355
001 115 0041 0400

mm

mm

mm

mm

mm

mm

mm

mm

kg

kg

Article No

Article No

Weight

Weight

Box

Box

pcs

pcs

261260 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings
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REDUCED TEE
PE100 SDR11

16 Bar Water
10 Bar Gas

Injected
Long spigot

d1 d2 L le1 le2 Z s1 s2

mm mm

50
63
63
63
75
75
75
90
90
90
110
110
110
110
125
125
140
140
160
160
160
160
160
160
180
180
180
180
200
200
200
200
200
225
225
225
225
250
250
250
250
250
280
280
315
315
315
315
315
355
355
400
400

32
50
40
32
63
50
32
75
63
50
90
75
63
50
110
90
110
90

140
125
110
90
75
63

160
125
110
90

160
125
110
90
63

160
125
110
90

200
160
125
110
90

160
110
250
225
200
160
110
160
110
160
110

229
216
216
216
261
261
260
290
290
290
327
327
327
327
356
356
380
380
417
417
417
417
417
417
458
458
458
458
481
481
481
481
481
527
527
527
527
590
590
590
590
590
690
690
712
712
712
712
712
575
575
617
615

65
67
67
67
74
74
74
83
83
83
87
87
87
87
92
92
97
97

103
103
103
103
103
103
110
110
110
110
117
117
117
117
117
125
125
125
125
135
135
135
135
135
146
146
156
156
156
156
156
173
173
189
189

46
59
52
46
67
59
46
74
67
59
83
74
67
59
87
82
87
83
97
92
87
83
74
67

100
92
87
83

103
92
87
83
67

103
92
87
83
117
103
92
87
83

103
87

135
125
117
103
87

103
87

103
87

88
103
95

100
121
113
100
136
132
124
157
151
149
147
176
172
179
175
200
200
195
187
182
175
222
215
210
206
227
225
211
207
191
242
239
226
222
278
267
252
251
243
302
290
332
325
317
303
293
316
300
345
327

4,6
5,8
5,8
5,8
6,8
6,8
6,8
8,2
8,2
8,2

10,0
10,0
10,0
10,0
11,4
11,4
12,7
12,7
14,6
14,6
14,6
14,6
14,6
14,6
16,4
16,4
16,4
16,4
18,2
18,2
18,2
18,2
18,2
20,5
20,5
20,5
20,5
22,7
22,7
22,7
22,7
22,7
25,4
25,4
28,6
28,6
28,6
28,6
28,6
32,2
32,2
36,3
36,3

3,0
4,6
3,7
3,0
5,8
4,6
3,0
6,8
5,8
4,6
8,2
6,8
5,8
4,6

10,0
8,2

10,0
8,2

12,7
11,4
10,0
8,2
6,8
5,8

14,6
11,4
10,0
8,2

14,6
11,4
10,0
8,2
5,8

14,6
11,4
10,0
8,2

18,2
14,6
11,4
10,0
8,2

14,6
10,0
22,7
20,5
18,2
14,6
10,0
14,6
10,0
14,6
10,0

0,190
0,330
0,280
0,310
0,530
0,470
0,450
0,850
0,800
0,780
1,420
1,360
1,330
1,280
2,140
2,040
2,540
2,400
3,840
3,750
3,670
3,540
3,500
3,420
5,380
5,140
4,980
5,000
6,900
6,700
6,440
6,300
6,240
9,220
8,780
8,780
8,620

12,810
12,250
11,735
11,730
11,510
18,640
17,965
25,320
23,700
23,050
22,600
22,000
20,380
20,305
29,870
30,060

40
36
36
36
22
22
22
14
14
14
14
14
14
14
8
8
6
6
4
4
4
5
5
5
3
3
3
3
3
3
3
3
3
2
2
2
2
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1

001 117 0042 0052
001 117 0042 0064
001 117 0042 0065
001 117 0042 0066
001 117 0042 0076
001 117 0042 0077
001 117 0042 0079
001 117 0042 0091
001 117 0042 0092
001 117 0042 0093
001 117 0042 0111
001 117 0042 0112
001 117 0042 0113
001 117 0042 0114
001 117 0042 0126
001 117 0042 0127
001 117 0042 0142
001 117 0042 0143
001 117 0042 0161
001 117 0042 0162
001 117 0042 0163
001 117 0042 0164
001 117 0042 0165
001 117 0042 0166
001 117 0042 0181
001 117 0042 0183
001 117 0042 0184
001 117 0042 0185
001 117 0042 0202
001 117 0042 0204
001 117 0042 0205
001 117 0042 0206
001 117 0042 0208
001 117 0042 0228
001 117 0042 0230
001 117 0042 0231
001 117 0042 0232
001 117 0042 0252
001 117 0042 0254
001 117 0042 0256
001 117 0042 0257
001 117 0042 0258
001 117 0042 0285
001 117 0042 0288
001 117 0042 0317
001 117 0042 0318
001 117 0042 0319
001 117 0042 0321
001 117 0042 0324
001 117 0042 0362
001 117 0042 0365
001 117 0042 0408
001 117 0042 0411

mm mm mm mm mm mm kg

Article No Weight Box

pcs
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REDUCED TEE
PE100 SDR17

10 Bar Water
5 Bar Gas

Injected
Long spigot

d1 d2 L le1 le2 Z s1 s2

mm mm

90
110
110
110
125
140
160
160
160
160
180
200
200
200
200
225
225
225
250
250
280
280
315
315
315
355
355
400
400

63
90
75
63
90
90
110
90
75
63
110
160
110
90
63

160
110
90

160
110
160
110
225
160
110
160
110
160
110

290
327
327
327
356
380
417
417
417
417
458
481
481
481
481
527
527
527
590
590
690
690
712
712
712
575
575
617
615

83
87
87
87
92
97
103
103
103
103
110
117
117
117
117
125
125
125
135
135
146
146
156
156
156
173
173
189
189

67
83
74
67
83
83
87
83
74
67
87

103
87
83
67

103
87
83

103
87

103
87

125
103
87

103
87

103
87

132
157
151
149
172
175
195
187
182
175
210
227
211
207
191
242
226
222
267
251
302
290
320
303
293
316
300
345
327

5,4
6,6
6,6
6,6
7,4
8,3
9,5
9,5
9,5
9,5

10,7
11,9
11,9
11,9
11,9
13,4
13,4
13,4
14,8
14,8
16,6
16,6
18,7
18,7
18,7
21,1
21,1
23,7
23,7

3,8
5,4
4,5
3,8
5,4
5,4
6,6
5,4
4,5
3,8
6,6
9,5
6,6
5,4
3,8
9,5
6,6
5,4
9,5
6,6
9,5
6,6
13,4
9,5
6,6
9,5
6,6
9,5
6,6

0,610
1,090
1,050
0,975
1,400
1,730
2,700
2,600
2,650
2,550
3,630
4,910
4,650
4,550
4,480
6,690
6,500
6,380
8,710
8,450

13,760
13,280
17,220
16,730
16,350
13,830
13,830
18,375
18,390

14
14
14
14
8
6
4
5
5
5
3
3
3
3
3
2
2
2
1
1
1
1
1
1
1
1
1
1
1

001 115 0042 0092
001 115 0042 0111
001 115 0042 0112
001 115 0042 0113
001 115 0042 0127
001 115 0042 0143
001 115 0042 0163
001 115 0042 0164
001 115 0042 0165
001 115 0042 0166
001 115 0042 0184
001 115 0042 0202
001 115 0042 0205
001 115 0042 0206
001 115 0042 0208
001 115 0042 0228
001 115 0042 0231
001 115 0042 0232
001 115 0042 0254
001 115 0042 0257
001 115 0042 0285
001 115 0042 0288
001 115 0042 0318
001 115 0042 0321
001 115 0042 0324
001 115 0042 0362
001 115 0042 0365
001 115 0042 0408
001 115 0042 0411

mm mm mm mm mm mm kg

Article No Weight Box

pcs
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REDUCED TEE
PE100 SDR17

10 Bar Water
5 Bar Gas

Injected
Long spigot

d1 d2 L le1 le2 Z s1 s2

mm mm

90
110
110
110
125
140
160
160
160
160
180
200
200
200
200
225
225
225
250
250
280
280
315
315
315
355
355
400
400

63
90
75
63
90
90
110
90
75
63
110
160
110
90
63

160
110
90

160
110
160
110
225
160
110
160
110
160
110

290
327
327
327
356
380
417
417
417
417
458
481
481
481
481
527
527
527
590
590
690
690
712
712
712
575
575
617
615

83
87
87
87
92
97
103
103
103
103
110
117
117
117
117
125
125
125
135
135
146
146
156
156
156
173
173
189
189

67
83
74
67
83
83
87
83
74
67
87

103
87
83
67

103
87
83

103
87

103
87

125
103
87

103
87

103
87

132
157
151
149
172
175
195
187
182
175
210
227
211
207
191
242
226
222
267
251
302
290
320
303
293
316
300
345
327

5,4
6,6
6,6
6,6
7,4
8,3
9,5
9,5
9,5
9,5

10,7
11,9
11,9
11,9
11,9
13,4
13,4
13,4
14,8
14,8
16,6
16,6
18,7
18,7
18,7
21,1
21,1
23,7
23,7

3,8
5,4
4,5
3,8
5,4
5,4
6,6
5,4
4,5
3,8
6,6
9,5
6,6
5,4
3,8
9,5
6,6
5,4
9,5
6,6
9,5
6,6

13,4
9,5
6,6
9,5
6,6
9,5
6,6

0,610
1,090
1,050
0,975
1,400
1,730
2,700
2,600
2,650
2,550
3,630
4,910
4,650
4,550
4,480
6,690
6,500
6,380
8,710
8,450

13,760
13,280
17,220
16,730
16,350
13,830
13,830
18,375
18,390

14
14
14
14
8
6
4
5
5
5
3
3
3
3
3
2
2
2
1
1
1
1
1
1
1
1
1
1
1

001 115 0042 0092
001 115 0042 0111
001 115 0042 0112
001 115 0042 0113
001 115 0042 0127
001 115 0042 0143
001 115 0042 0163
001 115 0042 0164
001 115 0042 0165
001 115 0042 0166
001 115 0042 0184
001 115 0042 0202
001 115 0042 0205
001 115 0042 0206
001 115 0042 0208
001 115 0042 0228
001 115 0042 0231
001 115 0042 0232
001 115 0042 0254
001 115 0042 0257
001 115 0042 0285
001 115 0042 0288
001 115 0042 0318
001 115 0042 0321
001 115 0042 0324
001 115 0042 0362
001 115 0042 0365
001 115 0042 0408
001 115 0042 0411

mm mm mm mm mm mm kg

Article No Weight Box

pcs

263262 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings
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REDUCER
PE100 SDR11

16 Bar Water
10 Bar Gas

Injected
Long spigot

d1 d2 Z le1 le2 s1 s2

mm mm

25
32
32
40
40
50
50
50
63
63
63
63
75
75
75
75
90
90
90
110
110
110
110
125
125
125
125
140
140
140
140
160
160
160
160
180
180
180
180
200
200
200
200
225
225
225
225
250
250
250
250
280
280
280
280
315
315
315
355
400
400

20
25
20
32
25
40
32
25
50
40
32
25
63
50
40
32
75
63
50
90
75
63
50
110
90
75
63

125
110
90
75

140
125
110
90

160
140
125
110
180
160
140
110
200
180
160
110
225
200
180
160
250
225
200
180
280
250
225
315
355
315

120
130
115
130
130
140
140
140
150
150
150
143
175
175
170
170
200
196
190
213
216
214
208
222
222
215
195
225
233
225
225
245
250
250
245
255
250
255
255
275
270
275
275
300
280
280
295
305
310
305
294
348
336
348
348
355
375
375
390
380
430

55
56
57
56
56
63
63
63
67
67
67
67
74
74
74
74
83
83
83
87
87
87
87
92
92
92
92
97
97
97
97

103
103
103
103
110
110
110
110
117
117
117
117
123
125
125
125
135
135
135
135
146
146
146
146
158
158
158
173
189
189

52
52
43
51
51
57
53
52
63
57
49
43
67
59
52
53
74
72
59
83
74
69
59
87
83
74
67
92
87
83
74
97
92
87
83

103
97
92
87
110
103
97
87

127
110
103
87

125
117
110
103
135
125
117
110
146
135
125
158
173
158

3,0
3,0
3,0
3,7
3,7
4,6
4,6
4,6
5,8
5,8
5,8
5,8
6,8
6,8
6,8
6,8
8,2
8,2
8,2

10,0
10,0
10,0
10,0
11,4
11,4
11,4
11,4
12,7
12,7
12,7
12,7
14,6
14,6
14,6
14,6
16,4
16,4
16,4
16,4
18,2
18,2
18,2
18,2
20,5
20,5
20,5
20,5
22,7
22,7
22,7
22,7
25,4
25,4
25,4
25,4
28,6
28,6
28,6
32,3
36,4
36,4

3,0
3,0
3,0
3,0
3,0
3,7
3,0
3,0
4,6
3,7
3,0
3,0
5,8
4,6
3,7
3,0
6,8
5,8
4,6
8,2
6,8
5,8
4,6

10,0
8,2
6,8
5,8
11,4
10,0
8,2
6,8

12,7
11,4
10,0
8,2

14,6
12,7
11,4
10,0
16,4
14,6
12,7
10,0
18,2
16,4
14,6
10,0
20,5
18,2
16,4
14,6
22,7
20,5
18,2
16,4
25,4
22,7
20,5
28,6
32,3
28,6

0,030
0,030
0,030
0,050
0,040
0,080
0,070
0,070
0,140
0,120
0,110
0,110
0,210
0,190
0,170
0,170
0,390
0,330
0,300
0,600
0,540
0,500
0,460
0,860
0,740
0,650
0,620
1,120
1,020
0,840
0,850
1,450
1,460
1,310
1,236
2,080
1,820
1,670
1,620
2,700
2,380
2,360
2,160
3,780
3,450
3,060
2,860
4,750
4,430
4,240
3,600
6,970
6,000
5,540
5,340
8,400
8,300
7,750
11,760
16,200
15,600

100
50
50
50
50
40
40
40
20
20
20
20
40
40
40
40
36
36
36
30
30
30
30
18
30
30
30
16
16
16
16
16
16
16
16
6
6
6
6
8
8
8
8
5
5
6
6
2
2
2
2
2
2
2
2
2
2
2
1
1
1

001 117 0080 0026
001 117 0080 0033
001 117 0080 0034
001 117 0080 0041
001 117 0080 0042
001 117 0080 0051
001 117 0080 0052
001 117 0080 0053
001 117 0080 0064
001 117 0080 0065
001 117 0080 0066
001 117 0080 0067
001 117 0080 0076
001 117 0080 0077
001 117 0080 0078
001 117 0080 0079
001 117 0080 0091
001 117 0080 0092
001 117 0080 0093
001 117 0080 0111
001 117 0080 0112
001 117 0080 0113
001 117 0080 0114
001 117 0080 0126
001 117 0080 0127
001 117 0080 0128
001 117 0080 0129
001 117 0080 0141
001 117 0080 0142
001 117 0080 0143
001 117 0080 0144
001 117 0080 0161
001 117 0080 0162
001 117 0080 0163
001 117 0080 0164
001 117 0080 0181
001 117 0080 0182
001 117 0080 0183
001 117 0080 0184
001 117 0080 0201
001 117 0080 0202
001 117 0080 0203
001 117 0080 0205
001 117 0080 0226
001 117 0080 0227
001 117 0080 0228
001 117 0080 0231
001 117 0080 0251
001 117 0080 0252
001 117 0080 0253
001 117 0080 0254
001 117 0080 0281
001 117 0080 0282
001 117 0080 0283
001 117 0080 0284
001 117 0080 0316
001 117 0080 0317
001 117 0080 0318
001 117 0080 0356
001 117 0080 0401
001 117 0080 0402

mm mm mm mm mm kg

Article No Weight Box

pcs
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REDUCER
PE100 SDR17

10 Bar Water
5 Bar Gas

Injected
Long spigot

d1 d2 Z le1 le2 s1 s2

mm mm

75
90
90
110
110
110
125
125
125
125
140
140
140
140
160
160
160
160
180
180
180
180
200
200
200
200
225
225
225
225
250
250
250
250
280
280
280
280
315
315
315
355
400
400

63
75
63
90
75
63
110
90
75
63

125
110
90
75

140
125
110
90

160
140
125
110
180
160
140
110
200
180
160
110
225
200
180
160
250
225
200
180
280
250
225
315
355
315

175
200
196
213
216
214
222
222
215
195
225
233
225
225
245
250
250
245
255
250
255
255
275
270
275
275
300
280
280
295
305
310
305
294
348
336
348
348
355
375
375
390
380
430

74
78
83
84
87
87
92
92
92
92
97
97
97
97
103
103
103
103
110
110
110
110
117
117
117
117
125
125
125
125
135
135
135
135
146
146
146
146
158
158
158
173
189
182

67
74
67
83
74
67
87
83
74
67
92
87
83
74
94
92
87
83

103
97
92
87
110
103
97
87

127
110
103
87

125
117
110
103
135
125
117
110
146
135
125
158
173
155

4,5
5,4
5,4
6,6
6,6
6,6
7,4
7,4
7,4
7,4
8,3
8,3
8,3
8,3
9,5
9,5
9,5
9,5
10,7
10,7
10,7
10,7
11,9
11,9
11,9
11,9
13,4
13,4
13,4
13,4
14,8
14,8
14,8
14,8
16,6
16,6
16,6
16,6
18,7
18,7
18,7
21,1
23,7
23,7

3,8
4,5
3,8
5,4
4,5
3,8
6,6
5,4
4,5
3,8
7,4
6,6
5,4
4,5
8,3
7,4
6,6
5,4
9,5
8,3
7,4
6,6

10,7
9,5
8,3
6,6
11,9
10,7
9,5
6,6

13,4
11,9
10,7
9,5

14,8
13,4
11,9
10,7
16,6
14,8
13,4
18,7
21,1
18,7

0,190
0,295
0,255
0,455
0,410
0,390
0,625
0,575
0,520
0,460
0,785
0,780
0,665
0,665
1,090
1,080
0,970
0,935
1,490
1,365
1,320
1,245
2,020
1,860
1,760
1,710
2,750
2,440
2,325
2,320
3,560
3,450
3,250
2,815
4,940
4,560
4,435
4,190
6,350
6,430
6,125
8,680
11,930
11,500

40
36
36
30
30
30
18
30
30
30
16
16
16
16
16
16
16
16
6
6
6
6
8
8
8
8
5
5
6
6
2
2
2
2
2
2
2
2
2
2
2
1
1
1

001 115 0080 0076
001 115 0080 0091
001 115 0080 0092
001 115 0080 0111
001 115 0080 0112
001 115 0080 0113
001 115 0080 0126
001 115 0080 0127
001 115 0080 0128
001 115 0080 0129
001 115 0080 0141
001 115 0080 0142
001 115 0080 0143
001 115 0080 0144
001 115 0080 0161
001 115 0080 0162
001 115 0080 0163
001 115 0080 0164
001 115 0080 0181
001 115 0080 0182
001 115 0080 0183
001 115 0080 0184
001 115 0080 0201
001 115 0080 0202
001 115 0080 0203
001 115 0080 0205
001 115 0080 0226
001 115 0080 0227
001 115 0080 0228
001 115 0080 0231
001 115 0080 0251
001 115 0080 0252
001 115 0080 0253
001 115 0080 0254
001 115 0080 0281
001 115 0080 0282
001 115 0080 0283
001 115 0080 0284
001 115 0080 0316
001 115 0080 0317
001 115 0080 0318
001 115 0080 0356
001 115 0080 0401
001 115 0080 0402

mm mm mm mm mm kg

Article No Weight Box

pcs

265264 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings
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STEP REDUCER

STEP REDUCER

PE100 SDR11

PE100 SDR17

16 Bar Water

10 Bar Water

Injected
Short spigot

Injected
Short spigot

D1

D1

D2

D2

D3

D3

D4

D4

L1

L1

S1

S1

L2

L2

S2

S2

L3

L3

S3

S3

L4

L4

S4

S4

Z

Z

mm

mm

mm

mm

160
225
315
450

160
225
315
450
630

180
250
355
500

180
250
355
500
710

200
280
400
560

200
280
400
560
800

225
315
450
630

225
315
450
630
900

36
36
36
36

36
36
36
36
36

14,6
20,5
28,6
40,9

9,5
13,4
18,7
26,7
37,4

36
36
36
36

36
36
36
36
36

16,4
22,7
32,3
45,5

10,7
14,8
21,1
29,7
42,1

36
36
36
36

36
36
36
36
36

18,2
25,4
36,4
50,8

11,9
16,6
23,7
33,2
47,4

36
36
52
72

36
36
52
72
86

20,5
28,6
40,9
57,2

13,4
18,7
26,7
37,4
53,3

171,0
171,0
176,0
200,0

171,0
171,0
180,0
208,0
194,0

1,730
3,800
8,515

19,740

1,245
2,510
5,930

13,895
31,300

1
1
1
1

1
1
1
1
1

001 117 1081 0228
001 117 1081 0318
001 117 1081 0453
001 117 1081 0633

001 115 1081 0228
001 115 1081 0318
001 115 1081 0453
001 115 1081 0633
001 115 1081 0903

001 117 1081 0228
001 117 1081 0318
001 117 1081 0453
001 117 1081 0633

001 115 1081 0228
001 115 1081 0318
001 115 1081 0453
001 115 1081 0633
001 115 1081 0903

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

kg

kg

Article No

Article No

Article No

Article No

Weight

Weight

Box

Box

pcs

pcs
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END CAP

END CAP

PE100 SDR11

PE100 SDR17

16 Bar Water
10 Bar Gas

10 Bar Water
5 Bar Gas

Injected
Long spigot

Injected
Long spigot

d

d

le

le

s

s

mm

mm

20
25
32
40
50
63
75
90
110
125
140
160
180
200
225
250
280
315
355
400

63
75
90
110
125
140
160
180
200
225
250
280
315
355
400

42
43
46
52
58
67
72
83
85
88
98

103
110
117
125
135
146
158
173
189

67
72
83
85
88
98

103
110
117
125
135
146
158
173
189

3,0
3,0
3,0
3,7
4,6
5,8
6,8
8,2
10,0
11,4
12,7
14,6
16,4
18,2
20,5
22,7
25,4
28,6
32,3
36,4

3,8
4,5
5,4
6,6
7,4
8,3
9,5
10,7
11,9
13,4
14,8
16,6
18,7
21,1
23,7

0,010
0,010
0,020
0,040
0,050
0,090
0,140
0,230
0,350
0,550
0,760
1,040
1,400
1,890
2,600
3,290
4,630
6,120
8,980

12,590

0,075
0,115
0,170
0,260
0,430
0,640
0,815
1,105
1,505
2,055
2,600
3,725
5,020
7,605

10,345

100
100
100
100
50
36
27
60
45
24
22
15
12
10
9
4
3
3
1
1

36
27
60
45
24
22
15
12
10
9
4
3
3
1
1

001 117 0140 0020
001 117 0140 0025
001 117 0140 0032
001 117 0140 0040
001 117 0140 0050
001 117 0140 0063
001 117 0140 0075
001 117 0140 0090
001 117 0140 0110
001 117 0140 0125
001 117 0140 0140
001 117 0140 0160
001 117 0140 0180
001 117 0140 0200
001 117 0140 0225
001 117 0140 0250
001 117 0140 0280
001 117 0140 0315
001 117 0140 0355
001 117 0140 0400

001 115 0140 0063
001 115 0140 0075
001 115 0140 0090
001 115 0140 0110
001 115 0140 0125
001 115 0140 0140
001 115 0140 0160
001 115 0140 0180
001 115 0140 0200
001 115 0140 0225
001 115 0140 0250
001 115 0140 0280
001 115 0140 0315
001 115 0140 0355
001 115 0140 0400

mm

mm

mm

mm

kg

kg

Article No

Article No

Weight

Weight

Box

Box

pcs

pcs

267266 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings
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FLANGE ADAPTOR

FLANGE ADAPTOR 
(SUITABLE FOR ANSI FLANGE)

PE100 SDR11
Injected
Long spigot
Suitable for butterfly valve
* With pipe extension
**Spacer needed for butterfly valve

16 Bar Water
10 Bar Gas

d

d

d1

d1

d2

d2

d3

d3

le

le

L

L

Z

Z

s

s

mm

mm

20
25
32
40
50
63
75
90
110
125
140
160
180
200
225
250
280
315
355
400

*450(DN450)
*450(DN500)

*500
*/**560
*630
*710

20
25
32
40
50
63
75
90
110
125
140
160
180
200
225
250
280
315
355
400

*450(DN450)
*450(DN500)

*500
*/**560
*630

28
34
42
51
62
78
92

108
125
135
155
175
188
232
238
288
288
338
376
430
465
517
530
618
645
740

28
34
42
51
62
78
92

108
125
135
155
175
188
232
238
288
288
338
376
430
465
517
530
580
650

45
58
68
78
88

102
122
138
158
158
188
212
212
268
268
320
320
375
435
485
545
585
590
690
690
800

45
54
64
73
82

100
119
132
158
158
188
212
212
268
268
320
320
375
435
485
545
585
590
654
710

154
158
208
208
260
260
305
345
396
442
480
494
580
576
663

154
158
208
208
260
260
305
345
396
442
480
494
549
576

55
62
61
60
63
88
97

103
113
120
128
155
152
153
129
140
145
156
170
185
195
195
212
235
255
282

55
62
61
60
63
88
97

103
113
120
128
155
152
153
129
140
145
156
170
185
195
195
212
235
255

7
9

10
11
12
14
16
17
18
20
25
25
30
32
32
35
35
35
45
50
66
65
60
80
65
75

7
9

10
11
12
14
16
17
18
20
25
25
30
32
32
35
35
35
45
50
66
65
60
80
65

80
81
86
88
92

120
130
140
155
159
190
200
207
210
180
205
211
224
240
264
360
360
354
423
404
447

80
81
86
88
92

120
130
140
155
159
190
200
207
210
180
205
211
224
240
264
360
360
354
423
404

3,0
3,0
3,0
3,7
4,6
5,8
6,8
8,2

10,0
11,4
12,7
14,6
16,4
18,2
20,5
22,7
25,4
28,6
32,3
36,4
40,9
40,9
45,5
50,8
57,3
64,5

3,0
3,0
3,0
3,7
4,6
5,8
6,8
8,2

10,0
11,4
12,7
14,6
16,4
18,2
20,5
22,7
25,4
28,6
32,3
36,4
40,9
40,9
45,5
50,9
57,3

0,025
0,037
0,058
0,085
0,125
0,220
0,330
0,460
0,690
0,820
1,330
1,680
2,020
2,850
2,840
3,970
5,000
6,360
9,490

13,160
20,630
23,550
25,650
40,150
43,300
61,700

0,025
0,030
0,052
0,072
0,100
0,190
0,300
0,420
0,690
0,820
1,330
1,680
2,020
2,850
2,840
3,970
5,000
6,360
9,490

13,160
20,630
23,550
25,650
38,400
43,500

150
50
40

100
100
60
45
45
24
16
12
12
8
4
4
3
3
2
1
1
1
1
1
1
1
1

150
50
40

100
100
60
45
45
24
16
12
12
8
4
4
3
3
2
1
1
1
1
1
1
1

001 117 0100 0020
001 117 0100 0025
001 117 0100 0032
001 117 0100 0040
001 117 0100 0050
001 117 0100 0063
001 117 0100 0075
001 117 0100 0090
001 117 0100 0110
001 117 0100 0125
001 117 0100 0140
001 117 0100 0160
001 117 0100 0180
001 117 0100 0200
001 117 0100 0225
001 117 0100 0250
001 117 0100 0280
001 117 0100 0315
001 117 0100 0355
001 117 0100 0400
001 117 5100 0450
001 117 5100 4500
001 117 5100 0500
001 117 5100 0560
001 117 5100 0630
001 117 5100 0710

001 117 0100 0020
001 117 0103 0025
001 117 0103 0032
001 117 0103 0040
001 117 0103 0050
001 117 0103 0063
001 117 0103 0075
001 117 0103 0090
001 117 0100 0110
001 117 0100 0125
001 117 0100 0140
001 117 0100 0160
001 117 0100 0180
001 117 0100 0200
001 117 0100 0225
001 117 0100 0250
001 117 0100 0280
001 117 0100 0315
001 117 0100 0355
001 117 0100 0400
001 117 5100 0450
001 117 5100 4500
001 117 5100 0500
001 117 5103 0560
001 117 5103 0630

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

kg

kg

Article No

Article No

Weight

Weight

Box

Box

pcs

pcs
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FLANGE ADAPTOR
PE100 SDR17
Injected
Long spigot
Suitable for butterfly valve
*With pipe extension

10 Bar Water
5 Bar Gas

d

d

d1

d1

d2

d2

d3

d3

le

le

L

L

Z

Z

s

s

mm

mm

63
75
90
110
125
140
160
180
200
225
250
280
315
355
400

*450(DN450)
*450(DN500)

*500
*560
*630
*710
*800
*900

*1000
*1200

63
75
90
110
125
140
160
180
200
225
250
280
315
355
400

*450(DN450)
*450(DN500)

*500
*560
*630

78
92
108
125
135
155
175
188
230
238
288
288
338
376
430
465
517
530
618
645
740
843
947
1050
1240

78
92
108
125
135
155
175
188
230
238
288
288
338
376
430
465
517
530
580
650

102
122
139
158
158
188
212
212
268
268
320
320
375
435
485
545
585
590
690
690
800
905
1005
1112
1320

100
119
13
158
158
188
212
212
268
268
320
320
375
435
485
545
585
590
654
710

154
164
208
208
260
260
305
350
396
442
485
497
580
585
670
780
884
972
1167

154
164
208
208
260
260
305
350
396
442
485
497
570
585

88
97
106
113
120
128
147
111
125
156
133
145
166
172
185
195
195
212
235
255
282
312
345
379
447

88
97
106
113
120
128
147
111
125
156
133
145
166
172
185
195
195
212
235
255

14
16
17
17
20
18
18
20
24
24
25
25
25
30
33
45
45
46
50
50
50
60
60
65
75

14
16
17
17
20
18
18
20
24
24
25
25
25
30
33
45
45
46
80
50

120
130
140
155
160
188
185
153
188
205
186
213
223
227
242
335
335
339
373
384
422
463
507
557
620

120
130
140
155
160
188
185
153
188
205
186
213
223
227
242
335
335
339
423
404

3,8
4,5
5,4
6,6
7,4
8,3
9,5

10,7
11,9
13,4
14,8
16,6
18,7
21,1
23,7
26,7
26,7
29,7
33,2
37,4
42,1
47,4
53,3
59,3
71,2

3,8
4,5
5,4
6,6
7,4
8,3
9,5

10,7
11,9
13,4
14,8
16,6
18,7
21,1
23,7
26,7
26,7
29,7
33,2
37,4

0,182
0,280
0,372
0,550
0,640
1,040
1,130
1,145
1,960
2,360
2,600
3,620
4,780
6,550
8,785

14,270
15,750
17,530
24,500
29,250
42,220
54,550
74,500

100,500
162,000

0,160
0,240
0,330
0,550
0,640
1,040
1,130
1,145
1,960
2,360
2,600
3,620
4,780
6,550
8,785

14,270
15,750
17,530
24,170
30,800

60
45
45
24
16
12
12
12
4
4
3
3
2
1
1
1
1
1
1
1
1
1
1
1
1

60
45
45
24
16
12
12
12
4
4
3
3
2
1
1
1
1
1
1
1

001 115 0100 0063
001 115 0100 0075
001 115 0100 0090
001 115 0100 0110
001 115 0100 0125
001 115 0100 0140
001 115 0100 0160
001 115 0100 0180
001 115 0100 0200
001 115 0100 0225
001 115 0100 0250
001 115 0100 0280
001 115 0100 0315
001 115 0100 0355
001 115 0100 0400
001 115 5100 0450
001 115 5100 4500
001 115 5100 0500
001 115 5100 0560
001 115 5100 0630
001 115 5100 0710
001 115 5100 0800
001 115 5100 0900
001 115 5100 1000
001 115 5100 1200

001 115 0103 0063
001 115 0103 0075
001 115 0103 0090
001 115 0100 0110
001 115 0100 0125
001 115 0100 0140
001 115 0100 0160
001 115 0100 0180
001 115 0100 0200
001 115 0100 0225
001 115 0100 0250
001 115 0100 0280
001 115 0100 0315
001 115 0100 0355
001 115 0100 0400
001 115 5100 0450
001 115 5100 4500
001 115 5100 0500
001 115 5103 0560
001 115 5103 0630

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

kg

kg

FLANGE ADAPTOR 
(SUITABLE FOR ANSI FLANGE)

Article No

Article No

Weight

Weight

Box

Box

pcs

pcs

269268 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings
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FLANGE ADAPTOR
PE100 SDR11
Injected
Short spigot
Suitable for butterfly valve
*Spacer needed for butterfly valve

16 Bar Water
10 Bar Gas

d

d

d1

d1

d2

d2

d3

d3

le

le

L

L

Z

Z

s

s

mm

mm

200
225
250
280
315
355
400

450(DN450)
450(DN500)

500
*560
630
710

200
225
250
280
315
355
400

450(DN450)
450(DN500)

500
*560
630

232
238
288
288
338
376
430
465
517
530
618
645
740

232
238
288
288
338
376
430
465
517
530
580
650

268
268
320
320
375
435
485
545
585
590
690
690
800

268
268
320
320
375
435
485
545
585
590
654
710

208
208
260
260
305
345
396
442
480
494
580
576
663

208
208
260
260
305
345
396
442
480
494
549
576

50
53
45
46
47
45
40
40
40
40
43
45
40

50
53
45
46
47
45
40
40
40
40
43
45

32
32
35
35
35
45
50
66
65
60
80
65
75

32
32
35
35
35
45
50
66
65
60
80
65

120
120
120
120
120
120
124
140
160
134
180
140
154

120
120
120
120
120
120
124
140
160
134
180
140

18,2
20,5
22,7
25,4
28,6
32,3
36,4
40,9
40,9
45,5
50,8
57,2
64,9

18,2
20,5
22,7
25,4
28,6
32,3
36,4
40,9
40,9
45,5
50,9
57,3

1,835
2,010
2,640
2,990
3,855
5,590
7,640

10,075
13,000
11,305
20,565
16,450
22,350

1,835
2,010
2,640
2,990
3,855
5,590
7,640

10,075
13,000
11,305
19,200
17,500

6
6
5
5
4
2
2
1
1
1
1
1
1

6
6
5
5
4
2
2
1
1
1
1
1

001 117 1100 0200
001 117 1100 0225
001 117 1100 0250
001 117 1100 0280
001 117 1100 0315
001 117 1100 0355
001 117 1100 0400
001 117 1100 0450
001 117 1100 4500
001 117 1100 0500
001 117 1100 0560
001 117 1100 0630
001 117 1100 0710

001 117 1100 0200
001 117 1100 0225
001 117 1100 0250
001 117 1100 0280
001 117 1100 0315
001 117 1100 0355
001 117 1100 0400
001 117 1100 0450
001 117 1100 4500
001 117 1100 0500
001 117 1103 0560
001 117 1103 0630

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

kg

kg

FLANGE ADAPTOR 
(SUITABLE FOR ANSI FLANGE)

Article No

Article No

Weight

Weight

Box

Box

pcs

pcs
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FLANGE ADAPTOR
PE100 SDR17
Injected
Short spigot
Suitable for butterfly valve
*Spacer needed for butterfly valve

10 Bar Water
5 Bar Gas

d

d

d1

d1

d2

d2

d3

d3

le

le

L

L

Z

Z

s

s

mm

mm

200
225
250
280
315
355
400

450(DN450)
450(DN500)

500
560
630
710
800
900

1000
1200

200
225
250
280
315
355
400

450(DN450)
450(DN500)

500
*560
630

230
238
288
288
338
376
430
465
517
530
618
645
740
843
947
1050
1240

230
238
288
288
338
376
430
465
517
530
580
650

268
268
320
320
375
435
485
545
585
590
690
690
800
905
1005
1112
1330

268
268
320
320
375
435
485
545
585
590
654
710

208
208
260
260
305
350
396
442
485
497
580
585
670
780
884
972
1186

208
208
260
260
305
350
396
442
485
497
570
585

57
61
55
56
57
60
52
40
40
45
36
45
40
45
45
45
60

57
61
55
56
57
60
52
40
40
45
43
45

24
24
25
25
25
30
33
45
45
46
50
50
50
60
60
65

143

24
24
25
25
25
30
33
45
45
46
80
50

120
120
120
120
120
120
120
134
134
120
130
120
130
140
150
165
275

120
120
120
120
120
120
120
134
134
120
180
120

11,9
13,4
14,8
16,6
18,7
21,1
23,7
26,7
26,7
29,7
33,2
37,4
42,1
47,4
53,3
59,3
71,2

11,9
13,4
14,8
16,6
18,7
21,1
23,7
26,7
26,7
29,7
33,2
37,4

1,420
1,520
1,900
2,230
2,850
3,980
4,890
6,555
8,600
7,835
11,450
10,700
15,640
20,840
25,950
34,875
85,000

1,420
1,520
1,900
2,230
2,850
3,980
4,890
6,555
8,600
7,835

12,930
11,300

6
6
5
5
4
2
2
1
1
1
1
1
1
1
1
1
1

6
6
5
5
4
2
2
1
1
1
1
1

001 115 1100 0200
001 115 1100 0225
001 115 1100 0250
001 115 1100 0280
001 115 1100 0315
001 115 1100 0355
001 115 1100 0400
001 115 1100 0450
001 115 1100 4500
001 115 1100 0500
001 115 1100 0560
001 115 1100 0630
001 115 1100 0710
001 115 1100 0800
001 115 1100 0900
001 115 1100 1000
109 115 1100 1200

001 115 1100 0200
001 115 1100 0225
001 115 1100 0250
001 115 1100 0280
001 115 1100 0315
001 115 1100 0355
001 115 1100 0400
001 115 1100 0450
001 115 1100 4500
001 115 1100 0500
001 115 1103 0560
001 115 1103 0630

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

kg

kg

FLANGE ADAPTOR 
(SUITABLE FOR ANSI FLANGE)

Article No

Article No

Weight

Weight

Box

Box

pcs

pcs

271270 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings



BACKING FLANGE, PP STEEL

Steel
%30 Glass-Fiber Reinforced

UV Resistant

PP

“For All Challenging Applications...”

Suitable for Outdoor Use

www.ntgplastik.com 39

BACKING FLANGE, 
PP STEEL (METRIC)
PP %30 Glass-fibre reinforced with steel ring
UV-resistant suitable for outdoor use

Bolt circle PN16

Connecting Dimension
ISO 7005
EN 1092
BS 4504
DIN 2501

d DN D a k b ı

mm mm

20
25
32
40
50
63
75
90
110
125
140
160
180
200
225
250
280
315
355
400

15
20
25
32
40
50
65
80

100
100
125
150
150
200
200
250
250
300
350
400

95
105
115
140
150
165
188
204
224
224
252
285
285
340
340
419
419
478
532
592

28
34
42
51
62
78
92
108
128
135
158
178
188
235
238
288
294
338
376
430

65
75
85

100
110
125
145
160
180
180
210
240
240
295
295
355
355
410
470
525

12
12
16
16
18
18
18
20
20
20
24
24
24
27
27
32
32
34
42
46

14
14
14
18
18
18
18
18
18
18
18
22
22
22
22
26
26
26
26
30

M12
M12
M12
M16
M16
M16
M16
M16
M16
M16
M16
M20
M20
M20
M20
M24
M24
M24
M24
M27

4
4
4
4
4
4
4
8
8
8
8
8
8

12
12
12
12
12
16
16

0,230
0,285
0,545
0,740
0,910
1,060
1,355
1,555
1,970
1,845
2,740
3,600
3,310
5,155
5,170

10,740
10,095
13,680
22,365
27,610

56
48
25
18
15
12
8
7
7
7
4
4
4
2
2
1
1
1
1
1

001 517 7120 0020
001 517 7120 0025
001 517 7120 0032
001 517 7120 0040
001 517 7120 0050
001 517 7120 0063
001 517 7120 0075
001 517 7120 0090
001 517 7120 0110
001 517 7120 0125
001 517 7120 0140
001 517 7120 0160
001 517 7120 0180
001 517 7120 0200
001 517 7120 0225
001 517 7120 0250
001 517 7120 0280
001 517 7120 0315
001 517 7120 0355
001 517 7120 0400

mm mm mm mm mm mm mm kg

Bo
lt

H
ol

e 
Q

ty
.

Article No Weight Box

pcs
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BACKING FLANGE, 
PP STEEL (METRIC)
PP %30 Glass-fibre reinforced with steel ring
UV-resistant suitable for outdoor use

Bolt circle PN16

Connecting Dimension
ISO 7005
EN 1092
BS 4504
DIN 2501

d DN D a k b ı

mm mm

20
25
32
40
50
63
75
90
110
125
140
160
180
200
225
250
280
315
355
400

15
20
25
32
40
50
65
80

100
100
125
150
150
200
200
250
250
300
350
400

95
105
115
140
150
165
188
204
224
224
252
285
285
340
340
419
419
478
532
592

28
34
42
51
62
78
92
108
128
135
158
178
188
235
238
288
294
338
376
430

65
75
85

100
110
125
145
160
180
180
210
240
240
295
295
355
355
410
470
525

12
12
16
16
18
18
18
20
20
20
24
24
24
27
27
32
32
34
42
46

14
14
14
18
18
18
18
18
18
18
18
22
22
22
22
26
26
26
26
30

M12
M12
M12
M16
M16
M16
M16
M16
M16
M16
M16
M20
M20
M20
M20
M24
M24
M24
M24
M27

4
4
4
4
4
4
4
8
8
8
8
8
8

12
12
12
12
12
16
16

0,230
0,285
0,545
0,740
0,910
1,060
1,355
1,555
1,970
1,845
2,740
3,600
3,310
5,155
5,170

10,740
10,095
13,680
22,365
27,610

56
48
25
18
15
12
8
7
7
7
4
4
4
2
2
1
1
1
1
1

001 517 7120 0020
001 517 7120 0025
001 517 7120 0032
001 517 7120 0040
001 517 7120 0050
001 517 7120 0063
001 517 7120 0075
001 517 7120 0090
001 517 7120 0110
001 517 7120 0125
001 517 7120 0140
001 517 7120 0160
001 517 7120 0180
001 517 7120 0200
001 517 7120 0225
001 517 7120 0250
001 517 7120 0280
001 517 7120 0315
001 517 7120 0355
001 517 7120 0400

mm mm mm mm mm mm mm kg

Bo
lt

H
ol

e 
Q

ty
.

Article No Weight Box

pcs

273272 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings
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BACKING FLANGE, 
PP STEEL (METRIC)
PP %30 Glass-fibre reinforced with steel ring
UV-resistant suitable for outdoor use

Bolt circle PN10

Connecting Dimension
ISO 7005
EN 1092
BS 4504
DIN 2501

d DN D a k b ı

mm mm

200
225
250
280
315
355
400
450
500
560
630

200
200
250
250
300
350
400
450
500
600
600

340
340
395
395
445
514
571
615
688
799
799

235
238
288
294
338
376
430
470
533
618
645

295
295
350
350
400
460
515
565
620
725
725

27
27
30
30
34
40
40
45
45
50
50

22
22
22
22
22
22
26
26
26
30
30

M20
M20
M20
M20
M20
M20
M24
M24
M24
M27
M27

8
8

12
12
12
16
16
20
20
20
20

5,545
5,605
7,540
7,530
9,400

19,515
21,420
27,950
34,610
49,500
41,190

2
2
2
2
1
1
1
1
1
1
1

001 515 7120 0200
001 515 7120 0225
001 515 7120 0250
001 515 7120 0280
001 515 7120 0315
001 515 7120 0355
001 515 7120 0400
001 515 7120 0450
001 515 7120 0500
001 515 7120 0560
001 515 7120 0630

mm mm mm mm mm mm mm kg pcs

BACKING FLANGE, 
PP STEEL (ANSI)
PP %30 Glass-fibre reinforced with steel ring
UV-resistant suitable for outdoor use

Bolt circle class 150

Connecting Dimension
ANSI ASME B16,5 class 150
ASTM D4024
BS EN 1759

d DN D a k b ı

mm mm inch

20
25
32
40
50
63
75
90
110
160
180
200
250
315
355
400

15
20
25
32
40
50
65
80
100
150
150
200
250
300
350
400

½”
¾”
1”

1¼”
1½”
2”

2½”
3”
4”
6”
6”
8”

10”
12”
14”
16”

95
102
114
130
133
165
184
194
229
283
285
345
412
487
533
596

28
34
42
51
62
78
92
111
133
178
188
236
288
338
376
430

60,5
69,9
79,3
88,9
98,6

120,6
139,7
152,4
190,5
241,3
241,3
298,5
361,9
431,8
476,2
539,7

12
12
16
16
18
18
18
20
20
24
24
27
32
32
42
44

16
16
16
16
16
20
20
20
20
22
22
22
32
25

28,5
28,5

M12
M12
M12
M12
M12
M16
M16
M16
M16
M20
M20
M20
M22
M22
M27
M27

4
4
4
4
4
4
4
4
8
8
8
8

12
12
12
16

0,210
0,235
0,475
0,670
0,630
1,020
1,290
1,450
1,935
3,935
3,330
5,090
9,780

14,410
24,750
31,470

56
48
25
18
15
12
8
7
7
4
4
2
1
1
1
1

001 530 7121 0020
001 530 7121 0025
001 530 7121 0032
001 530 7121 0040
001 530 7121 0050
001 530 7121 0063
001 530 7121 0075
001 530 7121 0090
001 530 7121 0110
001 530 7121 0160
001 530 7121 0180
001 530 7121 0200
001 530 7121 0250
001 530 7121 0315
001 530 7121 0355
001 530 7121 0400

mm mm mm mm mm mm mm kg pcs

Bo
lt

Bo
lt

H
ol

e 
Q

ty
.

H
ol

e 
Q

ty
.

Article No

Article No

Weight

Weight

Box

Box

Transition Adaptor PE
Transition Adaptor PE-Steel
Transition Adaptor PE-Brass

TRANSITION ADAPTORS

275274 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

SDR 11 and SDR 17 Fittings
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d R le Z s

mm inch

25
32
40
50
63
75
90
110
125
125
160
180
200
225
250
280
315

¾”
1”

1¼”
1½”
2”

2½”
3”
4”
4”
6”
6”
6”
8”
8”

10”
10”
12”

52
100
57
63

106
70
83

156
86

170
103
110
117
125
135
146
158

398
446
404
408
482
477
482
596
520
663
583
588
680
675
765
745
850

3,0
3,0
3,7
4,6
5,8
6,8
8,2

10,0
11,4
11,4
14,6
16,4
18,2
20,5
22,7
25,4
28,6

0,695
1,025
1,295
1,580
2,585
4,005
5,390
7,545
7,635

14,910
17,745
18,565
37,500
40,000
70,000
68,500

107,000

30
20
15
12
6
4
2
2
2
1
1
1
1
1
1
1
1

001 117 6180 0025
001 117 6180 0032
001 117 6180 0040
001 117 6180 0050
001 117 6180 0063
001 117 6180 0075
001 117 6180 0090
001 117 6180 0110
001 117 6180 0125
001 117 6180 1256
001 117 6180 0160
001 117 6180 0180
001 117 6180 0200
001 117 6180 0225
001 117 6180 0250
001 117 6180 0280
001 117 6180 0315

mm mm mm kg

TRANSITION ADAPTOR 
PE-STEEL

PE100 SDR11/GR-B
Long spigot
Welding end
Steel pipe GR-B API 5L
PE part injected

16 Bar Water
10 Bar Gas

pcs

Article No Weight Box
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d R le Z s

mm inch

25
32
40
50
63
75
90
110
125
125
160
180
200
225
250
280
315

¾”
1”

1¼”
1½”
2”

2½”
3”
4”
4”
6”
6”
6”
8”
8”

10”
10”
12”

52
100
57
63

106
70
83

156
86

170
103
110
117
125
135
146
158

398
446
404
408
482
477
482
596
520
663
583
588
680
675
765
745
850

3,0
3,0
3,7
4,6
5,8
6,8
8,2

10,0
11,4
11,4
14,6
16,4
18,2
20,5
22,7
25,4
28,6

0,695
1,025
1,295
1,580
2,585
4,005
5,390
7,545
7,635

14,910
17,745
18,565
37,500
40,000
70,000
68,500

107,000

30
20
15
12
6
4
2
2
2
1
1
1
1
1
1
1
1

001 117 6180 0025
001 117 6180 0032
001 117 6180 0040
001 117 6180 0050
001 117 6180 0063
001 117 6180 0075
001 117 6180 0090
001 117 6180 0110
001 117 6180 0125
001 117 6180 1256
001 117 6180 0160
001 117 6180 0180
001 117 6180 0200
001 117 6180 0225
001 117 6180 0250
001 117 6180 0280
001 117 6180 0315

mm mm mm kg

TRANSITION ADAPTOR 
PE-STEEL

PE100 SDR11/GR-B
Long spigot
Welding end
Steel pipe GR-B API 5L
PE part injected

16 Bar Water
10 Bar Gas

pcs

Article No Weight Box
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d R le Z s

mm inch

20
25
32
40
40
50
63
63

½”
¾”
1”
1”

1¼”
1½”
1½”
2”

34
33
38
44
44
48
62
62

65
65
73
80
83
87
101
106

3,0
3,0
3,0
3,7
3,7
4,6
5,8
5,8

0,019
0,030
0,040
0,060
0,065
0,095
0,160
0,175

100
100
90
40
40
25
60
60

001 117 6210 0020
001 117 6210 0025
001 117 6210 0032
001 117 6210 4001
001 117 6210 0040
001 117 6210 0050
001 117 6210 6301
001 117 6210 0063

mm mm mm kg

TRANSITION ADAPTOR PE
MALE THREAD PE100 SDR11
Injected
Long spigot

10 Bar Water

d R le Z s

mm inch

20
25
32
32
40
50
63
*75
*90
*110
*125

½”
¾”
¾”
1”

1¼”
1½”
2”

2½”
3”
4”
4”

41
41
44
44
49
55
63
70
79
82
87

76
79
83
86
101
112
125
146
168
179
186

3,0
3,0
3,0
3,0
3,7
4,6
5,8
6,8
8,2

10,0
11,4

0,060
0,100
0,130
0,140
0,255
0,370
0,560
0,980
1,410
2,080
2,230

100
100
50
50
25
32
10
5
4
2
2

001 117 6205 0020
001 117 6205 0025
001 117 6205 3201
001 117 6205 0032
001 117 6205 0040
001 117 6205 0050
001 117 6205 0063
001 117 6200 0075
001 117 6200 0090
001 117 6200 0110
001 117 6200 0125

mm mm mm kg

TRANSITION ADAPTOR 
PE-BRASS (MS58)

MALE THREAD PE100 SDR11
Injected
Long spigot
*Just for water

16 Bar Water
10 Bar Gas

d: 20-63mm

d: 75-125mm

pcs

pcs

Article No

Article No

Weight

Weight

Box

Box

277276 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions
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d R le Z s

mm inch

20
25
32
40
40
50
63
63

½”
¾”
1”
1”

1¼”
1½”
1½”
2”

34
34
37
41
42
49
49
48

59
61
68
72
79
86
86
90

3,0
3,0
3,0
3,7
3,7
4,6
5,8
5,8

0,025
0,033
0,060
0,110
0,095
0,135
0,170
0,170

100
100
90
40
40
25
60
60

001 117 6211 0020
001 117 6211 0025
001 117 6211 0032
001 117 6211 4001
001 117 6211 0040
001 117 6211 0050
001 117 6211 6301
001 117 6211 0063

mm mm mm kg

TRANSITION ADAPTOR PE
FEMALE THREAD PE100 SDR11
Injected
Long spigot
Reinforcing ring stainless

10 Bar Water

d R le Z s

mm inch

20
25
32
40
50
63
*75
*90
*110
*125

½”
¾”
1”

1¼”
1½”
2”

2½”
3”
4”
4”

41
41
44
49
55
63
70
79
82
87

75
78
85

100
111
124
129
144
147
153

3,0
3,0
3,0
3,7
4,6
5,8
6,8
8,2

10,0
11,4

0,065
0,095
0,145
0,270
0,375
0,550
0,825
1,130
1,690
1,760

100
100
50
35
32
10
5
4
2
2

001 117 6206 0020
001 117 6206 0025
001 117 6206 0032
001 117 6206 0040
001 117 6206 0050
001 117 6206 0063
001 117 6201 0075
001 117 6201 0090
001 117 6201 0110
001 117 6201 0125

mm mm mm kg

TRANSITION ADAPTOR 
PE-BRASS (MS58)

FEMALE THREAD PE100 SDR11
Injected
Long spigot
*Just for water

16 Bar Water
10 Bar Gas

d: 20-63mm

d: 75-125mm

pcs

pcs

Article No

Article No

Weight

Weight

Box

Box

Dimensions between 32mm to 200mm.
Suitable for Butt welding and Electrofusion welding.
Suitable for mechanical connections.
No metal parts in or outside of product.
Double up and downstream tightness.

Natural gas collection, natural gas distribution, landfill gas, hydrocarbon fuel gases, 
hydrogen, air, other inert gases, potable water and sewage

PE 100 Ball Valve
Operational Key and Protection Pipe

VALVE AND ACCESSORY

POLYETHYLENE VALVES FOR WATER AND GAS APPLICATIONS

APPLICATIONS

279278 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions
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BALL VALVE
PE100

d Z L le d1 s A

mm

32
40
63
90
110
125
160
180
200

260
260
360
345
400
400
450
540
540

190
190
227
225
275
280
360
350
350

70
70

120
105
105
106
116
117
112

110,0
110,0
110,0
110,0
110,0
110,0
110,0
110,0
110,0

3,0
3,7
5,8
8,2

10,0
11,4
14,6
18,2
18,2

49,5
49,5
49,5
49,5
49,5
49,5
49,5
49,5
49,5

0,910
0,940
1,630
2,410
3,880
4,030
7,880
9,860

10,760

135 117 9310 0032
135 117 9310 0040
135 117 9310 0063
135 117 9310 0090
135 117 9310 0110
135 117 9310 0125
135 117 9310 0160
135 117 9310 0180
135 117 9310 0200

mm mm mm mm mm mm kg

Article No Length Weight

400
500-900 
500-900

0,440
1,990
2,430

100 000 9312 0001
100 000 9312 0002
100 000 9312 0003

mm kg

OPERATIONAL KEY AND
PROTECTION PIPE
Made out PVC.
Suitable for all dimensions.
Telescopic protection pipe (500-900mm)

1
1
1
1
1
1
1
1
1

pcs

Article No Weight Box

Elbow
Tee
Reducer
Puddle Flange

FABRICATION

281280 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions
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ELBOW 90°

ELBOW 60°

PE100

PE100

Fabrication
Production from PE100 pipe
According to EN 12201-3 Annex:B derating 
factor = 0,8

Fabrication
Production from PE100 pipe
According to EN 12201-3 Annex:B derating 
factor = 0,8

d

d

l

l

Z

Z

mm

mm

SDR11

SDR11

SDR17

SDR17

355
400
450
500
560
630
710
800
900
1000
1200

355
400
450
500
560
630
710
800
900
1000
1200

175
190
205
220
245
265
275
285
295
305
315

175
190
205
220
245
265
275
285
295
305
315

626
687
717
785
925
955

1046
1143
1255
1400
1550

617
666
724
774
841
875
941

1026
1103
1181
1341

35,500
49,400
65,900
88,000

128,700
169,100
228,300
316,000

26,000
35,700
49,000
64,600
88,000
117,500
160,100
220,900

24,100
33,400
44,500
59,600
87,100
114,400
154,200
212,900
294,400
414,300
651,100

17,600
24,100
33,100
43,700
59,500
79,500

108,100
148,800
203,500
268,400
432,500

001 117 5021 0355
001 117 5021 0400
001 117 5021 0450
001 117 5021 0500
001 117 5021 0560
001 117 5021 0630
001 117 5021 0710
001 117 5021 0800

001 117 5028 0355
001 117 5028 0400
001 117 5028 0450
001 117 5028 0500
001 117 5028 0560
001 117 5028 0630
001 117 5028 0710
001 117 5028 0800

001 115 5021 0355
001 115 5021 0400
001 115 5021 0450
001 115 5021 0500
001 115 5021 0560
001 115 5021 0630
001 115 5021 0710
001 115 5021 0800
001 115 5021 0900
001 115 5021 1000
001 115 5021 1200

001 115 5028 0355
001 115 5028 0400
001 115 5028 0450
001 115 5028 0500
001 115 5028 0560
001 115 5028 0630
001 115 5028 0710
001 115 5028 0800
001 115 5028 0900
001 115 5028 1000
001 115 5028 1200

mm

mm

mm

mm

kg - SDR11

kg - SDR11

kg - SDR17

kg - SDR17

Article No

Article No

Article No

Article No

Weight

Weight

Weight

Weight
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ELBOW 45°

ELBOW 30°

PE100

PE100

Fabrication
Production from PE100 pipe
According to EN 12201-3 Annex:B derating 
factor = 0,8

Fabrication
Production from PE100 pipe
According to EN 12201-3 Annex:B derating 
factor = 0,8

d

d

l

l

Z

Z

mm

mm

SDR11

SDR11

SDR17

SDR17

355
400
450
500
560
630
710
800
900
1000
1200

355
400
450
500
560
630
710
800
900
1000
1200

175
190
205
220
245
265
275
285
295
305
315

175
190
205
220
245
265
275
285
295
305
315

676
710
781
843
905
978
990
1068
1138
1218
1361

443
482
522
563
619
674
713
749
793
836
905

25,900
34,500
48,000
63,700
85,700
118,200
152,300
208,300

15,900
21,900
30,100
39,900
55,400
76,200

102,300
137,500

17,500
23,300
32,400
43,100
57,900
80,000

102,900
140,400
190,300
251,100
398,900

10,800
14,800
20,300
27,000
37,500
51,600
69,100
92,600

123,800
161,300
249,000

001 117 5022 0355
001 117 5022 0400
001 117 5022 0450
001 117 5022 0500
001 117 5022 0560
001 117 5022 0630
001 117 5022 0710
001 117 5022 0800

001 117 5027 0355
001 117 5027 0400
001 117 5027 0450
001 117 5027 0500
001 117 5027 0560
001 117 5027 0630
001 117 5027 0710
001 117 5027 0800

001 115 5022 0355
001 115 5022 0400
001 115 5022 0450
001 115 5022 0500
001 115 5022 0560
001 115 5022 0630
001 115 5022 0710
001 115 5022 0800
001 115 5022 0900
001 115 5022 1000
001 115 5022 1200

001 115 5027 0355
001 115 5027 0400
001 115 5027 0450
001 115 5027 0500
001 115 5027 0560
001 115 5027 0630
001 115 5027 0710
001 115 5027 0800
001 115 5027 0900
001 115 5027 1000
001 115 5027 1200

mm

mm

mm

mm

kg - SDR11

kg - SDR11

kg - SDR17

kg - SDR17

Article No

Article No

Article No

Article No

Weight

Weight

Weight

Weight
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EQUAL TEE 90°
PE100
Fabrication
Production from PE100 pipe
According to EN 12201-3 Annex:B derating 
factor = 0,6

d l LZ

mm SDR11 SDR17

355
400
450
500
560
630
710
800
900
1000
1200

273
290
305
330
350
365
365
480
480
480
480

900
980
1060
1160
1260
1360
1440
1760
1860
1960
2160

450
490
530
580
630
680
720
880
930
980
1080

38,400
52,800
71,900
96,900
131,200
178,000
236,700
373,600

26,000
35,700
48,600
65,600
88,700

120,400
159,900
251,700
332,700
428,800
663,100

001 117 5041 0355
001 117 5041 0400
001 117 5041 0450
001 117 5041 0500
001 117 5041 0560
001 117 5041 0630
001 117 5041 0710
001 117 5041 0800

001 115 5041 0355
001 115 5041 0400
001 115 5041 0450
001 115 5041 0500
001 115 5041 0560
001 115 5041 0630
001 115 5041 0710
001 115 5041 0800
001 115 5041 0900
001 115 5041 1000
001 115 5041 1200

mm mmmm kg - SDR11 kg - SDR17

Article No Article No Weight Weight
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REDUCER
PE100
Fabrication
Injected step reducer with PE100 pipe extension 
at both ends

d1-d2 L l2l1

mm SDR11 SDR17

450-400
450-355
450-315
500-450
500-400
500-355
500-315
560-500
560-450
560-400
560-355
560-315
630-560
630-500
630-450
630-400
630-355
630-315
710-630
710-560
710-500
710-450
800-710
800-630
800-560
800-500
800-450
900-800
900-710
900-630

475
500
525
505
570
595
620
545
570
635
660
685
610
625
650
715
740
765
620
680
695
720
640
670
690
705
730
690
710
730

190
175
160
205
190
175
160
220
205
190
175
160
245
220
205
190
175
160
265
245
220
205
275
265
245
220
205
285
275
265

205
205
205
220
220
220
220
245
245
245
245
245
265
265
265
265
265
265
275
275
275
275
285
285
285
285
285
295
295
295

24,400
23,800
23,450
30,800
33,600
33,000
32,650
41,350
40,400
43,200
42,600
42,250
61,350
58,850
57,900
60,700
60,100
59,750

16,600
16,250
16,000
21,000
23,000
22,600
22,400
28,150
27,600
29,600
29,200
29,000
41,900
40,300
39,700
41,700
41,350
41,100
51,000
55,900
54,250
53,700
66,700
64,400
69,300
67,700
67,100
97,150
94,000
91,750

001 117 5080 0451
001 117 5080 0452
001 117 5080 0453
001 117 5080 0501
001 117 5080 0502
001 117 5080 0503
001 117 5080 0504
001 117 5080 0561
001 117 5080 0562
001 117 5080 0563
001 117 5080 0564
001 117 5080 0565
001 117 5080 0631
001 117 5080 0632
001 117 5080 0633
001 117 5080 0634
001 117 5080 0635
001 117 5080 0636

001 115 5080 0451
001 115 5080 0452
001 115 5080 0453
001 115 5080 0501
001 115 5080 0502
001 115 5080 0503
001 115 5080 0504
001 115 5080 0561
001 115 5080 0562
001 115 5080 0563
001 115 5080 0564
001 115 5080 0565
001 115 5080 0631
001 115 5080 0632
001 115 5080 0633
001 115 5080 0634
001 115 5080 0635
001 115 5080 0636
001 115 5080 0711
001 115 5080 0712
001 115 5080 0713
001 115 5080 0714
001 115 5080 0801
001 115 5080 0802
001 115 5080 0803
001 115 5080 0804
001 115 5080 0805
001 115 5080 0901
001 115 5080 0902
001 115 5080 0903

mm mmmm kg - SDR11 kg - SDR17

Article No Article No Weight Weight
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REDUCER
PE100
Fabrication
Injected step reducer with PE100 pipe extension 
at both ends

d1-d2 L l2l1

mm SDR11 SDR17

450-400
450-355
450-315
500-450
500-400
500-355
500-315
560-500
560-450
560-400
560-355
560-315
630-560
630-500
630-450
630-400
630-355
630-315
710-630
710-560
710-500
710-450
800-710
800-630
800-560
800-500
800-450
900-800
900-710
900-630

475
500
525
505
570
595
620
545
570
635
660
685
610
625
650
715
740
765
620
680
695
720
640
670
690
705
730
690
710
730

190
175
160
205
190
175
160
220
205
190
175
160
245
220
205
190
175
160
265
245
220
205
275
265
245
220
205
285
275
265

205
205
205
220
220
220
220
245
245
245
245
245
265
265
265
265
265
265
275
275
275
275
285
285
285
285
285
295
295
295

24,400
23,800
23,450
30,800
33,600
33,000
32,650
41,350
40,400
43,200
42,600
42,250
61,350
58,850
57,900
60,700
60,100
59,750

16,600
16,250
16,000
21,000
23,000
22,600
22,400
28,150
27,600
29,600
29,200
29,000
41,900
40,300
39,700
41,700
41,350
41,100
51,000
55,900
54,250
53,700
66,700
64,400
69,300
67,700
67,100
97,150
94,000
91,750

001 117 5080 0451
001 117 5080 0452
001 117 5080 0453
001 117 5080 0501
001 117 5080 0502
001 117 5080 0503
001 117 5080 0504
001 117 5080 0561
001 117 5080 0562
001 117 5080 0563
001 117 5080 0564
001 117 5080 0565
001 117 5080 0631
001 117 5080 0632
001 117 5080 0633
001 117 5080 0634
001 117 5080 0635
001 117 5080 0636

001 115 5080 0451
001 115 5080 0452
001 115 5080 0453
001 115 5080 0501
001 115 5080 0502
001 115 5080 0503
001 115 5080 0504
001 115 5080 0561
001 115 5080 0562
001 115 5080 0563
001 115 5080 0564
001 115 5080 0565
001 115 5080 0631
001 115 5080 0632
001 115 5080 0633
001 115 5080 0634
001 115 5080 0635
001 115 5080 0636
001 115 5080 0711
001 115 5080 0712
001 115 5080 0713
001 115 5080 0714
001 115 5080 0801
001 115 5080 0802
001 115 5080 0803
001 115 5080 0804
001 115 5080 0805
001 115 5080 0901
001 115 5080 0902
001 115 5080 0903

mm mmmm kg - SDR11 kg - SDR17

Article No Article No Weight Weight
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EQUAL TEE 90°
PE100
Fabrication
Production from PE100 pipe
According to EN 12201-3 Annex:B derating 
factor = 0,6

d l LZ

mm SDR11 SDR17

355
400
450
500
560
630
710
800
900
1000
1200

273
290
305
330
350
365
365
480
480
480
480

900
980
1060
1160
1260
1360
1440
1760
1860
1960
2160

450
490
530
580
630
680
720
880
930
980
1080

38,400
52,800
71,900
96,900

131,200
178,000
236,700
373,600

26,000
35,700
48,600
65,600
88,700

120,400
159,900
251,700
332,700
428,800
663,100

001 117 5041 0355
001 117 5041 0400
001 117 5041 0450
001 117 5041 0500
001 117 5041 0560
001 117 5041 0630
001 117 5041 0710
001 117 5041 0800

001 115 5041 0355
001 115 5041 0400
001 115 5041 0450
001 115 5041 0500
001 115 5041 0560
001 115 5041 0630
001 115 5041 0710
001 115 5041 0800
001 115 5041 0900
001 115 5041 1000
001 115 5041 1200

mm mmmm kg - SDR11 kg - SDR17

Article No Article No Weight Weight

285284 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions
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WYE TEE 45°

CROSS TEE

PE100

PE100

Fabrication
Production from PE100 pipe
According to EN 12201-3 Annex:B derating 
factor = 0,6

Fabrication
Production from PE100 pipe
According to EN 12201-3 Annex:B derating 
factor = 0,6

d l LZ

mm SDR11 SDR17

280
315
355
400
450
500
560
630

500
500
550
600
650
700
750
800

1055
115

1235
1365
1500
1625
1785
1955

900
950

1057
1171
1293
1414
1550
1700

31,890
41,920
58,810
82,130
113,880
152,540
208,270
286,370

21,560
28,350
39,860
55,470
76,910

103,230
140,820
193,720

001 117 5045 0280
001 117 5045 0315
001 117 5045 0355
001 117 5045 0400
001 117 5045 0450
001 117 5045 0500
001 117 5045 0560
001 117 5045 0630

001 115 5045 0280
001 115 5045 0315
001 115 5045 0355
001 115 5045 0400
001 115 5045 0450
001 115 5045 0500
001 115 5045 0560
001 115 5045 0630

mm mmmm kg - SDR11 kg - SDR17

d l Z

mm SDR11 SDR17

90
110
125
140
160
180
200
225
250
280
315
355
400
450
500
560
630
710
800
900
1000
1200

175
175
178
190
200
200
200
218
225
240
253
273
290
305
330
350
365
365
480
480
480
480

440
460
481
520
560
580
600
661
700
760
821
901
980

1060
1160
1260
1360
1420
1560
1660
1780
2000

1,600
2,400
3,200
4,300
6,050
7,700
9,650

13,400
17,200
23,150
31,250
43,100
58,750
79,300

106,400
142,900
191,850
245,250
338,000

2,150
2,900
4,000
5,200
6,500
9,000
11,500
15,500
20,900
28,900
39,250
52,900
71,050
95,350

128,000
162,950
223,950
291,600
377,950
579,250

001 117 5044 0090
001 117 5044 0110
001 117 5044 0125
001 117 5044 0140
001 117 5044 0160
001 117 5044 0180
001 117 5044 0200
001 117 5044 0225
001 117 5044 0250
001 117 5044 0280
001 117 5044 0315
001 117 5044 0355
001 117 5044 0400
001 117 5044 0450
001 117 5044 0500
001 117 5044 0560
001 117 5044 0630
001 117 5044 0710
001 117 5044 0800

001 115 5044 0125
001 115 5044 0140
001 115 5044 0160
001 115 5044 0180
001 115 5044 0200
001 115 5044 0225
001 115 5044 0250
001 115 5044 0280
001 115 5044 0315
001 115 5044 0355
001 115 5044 0400
001 115 5044 0450
001 115 5044 0500
001 115 5044 0560
001 115 5044 0630
001 115 5044 0710
001 115 5044 0800
001 115 5044 0900
001 115 5044 1000
001 115 5044 1200

mm mm kg - SDR11 kg - SDR17

Article No

Article No

Article No

Article No

Weight

Weight

Weight

Weight
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REDUCED TEE 90°
PE100
Fabrication
Production from PE100 pipe
According to EN 12201-3 Annex:B derating 
factor = 0,6 (For TYPE-B)

d1-d2 l Zl Z L LArticle No Article NoTYPE TYPE

mm SDR11 SDR17

450-400
450-355
450-315
450-280
450-250
450-225
450-200
450-180
450-160
450-140
450-125
450-110
500-450
500-400
500-355
500-315
500-280
500-250
500-225
500-200
500-180
500-160
500-140
500-125
560-500
560-450
560-400
560-355
560-315
560-280
560-250
560-225
560-200
560-180
560-160
560-140
630-560
630-500
630-450
630-400
630-355

305
305
305
305
305
305
200
200
200
200
200
200
330
330
330
330
330
330
220
220
220
220
220
220
350
350
350
350
350
350
240
240
240
240
240
240
365
365
365
365
365

627
647
685
780
800
800
395
438
425
422
427
427
650
732
752
790
885
905
430
480
463
450
445
450
700
720
802
822
860
955
470
506
510
493
488
493
787
807
843
925
945

B
B
B
B
B
B
A
A
A
A
A
A
B
B
B
B
B
B
A
A
A
A
A
A
B
B
B
B
B
B
A
A
A
A
A
A
B
B
B
B
B

B
B
B
B
B
A
A
A
A
A
A
A
B
B
B
B
B
A
A
A
A
A
A
A
B
B
B
B
B
A
A
A
A
A
A
A
B
B
B
B
B

305
305
305
305
305
200
200
200
200
200
200
200
330
330
330
330
330
220
220
220
220
220
220
220
350
350
350
350
350
240
240
240
240
240
240
240
365
365
365
365
365

627
647
685
780
800
405
455
438
433
438
408
416
650
732
752
790
885
440
476
481
476
465
447
452
700
720
802
822
860
480
539
506
511
506
480
475
787
807
843
925
945

1060
1060
1060
1060
1060
1060
650
650
650
625
625
625
1160
1160
1160
1160
1160
1160
720
720
720
690
690
690

1260
1260
1260
1260
1260
1260
795
795
795
760
760
760

1360
1360
1360
1360
1360

1060
1060
1060
1060
1060
1060
650
650
650
625
625
625
1160
1160
1160
1160
1160
720
720
720
720
720
640
640

1260
1260
1260
1260
1260
795
795
760
760
760
705
705

1360
1360
1360
1360
1360

001 117 5042 0451
001 117 5042 0452
001 117 5042 0453
001 117 5042 0454
001 117 5042 0455
001 117 5042 0456
001 117 5042 0457
001 117 5042 0458
001 117 5042 0459
001 117 5042 0460
001 117 5042 0461
001 117 5042 0462
001 117 5042 0501
001 117 5042 0502
001 117 5042 0503
001 117 5042 0504
001 117 5042 0505
001 117 5042 0506
001 117 5042 0507
001 117 5042 0508
001 117 5042 0509
001 117 5042 0510
001 117 5042 0511
001 117 5042 0512
001 117 5042 0561
001 117 5042 0562
001 117 5042 0563
001 117 5042 0564
001 117 5042 0565
001 117 5042 0566
001 117 5042 0567
001 117 5042 0568
001 117 5042 0569
001 117 5042 0570
001 117 5042 0571
001 117 5042 0572
001 117 5042 0631
001 117 5042 0632
001 117 5042 0633
001 117 5042 0634
001 117 5042 0635

001 115 5042 0451
001 115 5042 0452
001 115 5042 0453
001 115 5042 0454
001 115 5042 0455
001 115 5042 0456
001 115 5042 0457
001 115 5042 0458
001 115 5042 0459
001 115 5042 0460
001 115 5042 0461
001 115 5042 0462
001 115 5042 0501
001 115 5042 0502
001 115 5042 0503
001 115 5042 0504
001 115 5042 0505
001 115 5042 0506
001 115 5042 0507
001 115 5042 0508
001 115 5042 0509
001 115 5042 0510
001 115 5042 0511
001 115 5042 0512
001 115 5042 0561
001 115 5042 0562
001 115 5042 0563
001 115 5042 0564
001 115 5042 0565
001 115 5042 0566
001 115 5042 0567
001 115 5042 0568
001 115 5042 0569
001 115 5042 0570
001 115 5042 0571
001 115 5042 0572
001 115 5042 0631
001 115 5042 0632
001 115 5042 0633
001 115 5042 0634
001 115 5042 0635

mm
SDR11

mm
SDR17

mm
SDR11

mm
SDR17

mm
SDR11

mm
SDR17
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REDUCED TEE 90°
PE100
Fabrication
Production from PE100 pipe
According to EN 12201-3 Annex:B derating 
factor = 0,6 (For TYPE-B)

d1-d2 l Zl Z L L

mm SDR11 SDR17

630-315
630-280
630-250
630-225
630-200
630-180
630-160
710-630
710-560
710-500
710-450
710-400
710-355
710-315
710-280
710-250
710-225
710-200
710-180
800-710
800-630
800-560
800-500
800-450
800-400
800-355
800-315
800-280
800-250
800-225
800-200
900-800
900-710
900-630
900-560
900-500
900-450
900-400
900-355
900-315
900-280
900-250
900-225
1000-900
1000-800
1000-710
1000-630
1000-560
1000-500

365
260
260
260
260
260
260
365
365
365
365
365
365
270
270
270
270
270
270
480
480
480
480
480
480
280
280
280
280
280

•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•

983
515
574
541
545
525
525
875
967
987

1023
1105
1125
565
610
545
581
586
581
970
990

1082
1102
1138
1220
1240
610
600
590
626
631

•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•

B
A
A
A
A
A
A
B
B
B
B
B
B
A
A
A
A
A
A
B
B
B
B
B
B
B
A
A
A
A
A
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•

A
A
A
A
A
A
A
B
B
B
B
B
A
A
A
A
A
A
A
B
B
B
B
B
A
A
A
A
A
A
A
B
B
B
B
B
A
A
A
A
A
A
A
B
B
B
B
B
B

260
260
260
260
260
260
260
365
365
365
365
365
270
270
270
270
270
270
270
480
480
480
480
480
280
280
280
280
280
280
280
480
480
480
480
480
480
290
290
290
290
290
290
480
480
480
480
480
480

525
570
574
562
574
528
523
815
907
927
963

1045
575
565
610
630
581
586
581
900
930

1022
1042
1078
640
810
800
655
675
626
631

1006
1036
1054
1146
1166
1202
690
690
690
705
709
697

1090
1206
1236
1254
1346
1366

1360
875
875
875
835
835
835

1440
1440
1440
1440
1440
1440
940
940
895
895
895
895

1760
1760
1760
1760
1760
1760
1760
960
960
915
915
915

•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•

875
875
835
835
835
770
770

1440
1440
1440
1440
1440
940
895
895
895
855
855
855

1760
1760
1760
1760
1760
1010
1010
1010
915
915
875
875

1860
1860
1860
1860
1860
1860
1030
1030
1030
980
935
935

1960
1960
1960
1960
1960
1960

001 117 5042 0636
001 117 5042 0637
001 117 5042 0638
001 117 5042 0639
001 117 5042 0640
001 117 5042 0641
001 117 5042 0642
001 117 5042 0711
001 117 5042 0712
001 117 5042 0713
001 117 5042 0714
001 117 5042 0715
001 117 5042 0716
001 117 5042 0717
001 117 5042 0718
001 117 5042 0719
001 117 5042 0720
001 117 5042 0721
001 117 5042 0722
001 117 5042 0801
001 117 5042 0802
001 117 5042 0803
001 117 5042 0804
001 117 5042 0805
001 117 5042 0806
001 117 5042 0807
001 117 5042 0808
001 117 5042 0809
001 117 5042 0810
001 117 5042 0811
001 117 5042 0812
001 117 5042 0901
001 117 5042 0902
001 117 5042 0903
001 117 5042 0904
001 117 5042 0905
001 117 5042 0906
001 117 5042 0907
001 117 5042 0908
001 117 5042 0909
001 117 5042 0910
001 117 5042 0911
001 117 5042 0912
001 117 5042 1001
001 117 5042 1002
001 117 5042 1003
001 117 5042 1004
001 117 5042 1005
001 117 5042 1006

001 115 5042 0636
001 115 5042 0637
001 115 5042 0638
001 115 5042 0639
001 115 5042 0640
001 115 5042 0641
001 115 5042 0642
001 115 5042 0711
001 115 5042 0712
001 115 5042 0713
001 115 5042 0714
001 115 5042 0715
001 115 5042 0716
001 115 5042 0717
001 115 5042 0718
001 115 5042 0719
001 115 5042 0720
001 115 5042 0721
001 115 5042 0722
001 115 5042 0801
001 115 5042 0802
001 115 5042 0803
001 115 5042 0804
001 115 5042 0805
001 115 5042 0806
001 115 5042 0807
001 115 5042 0808
001 115 5042 0809
001 115 5042 0810
001 115 5042 0811
001 115 5042 0812
001 115 5042 0901
001 115 5042 0902
001 115 5042 0903
001 115 5042 0904
001 115 5042 0905
001 115 5042 0906
001 115 5042 0907
001 115 5042 0908
001 115 5042 0909
001 115 5042 0910
001 115 5042 0911
001 115 5042 0912
001 115 5042 1001
001 115 5042 1002
001 115 5042 1003
001 115 5042 1004
001 115 5042 1005
001 115 5042 1006

mm
SDR11

mm
SDR17

mm
SDR11

mm
SDR17

mm
SDR11

mm
SDR17

Article No Article NoTYPE TYPE

56 www.ntgplastik.com

REDUCED TEE 90°
PE100
Fabrication
Production from PE100 pipe
According to EN 12201-3 Annex:B derating 
factor = 0,6 (For TYPE-B)

d1-d2 l Zl Z L L

mm SDR11 SDR17

1000-450
1000-400
1000-355
1000-315
1000-280
1000-250
1200-1000
1200-900
1200-800
1200-710
1200-630
1200-560
1200-500
1200-450
1200-400
1200-355
1200-315
1200-280

•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•

•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•

•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•

B
A
A
A
A
A
B
B
B
B
B
B
B
B
A
A
A
A

480
300
300
300
300
300
480
480
480
480
480
480
480
480
310
310
310
310

1402
740
740
740
755
775

1240
1270
1386
1416
1434
1526
1546
1582
840
840
840
855

•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•

1960
1050
1050
1050
1000
1000
2160
2160
2160
2160
2160
2160
2160
2160
1070
1070
1070
1020

001 117 5042 1007
001 117 5042 1008
001 117 5042 1009
001 117 5042 1010
001 117 5042 1011
001 117 5042 1012
001 117 5042 1201
001 117 5042 1202
001 117 5042 1203
001 117 5042 1204
001 117 5042 1205
001 117 5042 1206
001 117 5042 1207
001 117 5042 1208
001 117 5042 1209
001 117 5042 1210
001 117 5042 1211
001 117 5042 1212

001 115 5042 1007
001 115 5042 1008
001 115 5042 1009
001 115 5042 1010
001 115 5042 1011
001 115 5042 1012
001 115 5042 1201
001 115 5042 1202
001 115 5042 1203
001 115 5042 1204
001 115 5042 1205
001 115 5042 1206
001 115 5042 1207
001 115 5042 1208
001 115 5042 1209
001 115 5042 1210
001 115 5042 1211
001 115 5042 1212

mm
SDR11

mm
SDR17

mm
SDR11

mm
SDR17

mm
SDR11

mm
SDR17

Article No Article NoTYPE TYPE
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67

 Pipes
 

Pipes

Pipe tempered HDPE

Pipe length = 5 m

d1 Code S e A (cm2) kg/m

40 10 04 00 12,5 3,0 9,1 0,36

50 10 05 00 12,5 3,0 15,2 0,45

56 10 56 00 12,5 3,0 19,6 0,51

63 10 06 00 12,5 3,0 25,5 0,58

75 10 07 00 12,5 3,0 37,4 0,70

90 10 09 00 12,5 3,5 54,1 0,98

110 10 11 00 12,5 4,2 80,7 1,43

125 10 12 00 12,5 4,8 104,2 1,85

160 10 16 00 12,5 6,2 171,1 3,04

200 10 20 10 12,5 7,7 267,6 4,69

250 10 25 10 12,5 9,6 418,4 7,30

315 10 31 10 12,5 12,1 664,2 11,60

200 10 20 00 16 6,2 276,4 3,84

250 10 25 00 16 7,7 431,5 5,99

315 10 31 00 16 9,7 685,4 9,45

A (cm2) = cross sectional area of flow.

By

 

68

 Fittings
 

Reducers

Reducer eccentric HDPE

d1/d2 Code L l1 l2 k1 k2

50/40 16 05 04 80 35 37 20 20

56/40 16 56 04 80 35 37 20 20

56/50 16 56 05 80 35 37 20 20

63/40 16 06 04 80 35 37 20 20

63/50 16 06 05 80 35 37 20 20

63/56 16 06 56 80 35 37 20 20

75/40 16 07 04 80 35 30 20 20

75/50 16 07 05 80 35 37 20 20

75/56 16 07 56 80 35 37 20 20

75/63 16 07 06 80 35 37 20 20

90/40 16 09 04 80 30 33 20 20

90/50 16 09 05 80 30 34 20 20

90/56 16 09 56 80 30 36 20 20

90/63 16 09 06 80 30 39 20 20

90/75 16 09 07 80 30 44 20 20

110/40 16 11 04 80 31 34 20 20

110/50 16 11 05 80 31 34 20 20

110/56 16 11 56 80 31 35 20 20

110/63 16 11 06 80 31 34 20 20

110/75 16 11 07 80 31 36 20 20

110/90 16 11 09 80 31 41 20 20

125/50 16 12 05 80 35 37 20 20

125/56 16 12 56 80 35 37 20 20

125/63 16 12 06 80 35 37 20 20

125/75 16 12 07 80 35 30 20 20

125/90 16 12 09 80 35 32 20 20

125/110 16 12 11 80 36 36 20 20

160/110 16 16 11 80 28 36 20 20

160/125 16 16 12 80 32 36 20 20

293292 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions
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 Fittings
 

Bends

Bend 90° HDPE

d1 Code l1 r

160 11 16 91 1) 160 160

200 11 20 91 1) 205 200

250 11 25 91 1) 290 265

315 11 31 91 1) 340 300

1) butt-weld only

Bend 90° with long side HDPE

d1 Code l1 l2 r k1

40 11 04 92 1) 93 43 40 45

50 11 05 92 1) 103 53 50 45

56 11 56 92 1) 120 59 56 55

63 11 06 92 1) 130 66 65 60

75 11 07 92 1) 140 78 75 60

90 11 09 92 1) 153 93 90 60

110 11 11 96 1) 270 100 100 170

125 11 12 92 1) 190 128 125 60

1) electrofusable at one side

 

72

 Fittings
 

Bends

Bend 88,5° electrofusable HDPE

d1 Code l1 l2 r k1

110 11 11 98 116 116 80 25

Bend reduced 90° HDPE

d1/d2 Code l1 l2 k1

50/40 17 05 04 1) 90 40 40

63/50 17 06 05 1) 119 50 50

1) electrofusable at one side

295294 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

S12.5  Fittings
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 Fittings
 

Bends

Bend 15° HDPE

welded version

d1 Code l1 r k1

110 18 11 15 125 165 65

125 18 12 15 150 188 45

160 18 16 15 175 240 100

200 18 20 15 200 300 125

250 18 25 15 225 375 135

315 18 31 15 250 473 175

Bend 30° HDPE

welded version

d1 Code l1 r k1

110 18 11 30 125 165 60

125 18 12 30 150 188 85

160 18 16 30 175 240 100

200 18 20 30 200 200 115

250 18 25 30 225 255 125

315 18 31 30 250 320 135

74

 Fittings

Bends

Bend 180° HDPE

d1 Code l1 r

40 11 04 99 1) 38 40

50 11 05 99 1) 55 50

56 11 56 99 1) 47 49

63 11 06 99 1) 60 64

1) butt-weld only

Bends 180° are suitable for the fabrication of traps.

297296 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

S12.5  Fittings
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 Fittings
 

Elbows

Elbow 88,5° HDPE

d1 Code Type l1 k1

40 12 04 88 A 55 25

50 12 05 88 A 60 20

56 12 56 88 A 65 20

63 12 06 88 A 70 20

75 12 07 88 A 75 20

90 12 09 88 A 80 20

110 12 11 88 A 95 25

125 12 12 88 A 100 25

160 12 16 88 A 120 25

200 12 20 88 1) B 290 60

250 12 25 88 2) B 350 60

315 12 31 88 2) B 360 60

1) fabricated

2) fabricated / wall thickness e according to S12,5

76

 Fittings

Elbows

Elbow 45° HDPE

d1 Code l1 k1

40 12 04 45 40 20

50 12 05 45 45 20

56 12 56 45 45 20

63 12 06 45 50 20

75 12 07 45 50 20

90 12 09 45 55 20

110 12 11 45 60 25

125 12 12 45 65 25

160 12 16 45 69 20

200 12 20 45 173 60

250 12 25 45 1) 182 60

315 12 31 45 1) 195 60

1) wall thickness e according to S12,5

Elbow 45° with long side HDPE

d1 Code l1 l2 k1 k2

75 12 07 46 145 50 120 25

90 12 09 46 150 55 120 25

110 12 11 46 147 60 120 25

Elbows 45° with long side are applied for making the transition from stack to building drain acc. to EN 12056 (see drawing).

1 stack
2 building drain

299298 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions
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 Fittings
 

Branches

Elbow 90° with long side HDPE

d1 Code l1 l2 k1

90 12 09 93 1) 270 50 175

110 12 11 93 1) 300 60 220

1) electrofusable at one side

Elbows 90° with long side are applied in combination with wall or floor lavatory sockets (Code 500951, 501171 and 50xx01).

Elbows

-- to be continued --

78

 Fittings
 

Branches

Y-branch 45° HDPE

d1/d2 Code L l1/l2 l3 k1 k2 k3

40/40 30 04 04 135 90 45 30 30 25

50/40 30 05 04 165 110 55 45 45 40

50/50 30 05 05 165 110 55 20 20 35

56/40 30 56 04 180 120 60 35 30 60

56/50 30 56 05 180 120 60 30 30 40

56/56 30 56 56 180 120 60 25 25 40

63/40 30 06 04 195 130 65 40 45 45

63/50 30 06 05 195 130 65 30 30 50

63/56 30 06 56 195 130 65 25 25 45

63/63 30 06 06 195 130 65 20 20 40

75/40 30 07 04 210 140 70 60 50 65

75/50 30 07 05 210 140 70 40 30 70

75/56 30 07 56 210 140 70 35 25 55

75/63 30 07 06 210 140 70 35 25 45

75/75 30 07 07 210 140 70 25 25 40

90/40 30 09 04 240 160 80 65 55 75

90/50 30 09 05 240 160 80 50 40 80

90/56 30 09 56 240 160 80 45 35 75

90/63 30 09 06 240 160 80 40 30 70

90/75 30 09 07 240 160 80 35 30 65

90/90 30 09 09 240 160 80 20 20 50

110/40 30 11 04 270 180 90 75 60 95

110/50 30 11 05 270 180 90 55 50 95

110/56 30 11 56 270 180 90 45 40 90

110/63 30 11 06 270 180 90 40 35 85

110/75 30 11 07 270 180 90 35 30 75

110/90 30 11 09 270 180 90 30 25 65

110/110 30 11 11 270 180 90 20 20 55

125/40 30 12 04 300 200 100 115 60 75

125/50 30 12 05 300 200 100 115 60 75

125/56 30 12 56 300 200 100 110 50 45

125/63 30 12 06 300 200 100 60 45 105

125/75 30 12 07 300 200 100 50 40 95

125/90 30 12 09 300 200 100 35 30 30

125/110 30 12 11 300 200 100 25 25 25

125/125 30 12 12 300 200 100 20 20 20

160/50 30 16 05 1) 375 250 125 120 115 65

160/56 30 16 56 1) 375 250 125 120 115 65

160/63 30 16 06 1) 375 250 125 120 115 65

160/75 30 16 07 375 250 125 120 115 65

160/90 30 16 09 375 250 125 110 105 55

160/110 30 16 11 375 250 125 50 40 45

160/125 30 16 12 375 250 125 10 20 40

160/160 30 16 16 375 250 125 10 15 25

200/50 30 20 05 2) 540 360 180 95 15 175

200/56 30 20 56 2) 540 360 180 95 15 175

200/63 30 20 06 2) 540 360 180 95 15 175

200/75 30 20 07 3) 540 360 180 95 160 175

200/90 30 20 09 3) 540 360 180 80 150 165

1) fabricated

2) fabricated from branch 200/75 mm with concentric reducer

3) wall thickness e according to S12,5
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 Fittings
Y-branch 45° - continuation -

Branches

d1/d2 Code L l1/l2 l3 k1 k2 k3

200/110 30 20 11 3) 540 360 180 65 140 150

200/125 30 20 12 3) 540 360 180 55 130 140

200/160 30 20 16 3) 540 360 180 35 85 115

200/200 30 20 20 3) 555 375 180 0 0 95

250/75 30 25 07 1) 660 440 220 170 205 235

250/90 30 25 09 1) 660 440 220 160 195 225

250/110 30 25 11 1) 660 440 220 150 185 215

250/125 30 25 12 1) 660 440 220 140 175 205

250/160 30 25 16 1) 660 440 220 120 130 180

250/200 30 25 20 1) 660 440 220 90 50 150

250/250 30 25 25 1) 900 600 300 160 160 250

315/75 30 31 07 1) 840 560 280 255 280 325

315/90 30 31 09 1) 840 560 280 245 270 315

315/110 30 31 11 1) 840 560 280 235 260 305

315/125 30 31 12 1) 840 560 280 220 250 290

315/160 30 31 16 1) 840 560 280 200 205 270

315/200 30 31 20 1) 840 560 280 175 125 240

315/250 30 31 25 1) 840 560 280 140 130 205

315/315 30 31 31 1) 950 610 340 170 170 280

1) fabricated

2) fabricated from branch 200/75 mm with concentric reducer

3) wall thickness e according to S12,5

-- to be continued --

80

 Fittings
 

Branches

Branch 88,5° HDPE

d1/d2 Code L l1/l2 l3 k1 k2 k3

40/40 20 04 04 130 55 75 25 25 45

50/40 20 05 04 150 60 90 30 25 60

50/50 20 05 05 150 60 90 25 25 55

56/50 20 56 05 175 70 105 35 30 70

56/56 20 56 56 175 70 105 30 30 65

63/40 20 06 04 175 70 105 30 30 70

63/50 20 06 05 175 70 105 35 30 70

63/56 20 06 56 175 70 105 30 30 65

63/63 20 06 06 175 70 105 30 30 60

75/40 20 07 04 175 70 105 40 25 75

75/50 20 07 05 175 70 105 35 25 70

75/56 20 07 56 175 70 105 30 25 65

75/63 20 07 06 175 70 105 25 25 60

75/75 20 07 07 175 70 105 25 25 55

90/40 20 09 04 200 80 120 45 25 85

90/50 20 09 05 200 80 120 45 25 85

90/56 20 09 56 200 80 120 40 25 85

90/63 20 09 06 200 80 120 35 25 80

90/75 20 09 07 200 80 120 30 25 75

90/90 20 09 09 200 80 120 25 25 70

110/40 20 11 04 225 90 135 60 25 100

110/50 20 11 05 225 90 135 50 25 95

110/56 20 11 56 225 90 135 45 25 90

110/63 20 11 06 225 90 135 40 25 90

110/75 20 11 07 225 90 135 35 25 85

110/90 20 11 09 225 90 135 30 25 75

110/110 20 11 11 225 90 135 20 20 65

125/50 20 12 05 1) 250 100 150 60 25 110

125/56 20 12 56 1) 250 100 150 55 25 105

125/63 20 12 06 1) 250 100 150 50 25 105

125/75 20 12 07 250 100 150 45 25 100

125/90 20 12 09 250 100 150 40 25 90

125/110 20 12 11 250 100 150 30 20 80

125/125 20 12 12 250 100 150 20 20 70

160/50 20 16 05 1) 350 140 210 75 30 145

160/56 20 16 56 1) 350 140 210 75 30 145

160/63 20 16 06 1) 350 140 210 65 30 140

160/75 20 16 07 1) 350 140 210 80 45 150

160/90 20 16 09 1) 350 140 210 55 30 125

160/110 20 16 11 350 140 210 60 45 135

160/125 20 16 12 350 140 210 50 45 125

160/160 20 16 16 350 140 210 30 35 105

200/75 20 20 07 1) 360 180 180 90 60 90

200/90 20 20 09 1) 360 180 180 80 60 80

200/110 20 20 11 1) 360 180 180 70 60 70

200/125 20 20 12 1) 360 180 180 65 60 65

200/160 20 20 16 1) 360 180 180 45 60 45

200/200 20 20 20 1) 360 180 180 25 60 25

250/110 20 25 11 1) 440 220 220 110 70 110

250/125 20 25 12 1) 440 220 220 105 70 105

250/160 20 25 16 1) 440 220 220 85 70 85

1) fabricated
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 Fittings
Branch 88,5° - continuation -

Branches

d1/d2 Code L l1/l2 l3 k1 k2 k3

250/200 20 25 20 1) 480 240 240 65 40 65

250/250 20 25 25 1) 480 240 240 40 40 40

315/110 20 31 11 1) 560 280 280 170 90 170

315/125 20 31 12 1) 560 280 280 165 90 165

315/160 20 31 16 1) 560 280 280 145 90 145

315/200 20 31 20 1) 560 280 280 120 65 120

315/250 20 31 25 1) 560 280 280 95 65 95

315/315 20 31 31 1) 560 280 280 70 65 70

1) fabricated

Branch swept entry 88,5° HDPE

d1/d2 Code L l1 l2 k1 k3

110/110 25 11 11 225 135 130 30 30

 

82

 Fittings
 

Branches

Double branch 45° HDPE

d1/d2 Code L l1 l2 k1 k2 k3

110/40 36 11 04 270 180 100 110 65 45

110/50 36 11 05 270 180 100 100 65 45

110/110 36 11 11 270 180 100 65 20 20

Y-piece 60° HDPE

d1/d2 Code l1 l2 k1 k2

50/40 37 05 04 55 110 40 50

63/50 37 06 05 65 130 50 60

110/110 37 11 11 90 102 - -

305304 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions
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 Fittings

Branches

Clean out branch 45° HDPE

d1/d2 Code D L l1 l2 l3 k1 k3

110/110 33 11 00 140 270 180 195 90 20 55

125/110 33 12 00 140 300 200 200 100 25 25

160/110 33 16 00 140 375 250 220 125 45 45

Clean out branches 45° can be applied in horizontal and vertical pipes.

Clean out branch 90° HDPE

d1/d2 Code D L l1 l2 l3 k1 k3

40/40 23 04 00 64 130 55 80 75 25 45

50/50 23 05 00 72 150 60 72 90 25 55

56/56 23 56 00 83 175 70 100 105 30 65

63/63 23 06 00 87 175 70 100 105 30 60

75/75 23 07 00 91 175 70 100 105 25 55

90/90 23 09 00 118 200 80 100 120 25 70

110/110 23 11 20 127 225 90 105 135 20 65

125/110 23 12 00 140 250 100 123 150 20 80

160/110 23 16 20 134 350 140 120 210 60 135

200/110 23 20 00 140 360 180 160 180 90 90

250/110 23 25 00 140 440 220 185 220 110 110

315/110 23 31 00 140 560 280 220 280 170 170

Clean out branches 90° can be applied in horizontal and vertical pipes.
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 Fittings
 

Branches

Double ball branch 88,5° - 90° HDPE

fabricated - 90°

d1/d2 Code L l1 l2 D k1 k2

110/50 24 11 14 275 135 140 170 30 15

110/56 24 11 15 275 135 140 170 30 15

110/63 24 11 16 275 135 140 170 30 15

110/75 24 11 17 275 135 140 170 30 15

110/90 24 11 19 275 135 140 170 30 15

110/110 24 11 01 275 135 140 170 30 30

125/50 24 12 14 260 130 145 190 30 20

125/56 24 12 15 260 130 145 190 30 20

125/75 24 12 17 260 130 145 190 30 20

125/110 24 12 01 260 130 125 190 30 40

125/125 24 12 12 260 130 125 190 30 40

Double ball branches can be applied in soil and waste stacks.

Double ball branch 88,5° - 135° HDPE

fabricated - 135°

d1/d2 Code L l1 l2 D k1 k2

110/50 24 11 24 275 135 140 170 30 15

110/56 24 11 25 275 135 140 170 30 15

110/63 24 11 26 275 135 140 170 30 15

110/75 24 11 27 275 135 140 170 30 15

110/90 24 11 29 275 135 140 170 30 15

110/110 24 11 02 275 135 140 170 30 30

125/50 24 12 24 260 130 145 190 30 20

125/56 24 12 25 260 130 145 190 30 20

125/75 24 12 27 260 130 145 190 30 20

125/110 24 12 02 260 130 125 190 30 40

125/125 24 12 22 260 130 125 190 30 40

Double ball branches can be applied in soil and waste stacks.
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 Fittings
 

Branches

Double ball branch 88,5° - 180° HDPE

fabricated - 180°

d1/d2 Code L l1 l2 D k1 k2

110/50 24 11 34 275 135 140 170 30 15

110/56 24 11 35 275 135 140 170 30 15

110/63 24 11 36 275 135 140 170 30 15

110/75 24 11 37 275 135 140 170 30 15

110/90 24 11 39 275 135 140 170 30 15

110/110 24 11 03 275 135 140 170 30 30

125/50 24 12 34 260 130 145 190 30 20

125/56 24 12 35 260 130 145 190 30 20

125/75 24 12 37 260 130 145 190 30 20

125/110 24 12 03 260 130 125 190 30 40

125/125 24 12 32 260 130 125 190 30 40

Double ball branches can be applied in soil and waste stacks.

Triple ball branch 88,5° - 90° HDPE

fabricated - 90°

d1/d2 Code L l1 l2 D k1 k2

110/50 34 11 14 275 135 140 170 30 15

110/56 34 11 15 275 135 140 170 30 15

110/63 34 11 16 275 135 140 170 30 15

110/75 34 11 17 275 135 140 170 30 15

110/90 34 11 19 275 135 140 170 30 15

110/110 34 11 01 275 135 140 170 30 30

125/50 34 12 14 260 130 145 190 30 20

125/56 34 12 15 260 130 145 190 30 20

125/75 34 12 17 260 130 145 190 30 20

125/110 34 12 01 260 130 125 190 30 40

125/125 34 12 12 260 130 125 190 30 40

Triple ball branches can be applied in soil and waste stacks.
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 Fittings
 

Branches

Triple ball branch 88,5° - 135° HDPE

fabricated - 135°

d1/d2 Code L l1 l2 D k1 k2

110/50 34 11 24 275 135 140 170 30 15

110/56 34 11 25 275 135 140 170 30 15

110/63 34 11 26 275 135 140 170 30 15

110/75 34 11 27 275 135 140 170 30 15

110/90 34 11 29 275 135 140 170 30 15

110/110 34 11 02 275 135 140 170 30 30

125/50 34 12 24 260 130 145 190 30 20

125/56 34 12 25 260 130 145 190 30 20

125/75 34 12 27 260 130 145 190 30 20

125/110 34 12 02 260 130 125 190 30 40

125/125 34 12 22 260 130 125 190 30 40

Triple ball branches can be applied in soil and waste stacks.

Fourfold ball branch 88,5° - 90° HDPE

fabricated - 90°

d1/d2 Code L l1 l2 D k1 k2

110/50 44 11 14 275 135 140 170 30 15

110/56 44 11 15 275 135 140 170 30 15

110/63 44 11 16 275 135 140 170 30 15

110/75 44 11 17 275 135 140 170 30 15

110/90 44 11 19 275 135 140 170 30 15

110/110 44 11 01 275 135 140 170 30 30

125/50 44 12 14 260 130 145 190 30 20

125/56 44 12 15 260 130 145 190 30 20

125/75 44 12 17 260 130 145 190 30 20

125/110 44 12 01 260 130 125 190 30 40

125/125 44 12 12 260 130 125 190 30 40

Fourfold ball branches can be applied in soil and waste stacks.

309308 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions

S12.5  Fittings



 

87

 Fittings
 

Branches

Stack-aerator HDPE

d1/d2 Code d3 L l1 l2 l3 l4 l5 l6 l7 l8 l9 l10

110/110 60 11 17 1) 75 705 295 170 240 60 279 89 178 55 130 94

160/110 60 16 17 1) 75 750 330 170 250 60 339 114 228 80 140 119

1) 1/2/3 = max. Ø 110 mm - 4/5/6 = max. Ø 75 mm

2) butt-weld only

The Stack-aerator is delivered with closed caps. After removing the caps, the required horizontal branches can be butt-welded 
directly to the Stack-aerator. 

The horizontal branches can also be connected using plug-in sockets butt-welded to the Stack-aerator. Plug-in sockets allow for easy 
assembly on-site and enable a transition from 110 mm dBlue for acoustic horizontal drainage or a standard uPVC 110 mm branch. 
Using snap-sockets a pull-tight connection can be created. 

An expansion socket on every level is mandatory to absorb any pipe expansion and have a tension-free Stack-aerator.  Inspection 
openings should be installed according to local regulation, we advise one on every level.
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 Fittings
 

End caps

End cap HDPE

d1 Code Type L D l1

40 67 04 07 1) A 15 46 11

50 67 05 07 1) A 16 57 12

56 67 56 07 1) A 16 64 12

63 67 06 07 1) A 18 71 14

75 67 07 07 1) A 21 85 16

90 67 09 07 1) A 19 100 19

110 67 11 07 1) A 19 120 19

125 67 12 09 1) B 50

160 67 16 09 1) B 38

200 67 20 09 1) B 50

250 67 25 09 1) B 30

315 67 31 09 1) B 30

1) butt-weld only
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 Connecting fittings
 

Electrofusion joints Akafusion

Electrofusion coupler HDPE

d1 Code D L l1 System

40 41 04 95 52 54 22 5A/80s

50 41 05 95 62 54 22 5A/80s

56 41 56 95 68 54 22 5A/80s

63 41 06 95 75 54 22 5A/80s

75 41 07 95 87 54 22 5A/80s

90 41 09 95 102 56 22 5A/80s

110 41 11 95 123 60 16 5A/80s

125 41 12 95 137 66 22 5A/80s

160 41 16 95 172 66 22 5A/80s

200 41 20 65 233 175 31 220V/420s

250 41 25 65 283 175 31 220V/420s

315 41 31 65 349 175 31 220V/420s

The Akatherm electrofusion couplers are delivered with centre stops. These stops can easily be removed with a knife or screwdriver 
(200, 250, 315), so that the coupler can be used as a slide-coupler. Before welding, cut pipe ends squarely with a pipe cutting tool, 
remove the oxide film with a scraper and mark the insertion depth. The couplers can easily be welded with our Akatherm control 
box and other suitable control boxes.

Elecrtrofusion joints
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 Fittings
 

End caps

End cap HDPE

d1 Code Type L D l1

40 67 04 07 1) A 15 46 11

50 67 05 07 1) A 16 57 12

56 67 56 07 1) A 16 64 12

63 67 06 07 1) A 18 71 14

75 67 07 07 1) A 21 85 16

90 67 09 07 1) A 19 100 19

110 67 11 07 1) A 19 120 19

125 67 12 09 1) B 50

160 67 16 09 1) B 38

200 67 20 09 1) B 50

250 67 25 09 1) B 30

315 67 31 09 1) B 30

1) butt-weld only
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 Connecting fittings

Plug-in joints

Snap socket HDPE
with protection plug

SBR seal

d1 Code D d L l1

40 40 04 10 1) 55 41 73 55

50 40 05 10 1) 65 51 77 55

63 40 06 10 1) 78 64 90 70

75 40 07 10 1) 90 76 90 70

90 40 09 10 1) 110 91 90 70

110 40 11 10 1) 130 111 90 70

125 40 12 10 1) 150 126 94 70

160 40 16 10 1) 190 162 134 105

200 40 20 10 1) 230 202 155 125

1) butt-weld only

The snap socket can be used as a plug-in connection and a pull tight connection. The snap ring (besides the rubber sealing ring) 
provides the possibility to make a pull tight connection between pipe and snap socket, provided that a groove is cut into the pipe 
with a groove cutter (see chapter Tools). The pipe end should be pushed into the snap socket entirely.

1 sealing ring
2 snap ring
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 Connecting fittings
 

Plug-in joints

Expansion socket with anchor point HDPE
with protection plug

SBR seal

d1 Code Type D d L l1 k1

40 40 04 20 B 58 41 172 135

50 40 05 20 B 68 51 172 135

56 40 56 20 B 74 57 172 135

63 40 06 20 1) B 78 64 155 135

75 42 07 20 A 100 76 256 75 35

90 42 09 20 A 116 91 256 75 35

110 42 11 20 A 137 112 256 75 35

125 42 12 20 A 153 127 256 75 35

160 42 16 20 A 189 162 265 75 35

200 40 20 20 2) B 230 202 310 245

250 40 25 20 2) B 300 253 330 265

315 40 31 20 2) B 370 319 360 290

1) butt-weld only

2) without protection plug, butt-weld only

1 sealing ring

The expansion sockets can absorb length changes of pipes with a max. length of 6 m. A temperature difference of 10°C will result in 
expansion or contraction of 8 mm. The insertion depths at ambient temperature of 0°C and 20°C are indicated on the sockets.

Expansion sockets of type A are equipped with an anchor point chamber of 30 mm which encloses the wall bracket and fixates it.
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 Fittings

Reducers

Reducer eccentric long HDPE

d1/d2 Code Type L l1 l2 l3 l4 d3 k1 k2

200/110 14 20 11 A 335 95 36 165 55 160 75 20

200/125 14 20 12 A 335 95 36 165 55 160 75 20

200/160 14 20 16 B 260 95 95 75 75

250/200 14 25 20 B 290 105 95 85 75

315/200 14 31 20 A 580 115 95 235 190 250 95 75

315/250 14 31 25 B 340 115 105 75 85
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 Fittings
 

Reducers

Reducer concentric HDPE

d1/d2 Code L l1 l2 k1 k2

40/32 15 04 03 80 30 30 15 15

50/32 15 05 03 80 30 30 15 15

50/40 15 05 04 80 30 30 15 15

56/40 15 56 04 80 30 30 15 15

56/50 15 56 05 80 30 30 15 15

63/40 15 06 04 80 30 30 15 15

63/50 15 06 05 80 30 30 15 15

63/56 15 06 56 80 30 30 15 15

75/40 15 07 04 80 30 30 15 15

75/50 15 07 05 80 30 30 15 15

75/56 15 07 56 80 30 30 15 15

75/63 15 07 06 80 30 30 15 15

90/40 15 09 04 80 30 30 15 15

90/50 15 09 05 80 30 28 15 15

90/56 15 09 56 80 30 30 15 15

90/63 15 09 06 80 30 30 15 15

90/75 15 09 07 80 30 28 15 15

110/40 15 11 04 80 30 30 15 15

110/50 15 11 05 80 30 30 15 15

110/56 15 11 56 80 30 30 15 15

110/63 15 11 06 80 30 30 15 15

110/75 15 11 07 80 30 30 15 15

110/90 15 11 09 80 30 30 15 15

125/50 15 12 05 80 30 30 15 15

125/56 15 12 56 80 30 30 15 15

125/63 15 12 06 80 30 30 15 15

125/75 15 12 07 80 30 30 15 15

125/90 15 12 09 80 30 30 15 15

125/110 15 12 11 80 35 30 15 15

160/110 15 16 11 80 35 30 15 15

160/125 15 16 12 80 39 30 15 15

200/160 15 20 16 1) 149 50 40 40 30

250/160 15 25 16 1) 194 60 40 50 30

250/200 15 25 20 1) 182 60 50 50 40

315/200 15 31 20 1) 230 90 80 80 70

315/250 15 31 25 1) 230 90 90 80 80

1) butt-weld only
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 Connecting fittings
 

Plug-in joints

Snap socket HDPE
with protection plug

SBR seal

d1 Code D d L l1

110 40 11 40 1) 130 111 55 45

1) butt-weld only

Short snap sockets can be used as a plug-in and a tight-fit connection. They are applied at places where thermally caused length 
changes are not allowed (for instance imbedded stacks).

Plug-in socket HDPE
with protection plug

SBR seal

d1 Code D d L l1

40 42 04 50 53 41 93 54

50 42 05 50 67 51 89 54

56 42 56 50 72 57 89 54

63 42 06 50 84 64 104 69

75 42 07 50 96 76 109 69

90 42 09 50 110 91 109 69

110 42 11 50 128 119 101 60

125 42 12 50 150 126 114 70

160 42 16 50 190 162 151 105
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 Connecting fittings
 

Screw couplers

Screw coupler short HDPE
complete with threaded piece, nut, pressure ring and sealing ring

EPDM seal

d1 Code D L l1 l2 l3

40 43 04 30 1) 66 71 56 32 33

50 43 05 30 1) 76 71 56 32 33

56 43 56 30 1) 82 71 56 32 35

63 43 06 30 1) 89 76 61 37 42

75 43 07 30 1) 103 81 65 37 44

90 43 09 30 1) 122 92 75 45 48

110 43 11 30 1) 148 97 80 49 62

1) butt-weld only

Inspection screw lock long HDPE

EPDM seal

d1 Code D L

40 66 04 40 66 85

50 66 05 40 76 85

56 66 56 40 82 85

63 66 06 40 89 90

75 66 07 40 103 91

90 66 09 40 122 102

110 66 11 40 148 107
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 Connecting fittings
 

Screw couplers

Flange bushing for screw coupler HDPE

d1 Code D L l1

40 43 04 05 45 58 27

50 43 05 05 56 66 31

56 43 56 05 63 64 30

63 43 06 05 69 73 34

75 43 07 05 84 81 38

90 43 09 05 99 101 48

110 43 11 05 119 112 53

Inspection screw lock short HDPE

EPDM seal

d1 Code D L

75 66 07 00 1) 91 48

110 66 11 20 1) 133 53

1) butt-weld only

 

95

 Connecting fittings
 

Screw couplers

Waste connector HDPE
with nut and seal

SBR seal

d1 Code R L l1 l2 D

32 98 03 81 1) 1 ¼" 35 21 21 54

40 98 04 82 1) 1 ½" 38 25 21 59

50 98 05 83 1) 2" 44 30 21 72

1) butt-weld only

Female thread adaptor short HDPE

d1 Code R L l1 D

40 91 04 78 1) ½" 38 30 40

40 91 04 79 1) ¾" 38 30 40

40 91 04 80 1) 1" 38 30 45

40 91 04 81 1) 1 ¼" 38 30 55

50 91 05 80 1) 1" 38 30 50

50 91 05 81 1) 1 ¼" 38 30 55

50 91 05 82 1) 1 ½" 38 30 63

63 91 06 82 1) 1 ½" 38 30 63

63 91 06 83 1) 2" 38 30 75

1) butt-weld only
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 Connecting fittings
 

Screw couplers

Female thread adaptor long HDPE

d1 Code R L l1 D

40 92 04 78 ½" 55 30 40

40 92 04 79 ¾" 70 30 40

40 92 04 80 1" 70 30 45

40 92 04 81 1 ¼" 70 30 55

50 92 05 78 ½" 60 30 50

50 92 05 79 ¾" 60 30 40

50 92 05 80 1" 70 30 50

50 92 05 81 1 ¼" 70 30 55

50 92 05 82 1 ½" 70 30 63

50 92 05 83 2" 70 30 75

56 92 56 83 2" 70 30 75

63 92 06 82 1 ½" 70 30 63

63 92 06 83 2" 70 30 75

75 92 07 84 2 ½" 70 30 90

Male thread adaptor short HDPE

d1 Code R L

40 96 04 78 1) ½" 30

40 96 04 79 1) ¾" 30

40 96 04 80 1) 1" 30

40 96 04 81 1) 1 ¼" 30

50 96 05 80 1) 1" 35

50 96 05 81 1) 1 ¼" 35

50 96 05 82 1) 1 ½" 35

63 96 06 82 1) 1 ½" 40

63 96 06 83 1) 2" 40

1) butt-weld only
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 Connecting fittings

Screw couplers

Male thread adaptor long HDPE

d1 Code R L

40 97 04 78 ½" 60

40 97 04 79 ¾" 60

40 97 04 80 1" 60

40 97 04 81 1 ¼" 60

50 97 05 80 1" 65

50 97 05 81 1 ¼" 65

50 97 05 82 1 ½" 65

56 97 56 83 2" 65

63 97 06 82 1 ½" 70

63 97 06 83 2" 70

75 97 07 84 2 ½" 70
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 Connecting fittings
 

Contraction socket joints

Contraction socket HDPE
with O-ring

NBR

d1/d Code L l1 dx

40/50 55 04 01 210 65 41-44

40/70 55 04 02 210 65 57-64

50/70 55 05 03 210 65 57-64

50/80 55 05 04 210 60 67-74

56/75 55 56 01 210 70 62-69

63/75 55 06 01 210 70 62-69

63/85 55 06 03 210 70 75-79

75/90 55 07 01 210 75 80-84

75/100 55 07 02 210 75 90-94

90/110 55 09 02 210 75 94-98

110/125 55 11 02 210 100 102-111

110/135 55 11 03 210 100 110-120

110/150 55 11 04 210 90 115-136

125/155 55 12 01 210 85 120-140

125/170 55 12 02 210 85 135-155

160/180 55 16 02 220 90 155-165

160/195 55 16 04 220 90 160-180

200/225 55 20 01 300 150 185-207

250/280 55 25 01 300 150 236-260

dx = connecting range

Contraction sockets are applied for jointing PE to concrete, clayware, copper, stainless steel etc. (see drawing).
1 Slip the seal over the pipe end.
2 Then slide the retraction socket over the pipe end with seal and heat it with for instance hot air.
3 The socket will shrink and fit over the pipe end.
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 Connecting fittings
 

Flanged joints

Stub flange HDPE

d1 Code d2 D L l1 k1

40 47 04 02 1) 50 78 50 10 15

50 47 05 02 1) 61 88 50 10 15

56 47 56 02 1) 70 102 60 14 15

63 47 06 02 1) 75 102 50 14 15

75 47 07 02 1) 89 120 50 16 15

90 47 09 02 105 136 80 17 30

110 47 11 02 125 158 80 18 30

125 47 12 02 132 158 80 18 30

160 47 16 02 175 210 80 18 30

200 47 20 02 1) 232 268 100 18 40

250 47 25 02 1) 285 320 100 20 40

315 47 31 02 1) 335 370 100 20 40

1) butt-weld only

Gasket flat EPDM

d1 Code d D b

40/32 47 04 13 910 34 82 3

50/40 47 05 13 910 42 92 3

56/50 47 06 13 810 58 107 3

63/50 47 06 13 810 58 107 3

75/65 47 07 13 810 69 127 3

90/80 47 09 13 810 84 142 3

110/100 47 11 13 810 100 162 3

125/100 47 12 13 810 114 162 3

160/150 47 16 13 810 146 218 3

200/200 47 20 13 810 181 273 3

250/250 47 25 13 810 226 328 3

315/300 47 31 13 810 283 378 3
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 Connecting fittings
 

Flanged joints

Profile backing ring PP with ductile iron core

d1/DN Code C D K* b d* n* M r

40/32 47 04 09 010 51 142 100 17 18 4 M16 3

50/40 47 05 09 010 62 156 110 19 18 4 M16 3

56/50 47 06 09 010 78 171 125 20 18 4 M16 3

63/50 47 06 09 010 78 171 125 20 18 4 M16 3

75/65 47 07 09 010 92 191 145 21 18 4 M16 3

90/80 47 09 09 010 108 206 160 21 18 8 M16 3

110/100 47 11 09 010 128 226 180 22 18 8 M16 3

125/100 47 12 09 010 135 226 180 23 18 8 M16 3

160/150 47 16 09 010 178 296 240 28 22 8 M20 3

200/200 47 20 09 010 235 350 295 32 22 8 M20 4

250/250 47 25 09 010 288 412 350 36 22 12 M20 4

315/300 47 31 09 010 338 462 400 42 22 12 M20 4

Profile backing rings with ductile iron core are suitable for non-pressure applications.

n = number of bolts
M = thread
* DIN 2501 PN10

Blind flange PP ductile iron core
Dimensions according to DIN 2501 PN10

d1/DN Code D K b d n M

40/32 47 04 85 010 140 100 16 18 4 M16

50/40 47 05 85 010 150 110 18 18 4 M16

56/50 47 06 85 010 165 125 18 18 4 M16

63/50 47 06 85 010 165 125 18 18 4 M16

75/65 47 07 85 010 185 145 18 18 4 M16

90/80 47 09 85 010 200 160 18 18 8 M16

110/100 47 11 85 010 220 180 18 18 8 M16

125/100 47 11 85 010 220 180 18 18 8 M16

160/150 47 16 85 010 285 240 24 22 8 M20

200/200 47 20 85 010 340 295 24 22 8 M20

250/250 47 25 85 010 400 350 30 22 12 M20

315/300 47 31 85 010 463 400 34 22 12 M20

Blind flange PP ductile iron core are suitable for non-pressure applications.

n = number of bolts
M = thread
Reference circle PN10 EN 1092
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 Connecting fittings
 

Flanged joints

Protection cap for pipe HDPE

d1 Code D L

40 40 04 29 42 35

50 40 05 29 52 35

56 40 56 29 58 35

63 40 06 29 65 35

75 40 07 29 78 35

90 40 09 29 93 35

110 40 11 29 113 40

125 40 12 29 129 40

160 40 16 29 164 40

Protection caps
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 Connecting fittings
 

Pipe in pipe joints

Rubber collar for pipe in pipe joints NBR

d1/d2 Code D L l1

50/32 51 33 01 54 24 20

50/40 51 35 01 54 24 20

56/32 51 33 03 56 29 23

56/40 51 35 03 56 27 22

63/32 51 35 02 63 24 20

63/40 51 36 02 63 24 20

63/50 51 37 02 63 24 20
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 Connecting fittings
 

Transition to other material

Double-flange bushing HDPE

d1 Code D L l1 l2

110 43 11 15 118 80 17 31

125 43 12 15 133 80 17 31

160 43 16 15 170 91 25 31

200 43 20 15 216 141 35 41

250 43 25 15 262 201 60 41

315 43 31 15 327 201 60 41

Double-flange bushings are suitable for anchor joints.

Transition to stoneware

d1 Code D L l1

110 56 11 40 132 130 50

125 56 12 40 160 140 50

160 56 16 40 187 140 50

200 56 20 40 242 200 130

250 56 25 40 298 200 130

315 56 31 40 352 200 120
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 Connecting fittings
 

Transition to other material

Transition to cast iron HDPE

d1 Code D L l1

200 56 20 50 212 160 80

250 56 25 50 274 160 115

315 56 31 50 326 160 115
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 Sanitary fittings

Wall-lavatory

Wall-lavatory bend 90° HDPE
with protection plug

SBR seal

d1/d Code l1 l2 l3 l4 l5 k1

90/90 50 09 84 225 76 34 83 17 120

110/90 50 11 85 225 76 34 95 17 120

110/110 50 11 82 1) 225 75 30 92 19 120

1) NBR O-ring

Double wall-lavatory bend 90° (vertical) HDPE
with protection plug

d1/d Code l1 l2 k1

110/90 50 09 34 1) 225 275 80

110/110 50 11 34 2) 185 270 60

1) EPDM O-ring

2) NBR O-ring
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 Sanitary fittings
 

Wall-lavatory

Double wall-lavatory bend 90° (horizontal) HDPE
with protection plug

d1/d Code l1 l2 l3 k1

110/90 50 09 35 1) 360 120 275 200

110/110 50 11 35 2) 360 120 270 200

1) EPDM O-ring

2) NBR O-ring

Wall-lavatory bend 90° (horizontal) left HDPE
with protection plug

SBR seal

d1/d Code l1 l2 l3 k1

90/90 50 09 32 300 100 75 140

110/90 50 10 32 350 100 75 170

110/110 50 11 32 1) 350 100 75 170

1) NBR O-ring
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 Sanitary fittings
 

Wall-lavatory

Wall-lavatory bend 90° (horizontal) right HDPE
with protection plug

SBR seal

d1/d Code l1 l2 l3 k1

90/90 50 09 33 300 100 75 140

110/90 50 10 33 350 100 75 170

110/110 50 11 33 1) 350 100 75 170

1) NBR O-ring

Wall-lavatory socket HDPE

d1/d Code D L l1

90/90 50 09 51 1) 113 49 38

110/110 50 11 71 1) 130 45 28

1) butt-weld only

Code 501171 = NBR O-ring.
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 Sanitary fittings
 

Wall-lavatory

Protection plug HDPE

d1 Code D D1 D2 L l1

90 43 09 19 109 90 103 98 27,0

110 43 11 19 130 105 119 98 23,5
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 Sanitary fittings
 

Floor-lavatory

Floor-lavatory socket HDPE

d1 Code d D L l1

90 50 09 01 1) 120 129 85 55

110 50 11 01 1) 120 129 88 60

1) butt-weld only

Floor-lavatory bend 90° HDPE

d1 Code d D l1 l2 l3 k1

90 50 09 11 120 129 270 65 123 175

110 50 11 11 120 129 300 60 140 215

110

 Sanitary fittings

Floor-lavatory

Rubber seal for floor-lavatory socket/bend

d1 Code D d2 L

129 50 11 13 135 102 25

d2 = connecting size.
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 Sanitary fittings
 

Trap connections

Trap connection 90° bend HDPE

d1 Code d D l1 l2 l3

40 51 04 11 1) 46 56 50 44 20

50 51 05 11 1) 46 53 45 46 18

56 51 56 11 1) 46 56 60 60 35

50 51 05 12 1) 58 65 50 45 20

56 51 56 12 1) 58 65 70 60 28

1) butt-weld only

Trap connection bend 90° connect in combination with rubber seal Code 51xx01 or 51xx02.

Trap connection socket HDPE

d1 Code d D L l1

32 51 03 01 1) 46 53 31 23

40 51 04 01 1) 46 53 30 24

50 51 05 01 1) 46 54 38 27

56 51 56 01 1) 46 53 38 25

50 51 05 02 1) 58 66 50 39

56 51 56 02 1) 58 64 46 32

1) butt-weld only

Trap connection socket connect in combination with rubber seal Code 51xx01 or 51xx02.
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 Sanitary fittings
 

Trap connections

Rubber collar for trap connection bend/socket NBR

d1 Code d D L l1

46 51 33 01 1 ¼" (32) 54 24 20

46 51 35 01 1 ½" (40) 54 24 20

58 51 35 02 1 ¼" (32) 63 24 20

58 51 36 02 1 ½" (40) 63 24 20

58 51 37 02 2" (50) 63 24 20

Universal protection plug
for all trap connection bends/sockets

Code

43 46 19

335334 Doha Regional Plastic SolutionsDoha Regional Plastic Solutions
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 Traps

Traps

Floor waste gully push-fit HDPE

SBR seal

d1/d2/d3 Code L L1 L2

110/50/75 46 11 05 212 120 100

3 x 50 mm side inlets push-fit (factory closed)
1 x 110 mm top inlet push-fit
1 x 75 mm side outlet electrofusable

Floor waste gully electrofusable HDPE

d1/d2/d3 Code L l1 l2

110/56/75 46 11 56 212 120 100

3 x 56 mm side inlets electrofusable (factory closed)
1 x 110 mm top inlet push-fit
1 x 75 mm side outlet electrofusable
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 Traps
 

Traps

Four way riser electrofusable HDPE

d1/d2 Code L l1

110/56 46 11 11 232 144

4 x 56 mm side inlets electrofusable (factory closed)
1 x 110 mm top inlet electrofusable
1 x 110 mm bottom outlet electrofusable

To be applied only in combination with universal trap Code 11 11 09.

S-trap HDPE

SBR seal

d1/d2 Code L l1 l2 l3 l4 l5 l6 k1

40/40 04 04 01 160 182 95 80 80 162 67 100

50/40 04 05 01 160 192 100 80 80 172 67 140

50/50 05 05 01 200 213 110 100 100 188 73 140

56/50 05 56 01 200 238 135 100 100 213 73 90

63/50 05 06 01 200 213 110 100 100 188 73 110

56/56 56 56 01 210 230 130 110 110 205 70 145

63/63 06 06 01 260 254 130 130 130 224 89 170

75/75 07 07 01 300 289 130 150 150 254 99 180
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 Traps
 

Traps

P-trap HDPE

SBR seal

d1/d2 Code L l1 l2 l3 l4 l5 k1

40/40 04 04 02 172 92 162 95 80 67 45

50/40 04 05 02 184 104 172 100 80 67 45

50/50 05 05 02 204 104 203 120 100 73 45

63/50 05 06 02 218 118 198 120 100 73 55

56/56 56 56 02 232 132 213 135 100 70 60

63/63 06 06 02 262 132 224 130 130 89 60

Running trap HDPE

SBR seal

d1/d2 Code L l1 l2 l3 l4 l5 k1

40/40 04 04 03 241 92 162 95 80 95 45

50/50 05 05 03 281 104 193 115 100 115 45

56/56 56 56 03 306 132 210 135 100 135 60

63/63 06 06 03 351 132 224 130 130 130 60
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 Traps
 

Traps

Universal trap with flange bushing HDPE

SBR seal

d1 Code L l1 l2 l3 l4 l5 l6 k1

63 06 06 09 255 130 214 140 125 73 149 60

75 07 07 09 293 143 258 155 150 81 184 60

90 09 09 09 445 270 250 150 175 101 203 175

110 11 11 09 520 300 323 165 220 112 255 220

Larger diameters on request.
Possibilities for application: see illustration.
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 Spare parts
Collar for plug-in socket, plug-in socket short, snap socket and expansion socket - continuation -

Spare parts

Collar for plug-in socket, plug-in socket short, snap socket and expansion socket SBR

d1 Code A B C

40 40 04 13 42 04 50 40 04 20 40 04 10

50 40 05 13 42 05 50 40 05 20 40 05 10

56 40 56 13 42 56 50 40 56 20

63 40 06 13 42 06 50 40 06 20 40 06 10

75 40 07 13 42 07 50 40 07 10

75 42 07 23 42 07 20

90 40 09 13 42 09 50 40 09 10

90 42 09 23 42 09 20

110 40 11 13 42 11 50 40 11 10

110 42 11 23 42 11 20

125 40 12 13 42 12 50 40 12 10

125 42 12 23 42 12 20

160 40 16 13 42 16 50 40 16 10

160 42 16 23 42 16 20

200 40 20 13 40 20 10

200 40 20 23 40 20 20

250 40 25 23 40 25 20

315 40 31 23 40 31 20

A = plug-in socket
B = snap-expansion socket
C = snap socket

Protection plug for plug-in socket, plug-in socket short, snap socket and expansion 
socket

HDPE

d1 Code A B C

40 40 04 19 42 04 50 40 04 20 40 04 10

50 40 05 19 42 05 50 40 05 20 40 05 10

56 40 56 19 42 56 50 40 56 20 40 56 10

63 40 06 19 42 06 50 40 06 20 40 06 10

75 40 07 19 42 07 50 42 07 20 40 07 10

90 40 09 19 42 09 50 42 09 20 40 09 10

110 40 11 19 42 11 50 42 11 20 40 11 10

125 40 12 19 42 12 50 42 12 20 40 12 10

160 40 16 19 42 16 50 42 16 20 40 16 10

200 40 20 19 40 20 10

A = plug-in socket
B = snap-expansion socket
C = snap socket
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 Spare parts
 

Spare parts

Protection plug for trap connection socket/bend HDPE

d1 Code A B

46 40 46 19 51 xx 01 51 xx 11

58 40 58 19 51 xx 02 51 xx 12

A = trap connection socket
B = trap connection bend
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 Fixing material
 

Clamp liners

Clamp liners Stainless steel
2 identical metal clamp liners per set

d1 Code L l1 s

40 70 04 15 40 30 1

50 70 05 15 40 30 1

56 70 56 15 40 30 1

63 70 06 15 40 30 1

75 70 07 15 40 30 1

90 70 09 15 40 30 1

110 70 11 15 40 30 1

125 70 12 15 40 30 1

160 70 16 15 40 30 1

200 70 20 15 50 38 1
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 Fixing material
 

Anchor point joints

Anchor bracket Steel galvanised
for fixing to wall

d1 Code a b s R

40 70 04 78 93 30 2,5 ½"

50 70 05 78 104 30 2,5 ½"

56 70 56 78 113 30 2,5 ½"

63 70 06 78 113 30 2,5 ½"

75 70 07 78 126 30 2,5 ½"

90 70 09 78 143 30 2,5 ½"

110 70 11 78 161 30 2,5 ½"

125 70 12 78 178 30 2,5 ½"

160 70 16 78 215 30 2,5 ½"

200 70 20 80 283 40 4 1"

250 70 25 80 333 40 4 1"

315 70 31 80 398 40 4 1"

Mounting plate for anchor bracket Steel galvanised
for fixing to wall

Code R l1 l2 l3 l4 S C

40-160 70 94 78 ½" 145 38 90 25 4 8,5

200-315 70 94 80 1" 145 38 90 25 4 8,5
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 Fixing material

Guide bracket joints

Guide bracket Steel galvanised
for fixing to wall

d1 Code a b s R

40 70 04 10 93 30 2,5 M10

50 70 05 10 104 30 2,5 M10

56 70 56 10 113 30 2,5 M10

63 70 06 10 113 30 2,5 M10

75 70 07 10 126 30 2,5 M10

90 70 09 10 143 30 2,5 M10

110 70 11 10 161 30 2,5 M10

125 70 12 10 178 30 2,5 M10

160 70 16 10 215 30 2,5 M10

200 70 20 80 283 40 4 1"

250 70 25 80 333 40 4 1"

315 70 31 80 398 40 4 1"

Mounting plate for guide bracket Steel galvanised
for fixing to wall

Code R l1 l2 l3 l4 S C

40-160 70 94 10 M10 145 38 90 14 4 8,5

200-315 70 94 80 1" 145 38 90 25 4 8,5
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 Fixing material
 

Support shells

Support shell galvanised Steel galvanised

Shell length = 3 m

d1 Code s L

40 90 04 00 0,63 3000

50 90 05 00 0,63 3000

56 90 56 00 0,63 3000

63 90 06 00 0,63 3000

75 90 07 00 0,63 3000

90 90 09 00 0,63 3000

110 90 11 00 0,63 3000

125 90 12 00 0,63 3000

160 90 16 00 0,63 3000

Minimum order quantity is 30 m.
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Doha Regional Plastic Solutionsw w w . d r p s . c o m . q a

Solid customer Satisfaction through our
Quality management system
Doha Regional Plastic Solution (DRPS) is the leading Qatari manufacturer of HDPE Pipes & Fittings for Water, Drainage 
and other uses. We are offering total HDPE system solutions with integrated and diverse product portfolio locally made 

in the State of Qatar with high quality raw material, using advanced automated manufacturing equipment, systems 

and also we are providing a Welding services.
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 www.drps.com.qa 
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DOHA REGIONAL PLASTIC SOLUTIONS
Head Office

Zone 81, New Industrial Area

P.O. Box: 40613, Doha- Qatar

Tel : +974 4436 6244

Fax : +974 4436 6277

Email:info@drps.com.qa

Doha Regional Plastic Solutions
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 To Doha

 Safari
 Hypermarket

 Industrial Bridge

 To Old Industrial

 To Villagio
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 To K S A Border

 To Doha
 Mesamar

 DRPS

 Salwa Road

New Industrial
Gate

 Department of

 Estate
Industrial      New Industrial Area,

      Zone 35. Doha Qatar
Tel: +974 44366244, Fax: +974 44366277

Email: info@drps.com.qa
www.drps.com.qa

Route Direction:
a. Coming from Doha, take the Salwa Road
b. Drive straight until you reach the Industrial area Bridge,

then cross the Bridge & make a full right turn at Melberak
Interchange.

c. Continue crosed
sing the small Industrial Roundabout.
d. Enter the New Industrial Gate and from 3rd signal left and

then take 3rd right.

 End of
 Road

 Service Road

 DRPS Location Map

 Trafic Signal-2

 Trafic Signal-1

 Trafic
 Signal-3

Head Office
Zone 81, Small and Medium Industrial Area

P.O. Box 40613, Doha- Qatar
Tel. +974 4436 6244
Fax +974 4436 6277
Email info@drps.com.qa

www.drps.com.qa




